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. 
FOREWORD 

Volume II, System Engineering, is presented in two parts. Part 1 encom- 
passes SPS system engineeri?g aspects. Part 2 consists of a volume on SPS 
cost and programmatics; an appendix is included in Part 2 to cover the SPS 
WBS and cost estimates. Volume II of the SPS Concept Definition Study final 
report is submitted by Rockwell International through the Satellite Systems 
Division. All work was completed in response to NASA/MSFC Contract NAS8-32475, 
Exhibit C, dated March 28, 1978. 

The SPS final report will provide the NASA with additional information on 
the selection of a viable SPS concept, and will furnish a basis for subsequent 
technology advancement and verification activities. Other volumes of the final 
report are listed as follows: 

Volume Title 

I Executive Summary 

III Experimentation/Verification Element Definition 

IV Transportation Analyses 

V Special-Emphasis Studies 

VI 

VII 

In-Depth Element Investigations 

Systems/Subsystems Requirements Data Book 

The SPS-Program Manager, G. M. Hanley, may be contacted on any of the 
technical or management aspects of this report. He can be reached at 
213/594-3911, Seal Beach, California. 
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1 .O SPS COST AND PROGRAMMATIC5 

1.1 INTRODUCTION 

U.S. energy demands continue to increase dramatically and the availability 
of traditional energy resources have become the focal point of national/inter- 
national concern and economic balance. It is therefore important that alternate 
sources of energy be identified and evaluated as potential solutions to the law 
of supply and demand. In this regard, the possibility of generating large 
quantities of electrical power in space and transmitting it to earth offers a 
conceivable solution. However, economic and technological requirements of such 
a program needs to be established with confidence. This volume considers the 
cost and programmatic requirements for a recommended satellite power system 
reference concept evolving from a series of contracts' and company-sponsored 
work completed by the Rockwell International Satellite Systems Division of the 
Space Systems Group. 

The Rockwell SPS reference satellite and rectenna concept are illustrated 
in Figure 1.1-l. These configurations were used in the definition of costs and 
programmatics described in this volume. Typically, a single SPS provides 5 GW 
of electric power to the utility interface on the ground. The satellite is 
located in geosynchronous orbit and converts solar energy to dc electrical , 
energy using large GaAlAs solar arrays at a concentration ratio of two suns. 
The dc electrical energy is conducted from the solar arrays to the microwave 
antenna where the energy is transformed to microwave RF energy. A large, 
l-km-diameter, antenna beams the energy to a receiving antenna (rectenna) on 
the ground. The rectenna converts the RF energy,at very high efficiency, to 
dc electrical energy where it is collected and routed to conversion centers 
for subsequent input to the utility grid. 

The overall scenario for SPS snace transportation involvement is shown in 
Figure 1.1-2. Eight major elements-comprise the transportation system: 

Shuttle 
SPS heavy-lift launch vehicle (HLLV) 
Electrical orbit transver vehicle (EOTV) 
Intraorbit transfer vehicle (IOTV) 
Personnel orbit transfer vehicle (POTV) 
Crew module (CM) 
Leo propellant depot 
GE0 propellant depot 

The SPS ELLV is used to bring construction payload, crew expendables, and pro- 
pellants for the EOTV and POTV. The IOTV is used to carry payloads over short 

'Satellite Power Systems (SPS) Concept Definition Study (NAS8-32475)-Exhibit C, 
March 1978; Exhibit A/B, March 1977; and the SPS Feasibility Study (NAS8-32161), 
August 1976. 
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Figure 1.1-l. SPS Reference Satellite and 
Rectenna Concept 
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CREW MODULE 

. CONslRucllON fAYLOA0 
DELIVERY 

. CREW EX?EWOASLES 

. few l l lOFELlAIIl 

Figure 1.1-Z. Transportation Operations Scenario 

distances, e.g., between the SPS HLLV and the LEO station or EOTV, between the 
EOTV and space construction base (SCB), and between the Shuttle orbiter and 
the POTV. The EOTV carries payloads brought up in the HLLV between LEO and 
GEO. Because of the long flight duration of the EOTV, another vehicle (the 
POTV) is used to rapidly carry crew members between LEO and GEO. A crew mod- 
ule, capable of carrying 60 crew members, is needed to provide life support 
during crew transfer. The Space Shuttle provides transportation of crew, in 
its crew module, between earth and LEO. 

The initial step in satellite precursor operations is to establish the 
LEO base as shown in the lower left of Figure 1.1-3. Crew and power modules 
are transported.to LEO by Shuttle derivatives and assembled. When the base is 
fully operational, Shuttle external tanks are delivered and mated to form con- 
struction fixtures for SCB construction. Since the more economical HLLV will 
not be available, and since overall plans specify an EOTV test vehicle, it is 
probable that only the center trough of the SCB would be constructed initially. 
This trough would be used to fabricate the pilot plant EOTV with antenna. 
After proof of concept and SPS go-ahead, the remainder of the SCB would be 
completed, an initial fleet of EOTV's constructed, and the SCB transferred to 
GEO, using one or more EOTV's for propulsion and attitude control. Upon 
reaching GEO, satellite construction would commence, with the logistics support 
as shown at the right of the figure. 

l-3 
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CONST. 

INITIAL LEO BASE 

Figure 1.1-J. Overall Satellite Construction Scenario 

This volume is divided into three sections that describe the program, 
study approach, and ground rules/guidelines (Section 1.0). Section 2.0 covers 
cost analysis definitions and summarizes SPS costs for each of the main 
elements-satellite, space construction and support, transportation/facilities, 
ground receiving station, and management/integration. Comparative assessments 
are presented along with a description of cost trades. SPS programmatic ele- 
ments are presented in Section 3.0 to provide detail schedule/network informa- 
tion on the flow and sequence of design, development, construction, and 
operational activity. Included are some 13 program plans identifying opera- 
tional requirements and considerations of the SPS program. 

1.2 SPS GROUND RULES AND GUIDELINES 

A series of ground rules and guidelines were used during the study to 
provide a common reference point for the uniform development of cost and pro- 
grammatic elements of the SPS program. These considerations are itemized 
as follows. 

1. The SPS WBS of Appendix A was used as the structure of program 
hardware, activities, and accounts. 

l-4 
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2. Key-dates of program planning: 

l 1980-1985 Ground-Based Exploratory Research Activities 
l 1981-1987 Key Technology Program Activities 
l 1990 Decision Point for SPS Commercialization (Phase C/D) 
- 2000 IOC of First SPS 

3. Costs are reported at WBS level in terms of: 

(a) Development cost and TFU (theoretical first unit) 

(b) Initial capital investment average'cost per satellite 
(Satellites TFU and No. 2 through No. 60) 

(c) Replacement capital investment (RCI) cost and operations 
and maintenance (O&M) cost per satellite per year 

4. Cost estimates are projected in 1977 dollars and maximum use was 
made of past SPS studies and other associated data as appropriate. 

5. SPS build rate will be two nominal 5-GW SPS systems per year for 
30 years to provide a total capacity of 300 GW by 2030. 

6. Overall SPS lifetime will be 30 years with minimum maintenance 
and no salvage value or disposition costs. 

7. Complete construction and assembly will occur at geosynchronous 
orbit. 

8. Calculations are based on 0% launch losses. 

9. Program management and SE&I (management and integration) are 
costed at 5% of all other Level 2 costs. 

10. 25% mass contingency is costed as a 15% cost contingency on SPS 
WBS items of the satellite (l.l), space construction and support 
(1.21, and transportation (1.3). 

In order to promote a complete and understandable comparison of SPS con- 
cepts, and to maintain compatible economic and programmatic references, the 
SPS Work Breakdown Structure (WBS) Dictionary1 was used as the baseline document 
for the definition and organization of program elements. This structure subdi- 
vided the program into lower-level elements within each major system grouping and 
associated the dictionary definition with special accounts and phases unique 
to the program. Accounts and phases were designated for the DDT&E; initial 
capital investment (covering initial procurement and placement of each SPS); 
replacement capital investment (capital asset replacement over the SPS oper- 
ating life); and operations/maintenance (expendables and minor maintenance). 
This structural interface (Figure 1.2-1) provides the capability to view an,d 
analyze the SPS program from a number of programmatic, economic/cost, and man- 
agement aspects. The WBS dictionary (Appendix A) was carefully maintained and 
updated throughout the study as the programmatic baseline. 

'SPS Work Breakdown Structure Dictionary, National Aeronautics and Space 
Administration, November 1978. 
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Figure 1.2-l. Satellite Power System Work Breakdown Structure 
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1.3 STUDY TEAM AND INTERFACES 

The SPS program development group functioned as an integral part of the 
overall SPS studv team and participated in the progress and results of each 
task as it evolved. In addition to the daily interface with members of the 
Rockwell staff, discussions were held with representatives of the NASA/DOE. 
Supporting business/industrial representatives, such as those listed in 
Table 1.3-1, were contacted during the analysis and grass roots development of 
cost and programmatic estimates. 

Table 1.3-l. Industry Contacts 

ORGANIZATI~ 

. SME lSOCIETY OF MANUFACTURING) 
ENGINEERS) 

l RIVERSIDE CWNl CO. 

. MODERN ALLOYS, INC. 

l SANDIA-SOLAR THERMAL 

-TOWNSEND h BOTTUM. CONST. MGRS. 
1DMW SOUR PLAN1 IN BARSTOW, CA 

*AMERICAN BRIDGE -A DIVISION 
OF UNITED STATES STEEL 

.ALPtlA-BETA DISTRIBUTION CENTER 

l CATAPllJAR 

. INTERNATIONAL HARMSTER 

.SOUTHERN CALIFORNIA EDISON 

PURPOSE. 

OBTAIN TECHNICAL DATA ON ROBOTICALS 
AND TECHNOLCGY STANS 

RECTENNA CEMENT/CONCRETE REQUIREMENTS 
AND PROCESSES 

METHODS & EQUIPMENT FOR CONTINUOUS 
PLACEMENT OF RECTENNA PANEL CONCRETE 
FDOTINCS 

COMPARISON OF SllF CONSTRUCTIONIHANDL- 
ING APPROACH wlm sps RECKNNA REQ’Ts 

SITE PREPARATION AND CONSTRUCTION 
OPERATIONS 

STEEL REQ’TS &CONSTRUCTION APPROACH FOR 
INSTALLATION OF RECTENNA PANELS 

ANALYSIS OFMATERIALS HANDLI’NG SYSTEMS 

EARTH MOVING L GRADING EQUIPMENT 

EARTH MOVING h GRADING EQUIPMENT 

DC/AC POWER DISTRIBUTION LINESflOWERS 

1.4 STUDY APPROACH 

The objective of the study was to provide NASA with additional, accurate, 
and sufficient data and information to enable the selection of preferred viable 
SPS concepts by CY 1980 as a basis for subsequent technology advancement and 
verification activities in the CY 1980-1987 time frame. In this regard, the 
cost and programmatics contribution is documented in this final report. The 
results of each task evolved from two major activities: (1) a review and 
update of contract Exhibits A and B costs as reported in April 1978; and 
(2) the extensive analysis, selection, and determination of cost estimates, 
along with program plans/schedules applicable to the newly selected Rockwell 
SPS reference configuration of Exhibit C- especially the expansion of trans- 
portation and ground-receiving station data bases. All results of this work 
were consistent with SPS ground rules/guidelines and contract requirements 
covering four areas as detailed in the study plan: 

l Cost Analysis l Planning Packages 
l Schedules/Networks l Program Plans 

L. - 
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Figure 1.4-l identifies the close interrelationship of these tasks, the 
source of data, and the flow of cost and programmatic information into appli- 
cable final report volume such as this Part 2 of Volume I I-Systems Engineering 
that summarizes the activity in all areas. 

. 
TASK 6.1 

I c 
. STUDY GUIDE11 NES 

AND ASSUMPTIONS 
. SUPPORTI NC 

OST ANALYSIS 

.UPDATE SPS 

.TECHNOLOGY 
PROJECTS 

TASK 6.3 
1 

PLANNING PACKAGE 
*TECHNOLOGY PROJECTS 
dUDGET REQ’TS 
.SCHEDULES/NETWORKS 
JASK DESCRIPTIONS 

TASK I. 
r---1 

--- 
TASK 2. 

TASK 4.2 

SCHEDULES/NETWORKS 

.UPDATE SK 

.TECHNOLOGY 
PROJECTS 

PROGRAM PLANS 
.EXPAND DDTdE 

.RESOURCE 
ANALYSIS 

Figure 1.4-l. Cost and Programmatic Approach 
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2.0 COST ANALYSIS 

2.1 INTRODUCTION 

Results of SPS cost analyses, trades, and sensitivities are described in 
this section. Cost estimates of the Rockwell SPS baseline concept were updated 
in June of 1978, and shortly thereafter the reference NASA SPS concept replaced 
the earlier configuration. It is the reference configuration, with some design 
improvement, that was used in the development of cost and programmatics. The 
following discussion covers the costing approach/methodoloy; cost-effectiveness 
results; and SPS cost estimates, including time-phased costs of DDT&E and TFU. 

2.2 SPS COSTING APPROACH 

The SPS cost analysis has been performed on the Rockwell reference config- 
uration discussed in this report. The Exhibit C study considered an SPS option 
of 60 units with an IOC in the year 2000 and the full 300-GW capability to 
become operational at the rate of two SPS's or 10 GW per year. The Rockwell 
cost model was structured to the NASA SPS Work Breakdown Structure and Dictionary 
of November 1978, utilized the MSFC CER data base, and incorporated grass roots 
analyses and information from the Rockwell CER data base. This continuous inter- 
action to seek and establish better cost estimates has resulted in a higher 
degree of confidence in the resultant cost estimates, as compared with those of 
the Exhibit A/B final report. While the cost estimating relationships were 
developed to be as accurate as possible, it is too early in the definition 
process of the SPS to precisely predict either the final system point design or 
point estimate. However, it is believed that another step has been taken to 
predict the direction and relative magnitude of cost impacts and to aid in 
design determination/decisions of preferred concepts. 

There are basically four types of cost equations in the model, corresponding 
to the four WBS accounts -DDT&E, initial capital investment, replacement capital 
investment, and operations and maintenance. The cost methodology is, shown in 
detail in Appendix B as it covers CD (DDTLE), CTFU and CIPS (initial capital 
investment); CRC1 (replacement capital investment); and CO&M (operations and 
maintenance). Appendix B also provides a brief narrative description of each 
CER, its application, input data, and the calculated value for each type of 
costs. 

The DDT&E equation (CD) estimates the cost of design, development test/ 
evaluation and non-recurring costs. Separate factors were utilized to calculate 
the proportional assessment for management and integration and as a cost contin- 
gency for mass growth. In view of the gross nature of the level of information 
currently available on WBS 1.1.7 -System Test (hardware/operations) and Ground 
Support Equipment -the cost of systems test was assumed at 100% of the satellite 

- system ICI cost; whereas GSE was factored at 10% of the satellite DDTCE cost 
through 1.1.7. 
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The applicable total system mass, area, or power was used as the inputs 
for DDT&E CER's. A development factor (DF) ik included in the equation to 
adjust the cost to reflect only that portion of the total system mass, area, or 
power considered to be necessary for development of'the complete system where 
it is not required to develop the total mass, area, or power. The CD cost 
equation also allows for the application of a complexity factor (CF) to adjust 
the cost results when it is determined that the item being estimated is either 
more or less complex than the CER base data. 

The initial capital investment (ICI) cost equations estimate the initial 
capital investment cost of hardware items as a function of their mass, area, 
or power. The ICI cost equation is expressed in several different forms- 
CLRM, CTFU, CTB, and CIPS. The CLRM (cost of lowest repeating module) equation 
requires that the point estimate correspond to the mass, area, or power of the 
lowest repeating module (M). This is necessary because of the physical scale 
of the SPS and the production quantities required for many of the hardware 
elements. It is not reasonable to estimate the SPS initial capital investment 
cost as a historical function of the entire.SPS mass, area, or power. Rather, 
it is desirable to cost the number of repeating modules required per satellite 
to establish the satellite theoretical first-unit cost (TFU), and then input 
the satellite TFU cost into a progress (learning) function for the quantity of 
satellites required to calculate the average unit cost (IPS). This calculation 
involves two steps in the cost equations. The first step (CLRM) is simply the 
portion of the equation which estimates the theoretical first repeating module 
cost as discussed above. The second step (CTFU) has the progress function 
incorporated into the equation for the quantity of repeat modules required per 
satellite. This is automatically taken into account with the progress over 
production quantities as required when calculating the cost to build (CTB). 
CTB calculations are then factored on the basis of a requirement to construct 
an SPS divided by the option quantity. 

At the current level of SPS definition, it was difficult to define a 
repeating module. It is often impossible to know with any certainty just what 
portion of the total mass is appropriate to run through the equation as a module. 
It is just as difficult to identify how many distinct types or designs of mod- 
ules will be required for any subsystem or assembly. In such cases, the study 
simply assumed a module mass (or area or power) based on an engineering best 
judgment. 

Replacement capital investment (CRCI) CER's provide for the multiplication 
of the annual spares fraction (R) of each system by that system's cost to arrive 
at an RCI cost per satellite per year. 

Operations and maintenance costs (CO&M) are estimated in terms of O&M cost 
per satellite per year. O&M costs include those expenditures incurred in day-to- 
day operations, beginning with SPS initial operating capability (IOC) and con- 
tinuing over the life of each satellite. They consist of wages of O&M personnel, 
minor repairs and adjustments to systems to maintain an ordinarily efficient 
operating condition, expendables and consumables, launch costs for delivery and 
transfer of on-orbit personnel, and cargo resupply of expendables and consuma- 
bles, etc. O&M costs are calculated by the use of a direct cost input or by an 
annual factor per SPS times the cost to build the particular system. 

2-2 
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The cost methodology seeks to account for five separate effects which 
influence SPS cost: scaling, specification requirements, complexity, the 
degree of automation, and production progress. Scaling refers to the relation- 
ship in cost between items varying in size, but similar in type. Economies of 
scale usually ensure that such a relationship will not be strictly linear, but 
rather as size increases the cost per unit of size will decrease. The scope 
of this relationship is reflected by the equation exponent which results from 
the regression analysis of the data used to develop the cost estimating rela- 
tionship. 

Specification requirements have been accounted for by normalizing the CER 
data base to manned spacecraft specification levels, using factors from the 
RCA price model.' From that model, an average cost factor to adjust MIL-SPEC 
to manned spacecraft is around 1.75 for DDT&E and 1.6 for production cost. 
Under the assumption that some relaxation of Apollo-type specifications can be 
made for the SPS, a factor of 1.5 was assumed for both DDT&E and production 
cost. Furthermore, it was assumed that a factor of 3.0 would adjust commercial 
specifications to SPS requirements; therefore, military or commercial cost data 
used in the CER's were adjusted upward by factors of 1.5 and 3.0, respectively. 

The cost equations allow a complexity factor input to adjust the cost 
result when it is determined that the item being estimated is either more or 
less complex than the listed CER data base. 

The degree of automation is accounted for in certain cost equations through 
an adjustment to the CER coefficient by the tooling factors given in Appendix B. 
The effect of tooling is dependent upon the annual production rate. Higher pro- 
duction rates allow harder tooling and, thus, effect cost reductions. The 
tooling factors are used only on those CER's which are based on historical aero- 
space programs with limited annual production rates. Tooling factors are not 
used (and thus are not exercised as part of the equations in Appendix B tables) 
on those CER's which are based on data already reflecting automated production 
techniques (e.g., the commercial electronics data for the microwave antenna 
CER). 

Finally, the decreasing cost effects of progress, due to production process 
improvements or direct labor learning, are accounted for through standard 
progress functions. Many SPS components will be mass-produced in a capital 
intensive manner and will experience little labor learning. Other SPS hardware 
items, however, will be produced at very low annual rates much in the labor 
intensive manner of historical spacecraft programs and would therefore experi- 
ence learning. (Technically distinguishable ,from learning-but still predictable 
with the same form of exponential function- are the effects of production process 
improvements. In this model, when progress functions are used, they are meant 
to account for both of these effects.) A constant relationship has been assumed 
between the progress fraction and the annual production rate. 

. 'Equipment Specification Cost Effect Study, Phase II, Final Report, November 30, 
1976, by RCA Government Systems Division. 
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As required'by the costing ground rules and assumptions, all CER's are in 
terms of 1977 dollars. The study did assume 1990 technology and 1990 supply/ 
demand conditions which, in some cases, resulted in differential (non-general) 
price inflation or deflation between 1977 and 1990 being included in the CER's. 
Specifically, it was assumed that composite raw material prices and some elec- 
tronic component prices will decrease relative to general prices, while aluminum 
coil stock prices will increase relative to general prices. Such effects are 
allowed for by the CER's but only to the extent that the expected price changes 
differ from expected general price changes. The CER's affected are those for 
the antenna structure, power source structure, and microwave antenna. 

2.3 SPS COST ESTIMATES 

Total program costs were developed for WE% sub-level elements of DDT&E, 
production, launch, orbital assembly/construction, ground operations, replace- 
ment capital, and operations/maintenance. This section will present summarized 
cost data and describe the elements contained in each program phase. 

Tables 2.3-l and 2.3-2 summarize cost information for each main segment 
and phase of the SPS program. Table 2.3-l shows development cost data through 
the first full 5-GW operational satellite (TFU) including space transportation, 
construction, operations, and the ground receiving station plus grid interface 
and facilities needed to establish the SPS operational capability of the ground 
and space segments. As such, all cost estimates for the TFU include systems, 
equipment, facilities, and machinery that have a service life capable of 

Table 2.3-l. SPS Program Development Cost 

UtVE;UPMENl 
WBS , OESCRIPTION DDTCE TFU TOTAL 

-__. _ .- 
1 SAIELLllt PWER S’oltN ISPS) PROGRAM-  

~--.- - 
33.ci.702 51103.2*2 84505.000 

1.1 SAltLLITt SISTEM 7933.570 7950.922. _ 15884.492 ..~ 

1.2 SPACE CUNSTHUCTIOh C  WPPORT 7331.160 06QL.iL3 15933.703 
-- -- .._-= -: -.-- . - - .- _- . .._- -_.--- -- 

1.3 TWANSPURT~IIJN 1246b.316 LZUb6.199 35335.016 

1.4 bkOJN0 YECtIVlNG STAT 1UN 115.699 3b18.721. 3734.427 

1.5 MANICtHEN AND INTEGRATION 1392. *a 2151.918 354.e.382 

1.6 *ASS CON1 INGtNCY 4160.G31 5YI2.945 15072.977 

building more than one SPS. Table 2.3-2 summarizes (1) the investment per 
satellite (including ground station) of the option of 60 SPS's at a build rate 
of two 5-GW systems per year, and (2) the annual cost per satellite for replace- 
ment capital and operations/maintenance. Figure 2.3-l illustrates a distribution 
of the costs as the program moves through its phases of DDT&E, TFU, and produc- 
tion/operations. The investment per satellite (average cost) includes the cost 
to build a 5-GW satellite, ground receiving station, and apportioned transporta-' 
tion/space construction requirements. 
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Table 2.3-2. SPS Program Average Cost 
.~-__ 

l * OPb WIT PER SAT PER VEAR l * TUTAL 
WBS I UESCRiPTiON INV PER SAT RCI ocn TOlAL OPS 

1 3l<CZ%Ti%ikir~ii i~~~~~ VRaGun ~367T..0ba 451.531 193 .113 h5.244 14522.910 

1.1 _ S~TtLLJ~t~&~&TEM 5325.Li2 205.265 G.7cJ5 my70 a531.391 

1.2 SPACE CONSTRUCTION C  WPPORT 1148.332 51.42ir 11.274 62.701 1211.033 

1.3 TRANSb’UKTAI ION 1949 .oDr 119.343 00 .bb9 200.212 2149.216 

1.4 GROUND H~CclVING STAl lON 3590.822 0.275 7a.3n I 70.b52 3669.474 

1.5 MANAGtMtNT ANO’ INII%RITION C O O  .b79 10.815 8.561 27.J77 628.055 
_. - -_ ~~____ 

1.6 MASS CUNl INGtNCV 1263.413 56.405 13.927 70.332 1333.745 

HCtlT.t IRILU. 

$ 33.4B B 51.1B 

INVESTMENT PER INVESTMENT PER 
HGtlT. & INTEG. HGtlT. & INTEG. 

A.4 . SATELLITE 

w 
S 13,9B S 13,9B 

b GIiiiJtiD \ 
FACILI +iES \ 

REPL. CAPITAL/ 
HGHT. b INTEG. 

~PI\~~W;;fSTR. 6s 

$ 0,65B/SAT/YR 

Figure 2.3-l. SPS Cost Relationships 
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DEVELOPMENT COST 

The DDT&E phase consists of the one-time effort associated with designing, 
developing, and evaluating the components, subsystems, and systems required for 
the SPS project. It includes the development engineering, testing, and support 
necessary to translate a performance specification into a design. It encompasses 
the preparation of detailed drawings for system hardware fabrication, system 
integration and-depending on the system, subsystem, or component-structural, 
environmental, and other required tests. It includes the early supporting 
research and technology analyses, advanced study efforts and requirements defin- 
ition related to the SPS microwave power transmission system, power conversion, 
structure and assembly and power distribution; component development; integrated 
ground test programs; the Geosat space tests and LEO Shuttle sortie demonstra- 
tions, both shared and dedicated. It also includes related Shuttle-derived 
HLLV transportation systems and development of an SPS prototype demonstration 
test article which, following demonstrations, will be upgraded to an operational 
EOTV. Also included are the analyses of data and the necessary redesign and 
retest activities to meet specifications; and ground support equipment, special 
test equipment, and other program-peculiar costs not associated with repetitive 
production. All DDT&E effort associated with SPS-related support systems such 
as transportation, space construction base, and assembly/support equipment neces- 
sary to accomplish the satellite DDT&E phase is also included. 

DDT&E and TFU costs are combined in Figure 2.3-2, identifying major per- 
centiles that make up the $84.5 billion total. The SPS VTO/HL HLLV is a main 
contributor to the space transportation requirement along with the rectenna 

$84.5 BILLIM INCLUDES 
l TECHNOLOGY DEVELOMNT 

SPACE TRANSPORTATION 
a GROUND FACILITIES 

FACILITIES 

l scB 
*LEO BASE 

.OA BASE 

Figure 2.3-2. Cost Relationship Through the First SPS 

support structure/power collection elements of the ground receiving station. 
TFU space transportation at $19.67 billion is divided among vehicle fleet and 
operations breakdowns as shown in Figure 2.3-3, where the SPS VTO/HL HLLV 
identifies a five-vehicle requirement and 234 round-trip flights. Space Shuttle 
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SPS VTOM. HLLV (1.3.1) 
. FLEET 
.OPERATlONS 

EOTV (1.3.2) 1 

I .FLEET 
*OPERATIONS I I I 

TFU COST GO7lNTOS 

l 5 VEHICLES 
. 234 R.T. FLIGHTS 

$9530.5 

l 4 M.H3’ !&ERS. 
0261 E.T.5 

$6251.2 l 10 LRB’S 
03 CARGO/EM 

0261 RT FLIGHTS 

. 6 VEHICLES 
l 7 FT FLIGHTS 

$3625.7 

t 263.8 

Figure 2.3-3. TFU Space Transportation 

requirements represent vehicles and operations of the traffic model necessary 
to build the TFU and complete precursor activities covering the early program 
microwave test article, LEO base, satellite construction base (SCB), initial 
EOTV's; and to provide personnel during TFU fabrication/assembly and checkout 
activities. The SCB comprises over 76% of the $8.6 billion estimated for space 
construction and support, with about $4 billion required in work support facil- 
ities, and $2.6 billion in crew support facilities. Energy conversion (25%) 
and power transmission (48%) comprise the majority of satellite system costs 
projected at $7.95 billion. The TFU GRS breakdown identifies 88% of the cost 
in the rectenna support structure and power collector, with major costs in the 
steel panel/installation and antenna array elements as shown in Figure 2.3-4. 

Costing of DDT&E for the space base elements, STS-HLLV, and the assembly 
and support equipment followed the more conventional method of determining DDT&E 
cost- that is, based upon total subsystem mass, area, or power. This technique 
was used mainly from the standpoint that the cost data utilized to develop the 
applicable CER's for these elements were comparable and were developed on the 
basis of total subsystem mass, area, or power. In the case of the satellite, 
comparable historical DDT&E cost data were just not available for the magnitude 
of the satellite subsystems. 

In view of the physical size of the satellite subsystems and the large 
quantities required for certain parts and components, it was not considered 
reasonable to estimate the satellite subsystem DDT&E costs as a function of 

I -- 
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the total mass, area, or power per satellite as is generally the method. Rather, 
it was considered desirable to determine the satellite subsystem DDT&E costs b'y 
the application of a development factor. 

WBS ELEMENT 

piI2F-J 

GOZINTOS 

l STEEL PANEL FAB & INSTALL (92% 
.TAENCHlNG & CONCRETE 

1 POWER COLLECTIO~~4~3, ] 

SITE & FACILITIES 
(I.411 

GRID INTERFACE 

CONTROL l CONTROL CENTER EW IPMENT 
(L44) . CONTROL ELECTRON1 CS 

Figure 2.3-4. !lTU Ground Receiving Station 

*ANTENNA ARRAY ELEMENTS lB3%1 
**POWER DISTRIBUTION 

l INSTALUTION L CHECKOUT 

*LAND & PREPARATION 
.ROADS & BUILDINGS 
*UTILITIES & MAINTENANCE EQUIP. 

*ELECTRICAL EW IPMNT 
. TOWERS 

JFU COST 0 x 16, 

1849.6 

1353.2 

195.2 

145.7 

75.0 

a18 7x loa 

The development factor was determined by engineering and, in general, was 
estimated at a factor considered appropriate to the development of total system 
or subsystem based on parameters of mass, area, or power. In some cases it was 
determined that the factor should be slightly higher or directly related to the 
development scenario of the particular system. For example, crew and work sup- 
port modules of the LEO, SCB, or satellite operations and maintenance base are 
of common design but required at different times of the program. Appropriately 
then, development factors were assessed at 100% for modules required at the 
first point of usage, whereas a factor of lesser value was used on subsequent 
modules as a means of compensating for subsequent development or design integra- 
tion costs. 

INVESTMENT AND OPERATIONS 

Investment and operations costs developed during the study were presented 
in Table 2.3-2 and Figure 2.3-l. Investment'costs were developed at two levels 
-initial capital investment (ICI) which is the cost of production, assembly, 
installation, transportation, and testing of each individual satellite produced, 
ground station system, and associated effort necessary to bring the power satel- 
lite on line to a full 5-CW operational capability; and replacement capital 
investment (RCI) which are those expenditures relating to capital asset replace- 
ment and major maintenance overhauls that are expected to last for more than 
one year and result in an improvement to the operating system. Replacement 
capital requirements for the systems used to construct the satellite through 
IOC are included in the initial capital investment costs. Costs for the fleet, 
for example, needed to support O&M, are estimated and included as replacement 
capital investment. Operations costs consist of the effort required to operate 
and maintain the SPS project over its operational lifetime. 
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Investment per satellite is equivalent to the average unit cost of the 
total SPS requirement (TFU plus Satellites 2 through 60). This total average 
cost of $13.88 billion includes a 15% cost contingency for growth in the mass 
of WBS elements 1.1, 1.2, and 1.3. Satellite system costs of $5.33 billion 
are made up of power transmission (59%) and energy conversion (35%). The GRS 
estimate of $3.59 billion is primarily in the rectenna support structure and 
power collection system. SPS replacement capital and operations/maintenance 
phases are estimated at a total annual cost of $0.65 billion per year per SPS. 
The total average (investment) cost per nominal 5&W satellite yields an 
investment cost of $3OlO/kW. 

An analysis of potential major cost drivers (Table 2.3-3) was prepared for 
the Rockwell SPS CR-2 reference configuration of March 1979. Over 90% of the 
costs are represented within each program phase DDTCE, TFU, average satellite, 
and RCI/O&M. Close review will show that certain elements are consistently cost 
drivers requiring programmatic studies and analyses of SPS design.and technical 
approaches. 

Table 2.3-3. Potential Cost Drivers 
Rockwell SPS Reference Configuration (March 1979) 

c DDTM ~~ 
IAJOR PROG. ELEMENT i 
!ERCEHIAGE OFTorAL 1 

p: $33&B _~ 
95% 

I 
Satcllltc sy5t (L 1) I 21% 

*Ground test hardware 
& cqaratlons 

l Pmver transmlsslon 

l Precursor EOTV 

Space Construdlon 
h support (L2) 

Transportation I Ground 
Facllltles (L3l 

Ground Recclvlng 
Station (L4l 

22% 
9 Spa-12 construct. base 

l LEO base 
~- 

35% 

l SPS VTO-HL HLLV 
l Ground facllltles 
l Pars. launch vehlclr 

TFU AVG. SATELLITE 
$51. 1OB $13. BBB 

% %  91% 

15% 

-Power transmlsslon 

36% 
*Power transmlsslon 

*Energy converslon 

l EOTV test artlcle 

*Energy converslon 

15% 
.Spaca construct base 

l Satelllta O&M base 

44% 

.SPS VTO-HL HLLV 
l PLV 
l EOTV 
.Ground facllitles 

6% 

FRectenna support 
slNclum 

*Power wlktion 

16% 

Managament 6Jnteggra 

Mass contirqn~ 

7% 
*Satellite O&M base 

l2% 
.SPS VlO+lL HLLV 
l PLV 

23% 
.Rectenna support 

struclum 

aPower collection 

U% 

Wanagmnent & Intqra. 

@Mass contlngemy 

RCI IOJM 
SD.6581SATIYR 

w% 

30% 

l Pwer transmlsslon 

5% 

l Space construct. base 

2B% 

l SPS VTO-HL HLLV 
9 PLV 

121 
l Opentbn 

15% 
l Management 6 Integra. 

*Mass contingency 
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SPS COST BY YEAR 

A spreading function curve (ojive) was used in the time-phasing of costs 
against each main line item of the SPS WBS at a subsystem level. The cost 
spreading was projected for DDT&E and TFD costs by using various functions 
between the 20/8O and N/20 curve spread. This approach provided distributions 
supporting a low front-end buildup with the flexibility to shift costs in a 
manner suitable to the phasing of subsystem development and start-up require- 
ments. 

Table 2.3-4 summarizes full-scale DDT&E and the incremental cost buildup 
leading to the TFU IOC by the.year 2000. A relatively low profile prevails 
through the 1980's, reflecting activity of the ground-based experimental 
research and technology development programs on power transmission, PDhC, 
energy conversion, large space structures, and space.transportation. The costs 
expand rapidlythroughthe mid/late 1990's as the DDT&E activities accelerate 
and the Phase C/D programs begin on the satellite, space operations, transporta- 
tion, and ground receiving station including facilities and equipment for 
hardware buildup in support of early launches, ground operations, and space 
construction tasks. 

Table 2.3-4. DDT&E Plus TFU Cost By Year ($ Millions). 

_--- --__ -- --- -- .-TQThL- 
YEAR 1.1 1.2. 1.3- -1.4 1.511.6 

1980 C.16 z.0 7 '7 c.c .t 2.1c 
2 --. __.. 9,32_ 

81 1.55 r Y .3 +7.2b I b."c, 14.15 62.96 
82 5.4 1 c.9 121.37 c.cz 36.31 163.61 
a3 12.54 0.3 ZLZ.LJ c . ,z 5 .-58.44 333.26 
84 23.90 0.3 3-2.31 L. :. -3 lC7.34 473.71 
85 44.17 2.f 473.73 c ,. A '4 151.74 649.78 

885.33 
87 jz.i .?b 127.61 77 . 3 L ~ ‘iJ.25 24v.03 -i&1.19 
88: i'j4.13 --A /u-.97 ;Loz.i5 r d.29 299.25 2255.49 
89 3YS.Z-t i3b5.54 137?J.;a 5.33 ~-.525..?_3Am 3bYL.75 
90. 407.13 1812.37 li-rZ.91 1.35 311.76 4Y35.58 
91 07,'.7L 176C.71 2231.03 2.;3 i24z.52 5Y5S.53 

43jC.96 
93 iitLtS.>L/ 7~;17.59 - 
94 i2-r7 .bi: 659.73 3426.80 063.li 1628.74 Y42h.14 
95 iJ!~.*C 1366.53 4;.17.43 79k. 15 1528.12 _.- - --- - .1.;255.13 

- 96 20~i.31 iSfC..73 4356.34 755.63 i324.23 L~Yi+~.i4 
97 LL:Z.*z 1963.53 3cikJ7.7: 651.;0 1743.33 977Z.32 

< 98 1+.??.47 1557.52 224e.so 341.65 71c1.51 63;j1.6L - -_ _----___ 
99 6-‘3.39 E3A.7Y 142i.43 96.&Y 37Y. 71 3?6s+.70 

2000 157 .39 176.52 Zt?.Ci 1 12.4; 133.67 71b.23 ,. - r( - - .-I 0.c I- . " r - ..L c.; b.2 r 
-7 

-= 
r - -;-i-F 

- 
;- '1 

d .a 
i: 3 

. - . . .d.b u . i (2-c 

TGT15cY4.sh~k433.99 35234.07 373+.-t2 l?bl-i.33 54534.67 
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Figure 2.3-5 graphically displays the funding requirements and peak year 
distributions for DDT&E and TFU, where DDT&E costs peak at $4.27 billion in 
1991. This time period corresponds to the activation of Phase C/D operations 
on the TFU. The TFU costs peak at $9.18 billion in 1996, which is the period 
of system/hardware production. 

2.4 COST EFFECTIVENESS 

During the study, a'number of analyses were completed on the satellite, 
transportation, space construction, and ground station elements of the SPS 
program to develop specific system requirements for use in costing. These 
included traffic models, mass statements, system definitions, vehicle usages, 
and trade studies for cost assessments. The majority of these parameters 
are included in the discussions with appropriate CER's submitted in Appendix B. 

Study activities completed under the Exhibit C contract include: 

l A detail review and update of SPS economic/cost data as 
completed and submitted on the Rockwell SPS Point Design 
Concept of June 1978, focusing on operational requirements 
of the satellite, ground receiving station (rectenna), and 
transportation systems for that configuration. The anal- 
ysis of space transportation elements identified construc- 
tion and operations/maintenance flights, vehicle usages, 
and fleet attrition/spares. 

l CER's were implemented and programmed on the computer as 
supplemented with the results of grass roots analysis and 
engineering assessments based on cost information in the 
NASA data base, Rockwell contracts, and company-sponsored 
studies. 

. A transportation system study normalized cost data from 
NASA/Boeing contracts and the Rockwell Shuttle Growth 
contract study to project costs on the VTO-HL HLLV, Space 
Shuttle, orbiter, and PLV. 

l A grass roots analysis was completed on the GRS to establish 
rectenna panel, concrete, power distribution, and supporting 
system costs. The results were compiled into line item esti- 
mates and total costs for GRS DDT&E, TFU and investment. 

A rectenna panel payback analysis was completed to determine the cost 
effectiveness of a panel located in the perimeter of the rectenna farm. Rev- 
enue calculations were based on the incident microwave power per panel in the 
outer edge (Zone V) of the rectenna, as shown in Figure 2.4-l. The annual 
revenue from electric power was based on 40 mils per kwh, or $350 per year. 
An average cost of $5000 per panel was projected for the fixed costs, includ- 
ing some mark-up. Variable costs per panel considered replacements and O&M 
projections. Figure 2.4-2 identifies a payback period for panels in Zone V 
as varying from 3.5 to 14 years. However, the analysis shows that a panel 
intercepting 6 W/m2 can break even in a 30-year period. 
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3.0 SPS PROGRAMMATIC!5 

3.1 INTRODUCTION 

This section presents SPS program plans for the implementation of Phase C/D 
activities leading to the initial operational capability of the first SPS by the 
year 2000. These plans describe SPS program schedules and networks, critical 
i tems of system evolution/technology development, and the natural resource anal- 
ysis. 

Most key technological issues (as described in Volume III) will'have been 
resolved prior to the main Phase C/D effort and, therefore, technology in that 
sense is not the real concern of this section of the report on plans. Rather, 
the size of the SPS undertaking, its producibility, testing, logistics, facili- 
tization, and support requirements dictate the main program plan areas covered 
in this section (Table 3.1-1). As a secondary objective, planning areas requir- 
ing substantial effort in the immediate future were identified. This work con- 
centrated on the definition of specific problems, the solution of which might 
require the longest lead times for accomplishment or implementation. 

Table 3.1-l. SPS Program Plans 

= Program Management l ' Product Assurance 
9 Systems Engineering and 9 Facilities 

Integration l Ground Operations 
l Design and Development l Space Operations 
. Systems Testing l Launch Operations 
. Ground Support Equipment-D&D l Specification Tree 
l Manufacturing l Natural Resource Analysis 

The SPS is a vast undertaking, requiring commitments of significant magni- 
tude and long duration. Therefore, a well planned and funded SPS program is 
essential and the orderly, in-phase development of program plans is necessary 
to the accomplishment of long-range objectives and in permitting budgetary 
requirements to be established with sufficient lead time to assure commitment. 

Success of the SPS program is critically dependent on bringing together a 
number of related system projects. In addition to the satellite and ground sta- 
tion, as major items of operational hardware, associated programs such as the 
Space Transportation System and supporting SPS facilities should be conducted in 
parallel and time-phased to interface,as an integral part of a coordinated SPS 
program. Failure to complete any of these program efforts, in keeping with the 
SPS master schedule, would result in a corresponding delay in the availability 
of an operational system to serve as a significant national power resource. 
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3.2 PROGRAM PLANS APPROACH 

The basic approach in plans development is to establish interrelationships 
between specific SPS program plan areas and elements of the WBS. Thirteen pro- 
gram plans (one divided into three sub-plans) were, therefore, identified and 
analyzed against elements of the SPS WBS. When combined with over 70 WBS ele- 
ments, the resultant working-level matrix indicated 900 potential intercepts. 
At this time, however, we are concerned only with those intercepts for which 
long-range planning would be required or where the requirements analysis indi- 
cated major resource considerations, development or producibility concerns, 
areas of technology advancement, or support system sensitivity. Accordingly, 
Table 3.2-l presents a summary of principal intercepts resulting from an evalu- 
ation of each plan at a working level, as compared with SPS reference solar 
photovoltaic design data. A total of 115 intercepts was established in three 
categories-A, B, and C. There are 27 Category A intercepts indicating the 
potential need of major resources, technology advancement, or support system 
requirements. Twenty-five Category B intercepts were secondary in magnitude, 
but important because of the long-term effort. A full description of these 
categories (including coverage of Category C) is presented in the following 
paragraphs. 

l Category A-Implementation requires major resources in terms of 
manpower, dollars, raw materials or new facilities, etc. High- 
voltage test facilities for power distirbution equipment is an 
example. Major new system programs, critical to the overall SPS 
such as Shuttle-derived STS and EOTV, would also fall into this 
cateogry. HLLV, while not scheduled to support the prototype, 
needs to be time-phased to become operational by IOC to preserve 
program continuity. Therefore, HLLV would also be in Category A. 
New or greatly improved technology, requiring extensive and long- 
term development, would be placed in this category. One example 
would be high-rate production capability of thin-film GaAs solar 
blankets. Finally, items of special concern-but which may be 
of unknown magnitude- are placed in Category A. Examples would 
be verification of microwave beam control and utility interface 
considerations. 

l Category B-Requires minor commitment of resources relative to 
Category A, but nonetheless,.substantial long-term commitment 
may be required. An example would be verification tests of the 
rotary joint and slip rings. 

l Category C-Certain programmatic aspects must be implemented and 
maintained over the long term to provide continuity and coordin- 
ation. All planning areas should be maintained at some level of 
effort, and are so designated at the program management or SE&I 
levels. 
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Table 3.2-l. SPS Program Plans/DDT&E Relationship Matrix 
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The next step, as shown in Figure 3.2-1, was to prepare a summary planning 
sheet for each of the designated program plans. These were structured to include 
(1) a description of the plan; (2) a synopsis of requirements on technical and 
programmatic definition, associated with elements of the SPS point design descrip- 
tion; (3) major resource considerations; and (4) a discussion section that estab- 
lished parameters, guidelines, assumptions, or constraints with regard to the 
respective plan. Areas considered critical or important to the completion of a 
specific WBS element were researched, identified, and studied. SPS point design 
requirements were constantly iterated during this period to develop line item 
descriptions, within identified categories, of Phase C/D DDT&E program planning 
concerns. The results of .this work are presented on impact sheets as attached 
to the various plans included in a subsequent part of this section. 

r 

l PLANNING SUMMARY 

.DDT&E IMPACT SHEET 
11 

I I 
RECOMMENDATIONS 

FOR FUTURE 
PLANS DEVELOPMENT 

I I 

Figure 3.2-l. Program Plans Development Logic 

3.3 PROGRAM PLANS 

The implementation of each plan entails a scope of work such that the summa- 
tion of all plans will cover every facit of organization, management, and hardware/ 
software activity necessary to carry out the Phase C/D SPS efforts. Although the 
implementation of certain planning activities may be delayed, it is necessary to 
conduct some effort in each plan area throughout all phases of the program for 
purposes of coordination and continuity. 
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Overall program planning requirements, schedules, milestones, and master 
network are contained in this part of the report. Program elements are described 
as they apply within the program plan area. Special emphasis is placed on any 
major or critical area that is likely to have an impact or add some degree of 
risk in meeting SPS program objectives, schedules, and cost constraints. Where 
appropriate, the data are supported with analyses or discussions to provide the 
applicable level of assessment based on the SPS concept definition at this time, 
such as that presented in Plan 13 on natural resources. 

The planning data presented in this section are contained within the 
following program plan areas: 

1. Program Management-SPS schedules were developed over the 
program through year 2000, with emphasis on the 1980-1990 
period. These schedules are developed to incorporate NASA, 
MSFC and DOE programmatic milestones applying to the DDT&E 
phases. On this basis, a series of SPS schedules showing 
design, development, technology advancement, production, 
operations, and initial phasing were developed and have 
been included in this plan. 

2. Systems Engineering and Integration 

3. Design and Development 

4. Systems Testing 

5. Ground Support Equipment (GSE) Design and Development 

6. Manufacturing 

7. Product Assurance 

8. Facilities 

9. Ground Operations 

l Ground Integration 
l Maintenance and Refurbishment 
l Logistics 

10. Space Operations 

11. Launch Operations 

12. Specification Tree 

13. Natural Resource Analysis 
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SPi DDT8rE PROGRAM PLANNING SUMMARY 
‘LAN TITLE 

1 PROGRAM MANAGEMENT 
PROGRAM PLAN DESCRIPTION 
This plan shall include project schedules showing key milestones, test, deci- 
sion points, interfaces with other program elements, hardware deliveries, 
facility requirements, major reviews, reporting requirements, etc.; and logic 
networks depicting major milestones and the interrelationship of events and 
activities throughout the design, development, operations, technology advance- 
ment, technology verification, and commercialization phases with the identifi- 
cation of critical paths. Any analyses necessary to support the defined 
program and schedules shall also be included. Particular emphasis shall be 
placed on the 1980-1990 time frame. 

All major hardware and software-flight, as well as GSE-required for the 
development and operational phases, and identified in other sections, shall be 
scheduled including any hardware, equipment, and services required to be 
government-furnished and any long-lead hardware. 

Major make-or-buy assumptions used in developing the recommended program shall 
be identified with supporting rationale. 

SPS GaAlAs ROCKWELL EEREFCE CONFIGURATION PROGRAM REQUIREMENTS -.-____ 
l Solar Photovoltaic CR-2 Concept Definition 
l 30-Year Design Life with Maintenance 
l Nominal 5-GW Busbar Output at End of Life 
. Satellite-DDT&E Configuration 
l SPS Phase C/D DDT&E Program Coverage 
* 2000 IOC for SPS Operation 
l State-of-the-Art Technology, 1987 
l Technology Verification Period, 1981-1987 
l Planning in Accordance with SPS Work Breakdown Structure (November 1978) 
l SPS Schedule and Network Approach 
l Specify Key Milestones, Decision Points, Interfaces 
. Identify Make-or-Buy Approach 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
- Program Planning and Control - Support Management 
- Engineering Management - Quality Assurance Management 
- Manufacturing Management - Configuration Management 
- Contract Administration - Data Management 

l Support Materials, Equipment, and Facilities 
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I -1 
S PS DDT&E. PROGRAM PIANN I NG SUMMARY 

P&4N TlTLE 

1 PROGRAM MANAGEMENT (Cont. ) 
-1 

I DISCUSSION 

The program management plan addresses all schedules, logic, budget planning, 
and decision-making functions. Its implementation produces only software. 
However, it is the only level at which all SPS activities are coordinated. It 
is also the level at which major system interfaces occur, such as between 
satellitelrectenna and satellite/STS. Therefore, although it represents no 
major impact on its own, it is essential that the plan be started early and 
updated continuously to reflect both current activity and future planning at 
this summary level. 

Major systems which are coordinated through this plan are: 
l Satellite l Transportation 
l Space Construction and Support l Ground Receiving Station 

One function of the plan is to assure continuity and an orderly transition 
from Phase C/D through IOC and into the operational phase. Often, large pro- 
grams encounter peaks and valleys in funding and manpower needs. When these 
occur, the overall economy is normally elastic enough to accommodate such 
changes; but this is not the case for SPS. Due to the huge size of the SPS 
undertaking and the order-of-magnitude increase in resource requirements after 
IOC, it is essential to plan an orderly buiidup as a continuous process during 
Phase C/D and beyond. Only in this way can a healthy economy be maintained 
and the solar resource be exploited without a large gap occurring between IOC 
and significant operational buildup. The program management plan provides the 
vehicle for planning this buildup and making the necessary transition. As an 
example, the HLLV will not be operational during the main Phase C/D. However, 
its development will require a major program which must be time-phased to 
integrate with the overall SPS in the IOC time frame as an essential element 
in follow-on construction and operation of multiple systems. 

A summary SPS schedule is presented in Figure l-l. It identifies ground-based 
exploratory research activities and key technology programs preceding the 1990 
Phase C/D commercialization decision. The 335~MW EOTV precursorpilot plant is 
shown as an extension of the systems test activity. The 1990 C/D kick-off will 
activate work on all major elements leading to the SCB fabrication, EOTV test 
article assembly, transfer to GEO, and precursor testing/beam mapping. The 
growth Shuttle and Shuttle-derived cargo carrier will have an earlier start to 
transfer the necessary mass to orbit. Subsequent SPS VTO-HL HLLV operations 
will combine with the Shuttle for full-scale build of the TFU. The GRS is 
proceeding as an earth-based receiver of MW energy. 

I .-J 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
PL4N TITLE 

1 PROGRAM MANAGEMENT (Cont. 1 

SPS Program Schedules 

The objectives, magnitude, complexity, and duratfon of the SPS program demand 
an orderly and logical approach that will provide full implementation of pro- 
gram projects to achieve an operational SPS consistent with the plan. Accord. 
ingly, a major requirement existed for the development of fully integrated 
schedules/networks at all levels of the multi-faceted W&S. To provide an 
overall control of the scheduling activity, control milestones were estab- 
lished and maintained in a logic network of integrated program activities 
(Figure-l-2). 

The network divides the program milestones into four major sub-categories 
which include: 

l Technology verification and full-scale prototype development 
l Support facilities and equipment development, including transportation 
l Major programmatic milestones 
l Continuation decision points 

These milestones logically support succeeding events in their own sub- 
categories and, in certain cases, will support or impact succeeding milestone 
events in other sub-categories. 

The central catalyst for development of the satellite power system and its 
primary supporting equipment and facilities is the SPS decision category of 
milestones. Examination of the network will demonstrate that supporting 
equipment and facility developments encompass a scope of effort nearly equal 
to development of the satellite system itself; therefore, with due considera- 
tion taken for the technical lead times required for development of each major 
subsystem, an overall plan was established that incorporates parallel develop- 
ment of the several major subsystems in order that their timely completion 
supports major satellite system development objectives. 

The decision milestone sequence was developed to program the flow of separate 
developmental subprograms. Timely promulgation of these decisions will 
undoubtedly exercise overriding impact on the program and its progress. 
Further, justification for each of these decision areas-for the most part- 
will be predicated on the achievement of specified goals within a subprogram 
and may be only casually related to the results of major efforts in other sub- 
programs at that point in time. As an example, the long-lead technology 
required for development of an HLLV transportation system whose availability 
is critical to the construction and deployment of the initial satellite in the 
year 2000, necessitates initiation of a full-scale development program in the 
year 1988. This precedes a satellite systems technology readiness demonstra- 
tion conducted with the "multi-test platform: test article by two full years. 
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SPS DDT&E PROGRAM PLANNING SUMMARY 

PROGRAM MANAGEMENT (Cont.) 

To delay a transportation development decision until a high-confidence level 
is achieved through the satellite systems demonstration would vitally impact 
the program capability to achieve IOC by the year 2000. 

Other SPS program schedules have been prepared to identify (1) systems tech- 
nology development tasks, as will be shown on the DDT&E Technology Advancement 
Program Schedule; (2) detail design, production engineering, equipment and 
production operations activities as will be shown on the DDT&E/TFU Full-Scale 
Development Schedule; (3) a "special emphasis" network on the technology 
development steps of a microwave transmission system; and (4) a phasing sched- 
ule on the site activation and construction sequence of the ground receiving 
station (GRs). 

1. SPS DDT&E Technology Advancement Program Schedule 

The objective of this phase is to develop a system/subsystem technology base 
upon which a full-scale development program may systematically evolve. .The 
schedule of Figure l-3 addresses those key technology elements whose develop- 
ment is requisite to an overall SPS subsystem performance design and defini- 
tion and the development of test equipment and facilities needed to support 
this technology effort. SPS hardware development in this phase is confined to 
experimental and limited prototype articles needed to prove out design con- 
cepts such as the areas covered in MPTS, power conversion, power distribution, 
and structures. The transportation effort during this phase is primarily 
directed at providing preliminary design definition to those vehicles needed 
for specific transportation missions further identified in subsequent program 
phases. 
The culmination of this phase is through the integration of these subsystems 
into a GE0 multi-test platform and application of this test article in per- 
formance of a total system technology readiness demonstration by late 1989. 

2. DDT&E/TFU-Full-Scale Development Program 

The objective of this program phase is to produce and operate a full-scale 
prototype 5-GW satellite power generating system whose performance character- 
istics will be the basis of justification for continued satellite power system 
commercial development. Therefore, the schedule of Figure l-4 addresses only 
those tasks and program elements which directly impact development of proto- 
type operational power system hardware/software plus development of equipment 
and facilities which directly support tasks aimed at this objective. 

Included in this schedule are broad-based iterations of (1) designs and defin- 
itions of subsystem production hardware (based upon data, specifications, and 
experimental'hardware developed during the technology verification program 
phase); (2) manufacturing technology, equipment, and facilities that need 
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S’PS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN TITLE 
1 PROGRAM MANAGEMENT (Cont.) 

development; and (3) the prototype production operations and sequences. 
Emphasis in this schedule is also placed upon ground/space power system 
assembly and integration operations and the major equipment and facility 
development programs required to support these operations. The transportation 
schedule section is confined to those vehicles needing development for mission 
use during this particular program phase. It describes the phasing of (1) STS 
growth/derivative HLLV's which will be used to transport the mass to orbit, 
facilities, equipment, and personnel to LEO in support of the satellite con- 
struction base and its activation; (2) SPS-dedicated HLLV's (VTO-HL) to trans- 
port the main satellite construction mass to LEO; (3) the COTV (EOTV) which 
will be used for large interoribtal cargo mass transfer; and (4) the personnel 
and high-priority cargo-carrying space vehicles (IOTV, POTV. and PM). The. 
ground station system/subsystem design, development, and construction scenario 
has been addressed as it will support the overall program. WBS numbers and 
titles are referenced in the margin, and have been used to provide the basic 
structure and layout for this schedule. 

3. Special-Emphasis Network--Microwave Technology 

Current technology exploration studies indicate that microwave technology 
advancement will be a single most-significant pacer in total program develop- 
ment. In order to illustrate the need for early resource allocation directed 
toward near-term technology exploration and test verification of the concepts 
now under consideration, a time-oriented logic network was developed as shown 
in Figure l-5. It traces the full microwave scope of this effort and high- 
lights program continuation decision gates at critical junctures. 

Phase I (1980 through 1985) describes the tasks (including their timing and 
interrelationships) needed to define requirements, develop concepts, perform 
trades, conduct analysis on alternate designs, perform tests and evaluations 
on these alternative concepts and, finally, make a concept selection which 
will be the baseline for full-scale development. 

The network also describes parallel development programs on ground test facil- 
ities, equipment, instrumentation, and software needed to support the engineer, 
ing development process. 
Phase II (1986 through 1989) describes the development of equipment and test. 
articles needed to provide performance verification of the complete microwave 
system alone, and the microwave system integrated with key elements of the 
multi-test platform program for a complete earth/ground-based technology 
demonstration scheduled for late 1989. \ 

Phase III (1990 through 2000) describes 'the full-scale development of the sub- 
system along with the parallel development of all other satellite subsytems. 
The program culminates with a performance demonstration of multiple subarrays 
as integrated with other systems in the precursor pilot plant and, finally, 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN iiiLi~.. -._ 

1~ -___ --... _ 1 PROGRAM MANAGEMENT (Cont.) 

in the all-up systems test of the 5-GW initial satellite. To reiterate, the 
results of earlier ground-based microwave technology development and perform- 
ance verification activities will he a most significant factor in evaluating 
the feasibility of continued total system development. 

4. GRS Site Activation Schedule 

A series of detail phasing schedules were developed on the activation of each 
of the first four ground station receiving sites (Figure l-6). Operational 
sequences were identified for site survey, ground preparation, panel fabrica- 
tion, concrete placement, facilities installation, and checkout activities. 
Contacts with A&E, equipment manufacturing, concrete, and construction firms 
provided additional.information on the duration and sequence of operations 
from their experience on programs of this size. Figure l-7 is an integrated 
summary schedule of major events in constructing the ground receiving station 
and emphasizes the utilization of construction equipment and its transfer 
from site to site as required to maintain the build-rate of two rectennas 
per year. It was concluded that the equipment from Site 1 would be available 
for use on Site 3. This information on equipment utilization, site sequencing 
and equipment lifetimes was used to establish total resource requirements and 
cost estimates for the program. 

Figure 1-6. GRS Phasing Schedules 
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Figure 1-7. SPS Rectenna Construction Sequence Summary Schedule Flow 
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SPS DDT&E PROGRAM PLANNING SUMMARY --__ 
SYSTEM ENGINEERING AND INTEGRATION 

PROGRAM PLAN DESCRIPTION 

This plan shall address the planning for the systems engineering and integra- 
tion functions to include items such as mission planning, system and subsysten 
requirements, interfaces (ICD's), verification testing requirements, and pay- 
load integration. Costs shall be a major consideration in this planning. 

SPS POINT DESIGN PROGRAM RE~IJIREMENTS ---- 
l Solar Photovoltaic CR-2 Concept Definition 
l System and Subsystem Requirements 
l Mission Planning 
l Interface Control Documents 
l Verification Test Definition Requirements 
l Payload Integration 
l Systems Development and Operations Monitoring 
l SPS Cost/Economics 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
- Engineering Management 
- Safety 
- Reliability 
- Maintainability 
- Support Management 

l Support Materials/Equipment and Facilities 

DISCUSSION 

This plan deals with many software items which must be carried through the 
entire program. Typical are the definition of hardware requirements verifi- 
cation testing, mission planning, ICD's, payload integration, and costs. Each 
of these elements may affect hardware design and development in the conceptual 
stages. Major systems are assigned to Category C under this plan since system 
requirements must be established, interfaces defined, and continuous updating 
performed from the earliest stages of the program. Perhaps most importantly, 
this plan will provide for the development of all cost data, CER's, and cost- 
ing. These data will form the basis for establishing long-range budgeting for 
economic projections. 

-- 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN TITLE 

3 DES I G N  AND DEVELOPMENT 

PROGRAM PLAN DESCRIPTION 

This plan shall address the design and development of the system and subsys- 
terns, including design engineering, development and qualification testing. 
The hardware and software to carry out these activities shall be identified. 
The technology and/or development status of each subsystem shall be discussed 
in sufficient detail to allow for a management assessment of program develop- 
ment risks. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
l System and Subsystem Drawing/Specification Requirements 
l Supporting Software and Hardware Requirements 
l Development Program Definitions and Design Requirements 

- Structural elements-joining and stiffening 
- Beam machine development 
- Solar blanket design efficiency and reliability 
- Microwave reliability and efficiency requirements 
- Rectenna design optimization 
- Utility interface design requirements 

l Qualification Test Procedures and Requirements 
l Design Interfaces of Systems/Subsystems 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
- Design, development, and qualification testing manpower 

= Supporting Hardware and Software 
l Support Materials/Equipment and Facilities 

DISCUSSION 

This plan provides for all design and, as such, produces drawings, specifica- 
tions, and other software. It is a major engineering effort and therefore 
will have significant impact in terms of manpower requirements. However, 
there is reason to believe that these resources can be made available from 
existing technical labor markets, such as the aerospace industry, as needed. 
The same can be said for technology needs in terms of analytical tools, com- 
puter software, etc. Two areas are of present concern. First of all, the 
status of technology and development related to key subsystems and components 
must be determined and extrapolated to the time frame where needed for the 
SPS prototype. (Examples are klystrons and GaAs solar cells.) This will 
permit a risk assessment to.be made and justify the allocation of resources 
to most critical developmental areas. For example, stockpiling of solar cells 
for the SPS prototype will require a production rate of about 500 MW per year 
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I S.PS DDT&E PROGRAM PLANNING SUMMARY 

‘LAN TITLE 

3 DES I G N  AND DEVELOPMENT (Cont. ) 

starting in the late 1980's. Risk assessments under this plan would be a 
basis for implementing major developmental effort on GaAs to provide thin- 
film, high-efficiency cells. 

Secondly, developmental programs must be identified, planned, and carried out 
to assure that proof-of-concept will actually take place as scheduled. This 
effort assumes that the resolution of key issues or research activities will 
have been completed under technology development projects. It may, however, 
include development of equipment such as beam machines, development of 
large-scale, in-space life support and operational capability, and development 
of critical components or modules such as prototype solar blankets. Several 
critical long-range areas of concern are identified in Table 3-1. 
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Table 3-l. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet1 of 2 
PLAN NO. 3 TITLE: DESIGN AND DEVELOPMENT 

I 
CAT- 

WBS ELEMENT IMPACT EGORY 

1.1 Satellite design and supporting development will be a major undertaking due A 
Satellite System to size and complexity well beyond anything previously attempted in space, 

1.1.1.1, 1.1.2.1, The methods of designing the satellite construction base (SCB) and EOTV test B 
1.1.6.1 article structure will evolve as smaller structural platforms for demonstra- 
Structure tion projects as designed and developed during earlier phases. The design 

approach must be closely coordinated with the development of in-space 
processes and manufacturing equipment throughout the program. This will 
assure that the design of the structural elements, their joining and stiffen- 
ing will be compatible with the most effective approach to manufacturing. 
Design and development of beam machines and fixtures specific to the SCB and 
EOTV are included under WBS 1.2. Capability for producing large structures 
in space must be developed. 

1.1.1.4, 1.1.6.2, 
1.1.6.3 Special consideration must be given to design and development to provide high B 
Rotary Joint, reliability of the slip rings and brushes. Parts replacement must be consid- 
Mechanisms ered. 

1.1.1 Design and development of solar blankets must address the integrated power A 
Energy Conversion source at this level although most hardware-related effort will be at a lower 1 

i level. Energy conversion is among the most critical subsystems requiring 
extensive development and long lead times. The design and development of the 
solar blanket will be, perhaps, the most critical item in the SPS. Consider- 
able development will be required, extending over a long period before a 
suitable design evolves which combines the essential features of lightweight, 
high efficiency, high reliability, high proton damage resistance, satisfactor 
handling, and high production and low cost. 



Table 3-l. 
SPS DDTSE Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 2 of '2 
PLAN NO. 3 TITLE: DESIGN AND DEVELOPMENT 

CAT- 
WBS ELEMENT IMPACT EGORY 

1.1.2, 1.1.2.2 Design and development of regulators, switch gear, circuit breakers, kly- A 
Power Transmis- strons, beam control, etc., cathode structure will be extensive to assure 
sion/Subarrays high efficiency and reliability. Considerable investigations of alternate 

PDC subsystem and component approaches are foreseen. Ii 

1.1.7 
Systems Test 

Comprehensive overall effort involving two or more systems tests including 
hardware and operations plus design of all STE and facilities not included 

/ B 
/ 

elsewhere. A major planning effort is required for development and qualifi- 
cation testing. 

1.2 Space Con- Design and development of SCB, LEO base, satellite OhM base, and support A 
struction and equipment is a major task involving such items as assembly fixtures, beam 
Support machines, teleoperators, etc. This is one of the most critical areas of 

development. ICD’s must be considered throughout design and development. 
Concerns include life support, logistics, docking, flight control, personnel/ 1 
cargo transfer, etc. 

1.3 
Transportation Major parallel programs on HLLV, EOTV, PLV, POTV, PM, and IOTV. Therefore, B 

ICD’s must be considered throughout design. Engine development and vehicle 
design critical for multimission use. 

1.4 
Ground Receiving Because of large overall size and number of elements, must emphasize minimum C 
Station, Dipole/ use of materials; high reliability and low maintenance must be emphasized in 
Rectifier Ele- overall design. Power collector design must permit mass production at mini- 
ments, Power mum cost with on-site fabrication of dipole panels. Converter stations 
Distribution and require long-term planning and reliability in design. As the ultimate user, 
Conditioning, the utilities will have requirements for regulation and reliability. The A 
Utility Interface value of SPS-generated power to the utility must be addressed by taking mar- 

gin requirements, load factor, etc., into account. Power value and require- 
ments can be expected to vary for each grid network with which an interface 
1s contemplatea . 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN TITLE 

4 SYSTEMS TESTING 

PROGRAM PLAN DEFINITION 

This section shall address the approach to systems verification testing with 
supporting rationale. Also, the system test hardware and any unusual or 
unique facilities required to carry out the program shall be identified, 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
- Solar blankets- 27 x 106m2 per satellite 
- Power distribution and control 
- Rotary joint 
- Microwave power 
- Rectenna 
- Space transportation 

l System and Subsystem Verification Test Requirements 
l System Test Hardware/Software Definition 
l Unique Test Facilities-Ground and Space 

__._-. .~.---~ 
RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
l Operational/Support Personnel 
l Supporting Hardware and Software 
l Support Materials/Equipment and Facilities 
l Special/Unique Test Equipment 

DISCUSSION 

The overall testing hierarchy for Phase C/D consists of: 

l Development l Verification 
l Production l Operations 
l Qualification 

This plan addresses system verification and includes any tests which involve 
two or more subsystems and are for the purpose of verifying that the systems 
will perform to specifications. Verification tests may be performed on either 
end-item prototype hardware or on hardware specifically designated for verifi- 
cation purposes. For example, the first flight tests of the EOTV will be 
in orbit and presumably will be of short duration to verify performance prior 
to actual use of the vehicle for interorbital transfer. The EOTV in this 
case is a deliverable operational end item. On the other hand, verification 
tests of beam accuracy, control, and safety interlocks may be conducted during 
final phases of the GEOSAT,as shown in Figure 4-l. These tests are critical 
to SPS acceptance and will be conducted on an interim test platform. 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN TlTLE 

4 SYSTEMS TESTING (Cont.) 

TEST RANGE 

E[ 4E[ 
Figure 4-1. SPS Multi-Test Platform Evolution 

It remains to be resolved at what levels of assembly actual systems tests will 
take place and what scope these tests will assume. However, Table 4-1 identi- 
fies several areas of concern for reference at this point in time as they 
apply to main elements of the SPS program. 
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Table 4-1. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

F 
Sheet 1 

PLAN NO. 4 TITLE: SYSTEMS TESTING 

WBS ELEMENT 

.l 
iatellite System, 
.otary Joint, 
lechanisms 

.l.l 
lnergy Conversion 

.1.1.3 
olar Blankets 

IMPACT 

Certain tests can only be performed at the satellite level. It is assumed 
that combined power source/MWPTS/attitude control, etc., would be accomplishe 
as an integrated test program. Systems-level tests will be preceded by com- 
ponent checkout, interface verification, and subsystem testing. Questions 
which must be answered include: In what increments will a satellite be 
brought on line? How much of the antenna must be installed before first 
blanket is activated? Must blankets be covered during installation? (They 
will be “hot” whenever exposed to direct sunlight.) Should reflectors be 
installed for checkout, or later after total blankets in each bay are 
installed? Rectenna converters, switch gear, etc., must be brought to readi- 
ness before any blanket can be connected. In addition, are there stability, 
control, switching, etc., tests which must be performed at this level withou 
ground station interface? 

All moving parts such as the rotary joint should have extensive long-term tes 
data to assure reliability. While each of these items may not be of major 
magnitude relative to the systems programs they may, in total, represent a 
substantial testing effort. Due to the long lead time involved on the SPS, 
the opportunity exists to develop the necessary test data provided planning 
is started early. 

Similar questions arise, What is the testing concept and sequence? For test 
purposes, will the smallest unit be a single blanket (say, 750x25 m)? How 
will power source modules include switch gear, regulators, etc., for testing 
purposes? 

The SPS will require approximately 27~10~ m* of solar blankets startingin 199 
for delivery and installation through 2000. Buildup will require average pro 
duction of 675~10~ m*/year for four years starting in 1996. Testing will 
require ten or more “blimp hangar” size test stands capable of testing 
blankets on a three-shift basis. Testing of each solar blanket would be done 

CAT- 
:GORY 



Table 4-l. 
SPS DDT&E Program Planning Considerations (Phase C/D} Impact Sheet 

Sheet 2 of 3 
PLAN NO. 4 TITLE: SYSTEMS TESTING 

CAT- 
WBS ELEMENT IMPACT EGORY 

on test stands'adjacent to the factory. These stands would each have solar 
spectrum simulation capability. Test stands will be located at factory sites. 

1.1.1.4 Power High-rate, high-voltage (45 kV) testing of equipment will be involved. A 
Distribution and Question: What special problems and requirements are involved in high- 
Conditioning voltage testing of regulators and switch gear and dc/dc converters? 

1.1.2 Power Verification tests must satisfy beam control and interlock capability rela- B 
Transmission, tive to safety concerns. High-rate, high-voltage testing at component level 
RF Generation & for klystrons, driver amplifiers, etc. High-rate, high-voltage testing of 
Beam Control, conduction network at subsystem level and at component level of switch gear, 
Power Distribu- conditioning electronics. 
tion & Cond. 

1.1.7 Systems Comprehensive test requirements needed. Includes all ground systems tests A 
Test & Operations involving two or more subsystems for purposes of qualification and develop- 

ment. Does not include individual component tests such as solar blankets, 
klystrons, eF Does not include flight hardware. 

1.3.7 Large facilities will be required for systems tests, particularly those in A 
Facilities conjunction with energy conversion and STS. 

1.4 I Tests must verify 580,500 dipole subarrays plus distribution and conditioning A 
Ground system. Coordination of rectenna construction and operation with the satel- 
Receiving lite power source and/or MPTS must assure the phased buildup of an integrated 
Station power system. What systems level tests must be conducted? 

1.4.5 Utility must be prepared to accept interim and incremental power as part of B 
Utility systems testing. 
Interface 



Table 4-l. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 3 of 3 

PLAN NO. 4 TITLE: SYSTEMS TESTING 
; 

WBS ELEMENT ' IMPACT EGORY 

. . 5 This level brings together major systems and requirements, a substantial long- 'A 
'rogram I term commitment for systems testing. The satellite/rectenna, for example, I 
Ianagement 1 will undergo combined testing at various times during phased buildup of the mm 

prototype which will take place over a period of years. STS, OTV, and control;' 
interfaces must be tested and verified at this level. 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
?LAN TITLE 

5 I 
GROUND SUPPORT EQUIPMENT (GSE) 

DESIGN AND DEVELOPMENT 
PROGRAM PLAN DEFINITIONS 

This plan shall address the design and development of the GSE and its 
associated software required for checkout of the systems and subsystems 
at the various locations, i.e., factory, launch site, etc. The hardware 
required in the design and development of the GSE shall be identified. 

~_ ._ 
SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
l GSE Design/Drawing and Specification Requirements 
'* Supporting Software and Hardware Checkout Requirements 

RESOURCE CONSIDERATIONS 

l .Technical and Management Personnel 
l Supporting Hardware and Software 
l Support Materials/Equipment and Facilities 

DISCUSSION 

In total, GSE requirements will be substantial, particularly in support of 
launch and transport vehicles. Individual support equipment for satellite/ 
rectenna systems, however, should not require major expenditure of resources 
percentagewise. Long-range planning should be a natural fallout of the 
design process which must consider those items that are larger in size or 
quantity, such as the solar blankets or rectenna dipole panels, methods of 
transporting, servicing, and handling (Table 5-l). 
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Table 5-l. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

-. 7 -3 Sheet I of 1 

PLAN NO.5 TITLE: GSE DESIGN AND DEVELOPMENT 
CAT- 

WBS ELEMENT IMPACT EGORY 

1.1.1.3 Equipment to handle, transport, deploy, and service solar blankets after C 
Solar Blankets manufacture may be critical due to large size and fragile nature of blankets. 

1.3 Major system program/major support equipment C 
Transportation 

1.3.7 Heavy investment required for solar blanket and high-voltage testing. C 
Facilities 

1.4 Checkout, maintenance, repair, and replacement of large number of dipole C 
Ground panels in place may require special support equipment exclusive of test 
Receiving gear. 
Station 

Note. Although GSE will represent a substantial investment, neither the 
resource allocation and planning nor technology appear to be of suffi- 
cient criticality for consideration at this time. 
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6 MANUFACTURING PLAN 
PROGRAM PLAN DESCRIPTION 

This plan shall address the manufacturing requirements for all the development 
and deliverable hardware (flight systems and GSE) required in the program. 
Included shall be a compilation of all the hardware and software requirements 
from other sections. The major make-or-buy assumptions identified in the 
section on program management shall be used as a basis for developing the man- 
ufacturing requirements. Particular emphasis shall be placed on any unusual 
or unique facilities, tooling, and STE required to support the manufacturing 
activities and any advancements in the manufacturing processes and related 
technology that could impact the program. Quality control requirements shall 
also be assessed. 

SPS POINT DESIGN PROGRAM REQUIRXM!ZNTS 

. Solar Photovoltaic CR-2 Concept Definition 
- Structure 
- Solar blankets, 27~10~ m2 per satellite 
- Power distribution and conditioning 
- Microwave power 
- Rectenna 

l Flight and Ground System Manufacturing Requirements and 
Producibility Rates 

l Unique Manufacturing Facilities-Ground and Space 
l Special Test Equipment and Support Tooling 
l Quality Control Support Requirements 

RESOURCE CONSIDERATIONS 

l Technical and management personnel 
. Operational/support personnel 
. Supporting hardware and software 
l Support materials/equipment and facilities 
l Special/unique test equipment 

- 
DISCUSSION 

This plan covers all deliverable hardware. As such it includes ground systems 
flight systems, and GSE. Make-or-buy assumptions of the program management 
plan will be used to develop detailed manufacturing plans which relate to a 
particular supplier of specific hardware. Such plans obviously are strongly 
dependent on having a firm design concept established. Unique facilities, 
tooling, and STE required to support manufacturing activities must be identi- 
fied. High-voltage test equipment, for example, must be developed for use in 
manufacturing the multitude of items, indicated in Figure 6-1, at the compon- 
ent level (such as switch gear, regulator, and circuit breakers). Quality 
control requirements and procedures must be identified and developed. Again, 
these are strongly dependent on the design concept. 
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6 MANUFACTURING PLAN (Cont. 1 

Development of high-production, thin-fflm GaAs technology is probably the most 
critical item and will require a long-term, well-funded program. An equiva- 
lent amount of GaAs production will be required in the same time frame to 
support buildup of a prototype stockpile and continuation in support of the 
operational SPS fabrication. 

Large investments will also be required to manufacture power distribution, 
conditioning, and transmission components. Examples are switch gears, con- 
verters, and klystrons. (Assembly of the satellite as a power station would 
be covered under Plan 10, Space Operations.) Such items as beam machine com- 
plexes, templates, etc., must be developed specific to the prototype. These 
may differ considerably from those necessary to support construction of the 
Nth satellite due to the longer period permitted for staged fabrication of the 
former. A multitude of special assembly, fabrication, inspection, and test 
techniques must be developed which pertain to manufacturing in orbit. Some 
items may be partially fabricated and assembled under this plan with comple- 
tion under Plan 10 (Space Operations). "Waveguides" is an example. These 
may be built as full box sections or in half-sections to save volume. The 
latter would then be transported to the satellite and assembled. Manufacturin 
and product assurance techniques must be such that waveguides can be placed 
into operation with "zero" defects since internal arcing due to burrs or 
whiskers would result in early failure of the guide. 

An assumed buildup for one of the most critical items (solar blankets) is 
presented in Figure 6-2 in order to provide some perspective for the scope 
of the required manufacturing effort. It should be noted that production will 
peak at 1145 m per hour in 1997, and will need to increase in subsequent 
years to support the mature commercial program. Table 6-l broadly addresses 
some of the manufacturing facilities development tasks needed to support sub- 
system production for planned prototype and commercial space operations. 

I 
Cl‘- Figure 6-2. 

SPS Program Schedule 
(DDT&E/TFU Development 

Phase) 
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Table 6-1. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 1 of 2 

PLAN NO. 6 

WBS ELEMENT 

1.1 Satellite 
System 

1.1.1.3 
Solar Blankets 

1.1.1.4 Power 
Distribution and 
Conditioning 

1.1.2.2 
Microwave 
Subarrays 

TLE: MANUFACTURING 

IMPACT 

Once,point design is firm, an overall satellite manufacturing plan must be 
provided in detail. 

For the prototype SPS alone, a 27~10~ m2 area of solar blankets is required. 
Starting in 1996 it is suggested that a production rate be developed to sup- 
port test, TFU, and follow-on production. 
would be 3.3x106 m2 per year. 

Average production during 1996 
The development of GaAs solar blankets meeting 

production, reliability, efficiency, and weight goals will be a major SPS 
technical challenge. 

Problems relate to the large quantity of high-voltage, highly rebiable compon 
ents which must be produced. Figure 6-l provided some idea of the complexity 
of the power distribution subsystem. High-rate, automatic production of 
1-mil aluminum wire junctions with zero defects is required. Large numbers 
of regulators, switch gears, and dc/dc converters will be involved, plus 
system complexity with IMS control for array regulation, load control, and 
associated interfaces. 

Comments similar to the above apply to the MWPTS. If a decision were made to 
fabricate microwave resonant cavity radiators of ten types at the launch site 
a manufacturing facility of approximately 150,000 m2 must be provided. It is 
envisioned that the facility will have ten automated lines for cutting, per- 
forating, and corner-welding of power modules. To achieve maximum payload 
density objectives, consideration is being given to packaging these panels 
and all other requisite components into appropriate payload configuration for 
further assembly into klystron power modules, subarrays, and mechanical mod- 
ules for final installation in the antenna. There are 135,864 power modules, 
6993 subarrays, and 777 mechanical modules per each antenna. The manufactur- 
ing plan for actual installation, connection, and checkout of this equipment 
will be covered under Plan 10 (Space Operations). 

:AT- 
GORY 



Table 6-l. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

&JaI=CL - “L - 

PLAN NO. 6 TITLE: MANUFACTURING 
CAT- 

WBS ELEMENT IMPACT EGORY 

1.1.7 System Test articles for all components and subsystems will be built for qualifica- B 
Pest Hardware tion testing. This does not include flight or operational hardware. 

1.2 Space Includes all special support equipment (teleoperators, beam machines, etc.) to C 
Construction and assemble,check out and maintain the satellite system. 
Support 

1.3 Transporta- Each transportation element requires a separate manufacturing plan as part C 
tion of the individual program effort. 

1.3.7 Manufacturing requirements for solar blankets, power conditioning and A 
Facilities distribution components and rectenna modules will require extensive 

facilities. 

1.4.2 Support Arrays will require roughly 4 million pedestals plus provisions for mounting C 
Structures switch gear, dc/dc connectors and cable runs. Large undertaking for planning 

purposes but not a technical problem. 

1.4.3 Dipole/ Similar technology could be used as for the solar blankets. However, modules A 
Rectivier Ele- could be of more manageable size. Weight will not be a problem but strength/ 
nents (Power ~ weatherability will be factors not encountered in space. High-rate produc- 
Collection) I tion must be accomplished on site for production of over 11,400,OOO multi- 

layered panels of four types assembled into 580,500 subarrays. 
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7 PRODUCT ASSURANCE __ __L-- 
PROGRAM PLAN DEFINITION 

This plan shall address the program requirements for quality assurance, reli- 
ability assurance, and systems safety. NHB 5300.4. (ID-l) shall be used as a 
guide in developing these requirements. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
l Quality Assurance Requirements-NHB 5300.4 (ID-l) 
l Reliability Assurance Requirements-NHB 5300.4 (ID-l) 
l Systems Safety Requirements-NHB 5300.4 (ID-l) 

. 

RESOURCE CONSIDERATIONS 

. Technical and Management Personnel 
g Support Equipment/Facilities and Software 

DISCUSSION 

Product assurance plans, comprising the disciplines of safety, reliability, 
and quality assurance, will provide direction for the overall satellite sys- 
tem. These plans will be applicable to vehicle Sontractors (SPS, HLLV, COTV, 
STS, and support equipment) and site contractors (ground receiving station). 
The plans, reflecting NHB 5300.4 (ID-l) requirements and associated data 
reporting requirements, will provide the basis for more detailed plans at the 
various vehicle and site levels during design/development, manufacturing, 
test, and operations. Subsequently, plans will be required from the indus- 
trial subcontractors. The scope of these plans will vary, depending on the 
type of procurement. 

Quality assurance plans relate primarily to the vehicles; site (facility) 
operations normally are administrated through quality procedural manuals 
covering all quality aspects of site operations. These manuals will be com- 
patible with overall program quality requirements. 
While the implementation of product assurance plans will entail a relatively 
small expenditure of resources, the consideration entailed in product assur- 
ance may have far reaching effects in terms of providing for reliability and 
safety of equipment and personnel. 
NHB 5300.4 (ID-l) provides guidelines for development of product assurance 
plans relative to the Space Shuttle. These plans encompass the areas of 
safety, reliability, maintainability, and quality assurance. While each of 
these will require planning unique to the SPS, the area overriding concern is 
safety. The logistics, fabrication, operation, and maintenance activities 
associated with the satellite system will require manned space activity well 
beyond any previous space endeavor. Due to the large size of the satellite, 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
PLAN 1 TITLE 

7 I PRODUCT ASSURANCEKont.) 

rapid means of transporting men and materials to the most remote areas must 
be developed. This, along with associated inspection and maintenance must be 
accomplished safely with minimal need to shut down any portion of the high- 
voltage grid. Replacement of certain items might be scheduled for periods of 
eclipse; however, most activities will take place aboard a fully operating 
power station. 

Ground safety will also be of concern. Consider the rectenna site, for 
example. Besides the microwave potential hazard, the high ac or dc voltage 
conditioning equipment represents potential lethal voltages to maintenance 
personnel required to repair or service that equipment. The heights of the 
various equipments represent an occupational hazard relative to falls or 
tool droppage. Also, lightning strike potential is affected by the heights, 
conductors, and array size. 

Considerations for other major systems and subsystems are similar in scope. 
Routine in-orbital operations, for example, will be undertaken on a large 
scale. Life support and safety will be major drivers in the design of each 
space system. The more significant product assurance considerations are 
summarized ,in Table 7-l. . 
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Table 7. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 1 of 1 
1 
r 

PLAN NO. 7 TITLE: PRODUCT ASSLBLANCE 
lCAT- 

’ WBS ELEMENT I HPACT 1 EGORY 

1.1 
Satellite 
System 

1.1.1 System safety and reliability will be addressed at the system level since 
Energy inspection, M/R, etc., must be performed on equipment with the photovoltaics 
Conversion and concentrators operating in combination. 

1.1.1.3 
Solar Blankets 

1.1.2 
Power 
Transmission 

1.1.4 ACS 

1.5 
Program 
Management 

Product assurance elements must be established which apply to daily operations: C 
in the major manufacturing, installation, and operations in space. Safety 
aspects must consider protection of personnel and equipment during inspection,' 
maintenance, repair, and replacement operations in the midst of an operating 
antenna or solar blanket field. 

27,500 m2 or more'of solar blankets will be produced each day with associated 
checkout, inspection and repair. This element includes product assurance 
considerations on the ground and in orbit. 

Verification of pointing accuracy and interlock capability will be essential 
to public acceptance of SPS. Quality assurance considerations will relate 
to producing zero-defect waveguide assemblies in orbit. 

Safety aspects of fueling and performance M&R, etc., of multiple thrusters 
of the attitude control and stationkeeping system. 

The product assurance plan will not entail substantial financial commitment 
in itself relative to some other plans. However, it is assigned to a high 
category at the summary level to emphasize the critical impact of safety and 
reliability on the SPS. Requirements established by the product assurance 
plan will have a strong influence on design and may result in considerable 
budgetary impact in testing, manufacturing, and operations. 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
PLAN i,Ti~ ---.-.--.-- __- 

8 I FACILITIES 
PROGRAM PLAN DEFINITION 

This plan shall provide a compilation of the facility requirements (identi- 
fied in other sections) for the total program, including development, test- 
ing, manufacturing, checkout, and operations. Budgetary estimates shall be 
provided for the major/critical new facilities and/or major modifications. 
Options shall be described which will assist in determining whether these 
costs shall be contractor capital equipment or government facilities. Usage 
schedules shall be determined and any known conflicts shall be identified. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
- Development facilities requirements 
- Testing facilities requirements 
- Manufacturing facilities requirements 
- Checkout and operations facilities requirements 
- Ground support requirements 

l Requirements for Major/Critical New Facilities 
- Financial and organizational concept financing 

*Space segment 
*Ground segment 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
l Architectural and Engineering Capability 
l Maintenance and Operational Workers 
. Site and Facilities Availability 
l Materials and Support Equipment 
l Heavy Construction/Industrial Equipment 

DISCUSSION 

Major facilities will he required for manufacturing, testing, ground sup- 
port, and warehousing -such as those related to power generation and trans- 
mission. The same will apply to major systems such as STS and HLLV which 
must include launch, recovery, and refurbishment facilities (Table 8-l). 
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Table 8. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 1 of 1 
PLAN NO. 8 TITLE: FACILITIES 

CAT- 
WBS ELEMENT IMPACT EGORY 

1.1.1.3 Production, test, storage facilities A 
Solar Blankets 

1.1.1.4, 1.1.2.3, Production and high-voltage test facilities A 
1.1.6.3 Power 
Distribution and 
Conditioning 

1.1.2 Power Production and high-voltage test facilities B 
Iransmission 

1.3.7 This will provide facilities resulting from requirements generated under A 
Facilities other plans. Of particular concern are STS launch/recovery and logistics/ 

payload integration facilities. 

1.4 Production facilities for rectenna support structures and power collectors B 
Ground Receiving Includes all land, site preparation, buildings, access, and utilities inter- 
Station face for rectenna and other elements of ground station. Site may encompass 

over 150 km2. Several thousand workers must be accommodated during con- 
struction,with considerable reduction when the site is placed into operation. 

1.5 Program / Top-level planning function; major cost commitment required in subordinate A 
Management areas indicated. 
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SPS DDT&E PROGRAM.PLANNlNG SUMMARY 
)-tiN ~ T,i.~E ----~-. .-.. - - 

9a GROUND OPERATIONS-Ground Integration 

PROGRAM PLAN DEFINITION 

This plan will cover integration of equipment and instruments into payloads. 
(Launch site integration of payloads into vehicle carriers will be covered 
under Space Operations, Plan 10.) An assessment of the manpower, facilities 
equipment, and hardware to support these ground integration activities is 
required. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
- Operational instruments and payload integration requirements 
- Launch site/vehicle carrier definitions 
- Supporting equipment and facility requirements 
- Test and verification requirements 

RESOURCE CONSIDEMTIONS 

l Technical and Management Personnel 
l Supporting Hardware and Software 
l Test Equipment and Facilities 

DISCUSSION 

Ground integration will have no major impact; however, early consideration 
should influence certain designs (i.e., waveguides) to assure optimum mix 
of payloads for STS. Table 9a-1 identifies ground assembly and integration 
considerations relative to its programmatic impact. 
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Table ga-1. 
SPS DDTAE Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet1 of 1 
PLAN NO. 9a TITLE: Ground Operations-Ground Integration 

CAT- 
WBS ELEMENT IMPACT EGORY 

1.1.7 The integration task is comprehensive involving all aspects of assembly, C 
Systems Test test, and checkout of components, subsystems, etc., into payloads. This 
Operations includes automated and, in some cases, sortie payloads. Integratlon aspects 

must be considered in all phases of design to assure optimum combination of 
payload space and weight resulting in minimum flights to orbit. 

1.5 Provides consideration for policy and procedure required to conduct opera- C 
Management and tions and integration. 
Integration 

I , 

1 

I 
I 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
?UN TITLE 

9b . GROUND OPERATIONS-Maintenance and Refurbishment 

PROGRAM PLAN DEFINITION 

This plan will provide identification of expected maintenance and refurbish- 
ment requirements, assessment of how these activities would be accomplished 
and the resources required, i.e., manpower, facilities, and equipment. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
- Rectenna maintenance and refurbishment requirements 
- Shuttle-derived HLLV maintenance/refurbishment requirements 
- Launch site operations --.. 

RESOURCE CO'NSIDERATIONS 

l Technical and Management Personnel 
l Operations and Maintenance Personnel 
l Support Equipment and Facilities 
l Special/Unique Refurbishment Equipment 

- Rectenna panel checkout 
- Shuttle-derived HLLV 

DISCUSSION 

This plan will entail major effort primarily in the areas of rectenna and 
STS. The 5-GW rectenna site will, for example, contain 580,500 rectenna 
dipole panels (9.33 m high by 14.69 m long) covering an area of 78.5 million 
square meters. 

Refurbishment techniques for STS should derive directly from the Shuttle. 
The STS M&R plan area, while substantial will evolve over several years as 
the prototype ground station and launch/transportation system are being 
developed and brought up to operational status. 

The requirements for inspection, cleaning, maintenance, and some replacement 
of failed panels will require a sizeable direct labor force and supporting 
equipment to maintain the operational antenna once installed (Table 9b-1). 
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Table 9b-1, 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 1 of 1 

WBS ELEMENT 

PLAN NO. 9b TITLE: GROUND OPERATIONS-Maintenance and Refurbishment 

IMPACT 

i.4.6 
Iperation 

L.5 
Management and 
Cntegration 

Maintenance and refurbishment will cover all areas of ground stations includ- 
ing dipole subarrays and all associated power conditioning, distribution, 
and interface equipment. 

Policy and procedural requirements necessary for maintenance and refurbish- 
ment are included. 

CAT- 
:GORY 

1 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
PLAN TlTLE 

9c GROUND OPERATIONS-Logist ics 
PROGRAM PLAN DESCRIPTION 
This plan will address logistic requirements to include planning, warehousing, 
facilities and equipment, transportation, training, manpower, operations 
supply and maintenance, etc., utilizing the spare parts requirements identi- 
fied in other sections. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-2 Concept Definition 
l SPS Training Requirements 
l Warehousing Operations-Spares 
l Logistic Support Definitions-Provisioning 
l Facilities and Equipment Requirements-Spares Depots 
l Logistics and Transportation Requirements-Spares 
l Operational Supplies and Maintenance 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
- Logistics Planners 
- Training Personnel 
- Operational/Support Personnel 

l Transportation Systems 
l Support Materials/Equipment and Facilities 

DISCUSSION 

While logistics for the purpose of supporting the SPS alone will be fairly 
extensive, the major impact of the Phase C/D logistics plan is that it be 
prototypical of the plan for the following operational phase. This approach 
is essential since the plan must provide for rapid, orderly expansion toward 
the end of Phase C/D. Considerations include such items as land transporta- 
tion networks, training schools and planning facilities for stockpiling and 
warehousing of materials. Figure 9c-1 provides some indication of the scope 
of the logistics activities for the launch site, for example. Key elements 
will include the final selection and design of launch and transport vehicles, 
all of which must be supplied with trained flight and support crews, fuel, 
and spare parts. Similar flow charts must be developed for the rectenna site 
and for the overall logistics ground network. Subplans for space logistics 
would be a part of Plan 10, Space Operations. 

--- 
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Figure gc-1. Launch Site Logistics 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
LAN TlTLE 

10 SPACE OPERATIONS 

PROGRAM PLAN DESCRIPTION 

This plan shall address all of the activities associated with space/mission 
operations. Mission operations cover those activities from liftoff through 
on-line operations including ground operations, and shall include the require 
ments for manpower, facilities, and equipment to support the various ground 
and orbital on-site operations. (Actual procurement and training of man- 
power, construction of facilities, etc., will take place under the respective 
plans such as 9c (Logistics) and 8 (Facilities). 

SPS POINT DESIGN-PROGRAM REQUIREMENTS ~ 

l Solar Photovoltaic CR-2 Concept Definition 
l Mission Planning Definitions (Plan 2) 
l Transportation System Definitions 
l Orbital Operations Definitions 
l Space/Ground Operational Interfaces 
l Operational Hardware/Software Requirements 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
l Operational and Support Personnel 
l Supporting Hardware and Software 
l Materials/Equipment and Facilities 

DISCUSSION 

The conduct of large-scale space operations leading to routine construction 
operation and maintenance of space complexes such as SPS represents, perhaps, 
the major challenge in space for the remainder of this century. To fully 
exploit the potential that space provides will require devoting extensive 
resources and long-range planning to space programs of which SPS is the major 
one foreseen. The Space Operations Plan will require a breakdown into sub- 
plans which could include the following: 

l Construction (Manufacturing) 
l Space Base 
l Logistics (including Life Support) 
l Maintenance and Refurbishment 
l Interstation/Interorbital Transportation 
l Product Assurance (including Safety) 
9 Ground Support (i.e., operations, not logistics/facilities planning and 

operation, not construction) 
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SPS DDT&E PROGRAM PLANNING SUMMARY 

10 1 SPACE OPERATIONS (Cont.1 

Some of the above such as construction, manufacturing and product assur- 
ance are now incorporated as part of existing plans. Consideration might 
be given to including these unique facets of the Space Operations Plan. 

Operational control will include both on-station operations, such as 
satellite construction,and control of transportation vehicle and construc- 
tion bases. Planning considerations of space operations are shown in 
Table 10-l. 

. 
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Table 10-l. 
SPS DDTGE Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 1 of 2 
1 
, 

PLAN NO.10 TITLE: SPACE OPERATIONS 
I 
I WBS ELEMENT 
t 

1.1 Satellite 
System 

1.1.1.1, 1.1.2.1 
1.1.6.1 
Structure 

IMPACT 

Operations performed on the satellite as a power-generating and transmitting 
station. Does not include checkout of satellite proper or its subsystems. 

Manufacturing of the production satellites is based on orientation of beam 
machines in a complex, spatially controlled by a full cross-section template, 
as shown in Figure 10-l. The resulting manufacturing sequence provides for 
full construction in a total elapsed time and requires supporting several 
hundred men in orbit. The EOTV, on the other hand, will be assembled to 
permit wide flexibility in sequencing and rate of assembly. Considerable 
study will be required to identify an optimum approach to continuous manufac- 
turing. This must be followed by development and demonstration on the ground 
and in space of equipment (i.e., beam machines) and operations (i.e., join- 
ing) applicable to the prototype. 

Figure 10-l. 
Overall Satellite 

Construction 
Scenario 

INITIAL LfO IMf 

CAT- 
IGORY 

A 

A 



Table 10-l. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet 2 of2 
PLAN NO. 10 TITLE: SPACE OPERATIONS 

CAT- 
WBS ELEMENT IMPACT EGORY 

1.2 Solar blankets operational capability for larger-scale assembly, checkout, C 
Space Construc- and maintenance in orbit represents the significant challenge to SPS. 
tion C Support Included also are the power transmission system elements. 

1.3 Operational requirement planning and control. C 
Transportation 

1.5 Summary planning functions integrating all majpr flight and supporting ground A 
Program systems. 
Management 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN TiTLE 1 

11 I -- LAUNCH OPERATIONS 
PROGRAM PLAN DESCRIPTIONS 

This plan shall address all the activities associated with launch ope: 
Launch operations cover those activities from arrival of the payload i 
launch site until liftoff. This shall include, but not be limited to 
handling, inspection, assembly/integration/installation, checkout, ca: 
tion, etc. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic Cr-2 Concept Definition 
l Launch Site' Payload Integration Definitions (Plan 9a) 
l Transportation System Definitions 
l Launch Site Facility Definition (Plan 8) 
l Launch Site Support Equipment Utilization 
l Test and Verification Definition (Plan 4) y- .-- _ --. _ 
RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
l Operations and Maintenance Personnel 
l Support Equipment and Facilities 
l Special/Unique Processing Equipment/Facilities 

DISCUSSION 

Launch operations will involve expanding the capability already develc 
under the basic Shuttle program. Because of the number and frequency 
launches, this will require considerable expansion of current launch j 
ities. As with the Logistics'Plan, however, the major impact is to ir 
orate within the plan and its implementation the tremendous capabilit: 
needed for multiple daily flights of RLLV's and provisions for rapid 1 
around needed during post-IOC period. Important considerations are sl 
in Table 11-l. 

rations 1 nt the 

Libra- 

--T 
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Table 11-l. 
SPS DDT&E Program Planning Considerations (Phase C/D) Impact Sheet 

Sheet1 of 1 
PLAN NO. 11 TITLE: LAUNCH OPERATIONS 

CAT- 
WBS ELEMENT IMPACT EGORY 

1.3 Operational policy and procedure planning required for the handling of STS C 
Transportation and VTO/HL HLLV vehicle turnaround. 
Operations . 

1.3.7 Facilities planning requirements will be needed to support STS and VTO/HL B 
Facilities HLLV operations. Included are facilities for launch, recovery, fuel, 

logistics support, and operations. 

1.5 Due to the large number of launches and long period over which launch opera- B 
Management and ~ tions will take place the development of routine, rapid turnaround capability 
Integration will be a major undertaking. Estimates are that in the order of 200 launches 1 

of a Shuttle-derived HLLV will be required to support Precursor/PrototYPe ~ 
~ assembly over the period 1996 through 1008. This is an average of almost 

two launches per week. 

;I 

IN 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
‘LAN TITLE 

12 I SPECIFICATION TREE 

PROGRAM PLAN DESCRIPTIONS 

A specification tree shall be developed, beginning with the project leve 
at the top. 

SPS POINT DESIGN PROGRAM REQUIREMENTS 

l Solar Photovoltaic CR-Z Concept Definition 
l System and Subsystem Definitions 
l Make-or-Buy Decisions (Plan 1) 
l Development and Procurement Definitions 

RESOURCE CONSIDERATIONS 

l Technical and Management Personnel 
l Support Materials/Equipment and Facilities 

DISCUSSION 

This plan might be incorporated under Plan 1 or 2 and should be maintai 
as a natural part of the top-level planning function. 
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SPS DDT&E PROGRAM PLANNING SUMMARY 
-- ~~~ 

‘LAN TlTLE 

13 NATURAL RESOURCES ANAL0 IS 

PROGRAM PLAN DESCRIPTION 

This plan assesses the degree and rate of consumption of critical mater- 
ials, the degree of utilization of both material extraction and production 
plants, and the sensitivity of this consumption toward meeting the program 
objectives, major milestones, 
Satellite Power System (SPS). 

and the initial operational capability of the 
It expressly covers a natural resource analysis 

of only the first Rockwell SPS reference configuration. 

SPS PROGRAM REQUIREMENTS 

Program requirements and detail system definitions are based on the SPS 
reference configuration of a three trough planar array with an end mounted 
tension web antenna. Programmatic ground rules and guidelines are: 

l Key dates for program planning: 

1981-1987 - Key Technology Program Activities 

1990 - Decision Point for SPS Commercialization (Phase C/D) 

2000 - IOC of First SPS including Ground Receiving Station 

l SPS build rate at two nominally 5 GW SPS's/year for 30 years to 
provide a 60 system capability by 2030. 

The resource analysis considered these ground rules and SPS program 
schedules to identify the timing of system acquisitions and main operational 
elements. The following paragraphs summarize the analyses for use in identify, 
ing potential impact on U.S. productive capacity. 

SPS PROGRAM ELEMENTS 

Main elements of the SPS program include the satellite; space construc- 
tion bases and support assembly equipment; space transportation and ground 
facilities; the ground receiving station; and management/integration activitie: 
Principal resource requirements of the satellite, space construction, ground 
receiving station, and transportation elements are discussed in the following 
paragraphs. 

Satellite System 

The elements/systems of a space satellite are grouped into the categories 
of - energy conversion, power transmission/antenna, information management and 
control, attitude control and stationkeeping, and communications. Each of 
these items were analyzed and researched for its major resource requirement 
that focused on structures, concentrators, solar blankets, power distribution 
--~- 
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and conditioning, and the klystron power module. A 25% weight growth factor 
was added to the. basic system design weight statement for resource calcula- 
tions. This is equivalent to the normal factor used in calculating the total 
mass to provide for contingency. 

Structure. The primary structure which supports the solar array and 
antenna segment is composed of graphite impregnated composites. The total 
weight of the composites is 1.028~10~ kg or 2,265,OOO lb. Approximately 30% 
by weight would be graphite (0.309x106 kg/681,200 lb); 15% by weight would be 
glass fibers (0.154~10 kg/339,570 lb); and 55% resin (0.565~10~ kg/1,246,000 
lb). The secondary structure/mechanisms of the solar arrays and antenna seg- 
ments are considered mainly of aluminum and weighs 1.769x106 kg or 3,900,OOO 
lb. 

Concentrators. The concentrators (reflectors) consist of aluminum coate) 
0.5 mil Kapron - Type H sheet. The total weight is 1.296x106 kg or 2,857,OOO 
lb of whi&l.283x106 kg or 2,828,OOO lb is Kapton and .013x106 kg or 
29,000 lb is aluminum. 

Solar Blanket. The solar blanket consists of a variety of materials as 
listed in Table 13-l. The total amounts required are factored from the work 
completed under Arthur D. Little contract with NASA (NAS9-15294). 

Table 13-l. Solar Blanket Material Mass 

MATERI AL 

ALUMINUM 
GALL I UM 
ARSEN I C  (99.999%) 
SELENIUM (00.999%) 
ZINC (99.999%) 
ALUMINUM (99.999%) 
5 I LVER 
GOLD 
TIN 
SAPPHIRE (Al 203) 
COPPER 
TEFLON 
KAPTON 

. . 

AMOUNT 
lo6 kg 

0.008 
0.432 
0.465 
34 kg 
11 kg 
0.005 
0.172 
1.640 
0.488 
2.700 
0.476 
0.915 
I..219 

0.018 
0.952 
1 a025 
75 lb 
24 lb 
0.011 
0.379 

:.::65 . 

:*:z; 
21017 
2.687 

I TOTAL I 8.518 18.781 

Power Distribution and Conditioning. This category includes the power 
conditioning equipment and conducrors in both the solar array and the anten- 
na. Also included are the power-transmitting slip rings. The total weight 
of power distribution and conditioning equipment, etc., amounts to 8.884~ 
lo6 kg, or 19.585x106 lb and consists of the following materials (Table 13-2): 
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Table 13-2. PD&C Materials 

MATERIAL 

ALUMINUM 
STEEL 
TITANIUM 
COPPER 
PLASTICS 
SILVER 

TOTAL 

AMOUNT RED-U I RED 
x lo6 kg x lo6 lb 

6.824 15.044 
.0.506 1.115 

0.028 0.062 
0.839 1.850 
0.681 .1.501 
0.006 0.013 

8.884 19.585 

Power Modules (Klystrons). The weight of klystrons required an the SPS 
is estimated to be 5.206~10~ kg or 11,477x10" lb. The materials required for 
their construction are listed in Table 13-3. 

Table 13-J. Power Module Composition 

MATERI AL - 
ALUM I NUM 
STEEL 
COPPER 
ALN I CO-V 

54% Fe 
24% Co 
14% Ni 

8% Al 
ALUMINUM OXIDE 
GRAPHITE EPOXY 

30% GRAPHITE 
15% GLASS FlBER 
55% RESIN -.__-. 

TOTAL 

- 

t 

AMOUNT REOU I RED 
x lo’ kg x 106 lb 

0.265 
0.690 
2.550 
1.010 
0.545 
0.242 
0.141 
0.081 
0.531 
0.160 
0.048 
0.024 
0.088 

5.206 

0.584 
1.521 
5.621 
2.227 
1.201 
0.533 
0.311 
0.179 
1.171 
0.353 
0.106 
0.053 
0.194 

11.477 

Material Requirements for Main Elements of the Satellite System. A 
tabulation of sateIlite system material requirements in each of the study 
areas is 

t 
resented in Table 13-4. The total weight of 26.700X106 kg or 

58.873x10 lb is distributed over 22 materials as listed. 

Ground Receiving Station (GRS) Definition 

Key elements of the ground receiving station that might impact resource 
availability consists of the site and facilities requirements, the rectenna 
support structure, and the power collection system requirements. Other 
elements such as conversion stations, the grid interface and the operations 
requirements are basically identical to those required by conventional power 
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Table 13-d. Material Requirements for Main Satellite System Elements 

POWER POWER 
STRUCTURE/ CONCEN- SOLAR DISTR. MODULE TOTAL WEIGHT 
MECHANISMS TRATORS BLAN ET 

MATERIAL x lo6 KG x lo6 KG x 10 B & COND. 
KG x 106 KG 

(KLYSTRONS) KG 
x 106KG x 106 

LB 
c- x 106 -Icv 

ALUMINUM 1.769 0.013 0.013 6.824 0.346 8.965 19.768 
ALUMINUM OXIDE 0.531 0.531 1.171 
ARSENIC 0.465 0.465 1.025 
COBALT 0.242 0.242 0.533 
COPPER 0.476 0.839 2.550 3.865 8.520 
GALLIUM 0.432 0.432 0.952 
GLASS FIBER 0.154 0.024 0.178 0.392 
GOLD 1.640* 1.640 3.615 
GRAPHITE 0.309 0.048 0.357 0.787 
IRON 1 0.545 0.545 1.201 
KAPTON 1.283 1 1.219 2.502 5.517 
NICKEL 0.141 0.141 0.311 
PLASTIC 0.681 0.681 1.501 
RESIN 0.565 0.088 0.653 1.440 
SAPPHIRE 2.700 2.700 5.952 
SELENIUM (34 KG) (34 KG) '(75 LB) 
SILVER 

, 
0.172 0.006 0.178 0.392 

STEEL 0.506 0.690 1.196 2.637 
TEFLON I 0.915 0.915 2.017 
TIN 0.488 

0.028 : 
0.488 1.076 

TITANIUM 

/ 

0,028 0.062 
ZINC 

(11 KG) ' 

(11 KG) (24 LB) 

SUBTOTAL ; 2.797 '1.2I)6/ 8.518 i 8.884 5.205 

j 

26.700 58.873 

OTHER (ACS eC THERMAL) 6.318 13.931 

c TOTAL WEIGHT Ij 33.018 72.804‘ 
*Not economically feasible- Assume the use of an aluminum base material. 
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generating systems and are not anticipated to impose significant resource re- 
requirements. Likewise, the control system, while unique to the GRS concept, 
is not anticipated to require either unusual types or large quantities of 
natural resources. 

Site and Facilities. The ground receiving station will require an area 
of approximately 35,000 acres. The rectenna field will occupy approximately 
25,000 acres with a surrounding buffer zone of 10,000 acres. The land will 
need to be cleared and leveled and a rainfall run-off system would need to be 
constructed. Several alternative layouts were examined, however, the amount  
of excavation and concrete was found to be relatively insensitive to the lay- 
out alternatives., Concrete footings (2 parallel rows) would need to be 
poured for each row of antenna panels. Concrete requirements for GRS recten- 
na panel footings and for the water channels were translated into the consti- 
tuent materials (see Table 13-5). 

Table 13-5. Cement/Aggregate Requirements 

It was assumed, that the access road between panels would consist of a  
6 inch deep layer of gravel. The gravel requirements for the access roads 
would be 9,791,OOO yd or approximately 13,707,OOO tons. Requirements 
associated with construction of 10 miles of access roads and 23 miles of 
perimeter roads plus 20 miles of access railroad, and 25 miles of perimeter 
railroad were not considered to impose abnormal requirements on natural re- 
sources or production capacities. 

Rectenna Support Structure. The rectenna support structure consists of 
steel hat sections, I beams, tube braces, fittings and hardware along with 
miscellaneous items. The total weight of steel required for rectenna support 
was calculated to be 1666.7 kg or 3674 lb per panel, or a total of 967.5x106 
kg or 2132.9x106 lb for the 580,500 panels in the rectenna array. 

Power Collection. The power collection occurs in the panel array ele- 
ments mounted on the rectenna panels. The elements consist of three 0.5" 
layers of a  dielectric (plastic compound) that separates four layers of 
0.0039 inches of copper, clad to 0.001 inches of M  lar. Interspersed within 
each panel are 735 diodes, or a total of 426.67~10 K diodes in the total array 
of 580,500 panels. The one ounce diodes consist of 44% tungsten, 40% copper, 
15% gallium arsenide and 1% gold and other exotic materials. Consequently, 
the total material requirements for the power collection portion of a  single 
rectenna are itemized in Table 13-6. Miscellaneous materials such as copper 
wiring, J-boxes, etc.,. were not considered to severely impact either material 
availability. or production capacity. 
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Table 13-6. Diode Materials per Rectenna 

MATER I AL 

PLASTIC DIELECTRIC 

MYLAR 

COPPER (COATED OR MYLAR) 

DIODES 
TUNGSTEN 
COPPER 
GALLIUM ARSENIDE 
GOLD/EXOT t CS 

AMOUNT REQU I RED 
kgx106 lbx106 

169.96 374.68 

11.32 24.95 
46.13 101.70 

5.32 11.73 
4.84 10.67 
1.81 4.00 
0.12 .27 

Space Transportation System Definition 

The SPS program will require six new vehicle or growth developments. 
The listing of vehicles needed to complete the first satellite for an initial 
operating capability is shown in Table 13-7. 

Table 13-i'. SPS Fleet/Operations for First Satellite 

PERSONNEL LAUNCH VEH I CLE (PLV) SHUTTLE GROWTH 

HEAVY LI FT LAUNCH VEH I CLE (HLLV) 

PERSONAL ORB I TAL TRANSFER VEH I CLE (POTV) 

INTERORBITAL TRANSFER VEHICLE (IOTV) 

CARGO ORBITAL TRANSFER VEHICLE-ELECTRICAL (EOTV) 

PERSONAL MODULE (PM - USED WITH POTV) 

In order to be available when required, the 
six vehicles would overlap. The vehicles will require large quantities of 
propellants and possibly the construction of new propellant production 
facilities. The total annual propellant quantity estimated to be required 
in support of the construction of the first SPS is shown in Table 13-8. The 
actual quantities required would be sometihat larger than the amounts shown 
because losses due to boil-off, evaporation, etc., have not been included. 

SPS PROGRAMMATIC DEFINITION 

Quantities of natural resources required for construction of the SPS, 
while significant in themselves, -may nevertheless be misleading because it is 
the rate of resource requirements that governs their impact. The elements 
requm for the satellite system (i.e., transportation systems, bases, etc.) 
will be constructed over a number of years. Thus, the resource requirements 

I 
NO. OF VEHICLES. NO. OF FLTS. 

2 60 

5 234 

4 45 
4 408 

6 7 
4 60 

development times for the 
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Table 13-8. Propellant Requirements for First Satellite 

‘LFli I CLE 

PLV 
HLLV 
POTV 
I OTV 
EOTV 

LOL .-~ 
69.960 

990.288 
2.526 
0.105 

x-1 1 
I LHL __-.. 

11.640 
80.028 

0.421 
0.018 

TOTAL 1062.879 92.107 

203.050 

ks 
RP 

201.006 

201.006 

443.118 

ARGON 

7 
can be spread over a commensurate period. On the other hand, the ground re- 
ceiving station is scheduled for IOC approximately four to five years after 
start of site preparation on the first GRS. Examination of the domestic 
availability of many of the resources required by the SPS'can readily result 
in the identification of those resource requirements that would not present 
substantial problems. Similarly, those resource requirements that might tax 
the current productive capacity of the U.S. can at least be flagged for more 
detailed analyses in light of the schedules of GRS requirements as shown in 
Figure 13-l. 

RESOURCE REQUIREMENTS 

Basic resources considered were: 1) material requirements (I.e., mineral, 
metal, plastic, etc.); 2) production capacity for processing the materials; 
and 3) manpower - principal areas of skilled manpower essential for the 
development and implementation of main elements that comprise the SPS program. 

Materials 

In assessing the material resources, primary emphasis is placed on the 
indigenous U.S. supply. However, in some cases such as bauxite which is the 
basic source of aluminum, the annual U.S. imports from diverse sources are 
judged to be a more accurate measure of aluminum availability than U.S. 
bauxite production alone. In other cases, the SPS mineral requirements are 
assessed in terms of their impact on U.S. government stockpiles. 

Production Capacity 

The production capacity is assessed in terms of the SPS demand versus 
the U.S. ability to readily expand its productive capacity to meet new re- 
quirements. A major impediment to ready expansion centers is based on the 
availability of relatively low cost energy sources. New industry may have 
difficulty in finding readily available locations with low cost energy 
sources. This is particularly true-.for production of energy intensive 
materials such as aluminum or sapphire. 
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Manpower 

Requirements for skilled manpower can impose constraints on major 
developments based on the magnitude of SPS and its required disciplines. Two 
categories of important manpower considerations have been recognized. The 
first is the engineering manpower necessary for the concurrent deuelopment 
of five new major transportation systems in addition to the simultaneous 
development of the space bases and the satellite system. The second poten- 
tial manpower constraint stems from the radiation exposure limitations on the 
satellite system construction crew. Two crews of 317 each will be required 
to man the SCB during construction of the first SPS. A work cycle of 3 month 
in orbit and 6 months on earth is planned for the construction period. This 
requires 3 full construction crews, plus a complete crew replacement every 
3 years without attrition on the basis that five 3-month tours in orbit will 
result in a maximum lifetime radiation exposure. Consequently, hundreds of 
satellite construction workers will need to be recruited and trained contin- 
uously. 

RESOURCE CONSIDERATIONS 

Manpower and material requirements imposed by the development and con- 
struction of the SPS were identified and analyzed in terms of appropriate man 
power and material availability within the U.S. Several potential problem 
areas were identified. 

TECBNICAL AND MANAGEMENT PERSONNEL 

Development of eight major systems are required for SPS transportation 
and space base requirements. These are: 

1. Personnel Launch Vehicle/Shuttle Growth Vehicle 

2. Eieavy Lift Launch Vehicle (VTO/BL) 

3. Personnel Orbital Transfer Vehicle (POTV) 

4. Interorbital Transfer Vehicle (IOTV) 

5. Cargo Orbital Transfer Vehicle (COTV) 

6. Space Construction Base (SCB) 

7. Low Earth Orbit Base 

a. Satellite O&M Base 

Three major bases are required in the development and implementation of 
the SPS, namely the Space Construction Base (SCB), a Low Earth Orbit (LEO) 
Base and the Satellite O&M Base. The SCB, located in geosynchronous orbit, 
contains 33 tribeam fabricators (198 beam machines) as well as solar blanket 
and reflector dispensing areas. It also contains a central and auxiliary 
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habitats, landing area, and warehouse facilities. All of the basic elements 
of the satellite are constructed through the use of the SCB. The LEO Base 
is basically a supporting facility for staging cargo and propellants for 
transfer to GEO. The O&M Base is primarily the maintenance facility for the 
operational satellite. It contains maintenance supplies as well as a habitat 
for the maintenance/operations personnel. 

Each of these developments constitutes a major program, requiring thou- 
sands of skilled engineers. The development schedules for most of these 
programs will overlap. In view of the current tight supply of skilled aero- 
space engineers, the unavailability of technical personnel may constitute a 
major impediment to the establishment of an SPS in accord with the planned 
schedules. 

Another manpower consideration is the manning level for satellite con- 
struction. Required crew rotations to support construction of 60 satellites 
total 120, which results in 24 crews or 14,400 men. Applying a 20% attrition 
factor (resignations,, etc.) raises this figure to 17,280. Similarly, 3,660 
maintenance crew rotations at 30 men per crew and including attrition generat! 
a requirement for 26,352 men. An additional 691 men are needed to operate oni 
LEO facility for 30 years. 

The need to recruit and train personnel and to develop the required 
facilities and materials for the programs/courses represent an important 
aspect of this overall activity. 

MATERIALS 

A review of materials required for construction of the satellite system 
and ground receiving station identifies several potential problem areas of 
material availability. Table 13-9 summarizes eight materials that can pose 
limitations on SPS requirements. Considerations on material availability 
are presented in the following paragraphs. 

Table 13-9. Significant Satellite 
and GRS Resource Needs 

I. COBALT: 533,000 lb REQUIRED. IMPORTS FROM PRtMARY 
SOURCE - ZAIRE - SUSCEPTIBLE TO INTERRUPTION. 

2. GALLIUM: 2,878,OOO lb REQUIRED 

3. GOLD 3,750,OOO lb REQUIRED 

4. KAPTON: 5,517,OOO lb REQUIRED 

5. SAPPHIRE: 5,952,OOO lb REQUIRED 

6. SILVER: 392,000 lb REQUIRED 

7. TEFLON: 2,017,OOO lb REQUtRED 

8. TUNGSTEN: 11,730,OOO lb REQUIRED 
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DISCUSSION 

COBALT 

Klystron magnets are assumed to be made of AlNico-V which consists of 
24% cobalt. This translates into a cobalt requirement of 533,000 lb. Over 
60% of world cobalt production comes from Zaire, principally from Shaba 
Province. Military conflicts in that region have significantly reduced 
cobalt production. In 1977, the U.S. imported 17.7 million lb of cobalt. 
Another 624,000 lb were reclaimed from recycled alloys. The government 
stockpiles contain approximately 40 million lb of cobalt. There has been 
no domestic mining of cobalt since 1970. If the price increased from the 
current $20 per lb to approximately $60 to $80 per lb, then it is expected 
that domestic production would be quite likely (in limited quantities). In- 
asmuch as cobalt is in short supply and the SPS would require approximately 
3% of the total annual import or 1.33% of the stockpiled amount (if 40 milllo] 
pounds still remain), cobalt availability should be monitored.to track its 
possible impact on the SPS program. 

GALLIUM 

Approximately 2,878,OOO lb of gallium are required by the SPS program. 
Gallium is obtained as a by-product of the processing of bauxite into 
alumina. Sufficient gallium is extracted to meet the demand. The current 
potential supply of gallium from domestically processed bauxite is over 2 
million lb annually. By projecting the anticipated growth of the U.S. 
aluminum industry to the mid-1990's, the domestically processed bauxite would 
yield over 5 million lb of gallium annually. However, at present, it appears 
that the SPS gallium requirements will support program requirements and great. 
er production/recovery is projected for the 1990 eallium production capacity. 

GOLD 

The 3,750,OOO lb of gold required exceeds recent U.S. annual gold produc 
tion. Approximately 45% of the gold produced in the U.S. is obtained as a 
by-product from other metal production, primarily copper. In 1977, approx- 
imately 75,000 lb of gold were produced domestically, at a value of $148 per 
troy ounce. With gold currently selling at about $240 per troy ounce, some 
increased production can be expected, but far short of the SPS requirements. 
The U.S. Treasury stockpile currently contains approximately 18.5 million lb 
of gold. Thus, the SPS requirement would constitute approximately 20% of our 
gold reserve. A substitute material will likely need to be developed to re- 
place the gold requirements of the solar blanket. 

~TON (POLYAMIDE) 

The current U.S. production of polyamides is estimated to be between 
4.0 and 5.0 million lb and expanding. In order to supply the 5,517,OOO lb 
required by the SPS, the production capacity would need to be doubled or 
stockpiles built up. This could readily be accomplished given sufficient 
lead time. -. 
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SAPPHIRE 

The aluminum oxide necessary to produce 5,952,OOO lb of sapphire ribbon 
is readily available. The sapphire ribbon availability problem stems pri- 
marily from the technology requirements. The crystal growth is a relatively 
slow process. Considerable research is being performed to resolve the 
problems associated with sapphire ribbon production. Sapphire ribbon produc- 
tion associated with sapphire ribbon production. Sapphire ribbon production 
advances should be monitored so that sufficient production facilities will be 
available to meet the demand. 

SILVER 

In 1977, the U.S. production of silver amounted to 2,617,OOO lb. The 
392,000 lb of silver required by the SPS thus constitutes 15% of the annual 
U.S. production. Silver usage in the United States amounted to approximately 
11.0 million lb in 1978. The U.S. government holds a reserve of silver in 
the strategic stockpile on the order of 8,800,OOO lb. The SPS requirement 
constitutes only 4.5% of the stockpiled amount. Approximately 70% of the 
silver produced in the U.S. is a by-product or co-product of other metal pro- 
duction -- chiefly copper, lead, and zinc. The 40% increase in the value of 
silver during the past year will serve to stimulate additional production, 
both domestically and world-wide. 

TEFLON 

The SPS requirement for Teflon was established at 2,017,OOO lb or 34% of 
the 6 million pounds estimated to have been produced in 1977. Productive 
capacity is readily expandable, given sufficient lead time. 

TUNGSTEN 

The 11,730,OOO lb of tungsten required by the SPS constitutes approxi- 
mately 14% of the annual world production, or 50% more than the total U.S. 
production of tungsten in 1974. The total annual U.S. consumption of tung- 
sten is on the order of 15 million pounds. U.S. Government stockpiles con- 
tain about 110 million pounds of tungsten or 9.4 times the SPS requirement. 
Consequently, the tungsten requirement of the SPS could present a major 
problem. Use of alternative materials for the tungsten in the panel diodes 
should be investigated. 

SUMMARY 

The above analyses have been based on the construction of one SPS. A 
construction rate of two SPS per year, for even several years, could substan- 
tially compound the material resources availability problems described. A 
list of data sources used in this analysis are presented in Table 13-10. 
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Table 13-10. Key Data References 

BATTELLE-PACIFIC NORTHWEST LABS DOCUMENTATION 

MINERAL FACTS AND PROBLEMS, 1975 EDITION, U.S. DEPARTMENT OF 
INTERIOR 

SURVEY OF AVAILABILITY AND ECONOMICAL EXTRACTABILITY OF GALLIUM 
FROM EARTH RESOURCES, ALUMINUM COMPANY OF AMERICA, 1 OCTOBER 1976 

STATISTICAL ABSTRACT OF THE UNITED STATES 1976, U.S. DEPARTMENT OF 
COMMERCE 

THE WORLD ALMANAC AND BOOK OF FACTS, 1979, GROSSET AND DUNLAP 

STATISTICAL ABSTRACTS OF THE UNITED STATES - 1976 

MINERAL FACTS AND PROBLEMS (1975), U.S. DEPARTMENT OF INTERIOR 

UNITED STATES MINERAL RESOURCES, U.S. DEPARTMENT OF INTERIOR (1973) 

CHEMICAL INFORMATION SERVICE S.R.I. 

SOCIETY OF THE PLASTICS INDUSTRY 

TYCO LABORATORIES, INC. - SAPHIKON DIVISION 

UNION CARBIDE CORP. - ELECTRONICS DIVISION 

UCLA REFERENCE LIBRARY 

CHEMICAL ENGINEERING 

LIBRARY OF CONGRESS 

AVIATION WEEK AND SPACE TECHNOLOGY 

CHEMPLAST I NC. 

ALUMINUM COMPANY OF AMERICA REPORT 

MODERN PLASTICS 
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4.0 CONCLUSIONS/RECOMMENDATIONS 

This section presents summary comments on the methods and rationale 
followed in arriving at the results documented in this report. Suggestions 
are also provided in those areas where further analysis or evaluation will 
enhance SPS cost and programmatic definitions. 

4.1 SPS COST ESTIMATES 

J The costing approach in this study considered an SPS option of 60 units 
with an IOC in the year 2000 and the full 300-GW capability to become opera- 
tional at the rate of two SPS's or 10 GW per year. 

J Cost estimates developed in this report are the extended products of a 
Rockwell cost data base uniquely formed for the SPS program. Main elements 
are categorized into (1) satellite (using MSFC and Rockwell CER's), (2) space 
construction and assembly (Rockwell CER's with space station backup), (3) trans- 
portation (Space Shuttle, company-sponsored studies, Boeing cost data), and 
(4) the ground receiving, station (a grass roots analysis). This same data base 
was expanded to incorporate cost and programmatic information from discussions 
with-business and industry leaders. These discussions were supplemented by the 
use of selected literature and periodicals to obtain supporting data. Business/ 
industry and literature sources are listed in Table 4.1-l. 

4 The Rockwell cost model and computer program can be used to calculate the 
costs for differing options in conjunction with an appropriate technical defini- 
tion, traffic model projection, and operations scenario. 

J A special factor was used when calculating the development cost of a 
system/subsystem and was based on the overall program scenario of that partic- 
ular system. For example, crew and work support modules of the LEO, SCB, or 
satellite operations and maintenance base are of a common design, although 
required at differing times in accordance with the program schedule. Appro- 
priately then, development factors were used to project costs at a loo-percent 
factor for the first module -whereas a lesser factor was used for subsequent 
requirements of the same modules to cover any revised development or integra- 
tion need when being used in other applications. This represents a realistic 
programmatic approach to costing. Other areas should be studied for the use 
of this same logic. 

J TFU costs projected for an SPS operational capability of the ground and 
space segments include estimates for initial space transportation fleets, satel- 
lite construction, operations, and the ground receiving station plus electric 
utility grid interface and supporting facilities. As such, all cost estimates 
for the TFU include the full cost of systems, equipment, facilities, and machin- 
ery that may have a service life-capable of building more than one SPS. There- 
fore, the TFU cost represents a level of investment that can be expected when 
building a single-unit SPS option. 
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Table 4.1-l. Business/Industry and Literature Sources 

Organization 

'American Bridge-A division of U.S. Steel 

Purpose 

To develop steel requirements, costs, and opera- 
tions definition for procurement and installation 
of rectenna support structure. 

Riverside Cement-A division of American 
Cement Corporation; and C. S. Johnson Co. 

Townsend & Bottum, Inc., (construction 
manager) lo-MW Solar Plant-Barstown, CA 

Southern California Edison 

Provide consultation on cement/concrete specifi- 
cation operational methods; processing/handling 
equipment. 

Discuss site preparation, construction operations/ 
sequencing, plus activation requirements. 

To discuss dc/ac power distribution and conver- 
sion requirements and obtain cost estimates on 
installation of lines/towers. 

Modern Alloys, Inc.; and Miller Formless Co. 1 To discuss use and application of equipment/crew 
; for continuous concrete pour of rectenna support 

structure footing. 

Caterpillar; International Harvester; and Obtain prices on earth moving, grading, and 
JETCO, Inc. trenching equipment 

Literature Sources 

The Richardson Rapid System 
1978-1979 Edition 

Construction labor and operations prices 

Engineering News Record-1977, 
a weekly McGraw-Hill publication 

Cement, aggregate and labor prices 

National Construction Estimating Guide (NCE) Construction operations 
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J SPS investment (ICI) costs in this study represent the average of a 
60-unit option covering the cost of production, assembly, installation, trans- 
portation, and testing needed to produce individual satellites, transportation 
systems, and ground receiving stations- including required support. SPS oper- 
ations costs consist of the effort required to operate and maintain the SPS 
program (including replacement capital items) over its operational lifetime 
of 30 years. 

J Further study is required to identify and analyze SPS cost drivers. 
This should be an integrated process where technical and program development 
activities confirm and optimize SPS designs, or technical approaches, for 
cost-effective results. 

J Several ground receiving station issues require further design defini- 
tion. These include rectenna lightning protection, support structure optimiza- 
tion, and the rectenna drainage approach. In addition, the space transportation 
(HLLV) concept needs further definition. 

4.2 ROCKWELL COST MODEL 

d The Rockwell SPS cost model was expanded from its earlier version 
(Exhibit A/B) to (1) provide for newly added input requirements, (2) handle 
these new requirements when making cost calculations, and (3) provide a more 
versatile model. There are now six basic input categories: (1) line item 
name and units; (2 ) estimating relationships (CDCER, CICER); (3) design 
parameters such as CF, DF, and TF; (4) programmatic definitions (Zl to Zs); 
(5) summing information; and (6) the addition of a "comments" section on each 
cost sheet to document unique technical or estimating characteristics of the 
line item. Although not required at this time, it is possible to expand the 
model with an input for use when calculating the complexity of development 
cost estimates (CFD) as compared with the complexity factor (CFI) as may be 
needed to calculate investment costs. 

4 Changes to the cost model and computer program have simplified the 
approach when making inputs to the computer. Previously,fixed locations 
required careful input preparations on a line item by line item basis. This 
approach was revised to provide the computer with a simplified input procedure 
and table that will automatically accept and organize the input by WBS hier- 
archy. This change has resulted in a more flexible computer program and has 
significantly reduced the time previously required to organize and prepare 
input sheets. 

/ The addition of a CTB (cost to build) capability in the cost model 
provides individual &tern/subsystem costs, with learning, over the total 
quantity to be produced under the option. This base figure is then used to 
calculate the average unit cost and the replacement capital cost per SPS if 
attrition prevails. An additional feature of the program categorizes the 
cost to construct a satellite option (Z,) and that needed to support O&M 
requirements of a satellite option (2s) when making calculations affecting 
each area. 
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4.3 RESOURCES ANALYSIS 

A review of materials required for the construction of the satellite sys- 
tem and ground receiving station identified areas for potential investigation 
of material availability. These requirements should be more closely analyzed 
in conjunction with the characteristics of design and potential system improve- 
ments. The solar blankets and RF devices are typical examples of resource 
sensitive items. 

4.4 SPS PROGRAMMATICS 

Ground-based experimental research and technology advancement programs 
require further definition as they relate to the Rockwell SPS reference config- 
uration. An overall view of critical technology items should result in a 
technical definition, interface requirements, expected results, and an integra- 
ted schedule/network of the steps required for ultimate resolution. These 
"planning packages" of data should incorporate NASA decision points and 
coincide with NASA budget inputs. 
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APPENDIX A 
SATELLITE POWER SYSTEM WORK BREAKDOWN 

STRUCTURE DICTIONARY 

INTRODUCTION 

Generally a work breakdown structure (WBS) is thought to be a product- 
oriented family tree composed of all the hardware, software, services, and 
other tasks necessary to define the program. It offers visual display, relates 
project elements, and defines the work to be accomplished. The WEVS is then a 
tool for facilitating communications and understanding a complex program by 
dividing this program into less complex, more manageable subdivisions or 
elements. It is most desirable that the WBS provide a uniform basis for manage- 
ment and control, cost estimating, budgeting and reporting, scheduling activities, 
organizational structuring, specification tree generation, weight allocation and 
control, procurement and contracting activities, and serve as a tool for program 
evaluation. Therefore, the WBS developed and defined herein is primarily 
tailored to the unique cost, economic, and programmatic requirements of the 
Satellite Power System (SPS). It is designed to allow a standard and logical 
format for estimating SPS project cost, while at the same time permitting cost 
and economic comparisons of SPS to alternate and competitive candidates for 
producing power. 

WBS MATRIX 

The total WBS matrix shown in Figure A-l is a three-dimensional structure 
that shows the interrelationship of (1) the hardware and activities dimension, 
(2) the accounts and phases dimension, and (3) the elements of cost dimension. 
This latter dimension is not further developed at this time, but is provided to 
show the overall expansion capability built into the WBS matrix. This dimension 
will become more important in later years when the SPS program approaches a 
Phase C/D start and is defined to the extent that the elements of cost can be 
planned and estimated with realism. 

There is, of course, the fourth dimension of time which cannot be graph- 
ically shown but must be considered also. Each entry on the other three 
dimensions varies with time, and it is necessary to know these cost values by 
year for budget planning and approval, and to establish cost streams for dis- 
counting purposes. 

While a multiple-dimensional approach may at first appear unduly complex, 
it actually provides benefits that far outweigh any such concern. This structural 
interrelationship provides the capability to view and analyze the SPS from a num- 
ber of different financial and management aspects. Costs may be summed by hardware 
groupings, phases, functions, etc. The WBS may be used in a number of three- 
dimensional, two-dimensional, or single-listing format applications. 
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Figure A-l. Satellite Power System Work Breakdown Structure 
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ACCOUNTS AND PHASES DIMENSION 

The accounts and phases dimension differs somewhat from the typical break- 
out for government aerospace programs in that it has been developed to also 
accommodate the financial involvement of the private sector, hence, the inclu- 
sion of the breakout of financial divisions or "accounts." Distinctions have 
been made between capital expenditures, which are recoverable by annual depre- 
ciation charges and are not deductible as expenses, and operation and mainten- 
ance charges against income, which are deductible as expenses in the year 
incurred. 

To accomplish this objective, four financial accounts have been established. 
Design, -development, test, and evaluation (DDT&E) includes the one-time costs 
associated with the development of components, subsystems, and systems required 
for the SPS project. Initial capital investment includes the costs associated 
with initial procurement and emplacement of the SPS plant and'equipment. 
Replacement capital investment includes the costs associated with capital 
asset replacements over the operating life of the SPS (e.g., subsystem spare 
parts, overhauls, etc.). Operations and maintenance (O&M) includes the costs 
of expendables (e.g., propellants for the propulsion subsystem thrusters), minor 
maintenance, repair crews, etc. The interrelationship of the financial accounts 
to the normal aerospace program phases of DDT&E, investment, and operations are 
also shown in this dimension of the WBS matrix to permit traceability to these 
more commonly recognized therms. 

HARDWARE AND ACTIVITIES WBS DIMENSION 

The hardware and activities WEKS dimension contains hardware elements of 
the satellite system and ground system subdivided into subsystems and assemblies. 
Inherent within this dimension is the capability for further subdivision to lower 
levels of detail limited only by the realism of the requirements. 

Required support hardware, possibly developed under the sponsorship of other 
programs, is also displayed here for completeness and includes such items as 
space construction and support equipment and transportation vehicles. Some or 
all of these support elements may be developed for multiple project applications. 
A determination will be made later as to how much, if any, of the development 
costs of these support elements should be charged against the SPS program. 

Each of the elements of support hardware is broken out only at a summary 
level within the SPS WBS. However, they each have their own detailed WBS which 
could be displayed in depth under the SPS WBS if required. 

Finally, the hardware and activities WBS dimension also includes the 
necessary activities of management, integration, operations, etc., required to 
accomplish the overall SPS missions. 
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DICTIONARY ORGANIZATION 

The SPS dictionary is divided into: 

(1) A graphic display of the three-dimensional WBS matrix 
(Figure A-l) 

(2) The definitions of terms of the accounts and phases 
dimension (pages A-5 and A-6) 

(3) The definitions of terms of the WBS hardware and activities 
dimension (pages A-7 through A-16) 

A systematic numerical coding system coordinates the rows of the hardware and 
activities dimension to the columns of the accounts and phases dimension such 
that all matrix locations are identifiable by WBS number. 

Since each matrix position corresponds to one particular row of the hard- 
ware and activities dimension and also to one particular column of the accounts 
and phases dimension, a complete definition of any matrix position is constructed 
by combining the definitions from the two applicable dimensions. That is, to 
avoid repetition, definitions are provided only once for each hardware and activ- 
ities dimension row and only once for each accounts and phases dimension column, 
and a complete definition for any matrix position is a combination of these two 
definitions. 
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DEFINITIONS OF ACCOUNTS AND PHASES 

l loo-DESIGN, DEVELOPMENT, TEST, AND EVALUATION (DDT~E) 

The DDT&E account/phase consists of the one-time costs associated with 
designing, developing, testing, and evaluating the components, subsystems, and 
systems required for the SPS project. It includes the development engineering, 
testing, and support necessary to translate a performance specification into a 
design. It encompasses the preparation of detailed drawings for system hardware 
fabrication, system integration, and (depending on the system, subsystem, or 
component) structural, environmental, and other required tests. It includes all 
ground tests, sortie tests, subscale and full-scale SPS tests, and all hardware 
fabrication required for such tests. Also included are the analysis of data and 
whatever redesign and retest activities are necessary to meet specifications. 
It also includes ground support equipment, special test equipment, and other 
program-peculiar costs not associated with repetitive production. All SPS 
related support systems such as transportation, space construction base, and 
assembly/support equipment necessary to accomplish the DDT&E phase are included 
at present for completeness. It may later be determined that some of these 
support systems will exist with or without SPS; therefore, they may not be 
chargeable to the SPS project. 

1200-INITIAL CAPITAL INVESTMENT 

The initial capital investment account is a summation of those plant and 
equipment expenditures made for the initial procurement and installation of each 
full-scale SPS. That is, this account collects the production, assembly, instal- 
lation, transportation, test, etc., costs of each individual satellite and ground 
station that is associated with, and necessary to, bringing the power plant on- 
line (in government aerospace terminology, this corresponds to costs in the 
investment phase). Examples of costs collected in this account are the procure- 
ment cost and launch cost of the satellite system itself, the procurement cost 
of the ground system (including installation), and all other necessary costs to 
achieve this end such as those attributable to space stations, launch vehicle 
fleets, etc. Also included is pro rata share of such functional costs as 
program management, SE&I, etc., related to the foregoing systems. Only costs 
incurred after the end of the DDT&E phase and prior to the initial operational 
capability (IOC) of each SPS are collected in this account. 

1300-REPLACEMENT CAPITAL INVESTMENT 

The replacement capital investment account is a surmnation of those plant 
and equipment expenditures made for capital asset replacement and major over- 
hauls that are expected to last more than one year and result in an improvement 
to the operating system. Examples of costs collected in this account are the 
costs of spares, their installation and associated launch costs or ground 
transportation costs, permanent improvements in the system such as rotary joint 
replacement, installation of improved design satellite control equipment, etc., 
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as well as pro rata shares of functional costs. These expenditures begin at 
the IOC and continue over the life of each SPS. 

1400-OPERATIONS AND MAINTENANCE (O&M) 

The O&M account is a summation of those expenditures incurred in the day- 
to-day operations beginning with the IOC and continuing over the life of each 
SPS. Examples of costs collected in this account are wages of operations and 
maintenance personnel, minor repairs and adjustments to systems to maintain an 
ordinarily efficient operating condition, expendables and consumables, launch 
costs for transfer of on-orbit personnel and resupply of expendables and con- 
sumables, etc. 
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DEFINITIONS OF HARDWARE AND ACTIVITIES 

1.0 SATELLITE POWER SYSTEM PROGRAM 

The program includes all the elements of hardware, software, and activities 
required for the design, development, production, assembly, transportation, oper- 
ations, and maintenance of the SPS program systems. Included are the satellite 
and ground receiving station systems, as well as the necessary support systems 
such as space construction and sup- 't and transportation. 

1.1 SATELLITE 

This element includes the hardware and software located in geosynchronous 
orbit (GEO) for the collection of solar energy, conversion to electrical energy, 
and transmission of electrical energy in microwave form to earth. 

1.1.1 ENERGY CONVERSION 

This element includes the components required to collect solar energy, 
convert the solar energy to electrical energy, condition the electrical energy, 
and transport it to the interface wubsystem (WBS No. 1.1.6). 

1.1.1.1 STRUCTURE 

This element includes all necessary members to support the concentrators, 
solar blankets, and other energy conversion subsystem hardware. It includes 
structural beams, beam couplers, cables, tensioning devices, and secondary 
structures which are required as an interface between the primary structure and 
the mounting attach points of components, assemblies, and subsystems. 

1.1.1.2 CONCENTRATORS 

This element concentrates the solar energy onto the solar blanket to 
increase the energy density on the conversion device. It includes the reflec- 
tive material and any integral attach points required for mounting. Excluded 
are tools and support equipment required for deployment and tensioning. 

1.1.1.3 SOLAR BLANKET 

This element converts solar energy to electrical energy and provides power 
to the power distribution and conditioning buses. It includes the photovoltaic 
conversion cells, coverplates, substrate, electrical interconnects, and any 
integral attach points required for mounting. Excluded are tools and support 
equipment required for deployment and tensioning. 

1.1.1.4 POWER DISTRIBUTION AND CONDITIONING 

This element includes the power conductors, switch gear, and conditioning 
equipment and slip rings required to transfer power from the solar blanket to 
the interface subsystem power distribution elements. Also included are electri- 
cal cables and harnesses required to distribute power to equipment located on 
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the energy conversion structure, plus batteries or storage medium for informa- 
tion system and attitude control. Excluded are data buses which are included 
in the information management and control subsystem (WBS No. 1.1.3). 

1.1.1.5 THERMAL CONTROL 

This element includes any component used to modify the temperature of the 
energy conversion subsystem components. It includes -oldplates, heat transfer, 
and radiator devices, as well as insulation, thermal control coatings, and 
finishes. Excluded are paints or finishes applied to components during their 
manufacturing sequence. 

1.1.1.6 MAINTENANCE 

This element provides for in-place repair or replacement of components and 
includes work stations, tracks, access ways, and in situ repair equipment. 

1.1.2 POWER TRANSMISSION 

This element receives dc electrical power from the interface subsystem, 
conditions the power, converts it to microwave energy, and radiates the 
energy to the ground receiving station. Included are power distributions from 
the interface subsystem, dc-to-RF conversion devices, control and monitoring 
equipment, and antenna radiating elements. 

1.1.2.1 STRUCTURE 

This element includes all members necessary to support the transmitter 
subarrays and other power transmission subsystem hardware. It includes struct- 
ural beams, beam couplers, cables, tensioning devices, and secondary structures. 

1.1.2.2 TRANSMITTER SUBARRAYS 

This element includes all the hardware required for generation, distribu- 
tion, phase control, and radiation of microwave energy. This includes the 
subarray structure, waveguides, power amplifiers, phase control electronics, 
and power harnesses. Also included are thermal control devices and finishes 
that are manufactured as an integral part of the subarray. 

1.1.2.3 POWER DISTRIBUTION AND CONDITIONING 

This element includes the power conductors, switch gear, and conditioning 
equipment required to transfer power from the interface subsystem to the sub- 
array wiring harnesses and to any other power-consuming/storage equipment 
located on the power transmission structure, such as batteries. 

1.1.2.4 THERMAL CONTROL 

This element includes any component used to modify the temperature of 
power transmission subsystem components. It includes coldplates, heat transfer 
and radiator devices, as well as insulation, thermal control coatings, and 
finishes. Excluded are paints and finishes applied to components during their 
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manufacturing sequence and thermal control devices that are an integral part 
of another component. 

1.1.2.5 CONTROL 

This element provides the reference phase for all subarray phase conjugat- 
ing circuits. This includes the reference oscillator signal distribution and 
frequency conversion equipment plus components that commonly serve all subarrays. 

1.1.2.6 MAINTENANCE 

This element provides for in-place repair or replacement of components and 
includes work stations, tracks, access ways, and in situ repair equipment. 

1.1.3 INPORMATION MANAGEMENT AND CONTROL 

This element includes those components that process information on board 
the satellite. This includes sensing, signal conditioning, formatting, compu- 
tations, formulation and signal routing. 

1.1.4 ATTITUDE CONTROL AND STATIONREEPING 

This element includes the components required to orient and maintain the 
satellite's position and attitude in GEO. Included are sensors, reaction 
wheels, chemical and electric propulsion hardware, and propellants. 

1.1.5 COMMUNICATIONS 

This element includes the hardware to transmit and receive intelligence 
among the various SPS elements. This includes communication of both data and 
voice between the SPS and the control center, as well as among the various cargo 
and personnel vehicles. Excluded is intravehicular and intrasatellite communi- 
cations. 

1.1.6 INTERFACE (ENERGY CONVERSION/POWER TRANSMISSION) 

This element provides the movable interface between the energy conversion 
subsystem and the power transmission subsystem. A 360' rotary joint and an 
antenna elevation mechanism are required to maintain proper alignment of the 
transmitter with the ground receiving station. Included are structure, mechan- 
isms, power distribution, thermal control, and maintenance hardware. 

1.1.6.1 STRUCTURE 

This element includes all members necessary to provide a mechanical inter- 
face between the primary structures of the energy conversion subsystem and the 
power transmission subsystem. It includes beams, beam couplers, cables, tension- 
ing devices, and secondary structures. Excluded are elements of the drive 
assembly which are included in mechanisms (WE% No. 1.1.6.2). 
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1.1.6.2 MECBANISMS 

This element includes the components required to rotate and elevate the 
power transmission subsystem. Included are the drive ring, bearings, gear 
drives and drive motors. 

1.1.6.3 POWER DISTRIBUTION 

This element provides for the transfer of electrical power through the 
interface. It includes slip rings, brush assemblies, feeders, and insulation. 

1.1.6.4 THERMAL CONTROL 

This element includes any component used to modify the temperature of 
'interface subsystem components. It includes coldplates, heat transfer and 
radiator devices, as well as insulation, thermal control coatings, and finishes. 
Excluded are paints or finishes applied to components during their manufacturing 
sequence. 

1.1.6.5 MAINTENANCE 

This element provides for in-place repair or replacement of components and 
includes work stations, tracks, access ways, and in situ repair equipment. 

1.1.7 SYSTEMS TEST 

This element includes the hardware, software, and activities required for 
ground-based systems tests including qualification tests and other development 
tests involving two or more subsystems or assemblies. It includes the produc- 
tion, assembly, integration, and checkout of satellite system hardware into a 
full or partial system test article. It also includes the design, development, 
and manufacture of special test equipment, test fixtures, and test facilities 
that are not included in other elements such as ground support faciliteis. 
Also included are the planning, documentation, and actual test operations. 

1.1.8 GROUND SUPPORT EQUIPMENT (GsB) 

This element includes all ground-based hardware required in support of 
handling, servicing, test, and checkout of the satellite subsystems. It also 
includes special hardware required for simulations and training. 

1.1.9 PRECURSOR TEST ARTICLE 

The precursor pilot plan test article and operations are included in this 
element. It represents a test vehicle that consists of an energy conversion, 
interface, and power transmission segment. 

1.2 SPACE CONSTRUCTION AND SUPPORT 

This element includes all hardware and activities required to assemble, 
check out, operate, and maintain the satellite system. Included are space 
stations, construction facilities, support facilities and equipment, and 
manpower operations. 
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1.2.1 CONSTRUCTION FACILITIES 

This element includes the facilities, equipment, and operations required 
to assemble and check out the satellite system. Included are crew life support 
facilities, the central control facility, fabrication and assembly facilities, 
cargo depots, and operations. 

1.2.1.1 WORK SUPPORT FACILITIES 

This element includes the facilities and equipment required for satellite 
assembly and checkout. Included are beam fabricators, manipulators, assembly 
jigs, installation and deployment equipment, and cargo storage depots. Excluded 
are the facilities related to crew support. 

1.2.1.2 CREW SUPPORT FACILITIES 

This element includes the facilities and equipment required for the life 
support and well-being.of the crew members. Included are living quarters, 
center control facilities, recreation facilities, and health facilities of the 
satellite construction base. 

1.2.1.3 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the construction facility. It includes both the direct and support personnel 
and the expendable maintenance supplies required for satellite assembly and 
checkout. 

1.2.2 LOGISTICS SUPPORT FACILITIES 

This element includes the hardware, software, and operations required in 
low earth orbit (LEO) to support the construction and operations and maintenance 
of the satellite system. Included are crew life support facilities, cargo and 
propellant depots, and vehicle servicing facilities necessary for the receiving, 
storage, and transfer of cargo and personnel destined for a construction base 
or operational satellite located in GEO. 

1.2.2.1 WORK SUPPORT FACILITIES 

This element includes the facilities and equipment required to provide 
logistics support in LEO. Included are heavy-lift launch vehicle (HLLV) and 
orbital transfer vehicle (OTV) docking stations, payload handling equipment, 
and cargo and propellant storage depots. Excluded are facilities related to 
crew support. 

1.2.2.2 CREW SUPPORT FACILITIES 

This element includes the facilities and equipment required for the life 
support and well-being of the crew members. Included are living quarters, 
recreation facilities, and health facilities of the LEO Base. 
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1.2.2.3 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the logistics support facility. It includes both the direct and support per- 
sonnel and the expendable maintenance supplies required for logistics support. 

1.2.3 O&M SUPPORT FACILITIES 

This element includes the facilities, equipment, and operations required 
in GE0 to support the operations and maintenance of the satellite system. 
Included are the on-orbit monitor and control facility and the life support 
facilities and equipment required to provide comfortable, safe living quarters 
for the resident crew members. 

1.2.3.1 WORK SUPPORT FACILITIES 

This element includes the facilities and equipment required for operation 
and maintenance of the satellite.system. Included are satellite monitor and 
control stations and any centralized repair facilities not included under 
maintenance (WBS Numbers 1.1.1.6, 1.1.2.6, and 1.1.6.5). 

1.2.3.2 CREW SUPPORT FACILITIES 

This element includes the facilities and equipment required for the life 
support and well-being of the crew members. Included are living quarters, 
recreation facilities, and health facilities. 

1.2.3.3 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the O&M support facility. It includes both the direct and support personnel 
and the expendable maintenance supplies required in GE0 for satellite operations 
and maintenance. 

1.3 TRANSPORTATION 

This element includes all space transportation required to support the 
satellite system assembly and operation; and the ground support facilities to 
provide a launch, recovery, propellant, logistics, and operational capability. 
Included are the launch to LEO and the orbit-to-orbit transfer of all hardware, 
materials, and personnel required during the construction and lifetime opera- 
tion of the satellite system. 

1.3.1 HEAVY-LIFT LAUNCH VEHICLE (HLLV) 

This element includes the HLLV vehicles and operations required to support 
the satellite system assembly and operation. Included is the launch to LEO of 
all space construction and support equipment, satellite system hardware, OTV's, 
propellants, and other consumables required throughout the satellite lifetime. 

1.3.1.1 HLLV VEHICLE 

This element includes the vehicle fleet procurement required to support 
the SPS project. 
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1.3.1.2 HLLV OPERATIONS 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS project. 

1.3.2 CARGO ORBITAL TRANSFER VEHICLE (COTV) 

This element includes the COTV vehicles and operations required to support 
the satellite system assembly and operation. Included is the LEO-to-GE0 transfer 
of space construction and support equipment, satellite system hardware, spares, 
and propellants required throughout the satellite lifetime. 

1.3.2.1 COTV VEHICLES 

This element includes the vehicle fleet procurement required to support 
the SPS project. 

1.3.2.2 COTV OPERATIONS 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS project. 

1.3.3 PERSONNEL LAUNCH VEHICLE (PLV) 

This element includes the PLV and cargo vehicles of the growth Shuttle 
and operations required to support the satellite system assembly and operation. 
Included is the launch to LEO and return of all personnel and priority cargo 
required throughout the satellite construction period and operational lifetime. 

1.3.3.1 PLV VEHICLES 

This element includes the vehicle fleet procurement required to support 
the SPS project. Included are the vehicles for personnel transfer from earth 
to LEO and for cargo transfer as needed to support elements of the precursor 
phase of program development. 

1.3.3.2 PLV OPERATIONS 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS project. 

1.3.4 PERSONNEL ORBITAL TRANSFER VEHICLE (POTV) 

This element includes the POTV vehicles and operations required to support 
the satellite system assembly and operation. Included is the LEO to GE0 and 
return transfer of all personnel and priority cargo required throughout the 
satellite construction and operational periods. 

1.3.4.1 POTV VEHICLES 

This element includes the vehicle fleet procurement required to support 
the SPS project. 

A-13 

SSD 79-0010-2-2 



Satdlltm Systems Dlvlslon 
Space Systems Group 

Rockwell 
International 

1.3.4.2 POTV OPERATIONS‘ 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS project. 

1.3.5 PERSONNEL MODULE (PM) 

This element includes the PM units and operations required to support the 
satellite system assembly and operation. Included is the LEO to GE0 and return 
transfer of all personnel and critical hardware items required throughout the 
satellite construction and operational periods. The PM provides a crew habitat 
during the orbit-to-orbit transfers of personnel. 

1.3.5.1 PM VEHICLES 

This element includes the PM unit procurement required to support the SPS 
project. 

1.3.5.2 PM OPERATIONS 

This element includes the necessary operations (user charge per flight 
including payload integration) required to support the SPS project. 

1.3.6 INTRA-ORBITAL TRANSFER VEHICLE (IOTV) 

This element includes the IOTV vehicles and operations required to support 
the satellite system assembly and operation. Included is the intra-orbit 
transfer of cargo between the HLLV, COTV, construction facility, logistics sup- 
port facility, and operational satellites. 

1.3.6.1 IOTV VEHICLES 

This element includes the necessary vehicle fleet procurement required to 
support the SPS project. 

1.3.6.2 IOTV OPERATIONS 

This element includes the necessary vehicle operations (recurring refurbish- 
ment and propellant costs) required to support the SPS project. 

1.3.7 GROUND SUPPORT FACILITIES 

This element includes all land, buildings, roads, shops, etc., required to 
support the cargo handling, launching, recovering, refurbishment, and operations 
of the space transportation system. 

1.3.7.1 LAUNCH FACILITIES 

This element includes the design and construction of the actual launch 
facility and its associated equipment. Included are land, buildings, and equip- 
ment required to support the various crews. It also includes the required 
control centers and administrative facilities. 
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1.3.7.2 RECOVERY FACILITIES 

This element covers the design, construction, and equipping of the actual 
recovery facilities. 

1.3.7.3 FUEL FACILITIES 

This element includes fuel production facilities, storage and handling 
facilities, transportation, and delivery and safety facilities for both the 
fuel and the oxidizer. Also included are the facilities for fuels used in the 
various orbital transfer facilities. 

1.3.7.4 LOGISTICS SUPPORT 

This element includes the land, buildings, and handling equipment for the 
receiving, inspection, and storage and packaging of all payloads to be launched 
except for fuels and oxidizers. 

1.3.7.5 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the ground support facilities. It includes both the direct and support per- 
sonnel and the expendable maintenance supplies required for the ground support 
facilities operation and maintenance. 

1.4 GROUND RECEIVING STATION 

This element includes the land, facilities, and equipment that comprise the 
ground subsystems utilized to receive the radiated microwave power beam and to 
provide the power at the required voltage and type of current for entry into the 
national power grid. Also included are the equipment and facilities necessary 
to provide operational control over the satellite. 

1.4.1 SITE AND FACILITIES 

This element encompasses the site and facilities for the ground receiving 
station system which includes the rectenna, grid interface, and.satellite con- 
trol subsystems. Included are the land, site preparation, roads, fences, 
utilities, lightning protection, buildings, and maintenance equipment required 
to house and support the other ground station subsystems. 

1.4.2 RECTENNA SUPPORT STRUCTURE 

This element includes the hardware, materials (steel and concrete), and 
assembly operations necessary to erect the physical support for the rectenna 
array elements of WBS No. 1.4.3. 

1.4.3 POWER COLLECTION 

This element includes the antenna array elements associated with the actual 
reception and rectification of the microwave radiation. These elements are in 
series and parallel as required to deliver the required output voltage and 
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current. Also included are those components that accept the dc power from the 
array elements and route, control, convert, and switch this power for delivery 
to power conversion stations of the grid interface. 

1.4.4 CONTROL 

This element includes the hardware that will be used to monitor and control 
the satellite from the ground. Included are telemetry, tracking, communications, 
monitoring of microwave beam characteristics, computing phase corrections, and 
providing frequency standard signals for the satellite. Functional requirements 
provide for signal conditioning, formatting, software, computations, and signal 
routing. 

1.4.5 GRID INTERFACE 

This element includes the power conversion equipment that receives the 
electrical power from the power collection subsystem and conditions/converts 
it to a high voltage dc or ac power acceptable for input into the national 
power grid. Also included are those components necessary to route, control, 
and switch this power into the national power grid. 

1.4.6 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the ground receiving station. It includes both the direct and support per- 
sonnel and the expendable maintenance supplies required for the ground station 
operation and maintenance. 

1.5 MANAGEMF.NT AND INTEGRATION 

This element includes all efforts and material required for management and 
integration functions at the systems level and program level. It encompasses 
the following functions: 

a) Program Administration (f) Support Management 
b) Program Planning and Control (g) Quality Assurance Management 
c) Contracts Administration (h) Configuration Management 
d) Engineering Management (i) Data Management 
e) Manufacturing Management (j) Systems Engineering and Integration 

This element sums all of the direct effort required to provide management 
control, including planning, organizing, directing, and coordinating the project 
to ensure that overall project objectives are accomplished. These efforts over- 
lay the functional work areas (e.g., engineering, manufacturing, etc.) and assure 
that they are properly integrated. This element also includes the efforts required 
in the coordination, gathering, and dissemination of management information. Also 
included are the engineering efforts related to the establishment and maintenance 
of a technical baseline for a system by generation of system configuration par- 
ameters, criteria, and requirements. It includes requirements analysis and inte- 
gration, system definition, system test definition, interfaces, safety, reliability 
and maintainability. It also includes those efforts required to monitor the 
system development and operations to ensure that the design conforms to the base- 
line specifications. 
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APPENDIX B 
SATELLITE POWER SYSTEM 

COST ESTIMATING RELATIONSHIPS KERs) 

B.0 INTRODUCTION 

This appendix contains the cost analyses and a description of cost elements 
that comprise the SPS program. Each item is presented in accordance with the 
work breakdown structure of Appendix A and is responsive to the Rockwell refer- 
ence configuration defined under Exhibit C of NASS-32475 -- a 3-trough planar 
array with an end mounted tension web antenna (Figure B-l). 

Figure B-l. SPS Reference Configuration 

Subsequent sections of this appendix describe the definitions and ground 
rules used during the cost analysis; the methqdology followed in developing 
estimates and the computer program; plus a detailed discussion of each sub- 
system, assembly, or component used in the analysis. These descriptions in- 
clude design input parameters, cost estimates, scaling exponents/factors, and 
supporting computer program cost tiodel equations for each of the WBS items. 
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B.l COSTING GROUND RULES AND GUIDELINES 

The following major ground rules and assumptions were used in the perform- 
ance of this study: 

1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

10. 

The SPS WBS of Appendix A was used as the structure of program 
hardware, activities and accounts. 

Key dates of program planning: 

1980 - 1985 Ground Based Exploratory Research Activities 
1981 - 1987 Key Technology Program Activities 
1990 Decision Point for SPS Commercialization 

(Phase C/D) 
2000 IOC of First SPS 

Costs are reported,at WBS level in terms of: 

(a) Development cost and TFU (theoretical first unit). 

(b) Initial capital investment average cost per satellite 
(Satellites TFD and No. 2 through No. 60). 

(c) Replacement capital investment (RCI) cost and operations 
and maintenance (O&M) cost per satellite per year. 

Cost estimates are projected in 1977 dollars and maximum use was 
made of past SPS studies and other associated data as appropriate. 

SPS build rate will be two nominal 5 GW SPS systems per year for 
30 years to provide a total capacity of 300 GWs by 2030. 

Overall SPS lifetime will be 30 years with minimum maintenance 
and no salvage value or disposition costs. 

Complete construction and assembly will occur at GE0 synchronous 
orbit. 

Calculations based on 0% launch losses. 

Program management and SE&I (management and integration) are costed 
at 5% of all other level 2 costs. 

25% mass contingency is costed as a 15% cost contingency on items 1.1, 
1.2, and 1.3 of the SPS WBS. 

B.2 COSTING METHODOLOGY 

The approach followed in developing cost estimates for the SPS Program 
was based on the maximum use of contract and.company sponsored work. The basic 
Rockwell - NASA/MSFC computer cost model was expanded considerably to incorpor- 
ate the requirements of a revised WBS structure (Appendix A). The data base 

B-2 

SSD 79-0010-2-2 



Sahlllte Systems Divlmlon 
Space Systems Group 

Rockwell 
International 

of existing and proved CERs was expanded by grass roots analysis and specific 
engineering estimates on the flight vehicles and ground receiving station to 
provide cost projections based on industrial/consultant experience and on 
similar contract effort such as those of the Rockwell Space Shuttle and Space 
Station programs. Costing of some WBS elements utilized previously developed 
data with slight modification to incorporate reference systems specifications. 

There are a series of equations that were used to deal with the four basic 
types of cost accounts and phases of the program --,DDT&E, initial capital in- 
vestment, replacement capital investment, and operations and maintenance. 

The DDT&E equation (CD) estimates the cost of the design, development, 
and test/evaluation of WBS line items for the satellite, space construction 
and support, transportation, and ground receiving station, plus management 
and integration support. Management and integration are costed as a-separate 
line item at 5% of all other level two costs of the WBS. Because of the gross 
nature of the level of information/definition on systems test and GSE (ground 
support equipment), the cost of system test'hardware,and system test operations, 
has been assumed to be one-half of the satellite system first-unit costs. A 
10% factor of satellite DDT&E is used for GSE. 

The appropriate inputs for the DDT&E CERs are the applicable total system 
mass, area, or power. A development factor is provided in the equation (DF) 
to adjust the cost to reflect only that portion of the total system mass, area 
or power considered necessary for development of the complete system where it 
is not required to develop the total mass, area or power. The CD cost equation 
also allows for the application of a complexity factor (CF) to adjust the cost 
results when it is determined that the item being estimated is either more or 
less complex than the CER base data. 

The initial capital investment (ICI) cost equations estimate the initial 
capital investment cost of hardware items as a function of their mass, area or 
power. The ICI cost equation is expressed in four different forms -- CLRM, 
CTFU, CTB, and CIPS. The CLRM (cost of lowest repeating module) equation 
requires that the input correspond to the mass, area or power of the lowest 
repeating module (M). This is necessary because of the physical scale of the 
SPS and the production quantities required for many of the hardware elements. 
It is not reasonable to estimate the SPS initial capital investment cost as a 
historical function of the entire SPS mass, area or power. Instead, it is 
desirable to cost the number of repeating modules required per satellite to 
establish the satellite theoretical first-unit cost (TFU), and to input the 
satellite TFU cost into a progress (learning) function for the quantity of 
satellites required to calculate the average unit cost (CTB - cost to build). 
This calculation involves two steps in the cost equations. The first step 
(CLRM) is simply the portion of the equation which estimates the theoretical 
first repeating module cost as discussed above. The second step (CTFU) has 
the progress function incorporated into the equation for the quantity of re- 
peat modules required for the first satellite. It automatically takes into 
account the progress over production quantities required when calculating the 
cost to build an average unit over the total option quantity. This CTB cal- 
culation is then the basis of CIPS, where the number of units to construct a 
satellite option are divided by the option quantity and then multiplied by the 
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CTB. In some ICI cost equations, such as those of SPS transportation, the 
space vehicle has a service life that is greater than that needed to construct 
a single satellite. The CIPS equation provides the cost model with a needed 
program flexibility. 

At the current level of SPS definition, it was difficult to decide just 
what is a repeating module. It is often impossible to know with any certainty 
just what portion of the total mass is appropriate to run through the equation 
as a module. It is just as difficult to identify how many distinct types or 
designs of modules will be required for any subsystem or assembly. In such 
cases, the study simply assumed a module mass (or area or power) based on 
engineering best judgment. 

Replacement capital investment (CRCI) CERs simply provide for the multi- 
plication of the annual spares fraction (R) of each system by that system's 
cost to build in order to arrive at an RCI cost per satellite per year. 

Operations and maintenance costs (CO&M) are estimated in terms of O&M 
cost per satellite per year. O&M costs include those expenditures incurred 
in day-to-day operations beginning with SPS initial operating capability (IOC) 
and continuing over the life of each satellite. They consist of wages of 
operations and maintenance personnel, minor repairs and adjustments to systems 
to maintain an ordinarily efficient operating condition, expendables and con- 
sumables, launch costs for delivery and transfer of on-orbit personnel and 
cargo resupply of expendables and consumables, etc. 

The cost methodology seeks to account for five separate effects which 
influence SPS cost. These are scaling, specification requirements, complexity, 
the degree of automation, and production progress. Scaling refers to the re- 
lationship in cost between items varying in size, but similar in type. Econ- 
omies of scale usually assure that such a relationship will not be strictly 
linear, but rather as size increases, cost per unit of size will decrease. 
The slope of this relationship is reflected by the equation exponent which 
results from the regression analysis of the data used to develop the cost 
estimating relationship. 

Specification requirements have been accounted for by normalizing the CER 
data base to manned spacecraft specification levels using factors from the RCA 
Price Model.' From that model, an average cost factor to adjust MILSPEC to 
manned spacecraft is around 1.75 for DDT&E and 1.6 for production cost. Under 
the assumption that some relaxation of Apollo-type specifications can be made 
for the SPS, a factor of 1.5 was assumed for both DDT&E and production cost. 
Furthermore, it was assumed that a factor of 3.0 would adjust commercial 
specifications to SPS requirements. Therefore, military or commercial cost 
data used in the CERs were adjusted upward by factors of 1.5 and 3.0, respec- 
tively. 

The cost equations allow a complexity factor input to adjust the cost 
result when it is determined that the item being estimated is either more or 
less complex than the listed CER data base. 

IEquipment Specification Cost Effect Study, Phase II Final Report, Nov. 30, 
1976, by RCA Government Systems Division 
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The degree of automation is accounted for in certain cost equations 
through an adjustment to the CER coefficient by the tooling factors given in 
Table B-l. The effect of tooling is dependent upon the annual production rate. 
Higher production rates allow harder tooling and, thus, effect cost reductions. 
The tooling factors are used only on those CERs which are based on historical 
aerospace programs with limited annual production rates. Tooling factors are 
not used on those CERs which are based on data already reflecting automated 
production techniques (e.g., the commercial electronics data for the microwave 
antenna CER). 

Table B-l. SPS Tooling Factors 

AVERAGE ANNUAL TOOLING 
PRODUCTION RATE FACTOR 

(MPR) (TF) 

l-2 

;:; 
IO-19 
20-39 
40-69 
JO- I09 

I IO-159 
160-2lg 
220-999 

‘“FE9 s 

PROGRESS 
FRACTION 
(I) 

0.80 
0.80 
0.80 

:-z 
0:85 
0.85 
0.90 
0.90 
0.90 
0.95 
0.98 

The decreasing cost effects of progress due to production process improve- 
ments or direct iabor learning are accounted for through standard progress 
functions. Many SPS components will be mass produced in a capital intensive 
manner and will experience little labor learning. Other SPS hardware items, 
however, will be produced at very low annual rates, much in the labor-intensive 
manner of historical spacecraft programs, and therefore would experience learn- 
ing. (Technically distinguishable from learning, but still predictable with 
the same form of exponential function, are the effects of production process 
improvement. In this model, when progress functions are used, they are meant 
to account for both of these effects.) A constant relationship has been assum- 
ed between the progress fraction and the annual production rate as given in 
Table B-l. 

As required by the costing ground rules and assumptions, all CERs are in 
terms of 1977 dollars. The study did assume'1990 technology and 1990 supply/ 
demand conditions which, in some cases, resulted in differential (non-general) 
price inflation or deflation between 1977 and 1990 being included in the CERs. 
Specifically, it was assumed that composite raw material prices and some 
electronic component prices will decrease relative to general prices while 
aluminum coil stock prices will increase relative to general prices. Such 
effects are allowed for by the CERs, but only to the extent that the expected 
price changes differ from expected general price changes. The CERs affected 
are the antenna structure CER, the power source structure CER, and the micro- 
wave antenna CRR. 

Definitions of SPS cost model terms and equation abbreviations are present- 
ed in Table B-2. 
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Table B-2. Definitions of SPS Cost Model Elements 

C - COST IN HILLIONS OF 1977 DOLLARS 

CD - ODTCE COST 

COCER - DOT&E COST ESTIMTING RELATIONSHIP (CER] 

COW - DOT&E SCALING EXPONENT 

CER - COST ESTIMATING RELATlONSHtP 

CF - COHPLEXtTY FACTOR 

C ICER - tNtTtAL CAPtTAL INVESTKNT COST ESTIMATING 
RELATIONSHIP (CER) 

CIEXP - INITIAL CAPITAL INVESTIIENT COST SCALING EXPONENT 

CT6 - COST TO BUILD AN ITEM 

CIPS = INVESTMENT PER SATELLITE COST 

CLRH - LOWEST REPEATING HO.OULE COST 

IiOLH - 0PEttmoNs AN0 H~INTENANCE cdsT PER SATELLITE PER YEAR 

CRC! - REPLACEMENT CAPITAL lEtVESTMENT COST PER SATELLITE PER YEA 

CTFU - THEORETICAL FIRST UNIT COST 

OOTSE = DESIGN. OEVELOPIIENT, TEST AND EVALUATION 

DF = DEVELOPMENT FRACTION 

E - 1.0 + LOG (PHI) $ LOG (2.0) 

ICI - INITIAL CAPITAL INVESTHENT 

INV. PER SAT. - AVERAGE UNIT INVESTMENT COST (2 THRU N) 

n - IUSS.POUER, AREA OF LOWEST REPEATING t lOOULE 

#RJ4 - NUHBER OF REPEATING MODULES 

OPS - OPERATIONS 

ocn - OPERATIONS AND MAINTENANCE COST PER SATELLITE PER YEAR 

PHt - PROGRESS FRACTtON 

R - ANNUAL SPARES FRACTtON 

RCI - REPLACEJiEiT CAPITAL INVESTMENT COST PER SATELLITE PER YEAF 

T - TOTAL (IlASS, POWER, AREA) PER SATELLITE 

TF - TOOLING FACTOR 

1FU - THEORETICAL FIRST UNIT 

21 - TFU REQUIREHENT 

i!2 - SPS OPTION QUANTITY 

z3 - TOTAL SPS REQUIREHENT PER OPTION 

I4 - ITEM NEEOEO TO CONSTRUCT SATELLITE OPTION 

15 - ITEM NEEDED FOR O&H OF THE SATELLITE OPTION 

B.3 SPS PROGRAM COST BREAKDOWNS 

An overall cost relationship for the SPS program is shown in Figure B-2. 
Principal areas of SPS costing are r&presented to indicate the emphasis on 
expenditures as the program moves from one phase to the next. 

Subsequent tables summarize the cost data used in developing Figure B-2. 
They reflect SPS-related development cost DDT&E (CD) data through the first 
5-GW satellite (TFU). Table B-3 includes space construction/support, transportation 
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Figure B-2. SPS Cost Relationships 

vehicles/operations, and the ground receiving station needed to establish SPS 
operational capability. This means that the TFU cost includes elements with a 
lifetime capability of building more than one SPS. Table B-4 summarizes the 
investment cost per satellite (CIPS) and the replacement capital investment 
cost (CRCI) plus operations and maintenance (CO&M) per satellite per year. 

Table B-3. SPS Program Development Cost 

_- 
UtVELuY!4E~l 

NBS Y LESCRIZIION ODTLE IW roTu 
-_ . 

1 SAlcL~lti%~<~iii -lSPSl PROGRAM- 
.---- 

30.2 I.102 511J3.L.L ec5o5.aoo 

1.1 SAltLLllt STSTEM 7933.570 195O.YZZ -- -_. -..----_--- 15CYs.692 

' A.2 srhx cmsrkucrhh L WWOR~ 7331.100 n6oOL.xd3 15933.703 
-__ ___.. -- _- .._ -.._- - -.- - . .._ _- -.-- 

1.3 TWANSPURTAI ‘JN lL46Y.Jlh LZwba.199 3533Y.Olb 

_ 1.6 IhOJNO PECcIWIWb SrATlUN __. __ _ ____. _,____ __.._ 115.699 3rr10.727 373+.+27 

1.5 MAIYAGtMtNr AND IkTECR A7 ION 
----_.. _--'--- 

1.6 W&S5 COhl I .YUNCY 

1392.caj 215i.91a 35w.312 
-_-. .___. .__ 

41ta0.:31 5912.%5 A:o71.977 
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Table B-4. SPS Program Average Cost 

UtsMiPrloa 
-9 0~5 ~IJIT PLI( sAr PER IEAR l a’ TUTAL 

1NV PEh SAT PC1 otn TurAL 0~s 
---- 

5Altiil?r %idtX~~~tii i%P-~,*9iAM 
____--___ -.-- - ___ 

13b77.ooB 451.531 193.713 b45.224 14522.910 

5AltLLllz b’(STkC __ 5325.6iZ...-- .2J5.Zb5 0.7ir5 PC5.V75 5531.391 

~PA:E cwslwdirloh L WPPORT 1lsU .352 51.CPb 11.274 62.701 12 11.033 
_-- 

rme.rUnr~liGk 194V .I% 
__-- ----.- 

119.343 OO.tloU 200.212 2149.216 

GhJUW NtLclVlkB 5141 lull 3590.622 0.275 7b.377 ILL52 3bb9.674 

*ANAGtMtYl, A’“0 Il lrCRArlON a00 .b7u ir.ai5 8.561 27.377 a2a.055 
_ -- ___ 

MASS ‘C&l 1NCtYLI 1203.4 13 
_ .-~.---_-- 

5b.405 13.927 70.332 1333.7+5 

B.3.1 DEVELOPMENT COST (DDT&E) m4-D T'HEORETICti FIRST UNIT (TFU) 

The total program DDT&E and TFU cost for a first full-up nominal 5-GW SPS 
system is $84.5 billion. The DDT&E of $33.4 billion and the $51.1 billion for 
the TFU are detailed by SPS WBS line item in a subsequent table. Detailed DDT&E 
cost breakdowns show that over 60% of the DDT&E cost is identifiable to trans- 
portation and support systems, and the satellite system. 

In view of the physical size of the satellite and supportive subsystems 
and the large quantities required for certain parts and components, it was 
not conside.red reasonable to estimate the DDT&E costs as a function of the 
total mass, area, or power per subsystem-w hich is generally the'method; instead, 
it was considered desirable to determine the DDT&E costs by application of a 
development factor (DF). In general, the DF was applied on the basis of a 
particular system/component in conjunction with the engineering staff and as 
related to the program development scenario and the usage/availability of the 
system when needed. For example, the 335-M'W EOTV precursor test article is 
required early in the program for MW verification. The SCB will build this unit 
first and the DDT&E effort on the many components must be satisfied before items 
can be made available. Typical items include the structure, concentrators, solar 
cells, power distribution, and supporting systems that are design verifications 
of the full-up SPS satellite. As a result of this approach, a 1.0 DF was used 
on components of the EOTV test article; whereas on other usages of these systems, 
such as on the EOTV's or similar systems of the satellite itself, a reduced factor 
was applied in recognition of the earlier completed DDT&E effort. This rationale 
was also followed in other areas of the SPS program cost analysis. 

DDT&E and TFU cost breakdowns are shown in Table B-5. The TFU listing 
reflects a somewhat different makeup of costs when compared to the DDT&E costs. 
TFU estimates of $51.1 billion include the full dollar assessment for an initial 
satellite and ground receiving station, include space transportation fleets; the 
LEO, SCB, and support assembly equipment; and the facilities needed to establish 
a 5-GW SPS operational capability. This means that the TFU cost includes ele- 
ments with a lifetime capability of servicing/building more than one SPS system. 
In this regard, analysis will show that transportation and space construction 
and support equipment represent the largest portion of total TFU costs. However, 
these systems will be used to construct remaining satellites. 
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TABLL B-5. SA.ftLLIlE POWER SYSTEM (SPS) PdClb;KAM DEVl iLOPMLNT COSC 

tii~ti i i~itdE:~~T 
WbS B UtSCKIPTION DOT&t TFU l-OlAL 

.._ ____.. _- ___.. ._--.- _.... ..__. -__ ----_ ^--.-.^ .__ ___._- ---- --_- - 
1 SATtLLIT!i POWtR SYSlEM (SPS) PKOGKAM 33401.762 511G3.242 84505.000 
1.1 SATkLLITt SYSTEM 7933.570 7950.922 15084.492 
1.1.4 ENEKG~. CUNVERS i ON ..___ ---.-.-. - ._ -__. ~. 11k!.Q65.--- -2QQ7.9fii3. 2126.048 
1.L.l.l SlRUCTUKt 71.066 104.608 175.674 
1.1.1.1.1 PkIMAkY STRUCTUkct 47.621 35.100 82.921 
I, iT A. 1.2 SXUNDAKY SlRUCTukt _.-.- _ . .._. __ _ _---_---- --_ _...--.. .- -.--.--.- ---- -------------.-.-ii3 r&L---- hy&Q B..-.-....--w-Y2 ,751 

CUNCENTkATUd 0.G 75.637 75.637 1.1.1.2 
1.1.1.3 
1.1.1.4 
1.1.1.4.1 
1.1.1.4.2 
Jt Ir &dll. 
1.1.1.4.4 

9” 1.1.1.4.5 
u) 1.1.1.5 

1.1.1.6 
l.l.l.h.1 
111* 1, b,L 
1.1. 1.6.3 
A-i. 2 
l.l.Ltl 
1.1.2.1.1 
1.1.2.1.2 
lf if,;!rg 
1.1. L. 2.-i 
1.1.2.2.2 
1.1.2.3 
1.1.2.3.1 
l.l.L.3.2 
L.L.i.3.3 
1.1.2. 4 
1.1 .i.5 
1.1.2.5.1 
1.1‘ _ .L.iJ.L 
I.l.L.5.3 

SOLAK BLAl\(Atl S 0.G 1651.832 1651.832 
PUrJER DJST. 6. CUNDI’I 5 I3G 46,YW 126.586 173.984 
SwITCh GLAK & CONVtRT tKS 3.562 b9.123 92.704 
LDNilUCTUK3 II INSULb.TI ON 6.234 Y.46E 15.702 
SLI p .KINC;S .---- ..----.- _7.*352 eLtl..&LL--.---3fi..Q 1B 
BATTEKILS 5.001 0.338 5.339 
BATTEKY I'UiC 24.790 0.430 25.220 
THEKMAL CONTKoL...  - . - 0.G ..___.._.._ .O.Q 0.0 
MAZ!vTkNANCc 0.0 48.421 48.92A 
MAlNTtNANCt - FKtti I-L YtRS 0.0 29.255 29.249 
MAbjNiEo MAI’JIPULATU~ ..-.._-... -_-.-._ ._.. .-. ._. -__ ._ - _ . .- _.--_.. - ..- ---------- -.n_,n---_-19,.2a~-._-.---.lr,;ra~. 
ThACi(S L ACCESS WAYS (3.0 0.42G 0.42cJ 
PDWfiR 1 kAhSMISS lclhr t3ti3.144 3810.522 4699.664 
STRUC 1Ukk 
PKI MAKY .S ThuCTUkt 

?~*007.. .~ ..49*359 75.354 
7.391 b.35C 10.651 

StCLiNDAkY LTKUCTUht la .705 45.494 b4.704 
TRANSilITI tK SUYAkhAY3 - K&ySTkONS ._. .-. ._ .--. _....-.- - uu.cL;i: . . --_._-._-.- ._...._ Lrjz,2?6 27q2,~~9-_~~04,~b~_ KLYSTKUN 

lG2.526 0.G lG2.576 
KLYSTRON ICI, ii, b&M 0.C 2702.309 2702.359 
PUWtR iJ1sr. & CtiNUlTI CluING !?.3?3. ..709.8’30 762 9153 
SWlTCh GEAh C CGtivLKTtliS 7.13i 752.336 759.468 
CGNDUCTur;S t lYSULA11 UIY 5.262 5.348 10.610 
bPIltKIiS 
TnEtelii CLIIVIKDL - . lNsbL’AT 1ON 

-_ __.. - ._..._ _._ .-. .-. .9?!? ._-.-_-- ._..._. .i&.lL? ' .-__._. .12.?1 AT... 
29.136 2oa.oo2 237.19ti 

CmJlKUL - PHASE R t~ttc cNCE 3.373 20.050 23.423 
KLFELI tNLt I-i<LLiUt:JCY I;LN~YAIO:< Q.!OcJ O.lOO 

-12.1&io 
0.200 

Li I s 'I . SYbltM, i;tiAAlnL tAtlLE 0.203 12.3&3 
DI>T. SYSlt#%, iri3lCtS C-l.070 7.i7C 7.840 



kUCKdi;LL :I’S CR-L RkFEKENCE CONFlGUkAlI ON : 

TAtiLL B-5. SAl’tLLITE POWtK SYSTtM (SrSl PROGRAM OEVELOPMENT LUST 

DEVELOPMENT I 
WBS H DtSCRIPTIOh UDT&t TfU TOTAL 

. . -. _-. - ..__ -. ..- .-_- ___----__-.^- ------ ..-.-- ..---.- -__ ---_------ _~- ------ .-_._.-.. ---_.- 
1.1.2.6 
1.1.5.6.1 
1.1.i.t.2 
1.1.2.6.d 
1.1.2.6.4 
itit 
1.1.3.1 
1.1.3.2 
1.1.3.3 
1.1.3.4 
1.1.3.5 
&?1.3.6 _ _ . ^ 
1.1.3.7 
1.1.3.e 

qD1.l.l.S.9 
‘; 1.1.3.io 

1.1.3. Al 
1.1t+ 
1.1.4.1 

1.l.h.Z 
1.1.5 
1.1.2.1 
1.1.5.2 
A. 1.5.3 
i.i;L 
1.1.b.l 
1.1.0.1.1 
1.1.6.1.2 
1.1. b. L 
1.1.0.3 
1.1.6.3.1 
l.l.b.d.2 
l.A.0.4 
1.1.6.5 
l.l.eb.:.l 

MAlNT LUANCt -112.bbC 66.953 779 .a13 
MAINTtNANCt - r;tttt FLYtKS 0 “’ 

9.1 :_Lo __- 
36.3hb 36..3& 

CANTHY LkANt 
ON-CKANt CulLTt&JL iEN tl1 .- 621 .kGi ‘- 

OI 220. .91.28!3 
30.335 651.905 

TKACK 5 L ALLESS WAY5 0.0 0.060 0.060 
!NFORMA T I UN MGMT L C.CIN~R~L _ _- . .--- __^. -..--_ L.. _-. - _ .--.- ._____._ - ____ -._- ___. -_- ..------J2.~5~5 .-.x!a A!!21 .___._ .--ii s!L+hL. 
MASTEK CJNII%UL CCJMi’Ul tK 16.127 7.845 23 .‘i72 
DISPLAYS C CtlNTROLS 19.745 1.211 11.956 
SUPEHVISClt iY cQJlpuJtr( _ 2.153 2.325 ? 9018 
RtMUT E CUMPUT tFc 2.643 5.696 tf .33Y 
BUS CONlKlL UNIT 0.415 6.940 7.354 
!!lc;!vY.!oZEsm!i-- _._.._^_..._ - .__..-._ -_- ._.____-_-._ __ -..__ Or&l b&liL~ --..-.--7 r2.u 
KEMClTt kC&‘UISITIUh t LUNTKOL 0.414 7.450 7.664 

66.119 SUUMULTIPLtXtiRS 0.266 06.385 
INS~RUM~IJ~A~ILI~ sa,co!? ..-,_ 74*1Y?? 102 .l?r? 
CJ~TICAL t-ItitR O.bO7 0.634 1.442 
CAtiLES/HAkNtSS Y.963. 17.604 27.567 
.jI’fT II~L.JF: C+.“?j.b,Q_L,. C  51 AT IONKE EPI NC 6 ,p3 22_~f!~._-_--_..BQ.~B?l. - -._ _ -._. - - __- _-._ -...--..--- . .._ --- _.... --- -.-.-- _-... - - -.-.__ 
ACSS tiAktJWA;(c 8.ld3 72.4ti8 HO .671 
ACSS PKI;PtLLANT 0.0 0.0 0.0 
COM?IUNICAT lui\lS 05.0 O,Q O*O 
SATtLLI IL TLI GKCIUNIJ 0.0 0.0 0.0 
SATELLITI; 1’U t<ESlJl’rLY VtHICLES 0 . iI 0  . 0  0.0 

$Art-L_L!jk lN1EiiCOt-I INrEWFALc .-..--.-..-_. - ..-- --_- .-...... -.. --.---~--~--o~k~- __-  .4d--- ~--.P.zQ .__ 

56.309 116.5bo 174 .trciY 
STRUCIUh? 35.115 76.827 111.942 
rKlMAKY S’IKU,lURt il,bjt! 4. go0 1’7 *83d 
SECclNUtFY ~TtiuCT~tit 23.476 70. bZ7 94.303 
FtCnANI SML - IN IrKF PC t 15.225 7.b78 23.103 
Pc!WLH DlLTKIJUrIiih S.YbY 
cUr~!JUL~Lih L I&<ticACl!~h. 

],OcJ3 ___. _1g?y7& 
5.176 5.Oh8 10.246 

SLil’ Kl& UKUSHtS 0.i91 1.935 2.726 
lHtK!‘!AL liLJlrilibL 0 * 0 0.q &Jr0 
MA1kTiNkihC.c 0.0 20.852 26.652 
?lkINT tNA!JCt - FKEt FLYLKS 0.0 7.530 7.539 



KULxwiLL SPS LK-2 KEFtRENCE CONtiIGURAlIUN 
TAtiLi B-5. SATLLLITE POtiER SYSTEM (SPS) I’RUGKAM DEVELOPMENT COST 

UEVELOPMENT 
Wb3 f/ UtSCRIPT 1ON DOT&k TFU 

1.1. t. 5.2 .-.- 
._ _ ,_. ___ ___-__ _ __^___ _- ..-. _- __---.- .___._ --__---- _._. --.._ ------_____--_.-- 

MANNED MANlPULATUh 0.G 13.233 
A* 1. be 5.3 ' IHACKS t ACCLSS rrAYS 0.0 0.120 
1.1?7 SYSTEM? 1 t$T _ ?1?543 -- __.. .-.. Q.!G! . 
1.1.7.1 SYSTEM GRouND‘TtST XKDWAKE 2662.711 0.0 
1.1.7.2 SYSrEM C7KCWND TtSI CIPLKATIONS 2662.911 0.0 
i.1. b 
1.1.9 

WOUND SUPPUKT EQUlPMtNT .--.-.--7_LL,a2 34 0 0 ---------.--- --- - ..-*---- 
COTV - l’KECUKSOH 748.a53 1738.474 

1.1.9.1 CUTV PRtCUK33K VthlCLL -f‘kki.-Tb53 L737.&344 
J.l.Y.1.1 PkIMARf STRUCT.jKk - E,C. b9!4G! -.. 1,544 
l.l.Y.1.2 Stif lNDAkY STxuCTUkt - t.C. il.178 533.574 
1.l.r.1.3 CONCENTFAlGk - E.C. 7.869 2.817 

. 
TOTAL 

. - ---___._ .-.- . 
19.233 

0.120 
sZJz5.422 
2662.jii 
2462.7 11 

-.32LZ24. 
2487.127 
2486.497 

Yl9408 
554.754 

10.6@6 
1.1.9.1.4 SilL A;I t iLAN<tT -t. c. 
i.i.r.i.3 

- _47.c41i--. __.hldCO ____ ~-l!J?l~~ 
StiITCtIGLAK & CUNVtKltKS -L.C. 3.497 1.725 5.222 

1.1.9’. 1.6 CU:VDULlOk3 L; INSULAllLN - E.C. 7.048 1.431 6.478 
5" l.l.CI.1?7 ACS HAXDHA&t - E.L. 1,3.!'iC .~...-e.620.654 .-- . 632 +823 
E l.l.Y.l.ti SLI I’RINGS -^ rH EliJr-AGK 54.565 30.980 65.546 

1.1.9.1.9 PRlM4KY STRUCTUKE - 1 NlkRFACE 152.t14‘t 6. CGO i5ad44 
1.1. C/. 1.10 SLCDNUAKY STkUCTURt - 1NTERfACE p-.-------..l_i1.155 4.047 ------.-~~~~0~. . -.--. -.-.-------------- ___-______ __ 
1; 1;41 i;ll MECHANiSiulS---lruT~jiFAtt 713.1168 221.647 300.5i4 
1.1.9.1.12 CDNDULlClKj L; INSULi+TluN 3.993 3.211 4.204 
1.1.4.1.13 SLIPKING bKU3titiS - PRtCuRSIlR 2,>2y ?,?hb 4 *7Y7 
1.1.~. 1.14 PKlMAKY ~,ItxlJCTuk~ - POWEK TKANS i(i. ‘136 c1.250 21.186 
l.l.r.l.l:, StCiJNDAKY ;lKUCTlJKt - rOdkR TKANS 17.0rl 2.546 1'3.587 
1.1.5.1.16 Tkt’iNSMl’I Itk !aUL3AKkAYS - KLYSTKDNS ICI 0.0 i41 447 141 497 . --.-- .___.__ L _I_ _ .-.-- A.- -.- 
lmi~q. i .17~e~~iTcHGi~~ L"‘i3:JvtlijEhi --P;j,-P~tCU[isljh’-‘---------- 6.756 47.525 -?.---... 54.576 

- 

1.1.9.1.lb LOhlJUCCI’kS L 1NUJLATlt iN - P.T. PRtClJ&SLlR 4.147 :o. i40 4.387 
1.1.y.l.l~ bAT.IEKltS - P.T. i 'KtrCL;kStIK 27F !O(l 1&.50!. 38 !6g-l 
1.1.4.1 .ZG THti iMAL iUf\rlKUL-- INSLLAT ll)lL - t 'RECClRSCJK 26.535 45.946 72.535 
l.l.Y.l.il KtftRtNCt: Fkt!~UtNLY LLNEKATOK - i 'RECUKSfJk 0.500 0.100 0 .bOO 
1.1.4.1.L2 DIST. SYbltM, CiJAn:lAL CAaLt *:. . L -. 58 0.517 
l.li9.1.23 LJISl. SY3ltbl oii-i1cis‘ 

__ ._-c-,-fJg.- 
Q.&i c.500 c1.522 

1.1.9.1.24 ThAtlS~rlll IiiK t i lJoAKhAYS - t i (LYSiRONS 001&t Is&. 707 0.0 148.737 
1.1 .(l.L CUTV PKtCl!ti:UK OrthAT iOftS CJtO cytljo 0.630 
A.2 SvACt CLIN:~I~~CI~!~~~ L SUrrOR'C 733l.lbG trbGi. 523 -15433.7 03 
1 .i. 1 CON:,I~~JC’I l;rN iACl~ll1 t.L :el5,3.24r 65.15.176 10228.422 



KULKdtLL bPS W-2 ktFEKENCE CbNFlGUtJAlIUN 
IdLiLt B-5. SATELLITE POWER SYSTEM (SI'S) t”KUC;KAM UtVELimlPMENl COSl 

_... 
DtVELO6MENT ‘- 

WLiS II OtSCKlPTIUN OUT&E 1fU TOTAL 

---' 
_ __ _._._ ._________. L- .__._ _.._- ---_ 

bki3K SUPrCllil FACILllIES 
_._ -------- - -.--- -- ---..----. -.. --__---_---- ._. - ____. 

i. i. 1. 1 3C42.417 3’95b.Gbci 7048.484 
1.2.1.1.1 BEAM d4CHlNE 2.000 83.150 85.150 
1.2.1,!.2 BtAM MACtilNt LASS LT’lt S -.. _ - O,@PQ .6t3l> 7,115 ._ - .._ 
1.2.1.1.3 CABLE-ATTii t iMENT MALtliNt 4.300 28.22& 32.528 
1.2. i. 1.4 KtMilTk MANIPULAIOK 6.880 60.390 67.270 

.Jf 2. l? J.5 BLANKt-I ' DISPENStR MACHINE . -4.Lum 2 6 r-1 55. 1.2; i. 1.6 _ . . . _ .- ._. _ - -.- .._-.-_..-----_-. ._-..- ------. dC,4--.-~-.-~cl. 
SULAN ~LANIC~T CAS ScTT kS o.tlco Y.076 9.876 

L.2.1.1.7 KttiLEClDk b1Sp’tNStK MACHINE 6.0C0 4.651 10.651 
1.2.1.l.b AEFLECTCIR CASSETTES l ,OOO 2,?2L 3 .?2? 
l.L.1.1.9 CA~LE/CATENAI<Y UiSPttuSkK MACHINES 2.iOC 22.786 24.9 86 
1.2.1.1.10 ANTtNNA PANkL INS. thif'i. &0.309 200.272 280.272 
I,,?, 1. it!! JjANjKY.lCKANtS --_ ..--.--.- 13.. 600 85,034 --------..--.L-- 98 634 _- ___. --.--.-- _____ _ 
1.2-l. 1.12 CARGO STUKAGil  DEi’UlS 12.000 7.55Y 19.559 
1.2. i. 1.13 FAB fixrwt 2105.12tJ 82.445 2247.573 

~ 1.2. 1.14 lt AIKI$CK. QQcK!& MQgtjlmt. !AQy) .. . . .._........___._ ._ ._._...__, 0 . cl _-. ?43.3<!2 __..._.. - ?4?,30 
L 1.2.1.1.1s BASE MGMT. r lU0ULE (bMM1 0.0 1213.870 1213.870 
N 1.2. I. 1.16 I'tiWtK MOCiULt (t’M) 0.0 lC75.4S9 1075.459 

llg, !. 1.1-f PKESSUklLkU SlUKAGt MODULE IPSMI _ _.-. ._--__-.--_- _._... -_---.---- -.-._ 79.3.710 .- ___-___ 00-5.657 ~d2us,3H.. 
1 .L. 1.2 CKEW SUrrURT FAclLl’II tS-SCB 560.832 25YO.290 3151.122 
1.2.1.2.1 AlRLtiCK iJCICKll\rl; MOUUL t-ADM 31. A52 73.413 104.545 
1.2.1.2.? CktW HAbITAU!L!TY MI&&E-CHM .O c ._-- 163’+*436 ~._ 1614t456 
1.2.1.r.3 CONSUrlARLtS LUGISTICS MODULE-CLM 0% 604.675 604.675 
A .L). 1.2.4 St-II tILti r\rG 34.3. 200 21.160 364.360 
l.L.1.2.5 CKtW SurmliT MODULt-CSM _ _. _.. 
iiz.l.3 

_ . . - .._-._ _ _.___- _-_- - -._--- lt ib.4@ L56.5!%7-- 443.067 
Ul'EKAl IONS 0.0 28.b19 28.819 

1 -2.1.3.1 ~PE~ATIuNS, CdNST hULr 1ON CKEW 
1 .L. 1.3.2 WEIrAL UPtKA~jUNS,CUN$~, I’KUV. 

- - .- 1.2. L LCJGlSrICS sbI'PUF(T FAClLIrIES-LEO 
1.2.L.l rCUc(K SUPrUK~ FAClLlIlrS 
1.2.2.1.1 But, E IIbMT. MUDJLE -tjMrl 
l;z;z.i;i 

. ._ _... .-.. 
PcJWild MosilLt-PM 

--.. -__ ._.--- ._ .__.._ -...--...L 

1 . .L.L.L CKtiJ SUhWKr FAClLllItb 
l.L .L.;'. 1 CRtW hAl+lTAtcalLITY MLDJLt-CHM 
1.2. i.2.2 iUNSUfiAuLLS LIJb’iST1C.S VilJljULt 
1 .I!.&..??..5 CKC’W  bUPi’l~% i IWUUL~/t VA 

@.G 
g,o 

3677.434 -. .. 
2~14.Yci2 

13.781 
9.23&i 

Yi7.151 
50 6.187 

‘2rb4.593 310.1114 - .--.- -__ ._.- .-- _ ._ .____ 
3=10.000 275.373 
362.442 
262.27tj 
265.000 
s35 .c;ei4 

328J82 
JO1,9?8 

70.n45 
156.759 

19.761 
_ . . ..9.0~8 
4595 .Oi32 
3401.179 . 

..177-5.d 49. 
625.373 

1191.724 
364,zg6 
335 .OY5 
492.423 



kUCKdtLL 5PS Ck-2 KtftKENCt ZONti lGURATI0N 
[AtiLt B-5. SAitLLITt POWER SYSTtM (St’s) t’!iUGRAhI DWELCiPMENT COST 

_ - 
OkVELOPMENT 

WLS # UtSCRIPTIDN DDTGt TFU TOTAL 
._ .-... . .--._ -.. ..-- -.----. ---_--_..-___--.-- -. ----.-. 

1.2.2.’ UPERAT IONS 3.0 2.182 2.182 
1.2.2. 3.1 LEO OPtKATlONS CKkW 0.0 1.498 1.458 
lFL,,,i,Z LED CHEW FkuVT S.IQN$ 
1.2.3 U&M SUi@UKT FAClLITlt-S---SATELLITE 

- .._.. - -..-.- ..- ~.. -_o,o. -.-. __--. 0.68_4. .-. . . 0 &P! 0.0 1110.198 lliO.lYt3 

5” 
t: 

i.2.3.1 
1 .;c’.3.1.1 . .- . . 
l.i.3.1.2 
1.2. 3.1.3 
lFL13.r: 
1.2.3.2.1 
L.i.3.2.2 
l.?.T? ?, ?Fd. 
1.2.3.2.4 
1.2.3.3 
1.2.3.3.1 
A.2 .3.5.2 
1 .3 
1 1 .i. 
1;3;1.1- 
1.3.1.2 
1.3. i 
1.3.5.1 
1.3.2.1.1 
l?i?2?!!?._ 
1.3.2.1.3 
1.3.i.1.4 
1.A.L. 1.5 
1.3. L. 1.0 
1 .3.2.1.7 

wOKK SurrDKl FACI LlTI ES 0.0 763.578 763.578 
AIKLOCK UOCKlNG MljOUL E-A3M .__ _ - _... ,_. __ ._. .--.-_----- --.. -.-.---- __- _-- --!24- 44bZ.!J..--e---.-4fi_~12Q 
HAS t MGMT MUDULt-bMM 0.0 510.814 310.814 
PkESSUKlZtD STORAbt MLDULt-PSM 0.0 408.244 408.244 
QtEW SUPI’OKT-FAGFLAT! t$ 0,O ,__ ____ 343.89% 343.893 
AIKLUCK DOCKllVG MUDUL t-ADM 0.0 15.111 15.111 
CKEW HAbITAbILITY MOdULt-CHM 0.0 101.928 101.928 
CONSUMAbLES LOGlS 11 CS MODULE-CLM .__ .._ -- __...._._ -. -_--- -- .-.- - -.- _--- -___-- O,LlO. 095 ---zQIPr 
CRtW SlJPPOkT MODULt/t  VA 0.0 156.759 156.759 
OPERATIUNS 0.0 2.727 2.727 
SAT tLL!lE UPtKA’I! DNS CKEW 0.0 1,872_. _,_.__ _ -_- -._.-.-.-.----. ._ 1 9 8 72. 
SATtLLI CL Ciitw PKtiV 15 1OiuS 0.0 0. a55 0.855 
TK4NSrDkT AT 1OIL 12468.&16 22&66.199 35335.010 

.SPh-HtAVY LlFl LAUNCH VtHICLE(HLLV) bbcQ.. OlrC 9530.4Y2 ___ _ ._ __ ._._ -- __-- ._ _--__-.-_.--_ ---.- ----- __- 1 !x4a._t4u;t 
SPS-HLLV FLttT 86G'J.300 b95G. 176 17550.176 
SPS-HLLV UFtKAT IOI'A 0.0 5tio.320 580.320 
CAKGO UkrJITAL TKA&Ftn VEH!CLt! COTV ! 31?818 3625.720 _ __ _ _ .._ - - -... . _ _ __ . ?165?,5.3f! 
CuTv Vtt-ilC~tS 31 .a16 3t21.310 3b53.12il 
PKIMAKY STkUiTJKt 3.430 9.207 13.197 
StCUNIJAKf S%JI;Tuht ___...._ - -.--------_ _ __ _ _ -- 4.5u2 2 47_uti5 0 2483.332 
LONCENTKATOK 1.695 15.b18 17.5c3 
SULAi-i  YLANKET 7.664 338.11'7 345.781 
SW1TCHGtAR ANU iC;N\IEk TtkS 2.054 .-B,?lc! 10,814 
COlJUC.FUk!i AND INSilLAlION 2.205 8.5&4 10.7b9 
ACS HAKUvJAkt Y.697 762.015 771.712 

1.3.2.l.h 
1.3.i.L 

TNFIJ, Milc;?T T AND L UNTK UL 0.0 0.0 ___ __. ._.. 
iurv UP&AT 1iJNh 

_ .._. _ __.. - .- -._- ..__. - .-__ --..- - ..-- 2 ._a _________ _ -_-.--.-^--- -.-_ 
5 . 0 4.410 4.410 

1.3.3 PtRSLl:JYtL LAUNCH vthl CLt( PLV) 1549.000 6251.230 7900.230 
1.3.3.1 STS-PLV FLtET 1f!etwu 3w?8.Ob2 5457 ..OdZ __ 
1.3.3.1.1 STS-r’LV UkblTtK 0.G 1682.531 1682.531 
1.3.Z.l.L STS-PLV LX-I LKNAL IANK 0.3 636.205 606.205 



kUCKidtLL Lf’S Lk-2 KiiFtKtif'dCti CONFIGUhATllJN 
TAbLt B-5. SATtiLLlTt PUWtR SYS’ItM (SrS) PRUGhAM UtvELOPMtNT LOS1 

LkVELOPMtNi - 
Wb3 # UkSCKI PT IOh bDT&t TFU TOTAL 

- . - _ 
i.3.3.1.3 STS-PLV LlG. KucK tT bDUSTEK 13C4.CiGC b73. YY5 21’i7 .Ytl!i 
1.3.3.1.4 STS CAKbO CAkKltK AhO EM 245.000 745.362 990.362 
1.3.3.2 I’LV ,C STs;-HL~V ...gP tl<A[ AC)!5 e,cl .- ,,_ 2343.150 2343.1?Q. 
1.3.3.2. 1 PLV OPERA1 IciNS 

..- . .._. __ -..-... ..-_. _ . ____ - _ - - ._. . ..__ ., ._ _ 
0.0 1214.420 1214.400 

1.3.3.2.2 SIS HLLV CAKGLI irP ttiA1 IIJNS 0.G 1128.750 1128.750 
1.3.4 PtRSflNNEL r,KHITAL 1KANS VtihICLE 35G.GGC _.. _. - .-.. . . -- __ ._.--- ..__ ------- ---._- -.----.. -------___-. ---I_--_-.- -5!h;l.L-- _- - --__ -._ 406 .Z 62 
1.3.q. 1 POTV-t-Lkt r 350 .OGG 54.764 , 4C4.764 
1.3.4.2 POT V-Ui’tRAT IUN\rs 0.0 1.518 1.518 
1.3.5 PEKC3UhNkL MLJci)ULtj Ph 1 l!s.o!N 2g1;910 3lY,L?Q 
1.3.5.1 PM FLttT llB.000 198.610 316.613 
1.3.5.2 PM OPtRAl ILltvS G.ir 3.3GO 3.3i;G 
it 2r 4 _-_ !nJrK9OK~1,Z.A_L.THAI\ISr:~__-Vt_H_ICCSi(._L_O’T! -___--._ ------_-- 1 co. 000 ~~~----~~/05,~.67- 5 567 
1.3.6.1 IUTV FLteT 100.900 5.476 105.476 
1.3.6.2 IOTV Ut’tKAIlUNS 0.0 0.091 0.091 

$, 1.3.i GKUUNu :qpti.i&i!’ c;pcJLj l!g$ 1720.3OG ._----_ J!r>.POQ ... 49~3*OGG 
1.3.7.i LAUNCH FACILITLES 

_ ._. _... -.-.- .--..-_- .._. 
P 0.0 0.c 0.3 
F- 1.3.7.2 hECwtHY FACILITI ts 0.C 0.0 

drl.5 -!,3 ..~utc..~t-aC__I._LI_~.IEr ^._.__ -.-.-. __.- -...---.-..---.-.--.-_ -------A.- -_ G  ci ~,.Q.-- --.---X:L 
1.3.7.4 LOG~YT ICS awwkr 0.0 0.0 0.0 
1.3. ‘1.5 OPERATICiNS 0.c; 0.c 0.0 
1.4 GkOUVD krCtlVIN6 51 A1 ICJN 115,t~yY 3618,727 3734 .+2-i 
1.4.1 Silt AN0 FhClLITI tS 1 .OGO 195.197 196.197 
1.4.1.1 LAND AND PkLPARAT 1llN (2.0 105.341 lC5.341 
1 .??. 1: 5.1 LANU n c: _.__. .-- ,_ -- _ .._^_ -__-_, _____.._ -. 35 090 35 octg 
1.4.1. A.2 LANII i’k tPAK4T Iul\r 

..- . ...‘! ---..--.-_--.-.-~.--- ._... -..--?. 
0.0 70.341 70.341 

i.4.1.2 KOAOS ANd I-ti\CtS 0.G 74.180 74.180 
1.4.l.Z.i KAlLS 4NlJ kljA3b 3 . c 7se.710 73.7LO 
1.4.1.z.t FtNCI hr, G.0 0.*70 0.470 
1.4.1.3 ul ILITLES 0 . 0 0.200 0.200 
1.4.1.4 blJ1 LU 1 I\iLS 0.C 11.477 - _ _ . __ -. _ .-- .-. 11 47.7. 
I .4; 1.4.1 STtiRAGt; ,~IA IigT tt*rANCi. 

.--... ..--_-_-_. ___ _ .__ _.._.-. - ..- ..-.-... -_..- __^.. .-.- * 
0.0 1.390 1.300 

1.4. A.4.L CUNJ. SIA. I; MdNl 1 :jK/ CuN’r ROL FAC. 0.0 10. A77 10.177 
1.9.1.5 i’?AII’qT tNANCc tGl’T. 0.0 47 990 4,30Q 
1.4. 1.6 LlGtiT\I:\Ib i’ktiTci;T lily 5 . L C.C cl.0 
1.4.1. i :lTE t I-A.LlLll ItS LUI LE 1 . Cl00 0.0 1 .ooo 



~CKUJ~~LL srS u-2 ~EFEtiirdct CONFIGURATIUN 
lAbLt B-5. !,~ltLLlTt POWEd SfSTtM ISPSI PKUGKAM DtVELOPMwr LUST 

Db' tLOPMENT 
WBS Y LlESCkf rllfliu IJiJrtzt TFU TOTAL 

A.4 .2.L.l 
1.4.2.2.2 
1.*.2.2.3 
1 .4.2.% 
it*? 3 
1 .L).3.i 
1.4.5. 2 

5” A.r.3.3 
g 1.4.3.4 

1.4.4 
1.4.4.1 
1.4.4;2 
1.4.4.3 
1.4:5 
1.4.5* 1 
1.4.5.2 
4.r. b _._. 
1.4.6. 1 
1.4.b.Z 
1 L 
1:; 

___--. __-..-. _. 
RiCr?i&-i-;jUPPDkl SlkUCTURt 

--_.-- --___.--.---.- .-.- _ . ..-.. ..- ..-. 2. ccG 
1849.625 1851.62Y 

SIEEL PANutL FAb. C 1NSTALLATlUN 0.0 1696.5Gb 1646.5GB 
HAT SEC,T!ONS .._ 
WIDt FLANGES 

- . _- .- _ !?,Q.. ..-.. -.---..35?.2Zt) 359.228 
0.G LY5.173 295.173 

TUUE BKkCtS & HAkbWAht 0.0 43 1.346 43A .346 
A$StMtjLY.C INSTALLATIUN _ __ . --_-_ .-_ .._ - _... -- --~----- .--&4 .--.-.~.--4u?r~2~~- ___ -6 15+76_2 
TktNCHlNG G CL!u\rCKt:lE INSTALLArION 0.0 153.121 153.121 
FU011NL LUNCKkl 'E t kE+AH 0.0 7O.MZl 70.8il 
MALHII&tkY C EJUIj'M~lyl cl,0 L2t 360 22.360 
CUNbrkUC-lIt iN UPkkAlIONS 0.0 -' 59.940 5Y .94O 
SUPPOKT LTkUC;TUkE DDTht z.coo 0.0 2.000 
POWkR CLjLLtCTIUN _ _..___. ._____._.__. -__-- __.._ --...- _- -...- _-__-- w.--3.000 1353.ll----.-l3..5h.e21l- 
ANTtbJNA AKKAY tLEMt NT: 0.0 1127.331 1127.331 
PUW ER D I31 tIIbUTlON SYSTEM 0.0 69.660- 69.660 
IWST~LLATJU~~ G Cbi&KOuT - . . Q.Q. ..-- _ 156cr12Q. 156eL2Q 
PuWER CULLtLIIUN-031&L 3.00f 0.0 3.003 
CONTdUL lO.OOG 75.000 85 l c co 
CO[\j’lKCIL CtNlktX EGIUiP+lENl Q  c 15 000 . _ _ _ .__ ..---_. -.-_.---..-...----. --- -.-----k L--.-- ..--I -_-.-_ -.-.~ .--_ 45.*QW- 
CON TWL tLfCrkUNICS 0.0 60.000 60.000 
LONTKOL ;IDT&t 10. GCC 0.0 lO.OCO 
GKID Ii\lcKFP.ik 
tLECTRICAL-t~U1PMtKT 

39 * 09% 145.690. z+s ,3&Y 
0.0 145.690 145.650 

CR13 INrthFAiL-w1tt '19.699 0.0 59 .bYY 
Ui-‘EKAl ~!?!h _- ..____ 0.0 
c.+ts;~ 

.._.__ - _._ .._- .._._ -..- ____ ___-__-_-_ .--.-__~ .._02 CL--.-- ----.u,r,-- 
& MAlhr. 3tkSLNatL 0.C 0.0 0.0 

MAI NT. MAlthlAL 5.C 0.0 0.2 
MANAGtIlt iuT AND lbjT~bkAT,I0N 1392.463 ..__ .2l?lr918 3544*3&2 
MASS COhl INtitlLCY ‘tlbb;O31 5Y12.445 10072 .Y 77 



Sek(lite Systems Dlvirion 
Space Systems Group 

Rockwell 
International 

B.3.2 INVESTMENT AND OPERATIONS 

Detailed investment and RCI/O&M cost data are shown in Table B-6. Invest- 
ment costs were developed at two levels: 

(1) Initial capital investment (ICI), which is the cost of pro- 
duction, assembly, installation, transportation, and tests 
of each individual satellite produced, and the ground sta- 
tion system and associated effort necessary to bring the 
power satellite on line to a 5-GW operational capability. 

(2) Replacement capital investment (RCI), which are those 
expenditures relating to capital asset replacement and major 
maintenance overhauls/spares that are expected to last for 
more than one year or result in an improvement to the oper- 
ating system. 

Costs for the transportation fleet needed to construct the satellites are 
included in the ICI; whereas, the fleet required for O&M of the satellite over 
the 30 years is included in the O&M cost. Replacement capital investment is 
included in the RCI column. 

Investment per satellite is equivalent to the average unit cost of the 
total SPS requirement--TPU plus satellites and supporting program elements for 
the 60-SPS option. Total average ICI cost is projected at $13.9 billion. 
Annual SPS estimates are placed at $0.45 billion for RCI and $0.20 billion for 
O&M. 

B-16 
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h3CKWEl.L hi’5 CK-2 KkFkRENCt CONFIGUhATIUN 
[AtiLt: B-6. LAT tLLITE PUW tR SYSTEM iSi’S) PKPGKAM AVERAGk COST 

. - 
** UPS COST PER SAT PER YEAR ** TOTAL 

wb5 # DESCKIi’T IUh INV PER SAT UC1 Ott4 TOTAL OPS 
__.. -. ..- ._- .-.-. - -- -- -.- -. -- . ..-- ._ ._.. -- ---...- ----- _---_---.-__--- _-..---_------. 

SAlELLITt t’UWE& SY’;‘IiiI”I (St’SI PRO&RAM 13ti77 .b0n 451.531 193.713 645.244 14522.910 

.- 

1 
1.1 
!rlt 1 
1.1.1.1 
1.1.1.1.1 
A?!. 1.1.2 _ ------ 
1.l.l.L 
1.1.1.3 
lr&. 1.4 
1.1. l.*. L 
1.i. 1.4.2 
l? tc !.3?3. 
1.1.1.4.4 
1.1.1.4.5 
I? 1.1.5 

SAT ELLIlc bYSTEM 5i25.422 235.265 c7.7G5 2Cl5.970 553A .391 
EgtKGY cqyvgqsJ_oy se51 .PiL _- .f?..5OQ .- _ -. OsQlQ _.. ..__ 4r5;lQ 1554.132 
SlRUClUkt Yb.i’LY 0.1Y4 0.0 0.194 Lb .9 83 
rKIMAKY STKUCTUKt 35.100 0.070 0.0 0.070 35.170 
.s_co!~_oAkv_-sLHuz~~-~.-- _______ 61 .bb9 0.123 -O.o-- 0.2.3 _--ALVB 1.2. 
CONCENTKATUKS 67.183 0.134 0.0 6.134 67.318 
SOLA& uLANKtTS 1556 .bYi 3.11s 0.0 3.113 1559.805 
POWER DJ$-[. &..CQFd~jj!<NG yl r9ftB O,le9- 0,010 0.179 92.127 
SWITCH ti;ta~ t iXuVEEK1 t&S 66 .CY3 0.0, G.0 0.0 66.093 
CDNdUCTOkS & INSULATILh Y .4&i 0.c 0.0 0.0 9.468 

-Sk! IJ- U.l\rLS 15.b25 . 0.158 ~a---- -I 0 -- __ 1.sa .._... - ..-.L2..,5!Bi 
bAT1 SKIES 0.230 G.GO8 0.010 0.018 3.256 
tiA1 TEkY PD&C 3.32r 0.G33 0.0 G.003 0.327 
THERMAL LOiU~~ll~ rj,o ..c,o. .-- GVO.. _ oec 0.0 
MAINTENANCc 39 .OlO o.L%90-‘ 0.0 0.890 39.899 
MAINTENANCt - FRkt FLYt.itS 23.3Y2 0.585 0.0 0.585 23.977 

1.1.1.6 
9” 1.1.1.6.1 

I t; 1.1. Jfb.2 MANNED MAhIPULATUK 15.198 6.304 G.0 -___ __.-- -.--- .~~------ -----____ 
3.001 0.0 1.1.1.6.3 

1.1.2 
1.1.2.1 
1.1.2.1.1 
1.1.2.1.2 
k.J,g?g 
1.1.2.2.1 
l.l.2.2.2 
1.1.2.3 
l.l.Z.~.l 
l.l.L. ‘.’ 3.2 
1.1.2.3.3 
1;1:2.+. 
1.1.2.5 
1.1 .2.5.1 
1.1.2.5.L 
1.1 ‘: . L. 5.5. 

TRACKS t ACCESS HAYS 
PUWEK TK+iNS~ISSlU~ 
SlKUClURE 
PkIMAKY ST&UC1 UKt 
StCL.JNlJARY b.rl iUCTUKE 
TKANSMIll tK SUtlAKKAYS - KhYSlRq'JS- 
KLYSTkON bb'1E.E 
KLYSlKOl\ ICI, K, LILM 
PUtdkK ill 5.r . & iWJlJ111 LNliVG 
SWITCh GtAK & cO%VtkI LX5 
CUNLIUCTL#.S E, IN~JLA~~LIN 

G .42G 
3153 .Y38 

44,!75 
3.350 

43.525 
ii372 but ---.-z-L-- 

0. 3 
2322.8C4 

526 l 4bh 
512 ,536 

5.340 
Y .5CZ 

lFj4.657 
io.050 

0.1c.s 
-i2.1m 

7.773 

UA’r iE.kll:, ----- 
ThtKMAi-C;6lKUL - Ihi iiT IUN 

._-__ -_ - 

CUNTKUL - PhASt RtI-tHtNiE 
KtFERENLt I-YtljUtP\ILY C;t.MtKPIGti 
DlS’I. Svs’l tlli CI~IAA~A~. iA3Lk 
DiST. SYbTtM, uEVlil:, 

---. 

- .__- 

197.436 0.485 197. Y23 3351.861 
OrW8-.. .o,ri... O!Q8tl 44,263 
0.007 0.0 0.007 3.357 
0.332 0.2 0.082 40.9Cb 

154.&54 0.0 154.654 2477.658 
34.434. et475 .3$.929 5bJ733+ 
34.171 0 .o 34.171 540.726 

0.0 3 .o (7.0 5.348 
0.233 0.475 0.753 3.261 
l.b47 0.0 1.847 166.504 
O.Lh2 a.010 G.272 20.322 
il~og3 :‘rQl? O.Cl3 0.113 
G.0 0.0 0.0 12.180 
0.25Y 0.0 0.25Y ti .029 



kut;KktLL :PS IX-2 kEFEKENCE iOhll-~GUKAl~lJN 
rABLt B-6. SATLLLITE POWCR SYSlEM (SPS) PKOGKAM AVEKGE COST 

‘** OPS CGST i’tiK SAT PER YEAk ** ‘TilT Al. 
wa: rl uksctt1 PT IOru INV t’tiK SAT RC 1 O&M TtiTAL OPS 

-.. .--_.. 
1. ii2.h 

_ . . -_.-- __._.. -.- .--.- ------__-------- ---.. - .------ -. ---- 

1.1.2.6.1 
1.1. i. c. 2 
l.i.2.G.j 
1.1.2.6.4 
iT1.3 
1.113,i 
1.1.3.2 
1.1.3.3 
1.1.3.4 
l.l.S.5 
1.1.3.6 . _ _ _ _ ._ . - 
1.1.3.i 
1.1.3.b 
1.1.3.4, 
1.1.3. lc: 
1.1.3.11 
1.1.4 - _ _ . 
1.1.4.i -- 
1.1.4.2 
1.1.5 
1.1.5.1 
1.1 .5.2 
1.1.5.3 

‘iili6’. 
1.A.C.i 
1.1.6.1.1 
1.1.6.1.2 
1.1.6.2 
l.i.t.3 
1.1 .O.-.I .i 
l.l.fi.J.2 
l.l.h.4 
1.i.k.S 
A.l.b.5.1 

MAINTtNANCt 55 .br6 5.93.3 3.0 5.933 61.779 
MnI NT ENAX t - Fktt CLYtRS 28 :ib4 0.576 0.0 C. 576 29.360 
6ANl-Kv. CtiaNt 
(JN-CR AN t C tiN1 KOL LEiuT pi- 

-..Q.220 . O.I:Q6..- _ .._P, .._ ..-- . . Q*OQ?.. 0.220 
26.782 5.356 0.0 5.356 32.139 

TK~CYS & ACCfSS WAYS C .(160 0.000 0.0 0.000 0.060 
INFORMATION MGMT 1. CWTHUL 163.159 1.632 ___. _ - ..^___ - .._.._ .-1..__ --_ ___--.- .---- - -.--.----- ---____. --.-----Q&L Lt6.3.2 ..-. ._. 16k., 42 1.. 
MASTER CONTK!JL CUWUT LR 2.659 O.CJL7 0 .o 0.027 2.685 
OISPLAYS C CONTKUL~ 5.453 0.005 0.0 0.005 0.458 
SdPERVISUKY CON~gTtR 
REMUT t CdMPUi tk 

17,969 ‘?.O_lO 0.0 0.010 OrY?9 
2.238 0.022 0.0 0.022 2.260 

BUS CONTHilL UNIT 5.128 0.251 3.3 0.051 5.179 
MICKOPKOCESSOKS __ ..-2.085 0.051 0.0 _ .,. _--- .____ -.- -c!¶!BL----.-a t1.3&. 
KtMOrt ACUUISlrION & CuNrROL 5.565 0.055 0.0 0.055 5.560 
SUSMULT 1PLEXUKS 5d.bb2 0.5d7 0.0 0.567 59.2 68 

lNSTKUMtNTATl’?N 
tiPi 1CiL Fi biK 

_. _ _... ..65 rB46. . . . Ot65@... _- -57~0 _ .Q.658 66,504 
ii.515 ;r.DCb 0.0 0.006 0.584 

CABLES/HAKNESS 16.0-7 0.160 3.0 0.165 16.207 
ATT 1TUOt CUNTKllL L ST ATlONKEEPING 53.746 0.537 -.. __ _L . .-- ._ _-----..- .--__--- _ .-.------------.--. -----.---I--- 0.132 0 669 
iCSS HAKUWAKt 

--.----.- I.--.-..---~-c 54 ftlb_. 
53.746 G.537 0.047 0.504 54.330 

Ai;Sh YKOrtLLANl 0.0 0.0 0.0&s 0.0&5 o.ot35 
Cfl~MUNICAl’lONS 
SATtLLITt iU GKtiUW 

OrQ O?Q -0 -0 .020 OS!3 
0.c 0 * 

0:: 
d.0 G.Cl 0.0 

SATtLLI-It IU KfiSUi’l’LY VtHlCLtS 0.0 0.0 G.0 0.0 
SATtLLITt ANTEKCUM 0 .c. 0.0 0 l 0  .---~ 0.0 . 
INTERckCt 

. . .__ --.- - . _.--.. . . . .._.._ --- _.__, ____ - ___,___ . .___ _____ ~__.___- -.---.--o,a --- 

102 .YZ’) I.157 0.07tl 1.235 104.163 
STRUCTUKL 63 .a00 c. 13& 0.0 0.138 .68.998 
PklMAKY SI KUcTclhE 6.QCO q,J&z -0to. O,Ol?. b,Ol? 
StCONOAFiY ~TRUCTUKL 6,3.263 0.126 :, . 3 3.126 62.9rj6 
MECh4NISMS - 1NlthFEC t 5.8il 0.058 t .07b 0.136 5.958 

6.510 a.?‘14 q.0 --0.014 6.524 _ 
5 .Odb 0.0 0.0 0.0 5.068 

bLIP hIhL El\dbHfS 1.442 a.214 3.0 0.014 11456 
TtitKMAL CLiidkL,L C.5 0. 5 
MAIXTtNANCE r 1.. 7 38 0.440 

0.P or 0 Or!! 
6.0 3.946’.. 22.664 

MAi :U! tzJAdCk - FRzr FLYL-KS 6.4~0 C.642 ij .c) 6.642. 7.062 



HULKWELL SP> Ck-2 KtfEdtNCt COhFIGUkATlUN 
lkaLL B-6. SATtLLITE PUWtK SYSTtM (SP3) I’KUGKAM AVERAGt COST 

** UPS CWT PER SAT PER YEAR ** TOTAL 
ritis d OESCRlrTIu~ INV FtR SAT KC1 O&M TOTAL UPS 

1.1.c5.5.‘L- 
1.1.6.5.3 
1.1.7 
1.117.1 
1.1.7.2 
l.!!:: 
1.1.9 
1.1. Y. 1 
1.1.9.1.1 
111.9.l.r! 
A.A.9.1.3 
gt 1.5.1.4 _ _ ..- ..- 
1.1.4.1.5 
1.1.4. 1.6 

5” 1.1.4.1.7 
‘s; 1.1.4. 1.b 

1.1.4.1.9 
l.I.Y.l.lC _... 
1.1.9;1.11 
L.1.Y. l.li 
1.1.4. i.13 
1.i.9.1;14 
1.l.S. 1.13 
1.1. . _ Yf I,Jb 
1.1.9.1.17 
1.1.4.1.16 
1.1.4.1.14 
1.1.9. I.;iC 
l.l.Y.l.il 
i.1.r. l.LL 
1.1.4.5.23 
1.1.4. i.24 
1.l.U.i 

‘, 
1::. 1 1 

MAN-NE-C M/ihl PULATUK 
._ ---_ _.^ . ---.-.I__ __.__II___.___..-- -_ -.-.. - -... -- ._..-. -- 

15 .lY8 5.30+ 0 . 0 3.304 15.502 
TRACKS L ACCtss WAYS. 0.120 o.cuo Cl.0 . 0.000 0.120 
SYSTEM3 TtS I 
5dTEM LkDU&iEiT HAkDWAKE 

.9?0 . .._ o,cr- O,Q.- ClrQ 090 
0.0 0. 0 0.0 0.0 0.0 

SYSIEM GKLIJNO TESl Or EKATllINS 0.0 0.0 0.0 0.0 0.0 
Gl+gNu SUPPIJKT ELiUl PM tNT 0.2 0.0 0.0 0.0 0 0 __ __ ___..._ ..___ - ___._ __ ________ --___-_. ..--_-__- ._.__ -.._-_..--_- _._._ - -.--..z..---- 
COTV - PRECUKSUR 0.0 0.0 . 0.0 G.0 0.0 
CUri PAtCU<Slji i vi hICL t 
PhIMAkY SIPUC’I’URE - t,C.a 
StCOtil lAHY STKtiiTURti - E.C. 
CONCENTRATUR - E.L. 
SCjLAK 3LANKtT -L.C. _ ._ _._. ___- _-_-___-.- _--_ 
SWITCHGtkK & CONVtRTkKS -E.C. 
CUNDUCTDKS & INSULA’IIQV - E.C. 
A&S HAKLJWAK! - kti. 
SLlk’RlNbS - p$tr;ujg(Ji 
PKl MAKY STRUCl JKE - 1 I~TEH FACE 0.c 0.0 0.0 0.0 0.0 
SfCljdDAKY STKUCTU hL - INT EKFACE ---& 0 c.0 -~~---.---.----~Lr4 0 . 0 0.0 ---. -__-. -_-.- 
MtCHANISMS - INTE RFAC t t.c ‘0.0 0 .o 0.0 0.0 
L.CNL)ULTUICS C ENSULAll  UN 0.c co . 0 0.0 0.0 0.0 
SLIi’lill\r(; bRljbHkS - r$tGdR$ClR 
PH~I~AHY SlkUCTUk - Pudk? TRANS 

Q,c_. 9!3 - ._o,o o,cI OF0 r .I .3 il . 0 0.C 0.0 0.0 
SECONDARY STkUCTUKt - POWiiK TRANS 3.G 0.0 0.0 0.0 0.0 
TRANSMIII’tR SUBAKkAYS - KLYSTRONS IC 0.3 G.? 0.0 _ _. . ,. _ __. _ - __.._ -.- ._. -. --- .---- .-- -.-._.-.- --- --- ~d!--.~-- -.-.o_*o- -_ __-- 
SWI~lCHGtm I.. CDNVLKTE~S - P.T. PRECU 
C0NtIUiTUt;~ C INzarlLAlICI.‘J - P.T. PRLCU 
dATTcKit: - I’. I. PktCuk>iJK 
THtKMkL CL1WKUL - INSULATION - t’RtCU 
HtFkKtiJCt FKtkUWLY I., tNEilATOt3 - PREi 
UIST. SY:ltM* i ;LMXA AL LA!jLt 

sus I~Iti- UCVI Lis- 
._ ..- 

DIST. 

# .c .0.11 0.0 0.0 0.0 
0.0 0.0 0.0 0.0 0.0 , I 
2 .c 
0 .E 

3.3 .G.il 0,s 0.0 I 
cl pl 
G  

il.0 0.0 0.0 
9 .o 0 .u 0.0 0.0 I 

TkANS,YI I Itk ~UYAKrtAY!i - KLYSTKONS Db 
CljTV P~~iUk’Jdk UPLkAI 1UhS 
SPACt CON~TXiJCI IUN L 5’Jt’t’iXT 
CU!JsTkUCI hi’; tiAc1 Lm tS 

5 .o [l.c: _.-. _ _ - .._ _- _. ._- -. 
3.c: Cl. 0 

.c-.& .__.___.. -.__- Q! !L _ . . - . .._ .o., 0 _... 0.3 0.0 0.0 I 
3.” 0.0 CJ.0 0.0 0.0 ,i 
3 .o 

11&u .332 
Of i c,g 3.g I G,? 

51.428 11.274 6d.731 1211.033 lr3.6G6 lv.Oa1 11.274 33.355 153.961 1 
i 



h;i lCKWtLL :PS W-i REFEREtiCE CCINFIGURATI ON 
TAtiLL B-6. SATtLLITE POwtK SYSTEM (SPS) PROGRAM AVtKAtik COST 

** OPS COST -PEi SAT PER YEAR ** ifiliAL 
WYS !I UESCKIPT IOIV INV PEK SAT KC1 Cl&M TOTAL OPS 

.--.. - ..-----_ -.. I_~--.--- _._- _._-_.-- .__.. _- ---.-----.---. --_------- 
1.i. 1.1 WI&K btJPPUK1 F AC1 Ll TI tS 66.GS5 13.784 11.274 25.057 91.083 
1.2.1.1.1 bEAM MACHINt 1.386 0.0 0.554 0.594 1.9bO 
j,r.i.l..z B E A M  MA&l?I;uE .c;AsS tT Tk 3 

CAdLE A-I I ACtiMkNT MALti 1Nt 
!JFp47 .__ ..P,Wt! QrQ9! :. _. 9 ros ._. .O,!QB 

1.2.1.1.3 3.473 0 pl 0.144 0.144 
1.2.1.1.4 REMOTE MANli’ULATOK 0.987 0x36 1.925 1.961 

0.614 
2.948 

!!.2?1? it?- BLANKET Uihr’eNSEK MACtilNt o.leo--- .-__ _- --- _- 36~020~ .IblL 0 .4 0 . ..-.. .- --. __- Al!26 I& 
1-i. l-l.6 SOLAR BLkNKrT CALStTI ES a.273 b.OOC 0.115 0.116 3.389 
1.2.1.1.7 KkFLECTOK CJISPENStK MACbilNE 0.076 0.0 0.048 0.04tl 0.126 
1.2.1.. 1.2 PtFLECIIJp Ci$5SETrtS .Q,O41 m...Or@o! -...0,05!! O,Q55, .~ 
1.i. 1.1.9 CAbLE/CATENAKY LJI SPENStK MACtiINiS 3.3m 0.0 0.168 0.163 

ctqOY7 
0.548 

1.2.1.1.10 wlr'rtNNA t’kNtL INS. Edt'T. 3.338 0.0 6.755 6.755 10.093 
1.2.1.1.11 GANTHY/CkANtS 1.4i7 0.0 0 EMn--.-~ QtaQQ-- _ -._------.-----.-.._- ._ ._ - -- - - __ __._ ..---- ---_- --- __ -_ . 2 rQl.2 
1.2.1.1.12 CAkGU STUKAGE ClEPurS 3.126 -.- 0.6i10 G.600 
1.2.1. A.13 FAH FIX’IURt 1 l 374 Z.0” 0.0 0.0 

0.726 
1.374 

1.2. 1. 1. 14 AIKLuir( IJULKINL MljOUL t !ADrlj ..‘i,C>ti 0 23x... 0.0 0, 285 . . .._ .._ .?- .,.,__... . ,_.. 42123 
1.2. 1. 1.15 BALE FI~MT. MlJDULE (bMh) Zc).L31 6. cl6Y 0.0 6.069 26.300 

tp 1.2.1.1.16 l”OWEK MOuULt (r’M1 17 .Yi4 5.377 0.0 5.377 23.302 

1.2.1.2.1 
l.L. 1.2.2 
1.2. i.2.3 
1.2.1.2.4 

.-ti. 1 1.2.3 ,. ._ _ _ _ 
1.2.1.3 
1.2.1.3.1 
1 .2.1.3.L 
1.2.2 
1.2. i. 1 

AARLDCK I30CKI.Nb MOC;bL t-ADM 
Cktti t iAolT~blLlTY MCIOULt-CHM 
CO1bSllFl4tiES LOG lS’1 ICS FiLjUULk-CLM 
Shl tLUIb& 
CKtw SUPPOKT M3DULi-C 3M _ _ _ _. _. .--_ . ..-..-. -. - ^..__..... ._ 
UPEXATI0dS 
Ok’thATIUNS, CU\ST hUCT lbl\l Chtw 
i jK!i lTAL LJpkKAi iid~b(CtJcdjT. PKl)V. 
Lotilsllcs SUrrdgT I-AC lLlTIES-LiO. 
rlbkK SUPP3dl FACILLT~LS 

1.224 
z7.;14g-.- 
13.05a 

3.353 
4 .Lih .--- .- _--- 

14.4 15 
9.YY5 
4,?I? 

16.343 
9.77,: 

.-&ALL 
5 .L97 
0.294 
It??3 
1.344 
0.026 

.--L!U- 
G.CI 
0.0 
0.0 

18.299 
li.724 

-0.0 2a.y4 15.442 -- 
0 .o 5.297 48.469 
0.0 0.294 

_ ..g,o ..I,923 
0.0 1.344 
0.0 0.026 

--OLc:------ -.LnL-- 
s .o 0.0 
0.0 0.0 
cJ.0 O,O 
0.c 18.299. 
0.0 11.724 

1.517 
29,164 
11.422 

0.379 
.-2.ae L 

14.4 10 
9.890 
4*5&C! 

34.640 
2L.494 

1.L.Z.l.l L&St t%r'~T . MUDU Lti -U NM 5.15s 6.216 3.G 
112.L.l.i PUwLk tiC,hLt-PM 

6.216 --..-~&.2.9_.r_- 
4.593 5.527 ci .9 5.597 lc! .OY7 

1.2.Z.L CkEW Scll'rbril FACI Llll 15 5.460 6.576 0 .,c 6.576 12.055 
1.2.2.i.l ChEW t iA~lTA~lLl1Y ?~UbdLt-CHM 0.0 

Cm:UP4”Lt IL 4 k L(Jtiii.IIL.5 MU3ULt: 
1 .649 ;L.c39 

1.402 
2.039 - 3.137 

1.2.2.2.2 1.168 0.0 1.402 2.570 
1.L . L.2.3 C;kt W  LUPPUK r MLJUU Lt./k VA 2 .h13 3.135 0.0 3.135 5.748 
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KLICKWLLL LPS IX-2 ktf EKENCi CONFIGUFATI UN 
1AtlLt B-6. SArELLlTE PUdtR :YSIrM (SI'S) PkcilbkAM AVtKAGE CClSl 

.-...- . 
4* OPS CuST PEK SA-I PiK YEAR ** TOTAL 

WbS H C;tSCK’I PTION INV PtK SAT kC1 O&M TOTAL CJPS 
,. - .___ ._.--_. ..__ - .-_._.. -_ --..._--_- --____-- --___-. -~ 

1.2.2.3 OPEKAl IC!Nb 1 .CYl C.0 0.0 cl. 0 l.OYl 
1.2.2.3.1 LtO DPEKATIUNS CRtw 0.749 0.0 0.0 0.0 0.749 
1.2,2.3.2 Lt0.CKE-J rKOV!~ILlhJS 0.342 0.0 0.0 

-- 
.--.-.--_^_ - .- - -.- .--. -- . .- ._ _ _. .._. o,o .-0_,342 

1.2.3 U&M SUPPtiKl FAClLlTltS - SATELLITt 1638.386 14.G47 0 .o 14.047 1.022.433 
1.2.3.1 WORK SUPPUK t FACI LlTI tS 6Y2.183 7.778 0.0 7.778 699.960 
- ~sM.,6.-~~PJa267 -0.0----- 01.267~-40_.*323 1 .i.3.1.1 AlKLOLK !J.l(;KING MljliULt-ADM .-_. .__ .-__ ..-. - I_--.--~___-_ ------ __ . _ _ .-. ._ __- ._.. - 
1.2.3.1.2 BASt MGi'lT MtibULE-t;kM 283.322 5.666 0.0 5.666 28b.9MY 
1.2.3.i.3 PKtSSUKILtU STORAGt MIJDJLE-PSM 36H .bC5 1.844 0.0 1.844 370.649 
l.L.3.1 CktW StiPl’bK 1 FAGI L! 11 tS 3132416 6,273 .0-o b..270 319,?45 
1.2.3.2. 1 AIRLOCK DU(;r(iNG MDDbLE-ADM 13.774 0.275 0.0 0.275 14.349 
1.2.3.2.i CFEw HAbll~LJlLITY ML;DULt-CHM 42.413 l.b5tl 0.0 1.858 94.771 
i.L.3.2.3 CUNSUMAbLES LOGlSTlLS MOCIULE-CLM 63.695 _ ._ -_._,_.__ --_-_-__--_--~ 1.278- ----A.cz;rs ._. _ ______ _-. _ .- ---_.- 0.0 65.172 
1.2.3.2.4 CREvr SUPrUKI MUDULe/EVA 14L.bY4 2.85a 0.0 2.858 145.751 
1.2'. i.3 OPEHAT~CINS 2.727 0.0 0.0 0.0 2.727 

9" l.Zy3.3.l 
E 

SATkLLITL- IjptK+T!Ur\l> ChEW .1 !tr72-.. c!,L-. 0.0 -.._ 0.0 -., l.r.8 72 __ _. .--. __ _---.. _ - 
i.2. i.3.L SAT kLL I 'Ct: CKtW PKijV IS IONS 3.355 0.0 0.0 0.0 0.855 
1.3 TRANSPOKIAI~CIN lY49.004 llY.343 b0.869 200.212 2149.216 
~~3.1 3PS-H tAVY LIFT LA Ui\;CH V&H ICLt (HLLV ) 1256.4Ub 3Y 372 _ .- - . --- _.-_ ._-__-_._-__.----..-.-_--_--.---.----.-~---~ -Y2!.642-- -L.- ----_11 h!wL--A.I_Y5& zp 
1.3.l.i St’S-HLLV FLLt’i 767.CirO 99.642 24.256 123.898 890.917 

Sl’b-HLLV Uf’tKA r IOfub 
CAKC711 IJR~JTAL. TKAluSf-th V~HICLE(Q1Tv 1 
curv vtHxcLEb 
f'KIMAKY 5lKUCTUkE 
StCuNDARY LTKuiTuhc 
CclrJcEir knlU;- 

- ___ __.. . _ ..--._ -...--. 

1.3.1.2 
1.3.2, 
1.3.2.1 
i.3.2.1.1 
1.3.2.1.2 
L.3;2.1.3' 
1.3.2.1.4 
1.3.2.1.2 
1.3.2.1.6 
1.3.2.1.7 
i.3.2.l.b 
1.3.2.2. 
1.3.3 
1.3.5.1 
1.3.3.1.1 -. 
1.3.3.1.2 

3.P 
1.457 
1.Y57 
G.505 

S~LAK BLANKET 
SwlTChGtkR AND CUruVtk 1tRS 
L0NDUCIUP.S AND IN3ULP Cl;Ip1 
ACS HAKbWAkL 
INFU. HUll. AND LLI~u.~RL~L 
CGTV titikKAlILlI;5 

___ .._.___ _ 

PtkSilNNtL LfiolJCH VtHl CLti(r’LV) 
3rs-PLv ~LLLT 
STS-PLV Lkdll tR 
STS-IJLV 1IXIi.iri.4L .IAI’J< 

469.367 
2)3.343 
2c5.661 

O.Sb6 
-_L+t.434 .- -.-.-- -- 

0.914 
22.077 

c.965 
p.r;s 

4C.lY4 

_ _..A L xL--.~~ 
0.009 
0.142 
O.GGL 
0.002 
0.3d4 

0.0 - -._ ..- - --. .._. - _. 
ft.662 

15.Aio 
.6,3?1. 
6.233 
0.01-7 
4.331 --.-. _ ---__ 
O.ilZH 
0 .bL8 
0,0!4 
0.016 
1.218 

i5.116 504.502 
ti13?b. ?I@.671 
8.lYO 213.871 
0.023 0.589 

-I&Yea-- ._.. l.!itr~33!? 
0.036 0.951 
0.8GO 20.878 
OvO16 9,481 
0.017 0.542 
1.602 41.801 

0.0 0 0 .-.F---A--.- _ -_. __ 0% Q.. ..- .--_- !2& ..__ 
c.0 0.139 0.13Y 4.801 

923.752 li ,995 
108,433 !Lt4Y5 
lC#O .340 5.797 

41.6i9 0.0 

32.427 45.422 4bY.674 
14tG47 ?7.33? p15.474 

b.250 14.047 114.367 
3.330 3.333 45.010 



KJLKWkLL St's 'iii-2 KEFERE:\ICE CONFIGUhATliJN 
‘1 Af<Ltw B-6. SPT tLLlTE POUER SYSTtM (SPS) PRUGKAM AVLKAGE COST . 

** UPS &T--PER SAl. PER YEAR ** TOTAL 
WBS i UtSCRlrT 1ul\r INV I-‘tK SAT KC1 U&M TtiTAL OPS 

1.3. 3. l-t3 
..-.___--- ..--- --- -._---- 

sii-G’LV LIL!. KUCK Ll bXIST tK 33.5Yl 7.136 j! .4b6 9.664 43 .b55 
1.3.3.1.4 Sls CAKGLI CAKKId &ND ‘EM 12 .+23 0. Cl 0.0 0.5 12.423 
1.3,j.Z PC’/ & STS-HLLV CjPkKfiT !ONS 2?5.!319. .- - Or.0 . 16,BdO. 18,880 254t.293 
1.3.3.2.1 PLv LiPEKkl 1Div.S 21b .507 0.G 18.8 80 18. at30 235.387 
1.3.j.2.2 STS HLLV CAKGD iX’triAT1tiNS 18.613 
J.d,4 PEK!iOI\tJtL UKt3ITAL 1 KANS VtHlCLE 2.4&a b 

1.3.+.1 PDTv~FLE~T 
_._.__ .._.._ - -._ ____ --_ .._ _ -___. _-...-.-.. _- _--. _- -- - <:-;j - ----E 5k --~-..L . . :z:; .-..- ..- 

1 .bO2 0.736 O.lb5 a.921 2.723 
1.3.4.L PUTV-UPttiAT 1UNS 0.6ib 0.0 0.069 0. ObY 0.755 
1.3.3 PtRSIlQNtL MOLJUI. tL PM 1 1,294. o,19r .o F1.s 0.324 l&18 
1.3.3.1 PM FLEE1 9.746 0.199 0.075 0.273 1 .OlY 
1.3.5.2 I’M OP tRA-l lUi\S 0.54a il.0 0.051 0.051 0.599- 
1.3.6 !P?TKP_CIKI_! bL.-.!-!H!iXL!%-VW KI.EIIw------~.------- 1.471 0.265 .O.Q45 ---.I! raL?-..-. -.A..*1 8 9.. - 
1.3.6.1 iorv wtr 1.3b9 0.265 0.042 0.307 1.697 
1.3.62.2 IOTV UPtRATilJNS O.Obl cI.0 0.002 ’ 0.002 C .084 
1.3.7 GKUUNL, SUPPOKT FA C!.Ll ?JkS ..53 .zr3 .- 1*55G .--2L775.. 5r325 58.575 

3” 1.3. 7.1 LAUNCH FACILITIEL o.o--...- u.. 0.0 0.0 0.0 
E 1.3.7.2 FttCUVtKY FAClLITI E3 0.0 0.0 0.0 0.0 0.0. 

1.3. i.2 F-UC;‘- FAC!L!Z!EL --CL&.--. Cl ? 0.0 CJ.G 0 0 .._. .-._-.---.--_-___-_ 9----. .-. ..-__ _._ _ _- . ..____ .._. . _.._...__._ _____ -.-- _._ ---EL.-. _ 
1.3.7.4 LLjG IST ICS SUPPORT C.2 i.0 ct.0 6.0 0.5 
1.3.7.5 Ol’~F;sTIU(LS 0.G @.O 0.0 0.0 0.0 
1.4 GKllUNO kECCtVl::JG 5TAf AuN _ ?66?,4?4 3593 ,d;_lil ._ozL?? 7@,3?1 ?U*b52 .~ 
i.4. A SITE ANL, FAClLlTIkS 188.934 0.200 0.0 0.200 189.134 
1 .4.1.& LAN9 AIYU PK~PAI~A~ lijlv 59.119 0.0 0.0 0.0 9Y .L19 
r l 4r 1! ! t 1  .LPND. --.--.-.~~.-.--~o,,Q-.~. -35.2000. 35 .fCO a.3 _..._ 2-~ .-.. --..... .--.- ----___---. -02 CL-. -- -... .----- .___ 
1.4.1.1.2 LAND ‘PRtPAnAT ION 64.11Y 0 . c* 0.0 0.0 64.119 
1.4.1.2 KtiAUS AND I-?NCtS 74.138 c.0 0 .o 0.0 74.138 
1.4.1.2.1 <iAl LS Alui) t<ORDS 73.710 0.0 o,o. .o,o ?3.?10 -. 
1.4.1.2.2 FtNCl IJG 0.42u 0.0 0.0 0.0 0.428 
1 .t. 1.3 uTILITItS 5.2co il . D 0.0 Cl.0 0.200 
1.4.1f4 tiu1 LD INGS 
1.4. I.+. 1 STIJRAGE ,MA I;J iii.~Ai~<.. 

..- ._ ___.. 11.477 0.0 0.0 0.0 11.477 -- -- -. -.--- ..-..- - .-...-. .- ..-- -. . .._-. -..-__.-__.-- _.._ ..__ _- . . .__.___ __-. 
1 . -i on 0.0 3 .o 0.0 1.300 

1.4.1.4.2 ClrluV. LlA. I.. Mi)Ni ~icJk/LClIJTK~JL FAC. 13 .I77 Cl.0 9.C 0.3 10.177 
~.4. i. 5 MAIN1 tk\iaNC, tutiT. 4.cc;o _ c*roo OF0 0troiCi 4.290 
1.4. 1.6 LlbHTNIrd I’kijlECT Illl\r e. 4.J - 0.0 0.0 0.0 0 .o 
l-4.1.1 SITE &I f--ncILlrItb IJLITL~: 3 .!i 0.0 0.0 6, 0 0.0 



KOCKtiELL SPS CR-L KEFEREYCE CDNFIIJJKATIUN 
TAtrLt B-6. SATELLITE POWER SYSTEM (ST’S) PRUtiRAM AVtRAGE COST 

_~ 
** UPS LUST PtR SAT t’ER .YEAR ** TUTAL 

WI35 H DESCKI PT IDN INV PtlZ SkT KC1 O&M TOTAL OPS 
-... -..._ I ..-- .-. _.-- __......._ -. ._-_- ____.. ---._-. __._ -__---.--.--_. _--_---__-____-.-_--~--_- .__.. -..--.- 

KECTENNA SUP’PUKT 5’lhULTUKE lb27.4YY G.575 0.447 0.522 i.4.2 
1.4.2.1 
l,r.2yJ.l 
1.4. i. 1.2 
1.4.2.1.3 
1 Z?!! ;2, I.!!- 
1.4. 2.2 
1 .4.2.2.1 
2.4.2.2.2 
l.L).Z.Z.3 
1.4.5.3 
1.4.3 . _ 

‘p 
1.4.3.1 
1.4.3.2 

E 1.4.3.3 
1.v. A.+ 
1.4.4 

--. 

STEEL t’ANtL PAY. t 1NSTALLATIDN 1696.493 0.0 0.0 0.0 
HAT Sti&l!tJi\rS .- _ 329 Z~Z24 -. _ori! -. - .-Q-Q.. _- o*a 
NIDE FLANi;tS 295.170 c.il 0.0 0.0 
TUBE UhACtS & HAKLJWAKE 431.343 0.G 
ASSEMbLY 1. INSTALLAT I ON 613 756 - .- ..__ _. _-.-- _________- -- .___ ____.--- _____ A c CL- n”‘i-- 
1KEIJCIiINC; & CUiJCKtTL 1NS’TALLATION 131 .TC6 0.075 

g&-- 1 
0.522 

WLIIING CduCKETk L ht-8AR 73 .I320 0.0 0:o. 0.0 
MACHPNGERY & tfJlJI I’MtN T -.- 0,745 O,G?5.. 0.447 0,522 
COa’JSTKUCl IL’A UtitKAI IONS 59.440 0.0 0.0 0.0 
SUP POKT STK~CTURE DDT CE 0.c 0.0 0.0 
pet .CkL!&l;TION ______ -.-.-.__ 1353.2co o*o ______. ----.____ ____ --_-- -----A.&..~-------. k.L- 
ANT tNz\A AKKAY t LEMtNT : 1127.321 B.0 Cl.0 0.0 
POntY DISTRIBUTION SY3TEM 69 .I554 0.0 0.0 0.0 
INSTALLAl IuN C CHEC,KI)UT 155,zzg 9.9 DE9 050 
PlJhlkK ClJLLiLT1uN-~uli L 0 r G.0 0.0 0 0 
CONTRUL 75::oc: 0.0 0.0 0:; 

1.4!4!1 
1.4.Lt.L 

1828 .SZl 
16 96.4Y3 

354,224 
295.170 
431.343 

-4 1Q .I 5.4. 
132.027 

70.820 
1,267 

59.940 
0.0 

13.53.IQQ. 
1127.321 

6’) .6 59 
.15h.220 

0 .o 
75.000 

C$NTRdL CtNTtK E;IUAPMtNT - 15 .ios 0.3 0 CO- O---..l~AQQ. 
CONTRUL LLcCTRUNICS 63 .CG,? 0.G 0.0 0.0 6’J .OOO 
CONTROL UDTLt (2.0 0.3 0.0 3.0 0.0 
GRID 1NlEKFACt 
ELECTRICAL E~liJI~b+lt~uI 

.1+5.642 0 ..j. ._ .._ -I?,0 or0 145.69Q 
145.693 0.0 0.0 0.0 145.690 

GKID INTtKl-Act-DdlLt 0.1; 0.0 0.0 0.0 0.0 
opt&AT I i i>dS 0 c ..- . - _ ___. -_ _._. .- __- _ - .--..- 1’--.- -... &I- .-.xdx~--,-- --.- 77 930 27.&iQ 
UPtK. & MAIN.1. Pt h5UN NEL C.C 0.3 64.8X 64. YOO 64.833 
MAINT. MATtklAL rJ.0 0.0 13.130 13.130 13.130 
MANAGtidtdl AND 119~ltbKATlUN pso . p.19 lE,t;l$ .ti,?bl ??,37? 628 rO’j5 
MASS ctif’~T lNc;iNCY 1263 .sl3 5b.405 13 .r27 70.332 1333.745 
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Satd l l to  Sys tem8 Dlv ls lon 
S p a c m  Sys tama G r o u p  

Rockwe l l  
l n temat ione l  

l 

1 .0  S A T E L L ITE  P O W E R  S Y S T E M  ( S P S )  P R O G R A M  

T h e  p r o g r a m  e lements  descr ibed  in  this sect ion inc lude al l  the e lements  
of ha rdware ,  sof tware,  a n d  activit ies requ i red  for the des ign,  deve lopment ,  
product ion,  assembly ,  t ransportat ion,  opera t ions  a n d  ma in tenance  of the S a tel- 
l ite P o w e r  Sys tems P rog ram.  Inc luded a re  the satel l i te a n d  g r o u n d  rece iv ing 
stat ion systems as  wel l  as  the necessary  suppor t  systems such  as  space  con-  
struct ion a n d  assembly  equ ipment ,  p lus  t ransportat ion.  

Cost  est imates a re  p resen ted  for D D T & E , Theoret ica l  First Uni t  (TFU),  
investment  pe r  satell i te, rep lacement  capi ta l  investment,  a n d  operat ions/  
ma in tenance  for S P S  p r o g r a m  e lements  in  the fo l lowing categor ies:  

l S a tell ite 

l S p a c e  Const ruct ion a n d  Suppo r t  

. Transpor ta t ion  

l G r o u n d  Rece iv ing  *Stat ion 

l M a n a g e m e n t a n d  Integrat ion 

l Mass  Cont ingency  

B - 2 5  

S S D  7 4 - 0 0 1 0 - 2 - 2  
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International 

1.1 SATELLITE 

Elements of the satellite costed in this section include the hardware and 
software located in geosynchronous orbit for the collection of solar energy, 
its conversion to electrical energy, and the transmission of this electrical 
energy in microwave form to earth. 

The satellite concept is of a planar array using GaAlAs photovoltaic cells 
with a solar reflector (concentrator) to provide a concentration ratio of 2.0 
suns. The concept consists of 3 main bays with 10 subsections in each of the 
main bays and is 16,000 meters long by 3900 meters wide with an end mounted 
antenna adding another 1750 meters to the length (Figure 1.1-1). The total 
dry weight of the satellite is 26.416~10' kg (Table 1.1-l). It has a primary 
structure of composites, GaAlAs solar cells, and a microwave antenna using the‘ 
klystron power module as a source for the generation of MW energy. 

I---! s  SOLAR ARRAY DESIGN FAaORS 

SOLAR INPUT 
ENERGY ONTO CELL (CR=I.83) 
OPS TEMP 
vn 

DESIGN FACTOR (.I39 
SEASONAL FACTOR (.968) 
DEGRAD FACTOR 1.961 

131+.5 WATTS/M’ 
2414.7 
Il3C 
438.5 
39Q.w 
377.78 
362.67 
361.58 SG FAtTOR1.9971 ~. _.~ 

MARGINf.9751 352.6 
SOLAR ARRAY POWER OUlPUT = 352.6 W/M2 X 27.0 (16 M2 65CM-Iq - 9.52 G W  

Figure 1.1-L. Solar Array Dimensions 

The satellite has been diirided into a number of main elements that are 
included in the following itens as described in the SPS-WBS of Appendix A. 

1.1.1 Energy Conversion 

1.1.2 Power Transmission 

1.1.3 Information Xanagement and Control 

B-26 

SSD 79-0010-2-2 
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1.1.4 Attitude Control and Stationkeeping 

1.1.5 Communications 

1.1.6 Interface 

1.1.7 Systems Test 

1.1.8 Ground Support Equipment 

1.1.9 Precursor Test Article 

Table 1.1-l. Solar Photovoltaic Power Conversion 
Mass Statement - -lo6 kg End-Mounted Antenna 

_ 
slJBSYsTEn 

COLLECTOR ARRAY 

CO-PLANAR (3 TROUGH) 

STRUCTURE AN0 MECHANISMS 
PRIMARY STRUCTURE 
SECONCARY STRUCTURE 
MECHANISM 

AmITUOE CONTROL 
POWER SOURCE 

SOLAR PANELS 
SOUR REFLECTORS 

POWER DISTRIBUTION AND CONTROL 
POWER CONDITIONING EQUIPMENT 
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. ~-27 

SSD 79-0010-2-2 

L 



Satdlltm Systems Divirlon 
Spacm Systema Group 

Rockwell 
International 

1.1.1 ENERGY CONVERSION 

This element includes the components required to collect solar energy, 
convert the solar energy to electrical energy, condition the electrical energy, 
and transport it to the interface subsystem (WBS No. 1.1.6). 

The satellite structure, solar cells/blankets, concentrators, and power 
distribution/conditioning subsystems are included in this element plus the 
necessary maintenance requirements to support operations. 
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-.i.i.i.i STRUCTURE 

This element includes all necessary members to support the concentrators, 
solar blankets, and other energy conversion subsystem hardware. It includes 
structural beams; beam couplers, cables, tensioning devices, and secondary 
structures which are required as an interface between the primary structure 
and the mounting attach points of components, assemblies, and subsystems. 

1.1.1.1.1 Primary Structure 

The primary SPS structure assemblies are made up, basically, of tribeam 
girders, tension cables, and joints. The fabrication and assembly of these 
structures are accomplished on orbit by beam machines and supporting auxiliary 
equipment. These structural elements are made of a graphite fiber reinforced 
composite that must individually withstand the forces, torques, and dynamics 
imposed by the construction process. Once built into an assembly level, the 
structure must have sufficient strength and stiffness to withstand the forces 
of the environment (gravity-gradient torques), the attitude control system 
(forces and frequencies), and the operational equipment (rotary jointsk micro- 

wave induced thermal environment). 

The SPS requirement for low thermal distortion, under high thermal stress, 
dictates the need for a material with a very low coefficient of expansion. The 
most likely candidate, at this time, is a graphite composite material. 

The energy conversion structure D&D CER was developed using graphite com- 
posite data obtained from NASA's Redstar Data Base. Tooling cost was excluded 
under the assumption that this cost would be incurred in the development of 
orbital fabrication equipment. The following data points were used: 

l Space Telescope Shell 
l ATS-F Truss 
l HEAO Optical Bench 
l Shuttle Payload Bay Doors 

The primary structure ICI is the cost of raw materials only since the 
costs associated with fabrication and assembly are charged against orbital 
assembly and support equipment. The structure ICI cost equation is based on 
raw composite material stock (prepregnated graphite) cost. These material 
costs are based on vendor quotes obtained from Hercules, Fiberrite and Union 
Carbide. 

Range of Data 

D&D: 30.0 to 2000.0 kg 
ICI: Unlimited 

1.1.1.1.2 Secondary Structure 

The secondary structure consists of the passive interface attachment 
between the primary structure and operational subsystems. The structural 
members are made of aluminum with the ability to articulate, rotate, or other- 
wise support/allow motion between the primary structure and other subsystem 
elements. 
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This element includes all structure, consisting of mounting brackets, 
clamps and installation structure required as an interface and mounting attach 
points of components, assemblies, and subsystems. It also includes any struc- 
ture required between two or more components or assemblies. 

Development of the secondary structure CER for DDT&E was based on cost 
data contained in the MSFC Redstar Data Base. Data from a variety of launch 
vehicle and unmanned satellite programs were available and the applicable data 
points are listed below: 

l S-IVB Interstage 
l S-IC Forward Skirt 
l X-IC Intertank 
l Solar Telescope Housing Assembly (ASM) 
9 Common Mount Assembly ASM) 
l Telescope Gimbal Assembly (ASM) 
l Common Mount Actuators (ASM) 
l Telescope Gimbal Actuators (ASM) 
l Array Platform Elevation Pointing Actuator (ASM) 
9 UV Gimbal Mount Actuators (ASM) 
9 W Instrument Mount Assembly (ASM) 
. Solar Array and Boom Structure (ATS-F) 
l Squib Interface Unit (ATS-F) 
l Interstage (Centaur) 
l Nose Shroud (Centaur) 
l Fixed Airlock Shroud (Skylab) 
l Payload Shroud (Skylab) 
l Pallet Segment (Spacelab) 
9 oso-1 
l ATS-F 
l S-II 

The ICI production cost CER was based upon an Engineering Cost estimate. 

Range of Data: 

DDT&E: 6.0 to 15,000.0 kg 
ICI: 6.0 to 15,000.0 kg 

Input parameters T&M are in kilograms of mass. 

1.1.1.1.3 Cost Estimates 

Table 1.1.1.1.1 and 1.1.1.1.2 cover cost estimates associated with the 
primary and secondary structures. 
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ROCKWELL SPS CR-2 REFERFNCE CONFIGURATION 
TABLE 1.1.1.1.1 PRTMQRY STRUCTURE 

- -.-._.._._ .- _..-. - . - __. -- - .___.. -- -.. _.. 
INPUT PARAMETERS --- 

-_-. _._.... .- - --. ..-- ._.. -... . 
INPUT COEFFICIENTS 

T= 702 000 l 0  00 TF= 1.000000 CDCER= 0.023000 ----- 
M= 11700.0000 b&M= 0.0 COEXP= 0.800000 

CF= 1 .oooooo Zl= 1 .oooooo Cl CER= 0.000050 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo ----..-- .-_ _-_._-.______ _._____ _ _..- ___.__ --___--___ 

R= 0.002000 z3= 60.000000 
DF= 0.020000 z4= 60.300000 Z5= 0.0 

CALCUL ATEDVALUES 
- ~-- 

KG SUM. TO 1.1.1.1 S,MILLIONS 

_- CD=COCER X IT X OF IXXLCDEXP) X CF . . -. - . ._. . _ .^. .- ..- ._-. . 47.021 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 0.585 
-----.~ __,.. _ 

s” 
#RM =T / M 60.000 

E E =l.O + LOGLPHI) / LOG(2.01 1.000 -.-..- --.--. -. - .-..-- ---- --.--_ -- .-.- --__-__--- -.---- ..-- -._---___ ___._ -_- _____ -.. -_- .____ . . . 

CTFU=(CLRM / E)XL(#RM X Zl+.S)XX(E) -O.SXX(Elj 35.100 

CTB = I(CLRM/E1X( I#RM X 23 ,t O.SIXX(E) -O.SXXIEJI 1 / 23 35.100 

.CIPS=CTB*Z4/Z2 -. 35.100 

CRC1 =CTB X R 0.070 ----_-.._ -- ----- --- --. .-- 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
_. _ - _ - . _ .--- .- _ .._ .._ -. . 

CDHMENTS 



ROCKWELL SPS CR-Z REFERENCE CONFIGURATION 
TABLE 1.1.1.1.2 SECUN04RY STRUCTURE 

INPUT PARAMETERS 
_ 

T= 358000.000 TF= 0.007300 CDCER= O.L56000 -.---- .- .-.- 
M= 5.000000 O&M= 0.0 CDEXP= 0.511000 

c F= 1.000000 Zl= 1.000000 CI CER= 0.101000 
PHI= 

R= 
0.980000 z2= 60.000000 CI E,XP= 0.355000 _ _... 

~oS-b0200o 
--_,_ _.... 

z3=.-..--..-.-.. 
-. - ---.. -- -.. .-___..-._-- . .- - --.- _ ._ - -... -..-.-...-.. ----.._ . .._.. - --. 

60.000000 
DF= 0.050000 245 60.000000 z5= 0.0 

----~ -.-.- ~__ 
CALCULATED VALUES KG ___-- SUM TO 1.1.1.1 $,MILLfONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF ..~ - 23.255 

CLRM=CICER X (H)XX(CIEXP) X CF X TF 0.001 
--.--- . . 

#RM =T / M 71600.000 

E =1.0 + LOG(PHI 1 / LOG(2.0) 0.971 -__, _,__.. ----. .._. 

s" CTFU=(CLRM / EIX((#RM X Zl+.SlXXIEL -O.SXX(E)J 69.508 
K:. -. .- - .---- 

CTB =(LCLRM/E)XL(#RM X 23 + O.S)XX(EI -O.SXX(EJl 8 / 23 61.689 

C’IPS=CT8*24/Z2 -. 61.689.e - 

CRC I =CTB X R 0.123 

_. _. 
i NPUT CO.EFFICI ENT~ _- 

CC&M =. O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS - 
. .-. . 
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1.1.1.2 CONCENTRATORS 

This element concentrates the solar energy onto the solar blanket to in- 
crease the energy density on the conversion device. It includes the reflective 
material and any integral attach points required for mounting. Excluded are 
tools and support equipment required for deployment and tensioning. 

Concentrator membranes are used to reflect the sun onto the solar cell 
surfaces and obtain a nominal concentration ratio of 2. The concentrator is 
made of (0.5-mil) aluminized Kapton. The membrane has a mass of 0.018 kg/m2 
and is mounted on the structure using attachments and tensioning devices. 
Excluded are tools and support equipment required for deployment. 

The DDT&E CER (CD) is based on thin sheet aluminum vendor data. The ICI 
CER for concentrators is based on Rockwell data for Type H Kapton material with 
an aluminized coating. As concentrator thickness decreases, cost per unit area 
decreases due to the diminished material requirements. However, at around 
25 microns (1 mil), the cost reduc;ions are cancelled by the increased difficul- 
ty of processing thin materials and the overall cost per unit area begins to 
rise. Rockwell data from DuPont indicates that the current cost of 0.5 mil 
concentrator for the SPS would be about $4.73 per square meter. At increased 
demand and increased yields, cost could potentially reach $1.61 per square 
meter. However, the most likely value, and the value on which the concentrator 
ICI CER is based, was quoted at $2.58 per square meter. For the purposes of 
the CER this was rounded to $3.00 per square meter to include sensors and mount- 
ing attachments and scaled at a slope of 0.95 to reflect anticipated large 
array economies. 

Range of Data 

DDT&E: 100 M2- 100,000 M2 
ICI: Unlimited 

Input parameters T&M are in square meters, see Table 1.1.1.2. 
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ROCKWELL SPS CR-2 REFEQENCE CONFIGURATION 
TABLE 1.1.1.2 CONCENTRITDRS 

. 
INPUT‘-PARAMETERS ‘- --- 

- _. - ..- -. ._ _-.. .__ I N pui. coEFFICI.Eij’T s _^. 

T= 54000000.0 TF= 1 .oooooo CDCER= 0.0 -----------------~---- ----- 
M= 450000.000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo ZL= 1.000000 CICER= 0.090003 
PHI= 0.980000 z2= 60,OOOOOO 

R= 0.002000 z3= 60.000300 
CI EXP= 0.950000 L_--.-.-.---_ ^ ._.-_..-..-- . ..-- 

1.000000 60.000000 
---.--- 

CALCULATED VALUES SQ M SUM TO 1.1.1 St MILL IONS 
1 

CD?CDCER X (T X OF )XX!CDEXP! X CF .. .. .. ... ..._ __ ._.. 0.0 - 

CLRM=CICER X (M)XX(CIEXP) X*CF X TF 0.704 
--.-.--------__ ------ 

#RM =T / M 120.000 

E --.. __ .rIlo + LOGLPHI) / LOG12.0) .- . _- ._ ..-... - . .__- .-... _.. ---. 

7 g CTFU=(CLRM / E)Xl(#RM X Zl+.S)XXIE) -O.SXX(E)J 
- 

___,.... Q_l9_?1. __- -__-- _-- 
. 

75.637 
-- 

CTB’ =((CLRM/ELXL(#RM X 23 + O.S)XX(EI -0.5Xx(E)) 1 / 23 67.184 

CIPS=CTB*Z4/Z2 
-.. 

67.183 

CRC1 =CTR X R 0.134 -~---.~-. _----.---___-~ -.-- 

CO&Y = O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS 
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1.1.1.3 SOLAR BLANKET 

This element converts solar energy to electrical energy and provides power 
to the power distribution and conditioning buses. It includes the photovoltaic 
conversion cells, cover-plates, substrate, electrical interconnects, and any 
integral attach points required for mounting. Excluded are tools and support 
equipment required for deployment and tensioning. 

Gallium aluminum arsenide (GaAlAs) cells have been selected. The cell con- 
sists of GaAs junction with a GaAlAs window, substrate, adhesive, current col- 
lectors, and an anti-reflective coating. The solar blanket consists of a 
Rapton membrane upon which the cells are fastened with a thermo-setting FEP 
adhesive. Also included in the blanket are the interconnects, thermal coating, 
attachments/tensioning devices, and sensors. 

Historical cost data on solar arrays from previous satellite programs were 
readily available from the Redstar Data Base and were used to develop the CD 
CER. However, due to the rapidly changing technology, historical data is not 
applicable for use in estimating the SPS solar blanket production cost. The 
Department of Energy (DOE) has initiated the U.S. Photovoltaic Conversion 
Program. Two main objectives of this program are to develop by 1990 the tech- 
nological and-industrial capability to produce silicon solar arrays at a price 
of less than $500 per peak KWe and to establish by 2000 the viability of even 
lower-cost ($100 to $300 per J.CWe) and/or more efficient alternatives utilizing 
novel materials and devices. Since it is generally believed throughout the 
photovoltaic industry that low cost solar arrays are achievable and dependent 
on the demand for high production rates and since some progress toward meeting 
the DOE goal has already been made, it was decided to base the SPS solar array 
cost estimates on projected costs rather than historical costs. 

The CD CER was based on solar array historical cost data from the follow- 
ing programs. 

l Skylab (OWS) 
l Skylab (ATM) 
l FRUSA 
l SEPS (Est.) 

The cost of array structure and mechanisms was not included so that the 
data would be compatible with the SPS concept of on-orbit structure fabrica- 
tion and assembly. Although there is a large difference in size between the 
above arrays and the SPS array, the SPS array will consist of a large number 
of smaller units. The development fraction (DF) was utilized to normalize 
the CD cost to reflect cost of only that portion of the total solar array area 
required to develop the power system. 

The initial capital investment CER (CI) cost estimate for material and 
production processing was based upon information contained in the Arthur D. 
Little report of March 1978 as prepared under Contract NAS9-15294 with NASA/ 
JSC . The materials cost of $33/M' and a fabrication cost of $34/M' total 
$67/M' for a gallium arsenide solar cell array. This assessment is consistent 
with work completed under Rockwell company sponsored activity based on 1977 
prices and assuming 1990 technology. 
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Range of Data: 

DDT&E: lo-300 square meters 
ICI: Unlimited 

Cost estimates are shown in Table 1.1.1.3. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.1.3 SOLAR BL4NKETS 

- __...~ . -- 
.-INPUT PARAMETERS ‘-- 

- -. _ _. _~ _ _ _ _ _- - ..-.. -_ ..- -. _ _ _ 
INPUT COEFFICIENTS 

T= 27000000.0 TF= 1.000000 CDC ER= 0.0 ----------.--_. --- 
M= 18750.0000 O&M= 0.0 CDEXP= 0.0 

Cf= 1 .oooooo Zl= 1 .oooooo CICER= 0.000067 
PHI= 0.990000 z2= 60.000000 Cl EXP= 1 .oooooo .--._. - . ~__ . . -- -__--.. .-_- - - - .- 

-- 
--... -- ---.--.--- 

R= 0.002000 z3= 60.000000 
OF= 1.000000 z4= 60.000000 L5= 0.0 

CBLCULATE-VALUES sa H SUM TO 1.1.1 S,MILLIONS 

CD=CDCER X (T X DFJXX(CDEXPJ X CF . . ..w. 

CLRM=CICER X (MJXXICIEXP J X CF X Tf 1.256 
----.----- 

#RM =T / M 1440.000 

E =l.O + LOG(PHIJ / LOG(2.01 0.986 _ _^ ..- -- .- ._.. _. .---__-.-.- ._.. 

5” 
2 

CTFU=(CLRM / EIX(I#RM X Zlt.S)XX(E) -O.SXX(E)) 1651.832 

CTB =(fCLRM/EJX(ICRM X 23 + O.SJXXIEJ -0.5XXIEl) 1 / 23 1556.693 

CI PS= CTB*Z4/.22 1556.692. ‘̂  

CRC1 =CT8 X R 3.113 

CC&M = O&M OR CT B*Z5/22/ENYR 0.0 
-. -. - _.-_ ._._^ .-. 

COMMENTS 
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1.1.1.4 POWER DISTRIBUTION AND CONDITIONING (PD&C) 

This element includes the various power feeders, switching and condition- 
ing equipments necessary to deliver power at the required voltage and power 
levels throughout the satellite. An energy storage system is included, as a 
power source, to supply minimum power to the various subsystems during eclipse 
periods. Data buses are not a part of this element as they are included in 
the information management and control subsystem (WBS No. 1.1.3). 

The PD&C system receives power from the solar photovoltaic power genera- 
tion system and provides for the power conditioning and switching required to 
deliver the power, through its distribution network, to the satellite power 
transmission system. Electrical power is transferred from the solar array 
distribution network through a rotary joint, utilizing slip rings and brushes, 
to the microwave antenna distribution and conditioning system for the delivery 
of power at the required levels. The life expectancy of the PD&C is 30 years 
with the exception of the energy storage system (batteries), which is project- 
ed to have a life expectancy of 15 years. 

1.1.1.4.1 Switches and Conver.ters 

Switches will be used to perform various functions and will be monitored 
and controlled through the IMCS. Switchgears will: 

l Isolate solar array blankets for maintenance work 

l Provide voltage regulation of solar array output by selective 
switching of isolation switchgears 

l Control voltage and currents through the IMCS system for short 
circuit protection 

l Prevention of large line transients 

l Systematic start-up and shut-down of array during eclipse periods 

l Control various loads 

The primary switches will be of the Penning cross-field tube design. Functions 
controlled by these switches will be monitored by the IMCS to determine their 
status and establish the opening or closing position as required. Basically, 
the switches are held in a closed state during the operational mode. During 
start-up and shut-down operations, switches will be monitored by the IMCS, and 
when certain voltage levels are reached, a command signal will open or close 
switches as needed. 

The power converter and conditioners convert the existing bus voltages to 
the subsystem voltage required for the various subsystem loads. The output 
tolerances will be based on the using subsystem interface requirements. The 
power converters are utilized in the GE0 mode of operation. 
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1.1.1.4.2 Conductors and Insulation.. 

Main feeders are generally sized to minimize the combined mass of itself 
and the solar array mass, considering power requirements, efficiency, and the 
variation in resistivity with operating temperature. The power distribution 
system utilizes flat aluminum (6101/T6) feeders where feasible, and round 
conductors for those subsystems where flat conductors are not feasible. 

The CD CER was based on historical cost data obtained from the Redstar 
Data Base on the following satellite programs. 

l DSCS-II l ATS-A 
l ATS-F l ATS-E 
l oso-I l HEAO 

l ATS-B 

The ICI CER was based on preprocessed aluminum material cost data and the 
use of 6101/T6 aluminum. Differential aluminum inflation between current 
prices and expected mid 1986 prices was included. Cost data was obtained 
from the following manufacturers: 

l Reynolds Metals 
l Alcoa Aluminum 
l Amchem Products, Inc. 
l The Yoder Company 

Range of Data: 

DDTLE: 20 to 150 kilograms 
ICI: Unlimited 

1.1.1.4.3 Slip Rings 

The slip ring portion of the rotary joint is included in the PD&C of the 
Energy Conversion segment. The slip rings consist of an aluminum core with 
coin silver cladding on each slip ring. The core cross section is 33.7 cm'. 
The slip ring diameter is .3 km with a length of .94 km. Each slip ring weighs 
10,715 kg with a total weight of 42,860 kg for the required 4 slip rings. 

The cost data for the slip rings cost data are based upon large ground 
commercial and military slip rings. Since all but one of the base data slip 
rings were designed for ground application, it was decided that these data 
should not be used as a basis for estimating DDT&E costs. It was determined 
that the data should be used only as a basis for estimating ICI production 
costs and then only after applying complexity and specification uprating 
factors. The following factors were applied: 

Complexity Factor x3 
Specification Uprating Factor X 3 

Total x 9 
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The ICI production cost CER was based on data provided by the following 
manufacturers. 

Manufacturer Application 

Poly-Scientific High energy 
Poly-Scientific Radar 
Electra-Tee Navy destroyer propeller system 
Electra-Tee Satellite solar array 
I.E.C. Navy shipboard hoist 

Due to the relatively low production rate of 1 to 5 units per year, the 
tooling factor is assumed to be 1.0. 

The DDT&E cost was estimated with a CER developed for secondary structure 
which consisted of space qualified hardware of approximately the same complexity. 
See the discussion of the secondary structure CER. 

Range of Data. 

1.1.1.4.4 Batteries 

Batteries will be utilized during ecliptic periods to provide minimum 
energy required by the energy conversion subsystems. The batteries will be of 
a sodium chloride design, having a density of at least 200 watt hours/kg. 

The DDT&E and the ICI CER's were developed using battery data from the 
manned/unmanned spacecraft list below: 

l APOLLO Lunar Module l ATS-F 
l APOLLO Lunar Rover *HAWKEYE 
l ATS-E ' oso-I 

Range of Data:' 

DDT&E: 1.0 to 180.0 kg 
ICI: 1.0 to 180.0 kg 

1.1.1.4.5 Battery PDU 

This element provides the mechanism for the charging of the satellite 
batteries and the distribution and regulation of power to and from the 
batteries. Included are the battery chargers, power regulators, power con- 
ditioning and power conditioning equipment which directly interface with the 
battery subsystem. 

The DDT&E and the ICI CER's were developed using data from the manned 
and unmanned spacecraft below: 

l APOLLO Lunar Module 
l APOLLO Lunar Rover 

l GEMINI  

*HAWKEYE 
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l oso-I 

Range of Data: 

DDT&E: 2.0 to 68.0 kg 
ICI: 2.0 to 68.0 kg 

1.1.1.4.6 PDCC Cost Estimates 

Cost calculations developed from the CER's discussed in the preceding 
paragraphs are presented in the following tables: 

Table Description 

1.1.1.4.1 Switch Gear and Converters 

1.1.1.4.2 Conductors and Insulation 

1.1.1.4.3 Slip Rings 

1.1.1.4.4 Batteries 

1.1.1.4.5 Battery PD&C 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1,l.l.b.l SWITCH GEAR & CONVERTERS 

_ .--.-.----. .- _.-...-.. _... -_.- _... - . . . . . 
INPUT PARAMETERS TNPUT COEFFICIENTS 

T= 
.M= 

187000.000 -- 
3117.00000 

TF= 1.0000i)0 
0 EM= 0.0 

CDCER= --- 
COEXP= 

0.158000 
0.29moo 

CF= 1.500000 Zl= 1 .oooooo CI CER= 0.000400 
PHI= 0.950000 z2= 60.000000 ._.-_-- -...-._.--__.-.. ._ ..- _.--.--___-- ..- -..- .----..--~---- .--.-- -- .--.--.- -.- 

R= 0.0 z3= 60.000000 
CI EXP= 1.000000 .----_- ---___.- ____ --.__-- ____.... - 

OF= 0.050000 z4= 60.000000 z5= 0.0 
---- 

CALCULATED VALUES KG SUM TO 1.1.1.4 $,HILLIONS 

CD=CDCER X (T X DFIXX(CDEXP) X CF 

CLRM=CICER X (H)XX(CIEXP 1 X CF X TF 

3.582 _. . ^._. ._.-. . .._ -- _ __~ .._ -. -.. _ - _ -. _ 

1.870 

- 

4” 
#RM =T / M 59.994 

;s E =l.O + LOGtPHI) / LOG(2.0) _- .-~ __-- --. .-- _.._. -- _ ._. - .._. 0.926 

CTFU=(CLRM / ELXLLCRM X Zlt.S)XX(El -O.SXX(E)) 89.123 

CTB =L(CLRM/E)XIL#RM X 23 + O.S)XXIE) -O.SXXIEJj I / 23 66.093 
. . .-... CIPS=CTB*ZQ/Z2 -. -_. -... ..- -...- -.. .._._ . ._ .._. - -..-._.-_ ..-.--- _.__ -_._ .-- .-.- ._ .- ._ .- _-.--.-.., __ ..-..- .-. -__ .-.._-.. ___... 66.093 .-_ ..-_. 

CRC1 =CTB X R 0.0 -- 

CC&Y = OEM OR CTB*ZS/Z2/ENYR 0.0 
.- - 

COM’MENTS -. 
._ - ..-... _. _ ..-. _ _ - ,., ._. .__ - .-.. _._.._.. ._-. _. ..-. . 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABL E 1.1.1.4.2 CONDUCTORS & INSULATION 

INPUT PARtMETERS INPUT COEFFICIENTS 

T= 2367000.00 TF= 1 .ooiJooo CDCEP= 0.158000 
19725.0000 OEM= 0.0 CDEXP= 0.297000 

1~000000 Zl= 1 .oooooo CICER= 0.000004 
PHI= 

R= 
0.100000 

40.000000 
6O.ODOOOO 
60.000000 

CIEXP= 1 .00000~ _ _-.-_ _- ,_ 

tmL ATED VALUES KG SUM TO 1.1.1.4 S.MILLIONS - 

_ CD=COCER X (T X DFJXXLCDEXPI X CF .P???? 

CLRM=CICER X (MJXXLCIEXP 1 X CF X TF 0.079 
----- 

#PM =T / H 120.000 
w 
I 

is E =l.O + LOGTPHII / LOGt2.0) _._. - .._ -. . . .._.. ---.-.--.-__--. .-. - _ ..----.._----- _ .-... -- .------ ---- ._.. ..--_- -.-. - ..-.- 1.000 ._- . .._ ._-- ._-.. - -.-._. .-..- .._ - 

CTFU=fCLRM / EJX(I#RM X Zl+.S)XXLEJ -O.SXX(EJJ 9.468 

CT8 =((CLRM/E’lX((#RM X 23 + O.SJXX(EJ -O.SXXiEJJ 1 / 23 

CIPS=CTB*Z4/Z2 -- 
. 

9.468 ---~ 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS 
_ . . ..-. ..- _. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.1.4.3 SLIP RINGS 

.INPUT. PAR.AMETERS INPUT COEFFi-CiiNTS --.- - 

T= 43000.0000 TF= 1.000000 CDCER= 0.156000 .-._----._--- .--- -- -- --- 
M= L0750.0000 O&M= 0.0 CDEXP= 0.511000 

C F= 1.500000 Zl= 1 .oooooo CICER= 0.000764 
PHI= _-. -- .-. _. . .- ..-. 

R= 
0.900000 z2= 60.000000 
0 .o 10000 z3= 60.000000 
0.020000 60.000000 

CI EXP= --. - .-.-_-- 0.950000 -..-._--_----.-._. . . - ..- .._ ---- .__ . 

~.-.-.___- -.-.. __-- 
CALCULATED VALUES 

..-2. -.- 
KG SUM.TO 1.1.1.4 $.HILLIONS 

CD=COCER X (T X DFIXXtCDEXP) X CF 7.392 

CLRM=CICER X (MJXXiCIEXPJ X CF X TF 7.745 
--- --- _ 
4” 

#RM =T / Y 4.000 

g E = 1.9 .+ LOGtPHI J / LOG(2.0) 0.848 . - -._---. - ._. 

CTFU=(CLRM / EJX(I#RM X Zl+.SJXX(EJ -O.SXX(EJJ -27.626 
---.----------.----~ .___ 

CT,B =(ICLRM/EJX(tCRM X 23 + 0.5)xX(E) -O.SXX(EJJ I / 23 15.825 

CIPS=CTB*Z4/Z2 
.._. -_..--. .-. _--... . ._ ..-... .- _- .._.. -.- ..-. - -..- 

15. ezs 

CRC I =CTB X R 0.158 -- ___._. --._.- -.. . . ..- --..-__-. ----- -- -- 

CO&M = O&M Ol? CTf3*25/22/ENYR 0.0 

COMMENTS 



ROCKbELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.1.4.4 BATTERIES 

. - . _ _ _ _ _ _ _ _ _ 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 4000.00000 TF= 0.075iaoo CDCER= 0.037000 
P- .- 50.000000 O&M= 0.010000 CDEXP= 0.734000 

CF= 1.000000 21= 1.000000 CICER= 0.028000 
PHI= -- ..__- -_- 

R= 
0.200000 

60.000000 .---.-__ ~-.--.- 
120.000000 

60.000000 

CI EXP= ___- ----_ --_. 0.24@0 0 ----.-.-~__-. _. - 

----------- 
CALCULATED VALUES KG SUH TO I.l.l.4 tr MILL IONS- 

CDtCDCER X (T X DFJXX(CDEXPJ X CF _.- ----_ -- - -. . . ..-. --- ---- ..-_-.- ..-_ .- ..-- .._-..-....--.. .-... -_. ._.__ ?,OclJ. _ 

CLRH=CICER X (MJXXTC IEXP 1 X CF X TF 0.005 
-- 
9” #RH =T / M 

5 E =l.O + LOG(PHI1 / LOG(2.0) -_.--.---. - . _ _ ._ ._ -.- --.-.-. .-___ __ - .._--.-._--- -.-_.-. -. 

CTFU=(CLRM / EJX(i#RM X Zl+.S)XX(EJ -0.5XXLEJJ 

-- 
80.000 

0.926 ___..-_- .._--._. .-- _ _.____ -___ _--.-.--._-.-.. _...._ 

0.338 

CTB =(tCLRM/ElXlI#RM X 23 + O.SJXX(EJ -O.SXX(EJJ 1 / 23 0.238 
_- 

CIP$=CTB*24/22 
-- -__. _ - _......- -.. -.. .-_ ---~-_-. .-_. _ _.._- . 

Ow238 

CRC1 =CTB X R 0.008 ---.- 

CC&M = O&M OR CT B*ZS/ZZ/ENYR 0.010 

CO.MMENTS -. 
. - - .._ ._- _... ..--. . .- .- . . -. 



ROCKWELL SPS CR-2 REFERFNCE CONFIGURATION 
TABLE 1.1.1.4.5 BATTERY PO&C 

--- .- -- -- -- -. _ - -.. . ..- - .- - .- 
INPUT PARAMETERS 

INPiJT ------ - - --.-- 
‘COEFFICIENTS 

T= 2000.00000 TF= O.d43000 CDCER= 0.053000 
q= 

____.- 
250.000000 OEM= 0.0 CDEXP= 0.890000 

CF= 1.000000 Zl= 1 .oooooo CICER= 0.012000 
PH I= 0.950000 Z2= 60.000000 CI EXP= 0.859000 .-.- - _--.-... - ..- - -..-.- .- _ - - __--- ._.. ..- --. .._- 

OFI R 0.500000 0 .o 10000 z3= z4= 60.000000 60.000000 z5= 0.0 
-- _------ 

CALCULATED VALUES KG SUM TO 1.1.1.4 wl1LL10ris’ 

CO=CDCER X (T X DF)XX(CDEXP) x CF 24.790 _ - _~ _ 

CLRM=CICER X (MlXX(CIEXP) X CF X TF 0.059 
-_--- --_- 

LRH =T / M 8.000 
4” 
s E =l.O + \O$!P!-l!) / LOG(2.0) 0.926 

CTFU=(CLRM / E)X((#RM X Zl+.S)XX(E) -O.SXX(E)d 

CTB =((CLRM/E)Xt (CRH X 23 + O.S)XX(E) -0.5XXdE)) 1 / 23 0.324 

CI”PS=CiB*Z4/Z2 
_. -_ -_ _ - 

0.3-24 ‘̂  

CRC1 =CTB X R 0.003 

CC&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 
. .._. 
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1.1.1.5 THERMAL CONTROL 

This element includes any component used to modify the temperature of the 
energy conversion subsystem components. It includes cold plates, heat trans- 
fer and radiator devices as well as insulation, thermal control coatings and 
finishes. Excluded are paints or finishes applied to components during their 
manufacturing sequence. 
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1.1.1.6 MAINTENANCE 

This element provides for in-place repair or replacement of components 
and includes work stations, tracks, access ways, and in situ repair equipment. 

The maintenance requirements of this element are related to the energy 
conversion section of the satellite covering the main structure, concentrators, 
solar blankets, and power distribution/conditioning. Some of the items of 
maintenance equipment will be commonly used on the satellite power transmission 
and interface segments. In these cases, the costs have been apportioned to the 
related WBS element. Maintenance requirements are listed in Table 1.1.1.6 and 
costs are presented in Tables 1.1.1.6.1, 1.1.1.6.2 and 1.1.1.6.3. 

Table 1.1.1.6 Maintenance Requirements 

MAINTENANCE ITEM 1 .l .l .6 
WBS NO. DESCRIPTION ENERGY CONVERSION 

1.1.1.6.1 “Free-Flyers” or Barge for 0.8 Vehicle 
Cargo and Personnel Uti 1 ization 
(Common Use Item) 

1.1.1.6.2 Manned Manipulator Module 1 Vehicle 

1.1.1.6.3 Tracks and Access Ways 84,000 kg 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.1.6.1 MAINTENANCE - FREE FLYERS 

.- -.. - -...---- - - _--- _ __ - --_---.-.-. . .- - _-... .._...-...... - _ -_ 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 5000.00000 TF= 1 .oooooo CDCER= 0.0 -.____-- -- 
M= 5000.00000 O&M= 0.0 CDEXP= 0.0 

C F= 1.250000 Zl- 0.8 00000 CICER= 0.005798 
PHI= D.950000 z2= 60.000000 CI EXP=’ 1 .oooooo . _ ..- _...... -- ..__.. - ..-. .- _.. ..- ..__ --. __ ._.. - - .-. _-.-- ~---_- -_--.---...- __--..- ._._ --______ -.--_ .__..__.... - --- -. 

R= 0.020000 z3= 48.000000 
DF= 1.000000 z4= 48 .OOOOOO Z5= 0.0 

I CALCULATED VALUE-S KG SUM TO 1.1.1.6 St HILL IONS 

CD=CDCER X (T X DF)XX(CDEXPI X CF 0.0 .- 

CLRM=CICER X (M)XX(CIEXPI X CF X Tf 36.238 
--.----- 

5” RRM =T / M 1.000 

s E =l.O + LOGtPHI L / LOG(2.0) 0.926 - -.-.-.- ._.-. ----- --- ..-.-_ -__ --.-__----___~-- ----_-.-.-.-._--___ __.____ __ .- .____ -. .-__ _ __._.. 

CTFU=(CLRM / E)X(I#RM X Zl+.5)XX(EJ -O.SXX(EJJ 29.299 

CTB =tICLRM/F)X( (CRM X 23 + O.SJXX(E) -0.5XXdEJJ 1 / 23 29.240 
_ -. -. -.. _ .- --.-.-._ -.- ---- --.- 

CI PS= CTB*Z4/Z2 23.392 

CRC1 .=CTB X R 0.585 

CO&M = O&M OR CT B*Z5/Z2/ENYR 0.0 

COMMENTS 



TABLE 
ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 

1.1.1.6.2 MANNEO MANIPULATOR 

INPUT PARAMETEdS .-.- 
_ -.. - _ 

c 

T= 3000.00000 TF= 1 .oooooo COCER= 0.0 _I_-..__- ~_.-_-_--_--_~ .-_. ---~--_ 
M= 3000.00000 O&M= 0.0 COEX-r= 

--~ .L-. - 
0.0 

C F= 1.100000 Zl= 1.000000 CICER= 0.005798 
PI-4 I= 0.950000 z2= 60.000000 CI EXP= 1 .oooooo _ .__ _ -.- _,_ -. .- _.. ..-- -.-... - -... -.. ..-- _---.- - _-.--.- -_- .._---- --.. -._ ._-__.- ._._ .- . 

R= 0.020000 z3= 60.000000 
OF= 1.000000 z4= 60.000000 Z5= 0.0 

--- ---___- ..___ - 
CALCULATED VALUES KG SUM TO l-1.1.6 $,HILLIONS- 

$=COCER X IT X DFlXX(CDEXP) X CF 0.0 

CLRM=CICER X (MIXXtCIEXPl X CF X TF 19.133 
-_ -..--_-.- -__. ---_ --- .- 
5” #RM =T / M 1.000 

g E =l.O +~\OGWHI) / LOGi2.01 0.926 ..- -_-.-- .--___-._ .-_-__. ._.-. .__ . _. - - ._........ -- _ _.--_- ._._.. -. .._... -. ._... . . _-. . 

CTFU=(CLRM / E)X( (#RM X Zlt.S)XX(E) -0.5XXiE)) 19.203 

CTB =(ICLRM/E)X((#RM X 23 + O.SIXX(EI -0.5XX(EJJ 1 / 23 15.198 

CIPS=CTB*Z4/Z2 15.198 .-. 

CRC1 =CTB X R 0.304 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMM ENT S 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.1.6.3 TRACKS & ACCESS WAYS 

_- 
INPUT PARAMETERS 

_ _ - _,.. .--... 
‘INPUT COEFFICIENiS 

T= 84000.0000 TF= 1.d00000 CDCER= 0.0 - -----~ -- 
M= 84000.0000 otbl= 0.0 CDEXP= 0.0 

CF= 1.000000 Zl= 1.000000 ClCER= 0.000005 
PHI= 1 .oooooo z2= 60.000000 CIEXP= _ . ----... _ -_ ..__ -- .- _... -. _ _ ..- ._____. .._ -_ - .~_.. .- _.-. -_. - _ ----_--- . .._. -.-.-... ._~ - .__-.--- - 1 .oQpooo -- --.-. -.-. 

R= 0.002000 z3= 60.000000 
OF= 0.200000 z4= 60.000000 z5= 0.0 
--_ ____-.-.. ------ --- -~--- 

CALCUL ATE0 VALUES KG SUM TO 1.1.1.6 . -TiTiKio~s 

CO=CDCER X (T X OFlXXICOEXPl X CF OF0 

CLRM=CICER X (MlXX(C IEXPl X CF X TF 0.420 
--~ ~. 

#RM =T / M 1.000 td 
Ll P E =l.O .+. LOG(PHII / LOG(2.0) 1.000 _ -.- .- -_ -...-_._---~__------_-- _~_. _- ..--_. ---- -- ._-... -._ ..-_ -.-. - -.. 

CTFU=(CLRM / EIXi(#RM X Zlt.S)XX(E) -O.SXX(EJJ 0.420 

CTB ,=((CLRM/E)X( I#RM X 23 t O.SlXX(El -0.5XX(EJJ 

CIPS=CTB*Z4/Z2 -. 
_ . 

0;420 '. 

CRC1 -CT6 X R 0.001 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 
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1.1.2 MW POWER TRANSMISSION 

This element receives dc electrical power from the. interface subsystem, 
conditions the power, converts it to microwave energy and radiates the energy 
to the ground receiving station. Included are power distribution from the 
interface subsystem, dc to RF conversion devices, control and monitoring 
equipment, and antenna radiating elements. 

Costs in this section include those of the antenna structure and sub- 
arrays with their klystrons; the power distribution and conditioning system; 
thermal control; phase reference system; and maintenance requirements. The 
MW antenna system is illustrated in Figure 1.1-2 and illustrates the basic 
configuration, including overall dimensions of the selected antenna structure 
concept. 

Figure 1.1-2. Microwave Transmission System 
- Satellite Antenna 

The smallest antenna building block is the power module, which varies in 
size from the one illustrated (which is used at the center portion of the 
antenna) to 3.40 by 5.82 meters at the periphery of the antenna. Ten dif- 
ferent power module sizes are used to comprise the antenna element. Each 
power module has a klystron located in its center. The power modules are 
arranged into subarrays measuring 10.2 by 11.64 meters. Each subarray has 
its own phase control electronics. Nine subarrays are connected to form a 
mechanical module 30.82 by 34.92 meters. 
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This element includes all members necessary to support the transmitter 
subarrays and other power transmission subsystem hardware. It includes 
structural beams, beam couplers, cables, tensioning devices, and secondary 
structures. 

1.1.2.1.1 Primary Structure 

This element includes the basic supporting framework of the microwave 
antenna power transmission system up to the interface connection. The anten- 
na primary structure has three main components - a tension web made from com- 
posite wires or tapes; a catenary cable that transfers the web tension to the 
verticies; and the octagonal compression frame. The antenna frame provides a 
structural support but does not include the wave guides or radio frequency 
assemblies associated with the microwave subsystem. 

This element is.limited to primary load carrying structure and does not 
include other secondary structure such as equipment mounts, platforms, and 
space equipment supports. 

The SPS requirement for low thermal distortion, under high thermal stress, 
dictates the need for a material with a very low coefficient of expansion. The 
most likely candidate, at this time, is a graphite composite material. 

The antenna structure D&D CER was developed using graphite composite data 
obtained from NASA's Redstar Data Base. Tooling cost was excluded under the 
assumption that this cost would be incurred in the development of orbital 
fabrication equipment. The following data points were used: 

l Space Telescope Shell 
l ATS-F Truss 
l HEAO Optical Bench 
l Shuttle Payload Bay Doors 

The antenna structure ICI is the cost of raw materials only since the 
costs associated with fabrication and assembly are charged against orbital 
assembly and support equipment. The antenna structure ICI cost equation is 
based on raw composite material stock (prepregnated graphite) cost. These 
material costs are based on vendor quotes obtained from Hercules, Fiberrite 
and Union Carbide. 

Range of Data: 
D&D: 30,O to 2000.0 kg 
ICI: Unlimited 

1.1.2.1.2 Secondary Structure. 

The secondary structure consists of the passive interface attachment 
between the primary structure and operational subsystems. The structural 
members are made of aluminum with the ability to articulate, rotate, or 
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otherwise support/allow motion between the primary structure and other subsys- 
tem elements. 

This element includes all structure, consisting of mounting brackets, 
clamps and installation structure required as an interface and mounting attach 
points of components, assemblies, and subsystems. It also includes any struc- 
ture required between two or more components or assemblies. 

Development of the secondary structure CER for DDT&E was based on cost 
contained in the MSFC Redstar Data Base. Data from a variety of launch vehicle 
and unmanned sate-lite programs were available and the applicable data points 
are listed below: 

l S-IVB Interstage l Solar Array and Boom Structure 

l S-IC Forward Skirt (ATs-F) 

g S-IC Intertank l Squib Interface Unit (ATS-F) 

.' l Solar Telescope Housing Assembly l Interstage (Centaur) 

(ASM) l Nose-Shroud (Centaur) 

9 Common Mount Assembly (ASM) l Fixed Airlock Shroud (Skylab) 

l Telescope Gimbal Assembly (ASM) l Payload Shroud (Skylab) 

l Common Mount Actuators (ASM) l Pallet Segment (Spacelab) 

l Telescope Gimbal Actuators (ASM) l oso-1 

l Array Platform Elevation Pointing l ATS-F 
Actuator (ASM) 

l S-II 
l W Gimbal Mount Actuators (ASM) 

l UV Instrument Mount Assembly (ASM) 

The ICI production cost CER was based upon an Engineering Cost estimate. 

Range of Data: 

DDT&E: 6.0 to 15,000.0 kg 
ICI: 6.0 to 15,000-O kg 

1.1.2.1.3 Cost Estimates 

Input parameters T&M are in kilograms of mass, see Tables 1.1.2.1.1 and 
1.1.2.1.2. 
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ROCKNELL SPS CR-2 REFERENCE CONFIGURATION 
T49LE 1.1.2.1.1 PRIMARY STRUCTURE 

INPUT PARAMETERS INPUT COEFFICIENTS 

T= 67000.0000 TF= 1 .oooooo CDCER= 0.023000 --- --- .~ 
M= 8375.00000 O&M= 0.0 COEXP= 0.800000 

C F=* 1.000000 Zl= 1.000000 CI CER= 0.000050 
PH I= 1.000000 z2= 60.000000 CI EXP= 1 .oooooo - ___.__ -_-.. .- - _.-___ .-_- _. -_____ -.- . . ..____ -- _- -.._. -_.____ __._.__ -__- --.-----.-.---. ~_- 

R= 0.002000 z3= 60.000000 
DF= 0.020000 z4= 60.000000 z5= 0.0 

-.---..-. 
CAL CUL ATED VALUES KG SUM TO l-1.2.1 S,HILLIONS - 

CD=CDCER X LT X DF)XX( CDEXP) X CF .._ .- . . _.-. .-- _.._ _.-- -_ __ .-.- _.-.- _- _-. .---.- -- . ..- .---._- -_.--_-_- . .._ -__ ._. . . 7.30& 

CLRM=CICER X (H1XXLCIEXP) X CF X TF 0.419 

------ 
w  
t!n 

#RM =T / H  8.000 

cn 
E =l.O + LOG(PH1) / LOG(2.0) 1.000 - - -...- .-..-- - -.-.. _ - _--- .._.--.-. - -... .--. -- --..~--- .--.---.-- ---_-_.-_-_--_-.-. ._... .-. --._-__ .___ __--_..--._-._ -.- _ .._ 

CTFU=(CLRM / E)XltfRM X Zl+.S)XX(F) -O.SXXLE)) 

CT8 =((CLRM/ElX((#RM X 23 + O.S)XXLE) -0.5XXLEdJ 1 / z3 3.350 

PS=‘CTB*-Z4/Z2 
.. 

-- 
-.. .-. -.- --. - _-- ---_..-- ._._.._ -- . .._. -.- .-__.. -.- _-.-. . 

Cl 3.350. 

CRC1 =CTB X R 0.007 - -__ --___--- 

CC&M = O&M OR CTB*ZS/Z2/ENYP 0.0 

COMMENTS 
. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.1.2 SECONOARY STRUCTURE 

-..-- -. .._ -._ 
INPUT-PARAMETERS ‘- 

..-_ _.. .- 

CT9 =((CLRM/EIX((#RM X 23 + O.SJXX(E) -O.SXX(E)) 1 / 23 40.925 

. . _-- 
CIP’S=CTl3*24/Z2 40,‘825 

CRC1 =CTB X R 0.092 -.-_---- _-___- 

INPUT COEFFICIENTS 

T= 234000.000 TF= 0.007300 CDCER= ----------. ---7 __- o.15fjooo -- 
M= 5.000000 O&M= 0.0 CDEXP= 0.511000 

CF= 1.000000 Zl= 1 .oooooo CICER= 0.101000 
PHI= 0.990000 z2= 60.000000 - - --...... .- - ._-. _._ 

R= 0.002000 z3= 60.000000 
CI EXP= 0.355000 

DF= 0.050000 z4= 60.000000 z5= 0.0 

-___ 
CALCULATED VALl- i%% KG SUM TO 1.1.2.1 J , MILLlONS 

-_ CO=COCER X IT X OFIXX(CDEXP) X CF -. - - -_ _ 

CLRH-CICER X (MIXXICIEXPI X CF X TF 

LB. 705 

0.001 

-#xi;i =T , M  ---- 
-_ 

w 

zl 
QI E =Lg + LOGJPI-JI) / LOG12.0) __ 

- 
46900.000 

0.971 

CTFU=(CLRM / E)X( (#PM X Zl+.S)XX(E) -0.5Xx(E)) 45.999 

CC&M = O&M OR CTB*Z5/22/ENYR 0.0 

‘COMMENTS 
- _. - 
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1.1.2.2 TRANSMITTER SUBARRAY/KLYSTRONS 

This element includes all the hardware required for generation, distribu- 
tion, phase control and radiation of microwave energy. This includes the sub- 
array structure, wave guides, power amplifiers, control devices, and power 
harnesses. Also included are thermal control devices and finishes that are 
manufactured as an integral part of the subarray. 

RF generators convert the direct current (dc) electric power to RF micro- 
wave power. Klystrons are used in this system as the high power RF transmit- 
ting devices. Wave guides receive the RF power from the generator and radiate 
it to the ground-based rectenna. 

Historical data for some twenty phased array radars ranging over a period 
of the last twenty years were extracted from the Redstar Data Base and/or 
obtained from various contractors. The data were analyzed, normalized and the 
costs were adjusted to reflect 1977 dollars. In addition, for all costs 
utilized, the facility receiver subsystem hardware, data subsystem costs and 
basic facility/housing costs were removed. 

The application of phased array radar costs to the development cost 
estimates of the microwave antenna was pertinent since the design and develop- 
ment of these physically large ground installations was conducted in much the 
same manner that is being utilized for the SPS. The ground array radiating 
elements were assembled in subarray panels, complete with the radiating ele- 
ments, wave guide, and cabling. The subarrays were then mounted into the 
facility framework, subarray cabling, and plumbing connection completed at 
system level and confidence testing conducted. The same general assembly 
philosophy is expected to be followed for the microwave antenna, the differ- 
ence being that the microwave antenna will be totally assembled in the space 
environment. 

The D&D CER was based on data from four DOD classified projects identifi- 
ed only as Projects 21, 22, 23, and 24 as well as the Cobra Dane, AN/SPS-48 
and SAM-D (PATRIOT) radar systems. 

A different approach was taken to develop the TFU CERs. After reviewing 
the various radar systems' cost, it was determined that not enough insight 
was afforded into the components; therefore, a "grass-roots" approach was 
undertaken. 

For purposes of developing a "grass-rootsll estimate for the TFU, a seg- 
ment of the antenna measuring 2.4 m was assumed to be the Lowest Replaceable 
Unit (LRTJ). In addition, to arrive at an "average" LRU, it was necessary to 
evenly distribute all components over the antenna. Enclosed tables list the 
components and their estimated cost for both the klystron and amplitron con- 
figurations. The required components were determined through analysis. 
Letters and telephone calls were directed to hardware manufacturers request- 
ing technical data and cost quotes for the specified components. Where mul- 
tiple quotes were obtained, the average cost was used. In some instances, 
estimates had to be relied upon. It was further assumed that the components 
are the same in each configuration with only the power tubes changing with the 
exception of the klystron configuration where the IRF amplifier is different. 
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Data contained in the Redstar Data Base were utilized to develop integra- 
tion factors which were added to the vendor quotes. To account for the cost 
associated with voltage measurement instrumentation for the microwave antenna, 
a 20% instrument factor was also applied to the vendor quotes. The individual 
cost estimates, developed for each type of power tube, were utilized to develop 
CERs based on the area of one LRU. For the purpose of developing these CERs, 
three different LRU sizes were assumed - 2.4 m2, 24 m2, and 240 m2. It is 
necessary for the user to determine the size and number of LRUs required for 
any given antenna configuration. It is also necessary for the user to consider 
any learning that may occur. 

Range of Data: 

D&D: 1000 to 100,000 kilowatts 
ICI: Unlimited 

Table 1.1.2.2.1 expresses the DDT&E cost estimate [CD=.067(BT)"'507(CF)] 
to facilitate the use of antenna power in kilowatts as the input factor. 
Table 1.1.2.2.2 shows the CI,LRU=.00827(ALRU)1'DO0 where A is in square meters. 
A complexity factor of 1.25 is used to compensate for the klystron kilowatt 
power rating as used in the data base. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.2.1 KLYSTRON DDTEE 

- -INPUT PARAMETERS- 
_-_ _. ._ -.- . ..---. ..-.. ..~._ 
INPUT.COEFFICIENTS 

T= 6790000.00 TF= 1.000000 CDCER= - -.-.---_ ------- 0.20_5000 
M= 6790000.00 O&M= 0.0 CDEXP= 0.507000 

CF= 1.250000 ZL= 1 .oooooo CICER= 0.0 
PHI= 

R= 
0.020000 

60.000000 - _ ---.-- .-- 
180.000000 

60.000000 

CI EXP- 0.0 

-___._------ --- 
CALCULATED VALUES KW SUM TO 1.1.2.2 S,HILLtONS 

C[I=CDCE.R X !T X DFSU!CDEXP) X, CF -- LO?,576 

CLRM=CICER X /M)XX(C IEXP) X CF X TF 
--- 

#RM =T / H ---. 
7 
z E =l.O + kOG!PHIl / LOG(2.0) 

CTFU=(CLRM / EiX((#RM X Zl+.SJXX(Eb -O.SXX(EJJ 

--- 
1.000 

0;971 

0.0 

CTB =((CLRM/EIXl(#RM X 23 + 0.5JXXtEJ -0.5XXLEJJ J / 23 0.0 
-. 

tIPS=CTB*Z4/Z2 
.- .~ . .._ _.-. 

--- 0.0 

CRC1 =CTB X R 0.0 -----.------ ---. - .~ --.--. -- 

CC&M = D&M OR CTB*ZS/ZZ/ENYR 0.. 0 
._- .._. -- 

COMMENTS 
I 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.2.2 KLYSTRON ICI, R, O&M 

- _. .-. ..-. _ . 
iNPUT PARAMETERS -’ 

_ __... _- .__ _,-_ ..-. 
INPUT COEFFICIENTS 

T= 830808.000 TF= 1.000000 CDC ER= 0.0 ---.- 
M= llEJ.800003 O&M= 0.0 COEXP= 0.0 

CF= 1.250000 Zl= 1.000000 CICER= 0.003270 
PHI= 0.980000 z2= 60.000000 CI EXP= 1 .oooooo -_~. .- .__.. -. . . ..--.. .--.-_-.--. _- --.- . -.- --- _----- --.--... .------ --___-___--.-- .-------.-- -_-- ---_._._-. 

R= 0.066667 z3= 180.000000 
DF= 0.020000 z4= 60.000000 z5= 0.0 

-- .- 
CALCULATED VALUES SQ M SUM TO 1.1.2.2 S.MILLfONS 

CD=CDCER X (T X DFJXXtCDEXPJ X CF 0.0 

CLRM=CICER X (M JXXtCIEXP J X CF X TF 0.486 
#RM=T--~-M- - 
td 6993.332 
I 

zs E =l.O + LOGIPHIJ / LOG(2.0) 0.971 ._ _._.______._ _._.. -....-_ -_-.-.-.-.-__- ._ --.-----.._.. - -.---...-.. ..--- -__- -.-.- 

CTFU=(CLRM / EJXt(#RM X Z1+.5JXX(EJ -O.SXXIEJJ 2702.309 

CTB =((CLRH/EJX((CRM X 23 + O.SJXXIEJ -0.5XXLEdJ J / 23 2322.804 

CIPS=CTB*Z4/Z2 
- --. . 

23i2.Eib4 
._ ._. 

CRC1 =CTB X R --.----.--. ---.-_ 

CO&M ‘= O&M OR CT B*ZS/Z2/ENYR 

-- -COMMENTS 

154.854 -- - 

0.0 
. . ..-...-.. .-. . ^._.. _ . _ 
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1.1.2.3 POWER DISTRIBUTION AND CONDITIONING (PDLC) 

This element includes the various power feeders, switching, and condition- 
ing equipment s necessary to deliver power at the required voltage and power 
levels for the power transmission section (antenna portion) of the satellite. 
An energy storage system is included to supply power to keep the power trans- 
mission system at a ready state and for housekeeping requirements during 
eclipse periods. Data buses are not a part of this element as they are includ- 
ed in the information management and control subsystem (WBS No. 1.1.3). 

The PDCC system receives power from the interface (Energy Conversion/ 
Power Transmission) system and provides for the power conditioning and switch- 
ing required to deliver the power, through the distribution network, to the- 
microwave energy conversion units. On the rotating member, power is conducted 
through switch gears to dc/dc converters which output the six primary voltages 
required by the Klystrons. Each voltage is conducted to a summing bus. through 
switch gears and power feeders and on through switch gear at the mechanical 
modules for use at the subarrays to provide power at the 135,864 Klystrons. 

Batteries and battery conditioning equipment are included also to provide 
the stored energy to power the heater requirements which keep the Klystrons 
at a ready mode during the eclipse periods. The batteries will also provide 
power for the necessary housekeeping activities, i.e., stationkeeping, IMCS, 
TT&C, etc., during this period. 

1.1.2.3.1 Switches and Power Conditioning 

Switches will be used to perform operational functions as monitored 
through the IMCS. Switch gears will: 

l Isolate converters, main feeders, secondary feeders, mechanical 
modules, subarrays and Klystrons for maintenance work 

l Provide split bus power feed to offer redundancy to some modules 
in event of failure of a converter or summing bus 

l Control power through the IMCS for: 

l short circuit protection 
l systematic start-up and shut-downs to prevent surges 

during eclipse periods 
l control various loads 

The basic switches will be of the Penning cross-field tube design and 
monitored and controlled by the IMCS. The IMCS will will determine their 
status and functionally connect them to the proper feeder and summing bus 
as conditions may direct. 

The power converter and conditioners convert the existing bus voltages 
to the subsystem voltage required for the various subsystem loads. The output 
tolerances will be based on using subsystem interface requirements. The power 
converters are utilized in the GE0 mode of operation. 
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1.1.2.3.2 Conductors and Insulation 

The summing buses, main feeders and secondary feeders are generally sized 
to minimize the combined mass of itself and the satellite mass, considering the 
power requirements, efficiency, and variation in resistivity with temperature. 
The PDCC utilized aluminum (6101-T6) conductors. 

1.1.2.3.3 Batteries 

Batteries will be utilized during the ecliptic periods to provide minimum 
energy to keep the Klystrons warmed to a ready state and as necessary during 
the required housekeeping tasks. The batteries will be a sodium chloride type 
having the capability of providing 200 watt hours/kg. 

The battery PD&C costing is included in the earlier sections of 1.1.2.3.2 
and 1.1.2.3.1. This element consists of the mechanisms for the charging of 
batteries and the distribution and regulation of power to and from the battery. 
This function will be monitored and controlled by the IMCS. Included are the 
battery chargers, power regulators, diodes, power regulators, and power con- 
ditioning equipment that directly interfaces with the battery system. 

1.1.2.3.4 PD&C Cost Estimates 

The CER's used in this section are the same as those described in 
Section 1.1.1.4. The following tables itemize the design/cost parameters 
and identify the cost estimates in each area. 

Table Description 

1.1.2.3.1 Switch Gear and Converters 

1.1.2.3.2 Conductors and Insulation 

1.1.2.3.3 Batteries 
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ROCKWELL SF’S CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.3.1 SWITCH GEAR & CONVERTERS 

-. ._....__. .._- . . . . --. .--._ -.. ---INP”-~ PARAMETERs. .- _..... -.. - .__-- ._. .-. _ .._. _ 
INPUT COEFFICIENTS 

T= 1901000.00 TF= 1 .oooooo COCER= 0.158000 -p= 2447.00000 - O&M= 0.0 CDEXP= 3.297000 --.. - 

1.500000 1.000000 Cl CER= 0.000400 
. .-. _-.PH!f._-.--.-.-.-_~-~,~9.5oooo___-.-z2_~~~.--- _.- ̂ __.. 6@?4K!Op_ 

R= 0.066667 z3= 180.000000 
CI EXP= -__ -----.------ -___ -L!xoo5! oo-. - -_ . .._._- 

0.050000 60.000000 

-- 
CALCULATED VALUES KG SUM TO 1.1.2.3 WlILLION~ 

CLRM=CICER X (M lXX(C IEXP) X CF X TF 

7 #RM =T / M  

c F =l.O t LOGIPHI) / LOG(2.0) 

CTFU=(CLPM / E)X((#RM X Zlt.S)XX(E) -O.SXX(E)) 

776.8~Q 

0.926 _-.-__ - -.. --.- -_- _._.. --_- ___ -.__--.- . - - . - .-. . . 

752.336 

CTB’=I(CLRM/E)X((#RH X 23 + O.S)XX(E) -0.5XX(E)I 1 f 23 512.556 

-- CIP~=CTBIZ~/f2 -.- 
..-... - . . . - _. _ _ _ _ __ 

512; 558 

CRC1 =CTB X R 34.171 -- -.. -- ----..~--~----- _---___ 

CO&M = O&M OR CTB*Z5/Z2/ENYR 0.0 

COhlENTS 
._ 



; 
q 

ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.3.2 CONDUCTORS E INSULATION 

INPUT PARAMETERS INPUT COEFFICIENTS 

T= 1337000.00 TF= 1 .o 00000 CDCER= 0.158000 - 
r4; 1720.00000 O&M= 0.0 CDEXP= 0.297000 

CF= 1.000000 Zl= 1 .oooooo CTCER= 0.000004 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo _- _.__. - _...__.. ----__-- _._-..- _.___ __~--.-.--_.__- _.-.-- ---- ---_----.----- - _ ---..-_---___- -- 

OF: R 0.0 0.100000 z4= 23= 60.000000 60.000000 z5= 0.0 
-----.-~~ --___-- 

CALCULATED VALUES KG SUM TO 1.1.2.3 $,MILLIONS 

CO=CDCER X (T X DFJXX(CDEXP1 X CF 5.262 - _--.-_- .__. --_--_.- -.- 

CLRM=CICER X (M)XX(C IEXPJ X CF X TF 0.007 

5” #RH =T / M 777.325 
m P E =I.0 t LOG(PHI1 / LOG(2.0) 1.000 __ -- _-~--- 'l---.---.----- ._.. -.- ^.- .._. - -- .._ 

CTFU=ICLRM / EJX((#RM X Zlt.5)XX(EJ -O.SXX(EJJ 5.348 p 

CTB =((CLRM/E)X((#RM X 23 t O.S)XX(E) -O.SXX(EJJ I / 23 

C-I PS= CTEi*Z4/Z2 

CRC1 =CTB X R 

CCEM, = O&M OR CTB*ZS/Z2/ENYR 

..- 
COMMENTS 

5.348 

0.0 

0.0 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TbI3LE 1.1.2.3.3 BATTERIES 

INPUT’ PARAMETERS 
. - 

INPUT COEFFICIENTS 

T= 190000.000 TF= 0.0 75000 CDCER= 0.0 -..-----~--- 
-50.000000 

_- .--_-- ---- 
M= O&M= 0.475000 CDEXP= 0.0 

CF= 1.000000 Zl= 1 .oooooo CICER= 0.028000 
PHI= 0.950000 z2= 60.000000 CIEXP= 0.241000 

R= 0.033333 z3= 120.000000 
DF= 1.000000 z4= 60.000000 z5= 0.0 

-- --.-- 
CALCULATED VALUES KG SUM TO l-1.2.3 Jsi-im-LIONS 

CD=CDCER X (T X DFJXXLCDEXPJ X CF 0.0 

CLRM=CICER X (HJXXLCIEXPJ X CF X TF 0.005 
~-- ----- 
Y #RH =T / M 

E 
E =I:! t LuGLPHIJ / LOG(2.0) - _.. ..- .._.._ - - 

3800.000 

0.926 --...-_..- _... - .._. 

CTFU=LCLRM / EJXL(#RM X Zlt.SJXX(EJ -0.5XXLEJJ 12.115 
-_--____------ --- ---. -.-- 

CT8 =LLCLRM/EJX(d#RM X 23 + O.SJXXLEJ -0.5XXdEJJ J / 23 8.502 

CiPS=CTB*Z4/Z2 
_- ..-. - .._-- . ..-. -_. ..--- -.. ..-_- -.... - .._ .- _..._.._ -.-...- _. ~. _. 

8.502 

CRC1 =CT8 X R 0.283 .----- -- _- -- - 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.475 
- 

COMMENTS 
BATTERY PDEC INCLUED TN 1.1.2.3.1 & 1.1.2.3.2 
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1.1.2.4 THERMAL CONTROL 

This element includes any component used to modify the temperature of 
power transmission subsystem components. It includes cold plates, heat 
transfer and radiator devices as well as insulation, thermal control coatings 
and finishes. Excluded are paints and finishes applied to components during 
during their manufacturing sequence and thermal control devices that are an 
integral part of another component. 

The multi-layer insulation panels are required for the back surface of 
the resonant cavity radiators to restrict waste heat leaks which could in- 
crease temperatures of electronics to unacceptable levels. This insulation 
is coated externally with low absorptivity/emissivity materials to limit the 
absorbed solar flux to which the surface is exposed during part of the orbit. 

The insulation CER's are based upon secondary structure CER's where the 
secondary structure CER's were considered comparable to the requirements of 
insulation in its application on the antenna. 

Table 1.1.2.4 presents cost estimates for thermal control. 
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ROCKWELL SPS CR-2 REFERENCE CONF IGURATIDN 
TABLE 1.1.2.4 THFRMAL CONTROL - INSULATION 

INPUT PARdHETiRS INPUT COEFFI C iENTS 

T= 557000 .ooo TF= 0.0 12400 CDC ER= 0.156000 
M= 4.000000 O&M= 0.0 CDEXP= 0.511000 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.101000 
PH I= 0.980000 z2= 60.000000 - .._.. --.- _... _ .- _. ---__---_ .._____._ .~--_- - ..- -. --. -_. - ------ ~-__ --!xEE!? .___.___-___ L3mOL ._.._ ._._ ._.- -. 

R= 0.010000 z3= 60.000000 
DF= 0.050000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES KG SUM TO 1.1.2 $1 MILLIONS 

CD=CDCW,X !T X DFJXXLCDEXPJ X CF 2T.136 -_ .- 

CLRM=CICER X IMJXXLC IEXP J X CF X TF 0.002 

w 
A 

#RM =T / M 139250.000 
w 

E =l.O + LOG(PHI) / LOG(2.01. _ -. __. _ _ _ - -. -. - _ _____ ._ -__.- --. --..- - -.--. ...0297! .-_ -. 

CTFU=(CLRM / EJX(L#RM X Zlt.S)XXLE) -O.SXX[EJJ 208.062 

CT8 =((CLRM/E)X(l#RM X 23 + O.SJXXLEJ -O.SXX(EJJ l/Z3 184.657 
. 

‘- -‘- ‘- -.- 
,._- -.--.-. -. . .- _. ..~. ._. -.-_- -.- -. .- 

CIPS=CTB*Z4/Z2 184.657 

CRC1 =C.TB X R 1.847 -.--^ 

CO&M = OEM OR CT 8*Z5/Z2/ENYR 0.0 

COMMENTS 
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1.1.2.5 CONTROL-PHASE REFERENCE 

This element provides the reference phase for all subarray phase con- 
jugating circuits and includes the reference oscillator signal distribution, 
and frequency conversion equipment. It covers components/equipment that 
commonly serve all subarrays. 

The transmitted signal is formed from the pilot beam by means of the 
retroelectronics where one circuit is required per subarray. A servo system 
is needed to transfer the required reference phase from a central point to a 
mechanical module, where it is distributed to the nine subarrays. The main 
items included in this subsystem are shown in Table 1.1.2.5. 

Table 1.1.2.5 Control-Phase Reference 

1 TEM/ 
DESCRIPTION 

REFERENCE FREQUENCY GENERATOR 

COAX CABLE 

DEVICES FOR USE ON FREQUENCY 
DISTRIBUTION SYSTEM 

QUANT I TY 
-I PER SATELLITE 

1 SET (777 POWER 
AMPLIFIERS, l-4 
REGULATORS) 1 777 SETS 

777 SETS 

Tables 1.1.2.5.1, 1.1.2.5.2 and 1.1.2.5.3 present the engineering esti- 
mates for these items. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.5.1 REFERFNCE FREOUENCY GENERATOR 

-- --- - _.... ._-..__ - - _..__ -..-.- 
.-INPUT PARAMETER-S -- 

_.. - .-._ _.-.-- - .__. .___ . .._.. _ __,. .- _ _.. 
INPUT COEFFICIENTS”““ - 

T= 1’.000000 TF= 1 .oooooo CDCER= 0.500000 . _I--- -.--- ----- 
H= 1.000000 O&M= 0.010000 CDEXP= 1 .oooooo 

C F= 1.000000 Zl= 1 .oooooo CICER= 0.100000 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo --.-.-___-- _ .-.- --.-_----- .____ -___ ___-- - _.__ --__ .___.-- _.__ _.--- -__ -.-- --~._-.-----_----.- . ..- - -. ..- 

R= 0 .o 33333 z3= 120.000000 
DF= 0.200000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES SET SUM TO 1.1.2.5 S,HILLIONS 

C[)=CDCER-X (T X DF)XXICDEXP) X CF .-.. 

CLRi4=CICER X (M)XX(CIEXP) X CF X TF 

otvv 

0.100 
--._ 
7 #RM =T / M  1.000 
zi 

E =L.O + LOGTPHI) / LOG(2.0) 1.000 

CTFU=(CLRM / E)X((#RM X Zl+.S)XX(EI -O.SXX(E)I O.LOO 

CT6 =(tCLRM/E)X((#PM X 23 + 0.5)Xx(E) -O.SXX(E)) 1 / 23 0.100 

CIPS=C’TB*Z4/Z2--- 
.-. _ ___ .- 

0,100 

CRC1 =CTB X R 0.003 --.--_~- --- - 

CO&M = O&M OR CTB*Z5/Z2/ENYR 0.010 
_-. .-. Coi lMENTs - - . . -. .---- _. ---.-. __---. -_. ..-. . .._ __. -. . .-__.- _._.- -_-_ _...A_. ._. - ..,. - - 

/ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION -8 
TABLE 1.1.2.5.2 DIST. SYSTEM, COAXIAL CABLE j 

__ _.... ._ _ ._ .._-. .- - _ 
iNPUT PARAME.iERS INPUT COEFFICtENTS 

T= 203000.000 TF= 1 .oooooo CDCER= 0.000005 j)= .-- 261.000000 O&M= 0.0 CiiiFx P = 1 .oooooo 

CF= 1 .oooooo Zl= 1 .oooooo CI CER=’ 0.000060 
PH I= 1 .oooooo z2= 60.000000 CTEXP= 1 .oooooo .-_-- -... --_ .-- . ..-.-_--. -.-_- _ -.-.--__.---_ ----.. ---- -- --_. ..--.--- --.--. ._-.-. --.-. --.- --_- - - ..__ _- .._- --. 

R= 0.0 z3= 60.000000 
OF= 0.200000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES M SUM TO l-1.2.5 St MILL ION-s- 

CD=CDCER X IT X DF)XX(CDEXP) X CF 0.203 - __ - - - ._ ._-._ _. =- .- __ - -- - __ ..- -. ___ _-_.-.-.- _... ._ .__.. --..-. - . .- .__. ._ -..-. - 

CLRM=CICER X IM)XX(CIEXPl X’CF X TF 0.016 

s" 
#RM =T / M 

2 E =l.O t LOG(PHI1 / LOG(2.0) _---.--. - -.- -.- _.- .-.. .-.-- _ 

CTFU=(CLRM / ElX((#RM X Zl+.SJXX(E) -O.SXX(EI) 
- 

777.770 

1.000 

12.180 
-- 

CTB =(1CLRM/E)XI1#RM X 23 + 0.51Xx(E) -O.SXX(E)d 1 / 23 12.180 

CIPS=CTB*Z4/Z2 \ 12.180 

CRC1 =CTB X R 0.0 

CCEM = OEM OR CTB*ZS/Z2/ENYR. 0.0 
-- ‘COMM ENis.. _.^. -..-_.--- ..- ._-_ .-... ..- . -. .__ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABL E 1.1.2.5.3 DIST. SYSTEM, DEVICES 

-.-...-_. _..- -.--^..... -. . - 
- iNPUT PARAMETERS 

_..- . . .._. _^^_..... -. _. -- .._ 
INPUT COEFFICIENTS 

’ T= 1554.00000 TF= 1~.000000 CDCER= 0.000225 
M= 2.000000 oCM=- 

-. 
0.0 CDEXP= 1.000000 

CF= 1 .oooooo Zl= 1.000000 CICER= 0.005000 
PHI= 1 .oooooo z2= 60.000000 CIEXP= 1 000000 - _.... --..--.-- --- ..-..-- _,_. -_--.- .--_ ___. --.~- -------.-. __ - _-- - .-- ---_--_____ L _._. t ..__.__ -.- ._._ - -- .----.-^_--.-. .-- ._ 

R= 0.033333 z3= 120.000000 
DF= 0.200000 z4= 60.000000 z5= 0.0 

CALCUL AT-ED VALUES KG SUM TO l-1.2.5 St MILL IONS 

CD=CDCER X (T X DFlXX(CDEXP) X CF 0.070 ._ -. _. -. --.. -.__ --.-.- --. -__-. -.- .--...-. -- .____ _-_ 

CLRM=CICER X IM)XX(CIEXPJ X CF X TF 0.010 
---- 
7 WRM =T / H 777.000 
r E il.0 t LOG(PHIJ / LOG(2.0) 1.000 _- ___... ..---- .._______._. .-..---.-._ .__ __,__ __. ---..-- --_ __----.- 

CTFU=(CLRH / E)X((#RM X Zlt.SiXX(EJ -O.SXX(EJJ 7.770 

CT8 = ((CLRM/EJXI (#RM X 23 + O.SIXXIEJ -O.SXXdEJJ 1 / 23 7.770 
__. .-..-. .---__ ,_._-. -.-. -- -. ---. 

CIPS=CTB*Z4/Z2 7.770 

CRC1 =CTB X R 0.259 

CO&M = O&M OR CTB*ZS/Z2/ENYR 

__ 
‘COMMENTS - 

-. _... ._. .-.. --. _ -. ..-_. -- 
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1.1.2.6 MAINTENANCE 

This element provides for in-place repair or replacement of components 
and includes work stations, tracks, access ways, and insitu repair equipment. 

Maintenance requirements of this element are related to the power trans- 
mission (antenna) section of the satellite covering the structures; subarrays 
(Klystrons); power distribution/conditioning and energy storage; thermal 
control, and control elements. Some of the maintenance equipment are multi- 
purpose and are therefore costed against the applicable maintenance items on 
an apportioned basis. 

Maintenance requirements for this element are presented in Table 1.1.2.6 
and cost estimates are projected in Tables 1.1.2.6.1, 1.1.2.6.2, 1.1.2.6.3, 
and 1.1.2.6.4. 

Table 1.1.2.6 Maintenance Requirements 

WBS 
NO. 

1.1.2.6.1 

1.1.2.6.2 

1.1.2.6.3 

1.1.2.6.4 TRACKS AND ACCESSWAYS 12000 kg 

MAINTENANCE ITEM 
DESCRIPTION 

"FREE-FLYERS" OR BARGE FOR 
CARGO AND PERSONNEL (COMMON 
USE ITEM) 

GANTRY CRANE AT ANTENNA 

ON-CRANE CONTROL CENTER, 
HOISTS, EQUIPMENT TEST GEAR, 
ROBOTICALS 

1.1.2.6 POWER 
TRANSMISSION 

1 VEHICLE UTILIZATION 

SET 

SET 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.6.1 MAINTENANCE - FREE FLYERS 

-. ._ -. 
INPUT PARAMETERS - - -- INPUT COEFFICIENTS 

T= 5000.00000 TF= 1 .oooooo CDCER= 0.0 
M= 5000.00000 OCM= 0.0 COEXP= 0.0 

1.250000 1.000000 
PH I= 0.950000 z2= 60.000000 ________ ._._ .._- ____._.____ ._._ - -.. __-___ .___ _ .- .- - .._--_-_ - --.-- -- ____ -..--^ 

R = 0.020000 z3= 60.000000 

CICER= 0.005798 
-!a EXp~-~---------A ooo_op_cl-.-~ --.-..- .- 

DF= 1 .o 00000 z4= 60.000000 25= 0.0 
_--.--- 
CALCULATED VALUES KG SUM TO 1.1.2.6 SeHILLIONS 

_ CWWR x !T !! .!F!X,vwP! x. CF .-. . .._. . .._ _ -. ._ _ __ - .__... _.. w 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 36.238 

5’ #RM =T / M  1.000 
2: 

E =l.O t LOG(PHI) / LOGi2.0) -. ..-. ,_..___ -. - _.- .-_ -. ._.. - -__.-_._ 0.926 

.CTFU=(CLRM / E)X( (#PM X Zlt.S)XX(E) -0,5XX(EJI 36.368 
- - 

CT8 =((CLRM/EIX(.(RRM X 23 + O.S)XX(E) -O.SXX(E)J 1 / 23 28.784 

CIPS=CTB*24/Z2- 
. _. .-.-.. 

28~:784 .- 

CRCI =CTB X R 0.576 -- --- 

CO&M = O&M OR CTB*Z5/22/ENYR 0.0 

- -- COHMEITS” -. - . ..^. -.. .- 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.6.2 GANTRY CRANE 

- ,... 
INPUT-‘PARAMETERS - INPUT COEFFICIENTS 3 

T= 40000.0000 TF= 1.000000 CDC ER= 0.234000 ----~- 
M= 40000.0000 a&M= 0.0 COEXP= 0.653000 

C F= 1.100000 Zl=. 1.000000 CI CER= 0.000005 
PHI= 1.000000 z2= 60.000000 Cl EXP= 1.000000 -. _ ..-. . .-_-.- - .._ 

R= 0.002000 z3= 60.000000 
DF= 0.200000 z4= 60.000000 25= 0.0 

--- ~----_-.---- . 
CALCULATED VALUES KG SUM TO l-1.2.6 WlILLIOti~ 

CD=COCER X (T X DFlXX(CDEXP) X CF 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 

-#ftM=T- 
9" v 
* E =l.O + LOG(PHI) / LOG(2.0) _ - .-- ..- - -- ,__. _ -.- _ ._ ..- --- __ 

CTFU=(CLRM / ElXItLRM X Zl+.SlXX(E) -O.SXX(EJ) 

91.060 -.-. _..-.. .._ _ ---.-__ 

0.220 _ 

1.000. 

i.000 

c 0.220 

CT8 =((CLRM/E)X((#RM X 23 + 0.5)Xx(E) -O.SXXiEI) 1 / 23 0.220 

CIPS=CTB*24/22 
-.. . _ - .-. - -. ._ ._ ._... -. .-- _ 

0.220 

CRC1 =CTB X R 0 .ooo ~-- --____ -- 

CC&M = O&M OR, CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABL E 1.1.2.6.3 ON-CRANE CONTROL CENTER 

--. ._ - _-... - - -.-. .- ..- - . . 
INPUT‘ PARAMETERS INPUT COEFFIC I ENTS 

T= 50000.0000 TF= 1 .oooooo COC ER= 0;012432 
M= 5m-oO.OOOb 

_-- ------ 
O&M= 0.0 CDEXP= 1 .ooo.ooo 

C F= 1 .oooooo Zl= 0.100000 CICER= 0.005798 
PHI= 0.950000 z2= 60.000000 CI EXP= 1 .oooooo _-_--_-_. _. . -_--.__ -_--- ______ __. ~.- .-.-- .-----__ ----------..------_.------ -- .------.---.- - 

R= 0.020000 z3= 6.000000 
OF= 1 .oooooo z4= 6.000000 z5= 0.0 

- - I  

CALCULATED VALUES KG SUM TO J.L.2.6 J,MILLION~ 

CO=COCER X (T X OF )XX(CDEXP I X CF 621.600 

CLRM=CICER X iM)XX(C IEXP) X CF X TF 289.900 

~f~=--f--~-- 
5” 1.000 

21 E =l.O + LOGLPHIJ / LOG(2.0) 0.926 ~. - _._---_- -___. ~. _.-.._--.- --_-_.-.._ ___. . 

CTFU=(CLRM / EJXI(#RM X Zlt.5)XXIE) -0,SXXIEJJ 30.305 

CT8 =-T(CLRM/EJX( (#RH X 23 + O.SlXX(EJ -O.SXX(EJJ 1 / 23 267.824 

-.. - .c I ps= CT Bt z4,22 -_--._ . _ .._ ._ -. .-.- .---.. -.-_ _____ __- __ ..- -. - .._..... ._._ -_. ..- --._-_. -.-_--_-- . --. - ..- 
26.782 

CRC1 =CTB X R --- 5.356 

CC&M = O&M OR CT B*Z5/Z2/ENYR 

COMMENTS’ -. 
_ _ - ^_..... ..- .._. -... -..-. _ .._-. -. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.2.6.4 TRACKS & ACCESS WAYS 

-. 
.IklbJi PARAMETEfiS 

- _.- ..-..- 
INPUT COEFFitIEfiTS.-. “. .. 

T= 12000.0000 TF= 1 .oooL)r)o COCER= 0.0 ----- 
M=’ 12000.0000 -a&M= -------TO COEXP= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo CI CER= 0.000005 
PHI= 1 .oooooo Z2= 60.000000 Cl EXP= 1 .oooooo ._-.. -.-. _.... - ._ . . -.- -. .._.. ----...- _ .--.- - ..- ._-.. -- -.--_ ._ 

R= 0.002000 23= 60.000000 
DF= 1.000000 z4= 60.000000 z5= 0.0 

---____- -- --- 
CALCULATED VALUES KG SUM TO 1.112.6 $1 MILL IONS 

CCJ=CDCER X !T X-DF!XX(CDEXP) X CF . - ..-..-. .- O?O 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 0.060 

--- Y #RM =T / M  1.000 
4 
m  E =l.O + LOG(PHI1 / LOG(2.0) 1.000 .-----.- _.-- - __ __ __ -.--. -. - -_,_ --.-.-._- __.. - - ------ _. .-.~--.- -----.-__ --..-.-.. -...-.---...-. -.--- -.-.- -. .._ _._. -... _ 

CTFU=(CLRM / ElX((#RM X Zl+.S)XX(El -O.SXX(EJJ 0.060 

CTB =((CLRH/E)Xl (#RM X 23 + O.S)XX(EJ -0.5XXdEJJ 1 / 23 0.060 

CIPS=CTB*Z4/Z2. O,d60 

CRC1 =CTB X R 0 .ooo ~- _-- -- 

CC&M = OEM OR CTB*Z5/Z2/ENYR . 0.0 

COMMENTS -. 
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1.1.3 INFORMATION MANAGEMENT AND CONTROL 

This element includes those components that process information onboard 
the satellite. This includes sensing, signal conditioning, formatting, com- 
putations, and signal routing. 

The information management and control subsystem (IMCS) provides the 
interconnecting elements between and within all the various satellites and 
ground-based operational subsystems. The IMCS also provides operational 
control of both the satellite and ground systems as well as providing all 
subsystem processing support for all but very special functions. 

The satellite IMCS consists of the on-board processing equipment [central 
processing units (CPU) and memories], the inter- and intra-subsystem data net- 
work (data buses), the man-machine interfaces (display/control), and inter- 
system communication links, including RF, but excepting those specifically 
provided for the control and transfer of primary power, and all elements 
provided to accommodate activities related to system security, safety, or any 
other operation necessary to the continuing operation of the SPS. 

Because of the early stage of program analysis, only those requirements 
imposed upon the IMCS by a limited number of satellite operations have been 
identified. The identified requirements generally are limited to those 
associated with the immediate operations of an active satellite. Auxiliary 
functions such as ground/space communications, display/control, safety, secur- 
ity, etc., will be added when data become available. 

The usage and application of IMCS items is identified in Table 1.1-3 and 
provides direct association with the subsystem functions. 

Table 1.1-J. Usage/Application Matrix per Satellite 

ELEMENT 
DESCRIPTI’J~~ 

KASTER CONTROL COAPUTER 

DISPLAYS CONTROL 

SUPERViSORY COMPUTER 

REMOTE COMPUTER 

BUS CONTROL UNIT 

MICROPROCESSORS 

REMOTE ACQ. b CONTROL 

SUB-HULTIPLEXER 

INSTRWENTATION 

FIBER OPTICS 

CABLES c HARNESSES 

JSfRUHENrAT I ON 

:: 

X X 

X X 

DATA ACQUISITIONS. 1 DATA PROCESSING 
I 

X X 

X X 

X X 

X 

X X x x x x 

COMTROL 

X 

X X 

UBS 
NO. 

1.1.3.1 

1.1.3.2 

1.1.3.3 

1.1.3.4 

1.1.3.5 

1.1.3.6 

1.1.3.7 

1.1.3.8 

1.1.3.9 

1.1.3.10 

1.1.3.11 
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These items have been separated into general hardware groups for costing 
purposes. 

COMPUTERS 

Historical cost data were obtained for computers from the Redstar Data 
Base system and are listed below: 

l Gemini-3 
l Minuteman 
l Skylab 

l Viking Lander 
l MOL 
l HEAO 

A 50% integration factor was included in the DDT&E CER's to allow for 
subsystem level costs. 

Range of Data: 

DDT&E and ICI: 1.8 to 75.7 kilograms 

ELECTRONIC COMPONENTS 

The electronic components associated with Avionics include the Submulti- 
plexors, Remote Acquisition Units, Microprocessors, Bus Control Units and 
instrumentation. 

Development of an electronic components CER was based on the selected 
components of the ATS-F and OSO-8 spacecraft. These 19 electronic components 
are listed below: 

ATS-F OSO-8 

Aux. Digital Sun Sensors 
Monopulse Unit 
Wide Band Data Unit 
C Band Data Unit 
S/L Band Transmitter 
VHF Receiver 
Command Decoder 
Data Acq. & Control Unit 
Data Switching Unit 

Solar Power Supply 
Power Supply 
Control Decoder/Demodulator 
Remote Decoder 
PCM Decoder 
Format Generator 
Wheel Clock 
Sail Clock 
S Band Transmitter 
VHF Transmitter 

Range of Data: 

DDT&E and ICI: 1.1 to 19.6 kilograms 

DATA'BUS 

This element consists of both copper wire and fiber optics. Historical 
cost data were obtained from the Redstar Data Base to produce the data bus 
DDT&E CER. Commercial prices were used for the data bus ICI CER. 

B-78 
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L 

Production cost information obtained from private industry for "off-the- 
shelf" fiber optics and copper wire are listed below: 

FIBER OPTICS: 

Manufacturer Type Characteristics Cost per Meter 

ITT Electra-Optical GG-02 Single Fiber (l-10 km) 
Products Division 50 m Dia. $3.25 

GS-02 Single Fiber $2.50 
50 m Dia. 

Valtec Fiberoptics MG-05 Single Fiber $2.50 
Division 65 m Dia. 
Galileo Electro- Single Fiber $1.58 
Optics Corporation 88 m Dia. 

Average cost per meter $2.40 

One industry spokesman estimates that the cost of optical fibers 
likely decrease to 40% by 1980. This study assumes a $2.40 per meter 
price reduced by 40% to $1.44 per meter. 

COPPER WIRE: 

Manufacturer Characteristics Cost per Meter 

Dearborn Wire & Cable 22 gage stranded $0.807 
silver plate 

Standard Wire & Cable 22 gage stranded $0.705 
silver plate 

Karen, Inc. 22 gage, 2 conductor $0.807 
silver plate 

Mil-Spec Wire & Cable 22 gage, 19-30 $0.610 
Corporation stranded 

Average cost per meter $0.732 

Instrumentation input parameters T&M are in kilograms. 

would 
average 

Cost estimates for the items of Table 1.1-3 are presented in Tables 1.1.3.1 
through 1.1.3.11 inclusive. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.1 MASTER CONTROL COMPUTER 

-_-- ._._ _. .._. _. .- ..- -^._-.-__. _- . ._. 
INPUT PARAMETERS 

___ _...._._. _._. -._ ..--...-. -_.. -..-...-_-- . ..__ _ .___ _ . .._ --.. . __-__ 
INPUT COEFFICIENTS 

T= 1000.00000 TF= 0.900000 CDCER= 0.633000 -. Mu-----.--.---- 
-- 

-- 
-- 500.000000 O&M= 0.0 CDEXP= 0.521000 

CF= 1.000000 Zl= 1.000000 CI CER= 0.172000 
PHI= 0.800000 z2= 60.000000 CI EXP= 0.535000 _.___ _-_-.~ __ .-_._ ._ .._ __ _---^. .- _ _- -_ - .-_.__._ __--- ---__- -----.--__--- 

R= 0.010000 Z3= 60.000000 
--- ..-.--,-- _____ --- - .-_. _ _ _._,____ _,__ 

OF= 0.500000 z4= 60.000000 z5= 0.0 
__.__ - --.-.-- 

CALCULATED VALUES --kG 
--- 

SUH TO 1.1.3 S,MILLIONS 

CD=CDCER X (T X DF)XX(CDEXPJ X CF 

CLRM=CICER X IH)XX1CIEXP) X CF X TF 

-.- --.--.-..-.-..-.--.. - ..-. .---.-._.-_- ._.. -.-.-- .___ ..___.. -... 16,127. 

4.302 
_--.--- 

tp 
#RM =T / M 2.000 

E E =l.O + LOGIPHII / LOG(2.0) 0.678 

CTFU=(CLRM / EJXItWRM X Zl+.S)XX(F) -O.SXX(EJJ 
--.-----.-~~ .--- 

CTB =((CLRM/E)X( (#RM X 23 + O.SlXXlEJ -0.5XXdEJJ 1 / 23 2.659 

CIPS= CTB*Z4iZ2-- -- 
.-. - . . --...-.-.- - ..-...... --- ..__ 

2.659 

CRC1 =CTB X R .-____ c.027 

CC&M = C&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS .- 
- .._- ..--_-.-.-..-_._-..- . --. -.-..-- ____ _..._._. ---. . .._. - ._. ~__, _ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.2 DISPLAYS & CONTROLS 

..-_- -- ..- ._---_. - _ _ - -. 
INPUT PARAMETEkS INPUT COEFFICIENTS 

T= 200.000000 TF= 0.950000 CDCER= 0.102000 --- 
M= 200.000000 O&M= 0.0 CDEXP= 0.879000 

C F= 
PHI= 

R= 
OF= 

1.000000 Zl= 1.000000 CI CER= 0.069000 
0.800000 z2= 60.000000 CI EXP= 0.557000 ._... --.- -- --. .-__. -- -- . . -- -~- .--.~ __.. _--__-.__-.-. __ -.-.-_ ,._-. -. 
0.0 10000 z3= 60.000000 
1 .oooooo z4= 60.000000 25-c 0.0 

--- 
CALCULATED VALUES KG SUM TO 1.1.3 S,HILLIONS 

___ CD=CDCER X (T X DFJXXtCDEXPJ X CF 10.745 - - -..- _- ---- 

CLRM=CICER X (MJXXiCIEXPJ X CF X TF 1.188 

m #RH =T / M  
I 

g E =l.O + LOGtPHIJ / LOG(2.0) -_ _._. -...--_- ____...... -- ._____ ---.-- ^___ -- ___._ ~. -. -_.~------- __.___. 

CTFU=(CLRM / EJX((#RM X Z1+.5JXX(EJ -O.SXX(EJJ 

1.000 

0.678 .-. -----.-. .- - .- _-. -. 

1.211 

CRC1 =CTB X R 0.005 -- -.---- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
_-. . 

CO.MilENiS -. 
_... - _ . _ 



ROCKWLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.3 SUPERVISORY COMPUTER 

INPUT PARAMETERS. -. 
-. _... 

i.tiPW‘C~Eff ICI ENTS --- 

T= 84.000000 Tf= 0.700000 CDCER= 0.633000 -.-_--.--- -~-- -- 
M= 14.000000 O&M= 0.0 CDEXP= 0.521000 

C F= 1 .oooooo Zl= 1 .oooooo CI CER= 0.172000 
PI-I I= 0.850000 z2= 60.000000 C t E.XP= 0.535000 ----.---_-____-._I ..-____ .__. --.-.__ 

R= 0.010000 z3= 60.000000 
DF= 0.200000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES KG SUM TO L.i.3 S,MILLIONS 

CD=CDCER X (T X Df)XXICDEXP) X CF 2,753 

CLRM=CICER X IM)XX(CIEXP) X CF X TF 0.494 
~ _-~- _.._ --._~_- 
5” RRM =T / H 6.000 

is E =l.O + LOG(PHII / LOG(2.0) 0.766 .-. __... ---__--.-_-__-__ ..- ..__ -__--._-__-._-___--._.__ .__-.. .----- ._.___ - .__.____ -_- _.___ -_ .-_ ..__._ 

CTFU=(CLRM / E)X( (#RM X Zl+.S)XX(E) -O.SXX(EJ) 2’,325 

CTB =((CLRM/E)X((#RM X 23 + O.S)XX(EI -0.5Xx(E)) 1 / 23 0.. 969 
..- . . . -.. .- ..-- . -- .-.-...- .._. 

CIPS=CTB*Z4/Z2 
. . - . .._ --__-... ._.... -.. ._. _, 

0.969 

CRC1 =CT8 X R 0.010 ----- -.- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
_. 

COMMENTS 
__. -- _. - . . -_-. __ .-. .- -._ __- ..____ __,^ __ __.__ _.. _. _ __ ..__ ___ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.4 REMOTE COMPUTER 

.-. _- ..__.. -INPUT PARAMETERS. .-- --. - .--.---_ .- --. ._. ..- .__.. -.. - .._ . ~. .-... 
INPUT COEFFICIENTS 

T= 518.000000 TF= 0.400000 CDCER= 0.633000 ’ - ---_ --A.- -- 
M= 14.000000 O&M= 0.0 CDEXP= 0.521000 

CF= 1 .oooooo Zl= 1.000000 CICER= 0.172000 
PHI= 

R= 
0.850000 z2= _-.-_ _-- _... - ._ . - -._.-... 
0,010000 

z3=. ._..._ ----. 60,OOOOOO CI E,XP= 0.535000 - ---- -.-_.-.--_-..--..----_ -.--.- -.--- - -.- .-. .- _ .-. _-.- - _ . 60.000000 , 
DF= 0.030000 z4= 60.000000 z5= 0.0 

--- ..----. .- --- ~-- 
CALCULATED VALUES KG SUM TO 1.1.3 SrMILLIDNS 

CD=CDCER,X (T X DFJXXTCDEXP) x CF .- .--.. ._ _ ..__ ._ _ 2.643 _ 

CLRM=CICER X IMJXXICIEXPJ X CF X TF 0.282 

I 
w” E =l.O t LOGIPHI) / LOG(2.0) 0.766 . ..-_. -. -_ __,. - -. ..-- ---_ - _ . . -. ._.. - ..__-. --. -. ._ ..--... . ..-.. . .._. - 

CTFU=(CLRM / EJXI(#RM X Zlt.5)XXIE) -O.SXXIEJJ 5.696 

CTB =I(CLRM/EJX(I#RM X 23 + O.SJXXIEJ -0,SXXiEJJ 1 / z3 2.238 
__ 
CIPS=CTB*Z4/Z2 

_-._ - -_..-.._ _.. -.._ ..-.. - ._ 
2 :238 

CRC1 =CTB X R 0.022 - 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 
.- _ . ---. .._. - .-_ ~.._ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.5 BUS CONTROL UNIT 

^... _-.-._ . . . .-- _._----.-.- _... ---.__---.-. ..- . -.- ..- - .-.. -_- --.. ..-........--..._..... _- . . 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 4110.00000 TF= 0.076000 COCER= 0.102000 
M= 5.000000 O&G- 0.0 COEXP= 0.87t%iOO '- 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.069000 
PH[= 0.950000 22= 60.000000 CI EXP= 0.557000 --. . . . - .- . ._ --. .--__- -- __.. _... - - _ _ -.__ -_.. --. 

R= 0.010000 z3= 60.000000 
OF= 0.001200 z4= 60.000000 z5= 0.0 

CALCULATED VALUES KG SUH TO. 1.1.3 S,MILLtONS 

to=CDCER x !T x DF)xx(coExp) XCF ._. . ..,_ - _, -.- ..-. __--- .._. -..-.- -.- ._ _.-... _ - - _.._ ._. - ._.._...__._.._._. 0,415 

CLRM=CICER X (MJXXtCIEXPJ’ X CF X TF 0.013 
- 

‘p #RM =T / Y 822.000- 
!E 

E =1.0 + LOG(PHIJ / LOG(2.0) 0.926 

CTFU=(CLRH / E)X((#RM X Zl+.SJXX(EJ -O.SXX(EJJ 6.940 

CTB =((CLRM/ElX[(#RM X 23 + O.S)XX(EJ -0,SXXIEJJ 1 / 23 5.128 
-- -. . . ..- CIPS~CTB*i4,Z2 _. . . -- . - __..-. - ..- -._-... .- ..-_ .--_ -. _... - .___^ - ..______ .,__,____. ._, 

5.128 

CRC1 =CTB X R --A -.-- I---- -- 0.651 

CO&M = OEM OR CTB*ZS/Z2/ENYR . 0.0 

COMM ENT S 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TP8LE 1.1.3.6 MICROPROCESSORS 

_._ ___ - .--.. ._. ..- _--.- _.. -.-.--_-.- .- - - ._... ._... ..-... -... ..-...- -..- .._ - .__. _____ - 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 3960.00000 TF= 0.078000 COCER= 0.102000 

CF: M  1.000000 5.000000 O&M= Zl= 0.0 1.000000 COEXP= CICER= 0.879000 0.069000 
PHI= 0.950000 z2= 60.000000 CI EXP= 0.557000 -_----__.---- ___________ .___._ ---- .--.-- _ -- .-. _~----~___-__ --- ..--. --_.-----..-._-.- 

R= 0.010000 z3= 60.000000 
OF= 0.001300 z4= 60.000000 25 = 0.0 

CALCULATE0 mLUES KG SUM TO 1.1.3 S, MILL IONS 

CO=COCER X 1T X OFJXXtCOEXPJ X CF 0.431 

CLRM=CICER X lMJXX(C IEXPJ X CF X TF 

#RM =T / M  
s” 
ti E =l.O + LOGlPHIJ / LOG(2.0) - -.-_---.- .__ -_ .__-- -- .__.--..--- __.-_-__-_-_- 

CTFU=(CLRM / E)X((%RM X Zl+.SJXX(EI -O.SXXlEJJ 

0.013 

792.000 

0.926 __-- ___---.-_ .-.-. 

6.881 

CTB =l(CLRM/E)Xl(#RM X 23 + O.SIXX(EJ -O.SXXlEJJ 1 / 23 5.085 

-.. 
CIPS~.CiB~z4,z2 

.- ..- ..- . .._. -.-..- -- -- . - ..--.. -.-- ---.--.. 
5.085 

CRC1 =CTB X R 0.051 _ 

CO&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 

_- _ 
COMMEhTS - 

_- -.- -- - ..-._.-.-_- .____ _. _-___ ._ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.7 REMOTE ACQUISITION & CONTROL 

.-- _-. ._.. -.. 
INPUT PARAMETERS 

- ._-. ..-. -. - _ -_ __ -..- 
INPUT COEFFlCIEtiiS 

T= 4925.00000 TF= 0.069000 COC ER= 0.102000 -- -___-_. _.- 
M= 5.000000 0 EM= 0.0 COEXP= 0.879000 

CF= 
PHI= 

R= 
OF= 

1 .oooooo Zl= 1 .oooooo CICER= 0.069000 
0.950000 z2= 60,OOOOOO CI EXP= _ __- ____.__ ._- - .-__-_. _.... ---- - ---_--__ -...-- -.-.- ---- -.__.... 0.557ggg _ _, -_ 
0*010000 z3= 60.000000 
0.001000 z4= 60.000000 z5 = 0.0 

CAfim--EB VALU a KG SUM TO 1.1.3 SrMILLIONS 

CO=COCER X IT X OF)XX(COEXPJ X CF 0.414 _.- ._.. -..-.-- . - - .-.-.-..-. -- ..- - ----- -.-..._ -.-- -...... .-... -... -.__ ..- 

CLRH=CICER X 1M JXX(CIEXP J X CF X TF 0.012 

7 #RH :T / M 

g E =l.O + LOGlPHIJ / LOGI2.0) 

985.000 

0.926 --- _-.--.-~.-----. .._- - . . . . - .._- -- _.__._.._ .- ..__._ _____ -- ..-. -- ___. .^. ^. 

CTFU=(CLRM / EJXll#RM X Zlt.SIXX(EI -0,SXXlEJJ 7.450 

CT8 =(tCLRH/E 1X1 (#RM X 23 + O.SJXX(E) -0.5XXtEJd J / 23 5.505 
.._ - 

C.IPS=CTB*Z4/Z2 
_.- --... ._. -.. _. . ..-..-..-__- ___. _-~ --- _.... --.- .._...._. .- .._-.--... _.... - ._...._. . 

5.5b’s 

CRC1 =CTB X R 0.055 -- 

Cc!&?4 = O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.8 SUBWULTIPLEXORS 

. - . .-_ _. - -- -. - _ -. -. - -.. - 
tNPUT PARAMETERS--- -- ---- 

.._ . - _. - . . -_. 
INPUT COEFFICIENTS 

T= 
M= 

93000.0000 
3.000000 

TF= 
O&M= 

0.022000 
0.0 

CDC ER= 
CDEXP= 

0.102000 
0.8 79000 

C F= 1 .oooooo Zl= 1.000000 CICER= 0.069000 
PHI= 0.980600 .-Z2=_ 6O.OOOtJOO 

R= 0.010000 z3= 60.000000 
CI EXP= 

0.000032 60.000000 
.--- 

CALCULATED VALUES KG SUM TO 1.1.3 S, MILL IONS 

CD:CDCER X (T X DF.JXX(CDEXP) X CF. .- .-- .- .- . _ . . O,?W 

CLRM=CICER X (MJXX(CIEXPJ X CF X TF 
--. 

#RM =T / M- ta 
&I 
.I E =l.O + LOGLPHIJ / LOG(2.0) - -- - - -. _. - _ _. _ . _ ._ _ _ .-- ._ -- -.-----. --. - ..--.-..-.. 

0.003 - 
---- 

31000.000 

.-~ - .._- --... .__ .---._--_-- .._ - &97j. __ __ ,_ ,__ _ 

CTFU=tCLRM / EJX((#RM X Zl+.SJXXIEJ -O.SXX(EJJ 66.119 

CTB =L(CLRM/EJX(I#RM X 23 + O.SJXX(EJ -O.SXX(EJI 1 / 23 58.682 

‘CIPS=C’TB*Z&/Z2 
-.-. .-.-__-...- ---_-. ..---. _.. ---. -.. 

58.682 

CRC1 =CT8 X R 0.587 --- - _----_---.- 

CO&M = O&M OR CTB*Z5/ZZ/ENYR 0.0 

CDMMENTS 
_.._ -. .~ . ..- 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.9 IN’STRUMENTATION 

INf’Ui -PA.RdilETER.S. -’ 
..- ..- - 

INPiiT -COEFFIC.fEtiTS 

T= 280000.000 TF= 1.000000 CDC ER= 0.000100 ----- -._ i_ 
M= 0.074100 O&M= 0.0 CDEXP= 1.000m0 

PHI= _.- _ ,-_. -. --.__--___-.__ 
R= 

1.000000 1.000000 CICER= 0.000400 
0.980000 Z2= 60.000000 CIEXP= 1 .oooooo ._.- _. ---- ---_. -. _ __- ___.. -.. __--_ _-.-_.- ____ _-----___--__.-- -_ _- __._ -- ___ ._______..._, _. -- _.__ _,.. ._ 
0.010000 Z3= ~60.000000 

Of= 1.000000 z4= 60.000000 z5= 0.0 
-__- -~---- 

CALCULATED VALUES KG SUM TO 1.1.3 J*HILLtONS 

CD=CDCER.X (T X OF)XX(CDEXPI X CF ?g.ogo 

CLPM=CICER X iM)XX(CIEXPJ X CF X TF 0.000 
--.---...--.- .- 

7 
#RM =T / Y 3778676.00 

% E =l.O + LOG(PH1) / LOG(2.0) 0.971 .-- .-..- ^. -.-..- -. .- . .._... . . - ._... -._-- .._- - .._ -._ ----- .___. -..----__.-_-----------_.-_ _.--_-_-__.- .___. -- ..____ _... 

CTFU=(CLRM / ElXl(#RM X Zlt.S)XXIE) -0.5Xx(E)) 74.L92 

CTB =(ICLRM/E)X((#RM X 23 + O.S)XX(El -O.SXX(EJJ J / 23 65.846 
-.. 

CIPS=CTB*ZQ/Z2- ‘-. 
. . ._ _. _ _ 

65.ti.46. 

CRC1 =CTB X R 0.658 ---- .-....--. --- ----.---.. 

CO&M = O&M OR CTB*Z5/Z2/ENYR 0.0 

COMMENTS 
. -.__ _......-. -.-.-. -- .-.. .-. -.. . ..__ - .-.-__ -- __ _ _ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.10 OPTICAL FIRER 

- 
INPUT PARAMETERS -- INPUT COEFFICIENTS-- 

-- 

T= 62.000000 TF= 1 .oooooo CDCER= 0.237000 -----. -. -___-- ..-.-. ~-- ____-- 

c;: Y- 62.000000 1.000000 O&M= ZL= 0.0 1 .oooooo COEXP= CICER= 0.297000 0.010219 
PHI= 0.980000 z2= 60.000000 CI EXP= 1.000000 _ _ _ _ _ _ 

R= 
o .. ib~oo----- .- ..- ___ ~~~.~,o-~oooir-~-.-~-~~---~- --_-.-... - __.. --_..-. -_ ..-,_ .-. _.__., _ ..-.._ _ 

z3= 
OF= 1 .oooooo ze= 60.000000 z5= t 0.0 

- - . - - - - I  . - - . - - - - . I - _ - -  

CALCULATE0 VALUES ---kG SUM TO 1.1.3 r,MmI 

CD=CDCER X (T X OF )XX(CDEXP) X CF ~ _ _ -- . _..-..- .._.~....___ _-... - _ .---.. - - ._- o+o! 

CLRM=ClCER X (MJXXiCIEXPJ X CF X TF 0.634 
_------ 

? 
#RM =T / H 1.000 

t+i E =1.0 + LOG(PHI 1 / LOG(2.0) 0.971 _ - _.-- _, -.-__ _..- ..__ ---_ .---...-.. -.. --____-.- ~..-----_- --._. ..-- .-- .- .__. -._- - -_ - _ - _... -. . _. - _ _ 

CTFU=(CLPM / EJX((#RM X Z1+.5lXX(EJ -O.SXX(EJJ 0.634 

CTi =((CLRM/E)X((RRM X 23 + 0.51Xx(E) -0,SXXiEJI 1 / 23 0.578 

CIPS=CTB+Z4/Z2 
- 

0.5% 

CRC I =CTB X R 0.006 .---------- - 

COEM = O&M OR CTB*Z5/22/ENYR. 0.0 
CoMMENTs __ __.. _ .- .-- _..... .._ --- ._.. - . __-. ..- -. _ ..- -._.._. - ___.. -.---_--.- _-.-.. --- . .--. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.3.11 CARL ES/HARNESS 

. . ..___ - -... ..__ _-.....-.-_ .--_..-- --_ . .._ ---.~ .-- - - 
INPUT PAQAMETERS 

_-.- ..- _... .-_ .--..-_- -. .- .._.- - . -. ._ - 
INPUT COEFFICIENTS 

T= 293000.000 TF= 1.000000 CDCER= 0.237000 - I------- _-.-- _--- 
Y- ,- 293000.000 O&M= 0.0 CDEXP= 0.297000 

CF= 1.000000 Zl= 1 .oooooo CI C,ER= 0.000060 
PH I= 0.980000 22= 60~0000~0 _----.-. _..__ _.--.. ..-.- ---.-- _- ._ ..-.---.--- - _- - - .--.._--__--__ CEKP.~ __..__.__ __.___._._ - ___. 1 ~000000~~- ____. -_- . .._.... 

R= 0.010000 23= 60.000000 - 
OF= 1.000000 2 4= 60.000000 25= 0.0 

-_---.- _- 
CALCULATED VALUES KG SUM TO 1.1.3 SrHILLION~ 

CD=CDCER X IT X DF)XX(CDEXP) X CF 9.963 

CLRM=CICER X IMlXX(C IEXP) X CF X TF 17.580 

s” WRM =T / M 1.000 

s 
E =l.O + LOGIPHI) / LOG(2.01 o.wi _____- _.____. 

CTFU=(C.LPM / ElXL(#RM X Zlt.S)XX(EI -O.SXX(EJJ 17.604 

CTB =((CLRM/E)X((#RM X 23 + O.SlXX(E) -0.5XXiEIl 1 / 23 16.047 

CIRS=CiB*24/22 
. _ ..- ._._ __~_ .__. _ _. __ _ 

16.047 

CRC I =CTB X R 0.160 ---I -- -- 

CO&M = O&M OR CTB*25/22/ENYR 0.0 

COMbiENTS 
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1.1.4 ATTITUDE CONTROL AND STATIONKEEPING 

This element includes the components required to orient and maintain the 
satellite's position and attitude in geosynchronous orbit. .Included are sen- 
sors, reaction wheels, chemical and electric propulsion hardware and propel- 
lants. 

The baseline ACSS features an argon ion bombardment thruster RCS whose 
characteristics are: 

l Thrusters located in 4 modules at each corner of the satellite 

l Each module has 16 thrusters 

l Cryogenic propellant storage-electric refrigeration with heat loss 
makeup 

l Hemispherical plume characteristics 

l Serviceable in place 

The system operates on an average of 36 thrusters. A total of 64 thrusters 
are included to provide the required redundancy. The redundancy was based on 
an annual maintenance/servicing interval, 5000 hour thruster grid lifetime and 
5-year thruster MTBF. Sixteen thrusters are located on the lower portion of 
each corner of the spacecraft. Each thruster is gimbaled individually to 
facilitate thruster servicing, to permit operation of adjacent thrusters dur- 
ing servicing, and to provide the redundancy. The thrusters nominally provide 
a force approximately in the direction of the sun to counter the solar pressure 
force (stationkeeping) which is the dominant thruster requirement. The thrust- 
ers are gimbaled through small angles (as illustrated) and differentially 
throttled to provide the remaining forces and torques for attitude control and 
stationkeeping. 

Sensors that make up the attitude reference determination system include: 

l CDD Sun Sensor (l/System) 

l CCD Star Sensors (2/Systems) 

l Electrostatic or laser gyros (3/System) 

l Dedicated mini processor 

The attitude reference determination system features Charge Coupled Device 
(CCD) , star and sun sensors as well as electrostatic or laser gyros and dedicat- 
ed microprocessors. Seven attitude reference determination units are located 
at various locations on the satellite in order to sense thermal and dynamic 
body bending, and to desensitize the system to these disturbances. The control 
algorithms will feature statistical estimators for determining principal axis 
orientation, body bending state observers or estimators, and a quasi-linear 
propulsion thrust command policy to provide precise control and minimize l 

structural bending excitation. 
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The mass properties of the ACSS are summarized in Table 1.1-4. This 
summary includes the mass of individual elements and propellant weight on 
an annual basis. 

Table 1.1-d. ACSS Mass Summary 

ITEM 

AllITLlDE REFERENCE DtJERMlNATlON SYSTEMS (i 

THRUSTERS-INCLUDING SUPPORT STRUCTURE. 
64 %  120 KG/THRUSTER 

THRUSTER GIMBALS AND MOUNTING 

TANKS, LINES, REFRIGERATION 

POWER PROCESSING EQUIPMENT 

TOTAL (DRY) 

ARGON PROPELlAM-ANNUAL REW I REhIENT 

TOTAL (WITH PROPELlANn 

MASS 
fx 1O+3 KG) 

0.32 

7.68 

I 
3.96 

15.07 

88.95 

116. W  

65.39 

201.39 

Historical cost data were obtained from NASA's Redstar Data Base. His- 
torical data relative to electrical propulsion is limited, consequently, study 
data have been utilized where necessary. Ion bombardment thrusters are Argon 
propellants with a low thrust but a significantly higher specific impulse, 
thus reducing propellant resupply cost. 

Development of the propulsion subsystem CER's was based on the spacecraft 
programs listed below: 

SEPS (Boeing) Study ATS-F (Ion Experiment) 
SEPS (Rockwell) Study Rockwell SPS Study 
SERT-II SERT-C Study 

Range of Data: 

DDTdE and ICI: 18.0 to 107,500.O kg 

Input parameters T&M are in kilograms. 

Tables 1.1.4.1 and 1.1.4.2 contain the costs for this element. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
Tbf3LE 1.1.4.1 ACSS H4RDWARE 

-. _ __ - .-._- 
INPUT PiRAI4ETE.R S INPUT COEFFICIENTS - 

T= 116000.000 TF= 0.105900 CDCER= 1.122000 --- -----..- ._-_ ____ -- --.__- 
M= 1812.OOODO O&M= 0.046620 CDEXP= 0.190000 

C F= 1.000000 Zl= 1 .oooooo CI CER= 0.057000 
PHI= 0.950000 z2= 60.000000 CI EXP= 0.729000 ____^__ ---..._...._..... - .-_ ..-_. ----.-.- -- - -. - .._ -. - _. 

R= 0.010000 z3= 60.000000 
DF= 0.3 00000 z4= 60.000000 z5= 0.0 
---- ----- 

CALCULATED VALUES KG SUM TO 1.1.4 S, HILL IONS 

CD=CDCER X (T X DFIXXICDEXPJ X CF -‘- 6. - .- . . _... -.. -. - ._.-.. 

CLRM=CICER X (MJXXdCIEXPJ X CF X TF 
-._- --- 

5” 
IRH =T / H 

If: E =l.O + LOGdPHIJ / LOGd2.0) -.. _. . _-. 

CTF(I=(CLRM / EJX((#RM X Zl+.SJXX(EJ -O.SXX(EJJ 

8.183 .- _ . 

1.432 

64.018 

0.926 ._... -- _-. __.. _ ..__ _. 

72.488 
-----_ _-_--. ---- 

CTB =((CLRM/EIX( (#RM X 23 + O.SJXX(EJ -0,SXXtEJJ 1 / 23 53:746 
-_ 

CIPS=CTB*Z4/Z2 
_ - ____ --_- .--- _._.________.. - ._ --. 

53.746 

CRC1 =CTB X R oi537 _--.. --- 

CC&H = O&M OR CTB*Z5/Z2/ENYR 0.047 

COMMENTS 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TAI3L E 1.1.4.2 ACSS PROPELLANT 

INPUT--PARAMETERS .’ .- 
,... -. --.. 

iNPUT COEFFICIkN-TS 

T= 1.000000 TF= 1 .oooooo CDCER= .- 0.0 -- 
M= 1.000000 O&M= 0.085390 CDEXP= 0.0 

PH I= 
R= 

1.000000 1.000000 CICER= 
1 .oooooo z2= 60.000000 CIEXP= 0.0 _ ------- _.~ .___ .._____., ,. .,_--.-..----___----~ ---_.---_--.. _.--..-- ..-. ---L. . -.- --_. -.-_ 
0.0 z3= 60.000000 

DF= 1.000000 Z4= * 60.000000 z5 = 0.0 

---_~-.- -- 
CALCULATED VALUES SUM TO 1.1.4 $9 MILLIONS 

CO=CDCER X (1 X DFIXXICDEXP) X CF _ . _ - - - _..~. .~ -. . Of0 _ 

CLRM=CICER X tH)XX(CIEXPl X’ CF X TF 0.0 _ 
--.-___ -_- -----___- 
5” 

#RM =T / M  

: E ._ ‘itO + LOGtPHI) / LOG(2.0). 

CTFU=dCLRM / EbX( t#RM X Zl+.S)XX(E) -O.SXX(Ehl 

CTB =((CLRM/E)X((#RM X 23 + O.SIXX(E) -O.SXXLE)) 1 / 23 0.0 

CIPS=CTB*ZS/Z2 0.0 

CRC1 =CTB X R 0.0 ----~ - .-._-.- __-----._-_-- _._. --- --- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.085 

CDMMENTS 
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1.1.5 COMMUNICATIONS 

This element includes the hardware to transmit and receive intelligence 
among the various SPS elements. It includes communication of both data and 
voice between the SPS and the control center, as well as among the various 
cargo and personnel vehicles. Excluded is intravehicular and intrasatellite 
communications. 
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1.1.6 INTERFACE (ENERGY CONVERSION/POWER TRANSMISSION) 

This element provides the movable interface between the energy conversion 
subsystem and the power transmission subsystem. A 360" rotary joint and an 
antenna elevation mechanism are required to maintain proper alignment of the 
transmitter with the ground receiving station. Included are structure, 
mechanisms, power distribution, and maintenance hardware. 

The interface is utilized to 1) transfer energy from the slip ring to the 
antenna via transmission brushes, and 2) act as the structural support member 
between the main satellite and the antenna. The elements of this movable 
interface (Figure 1.1-6) are described in the following subsections. 

Figure 1.1-6. Energy Conversion/Power 
Transdssion Interface 
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1.1.6.1 STRUCTURE 

This element includes all members necessary to provide a mechanical inter- 
face between the primary structures of the energy conversion subsystem and the 
power transmission subsystem. It includes beams, beam couplers, cables, 
tensioning devices, and secondary structures. Excluded are elements of the 
drive assembly which are included in mechanisms (WBS No. 1.1.6.2). 

1.1.6.1.1 Primary Structure 

The basic supporting structure of the movable interface is included in 
this element. It is the primary load carrying structure and does not include 
the secondary structure that is required to support transmission buses or 
equipment. 

The SPS requirement for low thermal distortion, under high thermal stress, 
dictates the need for a material with a very low coefficient of expansion. 
The most likely candidate, at this time, is a graphite composite material. 

The interface primary structure D&D CER was developed using graphite com- 
posite data obtained from NASA's Redstar Data Base. Tooling cost was excluded 
under the assumption that this cost would be incurred in the development of 
orbital fabrication equipment.' The -following data points were used: 

9 Space Telescope Shell 
l ATS-F Truss 
l HEAO Optical Bench 
l Shuttle Payload Bay Doors 

The interface structure ICI is the cost of raw materials only since the 
costs associated with fabrication and assembly are charged against orbital 
assembly and support equipment. The structure ICI cost equation is based on 
raw composite material stock (prepregnated graphite) cost. These material 
costs are based on vendor quotes obtained from Hercules, Fiberrite and Union 
Carbide. 

Range of Data: 

D&D: 30.0 to 2000.0 kg 
ICI: Unlimited 

1.1.6.1.2 Secondary Structure. 

The secondary structure consists of the passive interface attachment 
between the primary structure and operational subsystems. The structural 
members are made of aluminum with the ability to articulate, rotate, or other- 
wise support/allow motion between the primary structure and other subsystem 
elements. 

This element includes all structure, consisting of mounting brackets, 
clamps and installation structure required as an interface and mounting attach 
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points of components, assemblies, and subsystems. It also includes any 
structure required between two or more components or assemblies. 

Development of the secondary structure CER for DDT&E was based on cost 
data contained in the MSFC Redstar Data Base. Data from a variety of launch 
vehicle and unmanned satellite programs were available and the applicable 
data points are listed below: 

l S-IVB Interstage 

l S-IC Forward Skirt 

l S-IC Intertank 

l Solar Telescope Housing Assembly 
(ASM) 

l Common Mount Assembly (ASM) 

l Telescope Gimbal Assembly (ASM) 

l Common Mount Actuators (ASM) 

l Telescope Gimbal Actuators (ASM) 

l Array Platform Elevation Pointing 
Actuator (ASM) 

l W Gimbal Mount Actuators (ASM) 

l W Instrument Mount Assembly (ASM) 

l Solar Array and Boom Structure 
(ATs-F) 

l Squib Interface Unit (ATS-F) 

l Interstage (Centaur) 

l Nose Shroud (Centaur) 

l Fixed Airlock Shroud (Skylab) 

l Payload Shroud (Skylab) 

l Pallet Segment (Spacelab) 

l oso-1 

l ATS-F 

l S-II 

The ICI production cost CER was based upon an Engineering Cost estimate. 

Range of Data: 

DDT&E: 6.0 to 15,000.0 kg 
ICI: 6.0 to 15,000.0 kg 

Input parameters T&M are in kilograms of mass. 

1.1.6.1.3 Cost Estimates 

Primary and secondary structure costs are presented in Table 1.1.6.1.1 
and 1.1.6.1.2 respectively. 
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ROCKWELL SF’S CR-2 REFERENCE CONFIGURATION 
TABLE .1.1.6.1.1 PRIMARY STRUCTURE 

--.. _--A .._. -- -_ -. . - 

. iNPUT- P.AR-AMETER 
-.- . ..---._-----. _.-._.- -^ . - -. 

INPUT COEFFICIENTS- ” 

T= 120000.000 TF= 1 .oooooo CDCER= 0.023000 _------ -.. 
M= 20000.0000 O&M= 0.0 CDEXP= 0.800000 

CF= 1.000000 Zl= 1.000000 CI CER= 0.000050 
PHI= _.__. ..- .-__ _. -- -.... - - ---_- _. 

R= 
1 .oooooo Z2=' 60.000000 

zj= 
.- -~ --.. _ -.. - - __--_- -.-- _..-..-.__ 

0.002000 60.000000 
0.020000 60.000000 

CIEXP= 1.000000 -.- .-_-._-.. -_ .-~- - .-.. __ _.._ __.... . 

- -  -_ I -  - -__ . - - - -  --- -_-- .- 
CALCUC ATED VALUES KG SUM TO 1.1.6.1 S,HILLIONS 

CD=COCER X IT X DF)XX( COEXP) X CF 11.638 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 

~_.. __ -- 
w  #RM=T / M  6.000 
I 

2 E =l.O + LOGiPHI 1 / LOG(2.0) 1.000 _. .--. _ _ ^ _. -- .-...--.._ _... -. -- __. -. ._.. -..-_.-__- - _--...- ._- _. - ._.. ,_.._ ..___ - .____ .._ - __..__ .._.__. _. __ I. 

CTFU=(CLRM / E)XI(#RM X Zl+.SIXX(E) -O.SXX(El) 6.000 

CT6 =I(CLRM/ElX((RRM X 23 + O.S)XX(El -O.SXXtE)) 1 / 23 6.000 

CtPS=CTB*ZQ/Z2 6.0‘00 

CRC1 =CTB X R 0.012 --_---~- --.. - _. .--- 

CC&M = OEM OR CTEWZ5/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.6.1.2 SECONDARY STRUCTURE 

._ - 
INPUT PARAMETERS INPUT -.CO%FF16iENTS 

T= 365000.000 TF= 0.007300 COCER= 0 .I56000 - -_ ----_---.-.--_-- --~ --- -~- 
M= 5.000000 O&M= 0.0 CDEXP= 0.511000 

C F= 1 .oooooo Zl= 1.000000 CICER= 0.101000 
PH I= 0.980000 z2= 60.000000 CI EXP= 3.355000 _-..- - ..-... -- .- -. 

o I b ok ooo---- 
- -- .__--._-- ..-.- ..- -.~ --.-.-----__--- .- .-.._ ..-- --. --. - _.._. ---. . ..-.. 

R= z3= 60.000000 
OF= 0.050000 z4= 6O.i)OOOOO Z5= 0.0 

---.----~ 
CALCULATE0 VALUES 

~-- 
KG SUM TO 1.1.6.1 J,HtLLIONS 

CD-CDCER X (T X DFIXX(COEXP) X CF 23.476 -. ..-. ..-.- .- .- -. _ _. . .-. .- . 

CLRM=CICER X (M)XX(CIEXP) X CF X TF- 0.001 
--.-.--. 
7 #RH =TT% 

5 E =l.O + LOGIPHII / LOG12.0) . -. 

73000.000~ 

0.971 

CTFU=(CLRM / EIX((#RM X Zl+.S)XX(E) -0,SXXiElJ 70.827’ 

CT8 =I(CLRM/ElX((#RM X 23 + O.S)XX(E) -0.5xX(E)) 1 / 23 62.860 

CIPS=CTB*ZI/Z2 -. .- 
.- -. .--. .._. - ---__ .-...- _.__ _- _ ._. -..- _- ._ ..-. __ ___.._. ,_.. _. _,. . . . . 

62.860 

CRC1 =CTR X R 0.126 --_.--_. ____--. -~- 

CCKM = O&M OR CT R*ZS/Z2/ENYR 0.0 

COMMENTS 
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1.1.6.2 MECHANISMS 

This element includes the components required to rotate and elevate the 
power transmission subsystem. Included are the drive ring, bearings, gear 
drives, and drive motors. 

The structural mechanisms consist of active structural subassemblies that 
articulate, rotate, or otherwise cause or allow motion between the primary 
structure and other subsystem elements or between subsystem elements them- 
selves. 

The ICI production cost CER was based on data provided by the following 
manufacturers: 

Manufacturer 

Poly-Scientific 
Poly-Scientific 

Electra-Tee 

Electra-Tee 

I.E.C. 

Application 

High energy 
Radar 

Navy destroyer propeller system 

Satellite solar array 

Navy shipboard hoist 

Due to the difference in complexity and the specification requirements 
differences between ground and space qualified equipment, the following factors 
were applied. 

Complexity Factor x3 
Specification Uprating Factor x3 

Total x 9 

Range of Data: 

DDT&E: 6.0 to 15,000.0 kg 
ICI: 6.0 to 15,000.0 kg 

Input parameters T&M are in kilograms of mass, see Table 1.1.6.2. 
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ROCKkELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.6.2 MECHANISMS - INTERFACE 

._.- __.._.__. - ._ _.-.. ._ -. ____. .- .___ ~____ __ --_- .__._ ---_-_.- .-.-. __ .._ _-----... _--_-- . . . --.-_-.- __ -...- .._. 
INPUT PARAMETERS INPUT COEFFICIENTS 

T.= 391000.000 TF= 0.054900 CDCER= 0.156000 
M= 391 .oooooo O&M= 0.078000 COEXP= 0.511000 

PH I= .___ -.._ ---.--------- 
R= 

1 .oooooo 1 .oooooo CI CER= 0.000764 
0.950000 
0.010000 

z2= 60.ODOOOO CI EXP= 0.950000 -.---____ ----- -_-_. - _---.m-_ _-..__--__.-___ _-.- ____ 
z3= 60.000000 

DF= 0.020000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES 
- 

KG SUM TO 1.1.6 S,MILLIONS 

_- Cq:CDCER X (T X DFJXXtCDEXP) _X CF 15.225 . - - - . _ -...-.- - . - -- __... - .- ---. -._ . ..__ -. --__- .-.--.__ -...-._-. .-. - --._- -- ..__ ~- . _-.__ -._ . _ .-. 

CLRM=CICER X IMJXX(CIEXPJ X CF X TF 0.012 
--~I 

5” 
#RM =T / M 

P 
8 E =l.O + LOGtPHIJ / LOG(2.0) 

CTFU=(CLRH / EJXl(#RM X Zlt.SJX’X(EJ -O.SXX(EJJ 

----- 
1000.000 

0.9?6 __ 

7.878 

CT8 =((CLRM/EJX((#RM X 23 + OeSJXX(EJ -0.5XXiEJJ J / z3 5.821 

CIP$=-CTB*Zh/Z2 -- 
- ,- _. ._--.. ..- __- _. -_,, ,..--__ _ ._, _ ..-. ._.,_. 

5.821 

CRC1 =CTB X R 0.058 

COEM = OEM OR CTWZS/Z2/ENYR 0.078 

CdilMEtJTS 
. ..- . -. ^. _,. -..-.._ ,..... ___ _ .__ 
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1.1.6.3 POWER DISTRIBUTION 

This element transmits the electrical power from the rotary joint to the 
microwave power transmission system. The PD&C system consists of power risers 
which are coupled to the pickup shoebrushes on the rotary joint and routed on 
the antenna support yolk (interface) to the isolation switches on the antenna 
proper. There are two sets of slip rings. One positive and one negative, at 
the rotary joint. Sixteen brushes are needed per slip ring. The life expect- 
ancy of the PDCC is 30 years with calculated replacements of the slip ring. 

1.1.6.3.1 Conductors and Insulation 

The power risers are sized to minimize the mass of itself and the satel- 
lite mass, considering power requirements, efficiency and variation in resis- 
tivity with operating temperature. The power risers are made of multiple 
round aluminum (6101-T6) conductors with 1 mm kapton insulation. 

1.1.6.3.2 Pickup Shoe Brushes 

The pickup shoe brush portion of the rotary joint is included in the power 
distribution of the interface segment. Sixty-four pickup shoe brush assemblies 
are required per satellite. The brush material is 75% MoS2 and 25% MotTa with 
a contact surface area per brush of 863 cm'. The shoe dimension is 2.72 m X 
12.7 am x 19 am with a total weight of 11341 kg for 64 pickup shoe brushes. 

1.1.6.3.3 Power Distribution Cost.Estimates- 

The CER presented in section 1.1.1.4.2 was used for the conductors and 
insulation. An extension of this CER was used for the brushes of section 
1.1.6.3.2. The cost estimates for interface power distribution are presented 
in Tables 1.1.6.3.1 and 1.1.6.3.2. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.6.3.1 CONDUCTOR C INSULATION 

_ 
‘.INPUT PARAMETERS -- 

- _ _ 
INPUT COEFFICIENTS 

T= 1267000.00 TF= 1 .oooooo CDC ER = 0.158000 _______ .._^_ -- -.-- -_.- ~~- _--- .- 
M= 39594.0000 O&M= 0.0 COEXP= 3.297000 

CF= 1 .oooooo Zl= 1 .oooooo CI CER= 0.000004 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo _ - _ - _ .__ -... - - - _._ ___- ___. ..- .-.- .- __.- -- -..- --_ -- - _------~ 

R= 0.0 z3= 60.000000 
DF= 0.100000 z4= 60.000000 Z5= 0.0 

--_ ----.-- -- --_--- 
CALCULATED VALUES KG SUM TO 1.1.6.3 StMILLIONS 

CD=COCFR X (T X DF)XX(CDEXP) X CF _ ..- - - 5.178 - 

CLRM=CICFR X (M)XX(CIEXP) X CF X TF 0.158 

--._^-...--..- 
w  #RM =T / M  32.000 a 
I 

g E .h = 1.0 + _ _. ._ _ _ LOG! -!I !.- .L..L.c)GI 2,O! _...__ --.--.~- .__.. - -.__- _._.. ---~__-.. _.-.. -.. ,_ --- ..- -.. -.-..-__-..-_ ..__ 

CTFU=(CLPM / E)X((#RH X Zl+.S)XXIEl -O.SXX(E)) 

1.000 .- ..-..-.. .- ..___ . _. 

5.068 
__-.-__- -- --. - 

CTB =((CLRM/ElXi(#RM X 23 + O.SlXXIE) -O.SXX(E)J 1 / 23 5.068 

CIPS=CTB*Z4/Z2 5.068 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 

. 



r 
ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 

TABLE 1.1.6.3.2 SLIP RING BRUSHES 

~NPuT~A~~METERS --- INPUT COEFFICIENTS 

T= --- 
F’- 4- 

11341.0000 TF= 1.000000 COCER= 0.158000 
531.000000 O&M= 0.0 CDEXP= 0.291000 

I --. _ PH I= .-- . -.- - .-.._ -.. 
R= 

1 .oooooo 1.000000 CICER= 0.000200 
0.950000 z2’= - . _ .-~ - - - - - - _ 
0.010000 z3= 

60.000000 
60.000000 

CIEXP= 1 .ofmmg-- ,.-..,_ _ -__ 

Df= 0.020000 z4= 60.000000 25= 0.0 
_- _-_.-_-_._ ____.____ -. ~--~-- 
CALCULATED VALUES KG SUM TO I.L.6.3 SrHILLIONS 

CD=Cl?CER x {T X DF)XXICDEXPl X CF _... .- _. ..- -- .- -... 

CLRM=CICER X (MIXXtCIEXPJ X CF X TF 0.106 

3” #PM =T / M 

z 
cn E =l.O + LOC;(PHI) / LOG(2.0) .-. _ __ _--.- _. - ., -. .- -.-.- -.--_ 

CTFU=tCLRM / E)X((#RM X Z1+.5lXX(E) -O.SXX(E)J 

.- 
21.358 

‘0.926 

1.935 

CTB =((CLRM/ElX((CRM X 23 + O.S)XX(EI -O.SXXIEJJ I / 23 1.442 
_ .-_ - 

CIPS=CTB*Z4/Z2 1.442 

CRC1 =CT8 X R 0.014 - -- .__- .-- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 

‘COMMENTS 
_ . . - - - 
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1.1.6.4 THERMAL CONTROL 

This element includes any component used to modify the temperature of 
interface subsystem components. It includes cold plates, heat transfer and 
radiator devices as well as insulation, thermal control coatings and finishes. 
Excluded are paints or finishes applied to components during their manufactur- 
ing sequence. No thermal control requirements are defined for the interface. 
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THis element provides for in-place repair or replacement of components 
and includes work stations, tracks, access ways, and insitu repair equipment. 

Maintenance requirements are related to the equipment and facilities 
needed to transport men and material to the work station. Some of the same 
equipment required for maintenance at the site is used commonly in the per- 
formance of work at other sites. The CER's accommodate this usage. 
Table 1.1,6.5 identifies the requirements, and cost estimates are provided 
in Tables 1.1.6.5.1, 1.1.6.5.2, and 1.1.6.5.3. 

Table 1.1.6.5 Maintenance Requirements 

WBS 
NO. 

1.1.6.5.1 

1.1.6.5.2 MANNED MANIPULATOR MODULE 

1.1.6.5.3 TRACKS AND ACCESS WAYS 

MAINTENANCE ITEM 
DESCRIPTION 

“FREE-FLYERS” OR BARGE FOR 
CARGO AND PERSONNEL (COMMON 
USE ITEM) 

1.1.6.5 
INTERFACE 

.2 VEHICLE UTILIZATION 

1 VEHICLE 

24000 kg 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
ThI3LE 1.1.6.5.1 MAINTENANCE - FREE FLYERS 

--INhiT PARAMETFRS 
___ _ _.. .,_- _-.. -. _...... .___ 

INPUT COEFFICIENTS 

T= 5000.00000 TF= 1 .oooooo CDC ER= 0.0 
6 M= 5000.00000 O&M= 0.0 CDExP= 0.0 

CF= 1.250000 ZL= 0.2 00000 CI CER= 0.005798 
PHI= 0.9 50000 z2= 60~000000 CIEXP= 1.000000 -.._ ._-. .-.. - _ - __............ -. _ __ _--. - ._ ----._-.. __ _. _--.-- ___. -- __.. -.-.-- . . ---.----.. .--_.--.-.----.-____-_..-.--.- .--.. - . -. --... __ 

R= 0.020000 z3= 12.000000 
DF= 1 .oooooo z4= 12.000000 z5= 0.0 

- ---- __--- -- 
CALCULATED VALUES KG SUM TO l-1.6.5 $,MILLIONS 

Cq=CDCER X.-(T X DFJXX(CDEXPJ X CF o,o 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 34.238 

- -. 
ti 
L 

#RM =TT M 1.000 - 

0 
OD E. =l.O t LOGLPHI) / LOG12.0) 0.926 -_-.-- .__.. _. _--- -__ .-- -._- _.-. -.---- ..-_. -_.--- ..____ - __,._ _ __... -_. ._- _ _.._. .._.. . _ ._ ..__.____ .._._.____. _ .__.._... -. _ _..... - 

CTFU=(CLPM / E)X(I#RM X Z1+.5)XX(EJ -0.5Xx(E)) 7.530 

---~ --. -- 

CTB =((CLRM/EIX(I#RM X 23 + O.SJXX(E) -0.5XXlEJJ 1 / 23 32.098 

CIPS=CTB*Z4/Z2 6.420 

CRC t =CTE X R -__-_- 

CO&M = O&M OR CTB*ZS/ZZ/ENYR 

.-- 0.642 -- 

0.0 

COMMENTS 



ROCKWELL SPS CR-Z REFERENCE CONFIGURATION 
TABLE 1.1.6.5.2 MANNEO MANIPULATOR 

.-.-. _ 
INPUT COEFFICIENTS 

T= 3000.00000 TF= 1 .oooooo CDCER= 0.0 - --.-_-.__- -_ 
N= 3000.00000 O&M= 0.0 COEXP= 0.0 

CF= 1.100000 
PHI= 0.950000 --. --. __ __ __... ._....._ ._ _.. 

R= 0.020000 
DF= i .oooooo 

Zl= 1.000000 CICER= 0.005798 
z2= 60.000000 CI EXP= 1 .oooooo _. -_.- ---- -_-.--_--..-..- ---_-.--- .____ - . -. -----.--_- _..._ -..-.. _ _ _ - 
Z3= 60.000000 
z4= 60.000000 25 = 0.0 

-_-_-- -- 
CALCULATED VALUES KG SUM TO 1.1.6.5 S,MILLIONS 

CO=CDCER X (T X DF)XX(CDEXP) x CF 0.0 

CLRM=CICER X (MIXXtC IEXP 1 X CF X TF 19.133 

7 #RM =i / M  1.000 
P  
zi E =l.O + LDGJPHI I / LOGI2.01 0.926 _ ._ _ - ._,. _ ___ -- --. ..-..-. ._ __ ._ -- ___ _. __._.. 

CTFU=(CLRM / ElX( (%RM X Zl+.5IXX(EI -0.5Xx(E)) 19.203 

CTB =((CLRH/EIX((#RM X 23 + 0.5IXX(E) -O.SXXIEJJ ) / z3 15.198 

CiPS= CTB*Z4/Z2 --. 
-_ - __--. __--.----___ -...--_..- .._ . -._ ..-- 

15.198 

CRCI =CTB X R 0.304 .- -. 

CCEM = O&M OR CTB*ZS/Z2/ENYR 0.0 

- ..__.. - -..-. .-. _. _. - 
COMMENTS 



ROCKNELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE l-1.6.5.3 TRACKS 8 ACCESS WAYS 

INPUT--P/iRAMETERS 
_ ~. -_--... ..-. _.. - ..-......-.- - - ..- 

INPUT COEFFI CI ENTS 

T& 24000.0000 TF= 1 .lldOi)30 CDCER= 0.0 --- _-.- 
M= 24000.0000 O&M= 0.0 CDE.XP= 0.0 

CF= 1 .oooooo 21= L .oooooo CICER= 0.000005 
PHI= 1 .oooooo 22~--_._-_-.--_60.000 CI EXP= 1 .oooooo -- -_.--.- .-.--.. - .--__ -.-.- --- ---.--.. .__--__ 

R= 0.002000 z3= 60~000000 
OF= 1.000000 z4= 60.000000 z5= 0.0 

_--~-._- 
CALCULATED VALUES KG SUM TO 1.1.6.5 L,MILLIONS 

CD=CDCER X LT X DF)XX(COEXPt X CF 0.0 

CLRM=CICER X (MIXX(CIEXP) X CF X TF 0.120 
-___- -- 
$ #RH =T / M 1.000 
P 
g E =l.O + LOGLPHI) / LOG(2.0) 1.000 ..-_ -_- ---..-- --..__.---- --.--.--.- ----.------~ _-.-._--.-. _. -__- -.--__ .----.- -.-.__-... ..--_-__ 

CTFU=(CLRM / EIXL (RRM X ZL+.S)XX(E) -0.5Xx(E)) 0.120 
-~_--.-. -____.--- 

CTB =((CLRM/E)X( (#RM X 23 + O.S)XX(E) -O.SXX(E)) 1 / z3 0.120 

CIPS=CTB*Z4/Z2 
-_ -- ._ __ _ _ ..---.--- -.. .._ _.~.. ..- .._... - - ..-. . .- . . ..-.._ -- ._- _._..__ -__-- . .._.. - ._._. 

0,120’ .- 

CRC1 =CTB X R 0.000 - ----.----- ---- ---___-_--- ---.- --.- 

CCEM = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 
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1.1.7 SYSTEMS TEST 

This element includes the hardware, software, and activities required for 
ground-based systems test including qualification tests and other development 
tests involving two or more subsystems or assemblies. It includes the produc- 
tion, assembly, integration, and checkout of satellite system hardware into a 
full or partial system test article. It also includes the design, development, 
and manufacture of special test equipment, test fixtures, and test facilities 
that are not included in other elements such as ground support facilities. 
Also included are the planning, documentation, and actual test operations. 

Tables 1.1.7.1 and 1.1.7.2 document DDT&E cost estimates respectively for 
hardware and operations based on individual calculations equal to 50% of the 
satellite ICI. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.7.1 SYSTEM GROUNO TEST HARDWARE 

.._ ..-.. _, -. .- 
INPUT +ARAMETERS-- INPUT COEFFICIENTS.’ 

._. 

T= 0.0 TF= 1.000000 CDCER= 0 ..o -.----._- .- 
0.0 CDE3P= . M= O&M= 0.0 0.0 

C F= 0.0 Zl= 1.000000 CICER= 0.0 
PHI= 1 .oooooo z2= 60.000000 CIEXP= 0.0 

z3= 
.-.- ..---.-- -... -. -.-.-- -..- - --- .-- -- - . -. . ..-- . . .._ - .._.. _... - 

R= 0 .o 60.000000 
DF= 1.000000 z4= 60.000000 z5= 0.0 

__---_- ____-__ ~-. 
CALCULATED VALUES SET SUM TO 1.1.7 $rMILLfONS 

CD=CDCER X (T X DF)XX(CDEXPl X CF 

.CLRM=CICER X IMlXXICIEXPl X CF X TF 

-_------- - 
- - tp #RM =T / M  0.0 

E 
.m.--. E ..=LO.+ LOGdPtiI) I LOG12.01 0.0 . -._ ..-. .- .-- - -----._- ..---. .--- .--------- --_ ---.. -- -- - ----- ----. -. -.-- .- -.- ..-- .----. 

CTFU=(CLRM / E)XI(#RM’ X Zl+.S)XX(E) -0.5XXIE)) 0.0 

CTB =((CLRM/EIX((#RM X 23 + O.SJXX(EI -0.5XX1EIJ 1 / 23 0.0 

CI PS=CTB*Z4/Z2 0.0 
CRC1 =CTB X R 0.0 ------ --- --.- 

CO&M = ObM OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS 
DCTEE = 50% OF SATELLITE ICI 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.7.2 SYSTEM GROUND TEST OPERATIONS 

INPUT . .PARAMETERS INPUT COEFFICIENTS - 

T= 0.0 
-- -- H= 0.0 

TF= 
O&M= 

1.000000 CDCER = 0.0 
0.0 CDEXP=- 0.0 

I CF= 0.0 Zl? 1.000000 CICER= 0.0 
PI-I I= ._ ._. _. __ _.. _ __-- 

R= 
1 .o 00000 z2= .-o -.-- .-- ..-. -. -. - -..-. _.---.-. 

.o z3= 
60.000000 CI EXP= 0.0 ..-.. -----------. ----. .-- --.._- ----- -_.--__- ._.-. -.... .-. . 
60.000000 

DF= 1 .oooooo z4= 60.000000 25= 0.0 
- _.- ___.. 

CALCULATED VALUES SET SUH TO l-L.7 S,MtLLIONS 

CD=CDCER X LT X DFJXXlCDEXPJ X CF * W?t‘lU 

CLPM=CICER X IM)XX(C IEXP J X CF X TF 0.0 

--- --_-. ___--_..-.-.-- --- 
td #RM =T / ?( 0.0 
I 

E-E.. =l.O + LDGdPHIJ - - _. _ _ - / --_..-- LOG(2.0) -- .-. ..-- ---. _ - -----.. -.--- --.-.. .- .- -. --- --- -. ..-.-__ _. ..___ _-___-._-.- ..- 0.0 .- .- ._._ ___ ..-. 

CTFU=ICLRM / EJXd(#RM X Zl+.SJXX(EJ -O.SXX(EJJ 0.0 

CT6 =((CLRM/EJX((#RM X 23 t O.SJXX(E) -0.5XXtEJJ I / 23 0.0 

CI PS=CTB*Z4/ZZ’ 0.0 

CRC1 =CTB X R 0.0 ------- -._.____ -__- - 

CO&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

.COMMENTS 
DDTCE TEST DPS = 50% OF SATELLITE ICI 
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1.1.8 GROUND SUPPORT EQUIPMENT (GsE) 

This element includes all ground-based hardware required in support of 
handling, servicing, test, and checkout of the satellite subsystems. It also 
includes special hardware required for simulations and training. 

Costs for design, development, manufacture, acceptance, qualification, 
and maintenance of the GSE equipment are included. It is recognized that 
various equipments can serve multipurposes. For example, a developmental 
mockup may later serve as a training aid after it has served its original 
purposes. In these instances, the acquisition cost is charged to the original 
or first purpose use, and subsequent usage will incur only the recurring opera- 
tions and maintenance costs. 

GSE costs from several launch vehicle, manned spacecraft and unmanned 
satellites were analyzed to determine their applicability to SPS GSE require- 
ments.. From these data, a percentage factor was developed which was used to 
estimate SPS ground support equipment costs. This factor is expressed by the 
equation CD = 0.10 (C); where C = DDT&E cost of the satellite system. See 
Table 1.1.8. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.8 GROUND SUPPORT EOUIPMENT 

INPUT PARAMETERS-..-  INPUT COEFFICIENTS 

T= 0.0 
M= 0.0 

TF= -___ 
OEM= 

1 .oooooo 
0.0 

CDCpl= 
CDEXP= 

,“I,” --- 

CF= 0.0 Zl= 1.000000 CICER= 0.0 
PH I= -- ._.._ - ..-_. _. . ..-._-..-----._~ 

R= 
1 .oooooo z2= 60.000000 - - - .--_. -------.- - . -.... _-- .___ -.-_-_--- 
0.0 z3= 60.0001)OO 
1 .oooooo 60.000000 

CALCULATED VALUES SET SUM TO l.L $rMILLIONS 

CD=CDCER X LT X DFJXXL CDEXPJ X CF 721.236 

CLRM=CICER X (M IXXiCIEXP J X CF X TF 

7 #RM =T / M  0.0 

L 
u E =I.0 + LOGLPHIJ / LOG(2.01 0.0 _. _- . .._ --_ ___. .- .._.. .__. .____ - .___._ -_.-.-._- .-..- --..-.-..--.--_--.---.-.._--.-. . ..-.. ..- ..-. .- ._... .-... -.--._. - ..-... . 

CTFU=(CLRM / EJX((WRM X Zlt.S)XXIE) -0.5XXLEJJ 

CTB =((CLRM/EJX((#RM X 23 + 0.5)XXIE) -0.5XXlEJJ J / 23 0.0 

--_ --. .- 
CiPS=CTB*Z&iZ2 0.0 

CRC1 =CTB X R 0.0 --- - 

CC&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

DOT&E GSE = 10% OF SATELLITE DDTEE ABOVE 
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1.1.9 PRECURSOR TEST ARTICLE 

The 335 MW pilot plant precursor test article and operations is included 
in this element. It represents the technology verification space system com- 
bining the energy conversion, interface, and power transmission segments of 
the SPS satellite. The configuration will be constructed by the satellite 
construction base where the sequence is to build the slip ring/rotary joint 
housing structure followed by the interface hub and yoke base plus the 1st 
bay of the solar array. Slip rings are installed and the solar concerter 
portion is completed as the yoke (interface) arms are fabricated. The antenna 
construction and maintenance platform is attached to provide facilities- for 

_ the antenna fabrication and installation of required power modules. The com- 
pleted EOTV/Demo unit is illustrated in Figure 1.1.9. 

Figure 1.1.9 EOTV Precursor Test Article 
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1.1.9.1 EOTV PRlXURSOR VEHICLE 

This element covers the vehicle procurement required to support the 
integrated test and demonstration program. 

The energy conversion segment of the vehicle consists of primary and 
secondary structure, concentrators, solar blankets, switchgear and converters, 
conductors/insulation, attitude control and information management subsystems. 
The interface segment includes the primary and secondary structure, mechanisms, 
conductors/insulation and slip ring brushes. 

The precursor power transmission segment will be representative of the 
full-up satellite antenna to the extent of using identically available com- 
ponents for the 'required power levels of the test article. It will include 
structures, transmitter subarrays, power distribution and conditioning, bat- 
teries, insulation, and phase control elements. 

-CER's used in this section are the same as those used in the particular 
elements of earlier satellite sections. DDT&E is, however, a main cost item 
in these categories as the systems/subsystems will require substantial 
development activities, whereas the other satellite systems/subsystems will 
capitalize from this development work. 

Cost estimates for the precursor test article are presented in the 
following tables: 

Tables 

1.1.9.1.1 thru 1.1.9.1.8 

Segment 

Energy Conversion 

1.1.9.1.9 thru 1.1.9.1.13 Interface 

1.1.9.1.14 thru 1.1.9.1.24 Power Transmission 
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ROCKhELL SPS CR-2 REFERENCE CONFIGURATION 
TAf3L E 1.1.9.1.1 PRIMARY STRUCTURE - E.C. 

..-. -- -_ - _ .- - 
--INPUT PARAMETERS 

-.. _.- .- _.-. .--- ---. --...-.. .- -- .- rNPUT -. .._ - - CoEFFrCrENTS -... .-.. 

T= 30890.0000 TF= 1 .oooooo CDCER= -- 0.02~000 
M= 2059.00000 O&M= 0.0 CDEXP= 0.800000 

----7- 

CF= 1.000000 Zl= 1.000000 CICEP= 0.000050 
PH I= 

-.pG - - 
1 .oooooo z2= _- -__---._.---.. 

'0.0 
-.. ..- - .._.. 

z3= 
1.000000 

60,OOOOOO CI EXPI ~.--..-.-- _... ~.~00000_0. ., ,_.._ _.. 
0.0 

60.000000 
------ -- 
CALCULATED VALUES KG SUM TO 1.1.9.1 S,MILLIONS 

_- CD=CDCER X_jT X pF,XXtCDEXP, X CF 89,863 

CLRM=CICER X (H)XX(CIEXP) X CF X TF 0.103 

-.- 
7 #RM =T / M  

t= co E ~1.0 + LOGLPHII / LOGt2.0) 

15.002 -____ 

1.000 ._ .- _..... _ - . .._ -.- _.. _ 

CTFU=(CLP.M / E)X( L#RM X Zl+.S)XXLEl -0.5XXIEJJ 

CTB =((CLRM/E)X((#RM X 23 + 0.5)Xx(E) -0.5XXLE)j 1 / 23 0.0 

CiPS=CTB*Z4/Z2 
. .- .,.. - .- _. - ..- . . . . 

o..o‘ 

CRC1 =CTB X R 0.0 ---- _I__- ---- --_ 

CO&M = O&M OR CTEWZS/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.2 SECONDARY STRUCTURE - E.C. 

-... . ..-..- .._ _.. _. 
INPUT PARAMETERS- 

- .- _. ..-. ._ .-. _..- .._ ._ _ . 
INPUT COEFFICIENTS 

T= * 14918.0000 TF= 1 .oooooo CDC ER= 0.156000 ~- ---.-. -- .-._. 
M= 5.000000 O&M= 0.0 COEXP= 0.511000 

CF= 1 .oooooo Zl= 1 .oooooo CI CER= 0.101000 
PH I= 1 .oooooo, z2= 60.000000 CI EXP= .0.355000 ----_ -..--.-... -.--. _ _... ---.-. -_ _- 

-23= 
.- -- _-__- _-. ----------_--- _ - ..-.- --. .-- .-... _.. 

R= o .. 0.0 
OF= 1.000000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES 
--- 

KG SUM TO 1.1.9.1 $,MILL IONS 

CD=CDCER X IT X DFjXX(COEXPj X CF 21.178 -. 

CLRM=CICER X (MIXXICIEXP) X CF X TF 0.179 
.--__-_--I__ - _-_---.- 
w #RM =T / M  2983.600 
L k E =l.O t LOGiPHI) / LOG(2.0) 1.000 -_ -.. _ _-. .._ _.. . ..- . . _ - . .._ -. _. --.-_.---- - ..- - -- _ - .- - ..-. -.-... - -..-_.. 

CTFU=(CLPM / EIX((#RM X Zl+.5JXX(EJ -O.SXX(E)) 533.576 

CT6 =t(CLRM/EJX(I#RM X 23 t O.S)XX(EJ -O.SXX(EJJ J / 23 0.0 

CIPS=CTB*Z4/Z2 
_-. _---- ____ ..___... -... -... 

0,o 

CRC1 -CTB X R . 0.0 -_--- -..-- --I- 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMME-NTS -- 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION : ., 
TABLE 1.1.9.1.3 CONCENTRATOR - E.C. 

.INPUT- PARAMETERS- -. 
- -. _ . .- . .._. -. .-.. -. - . . ..-._ . -_. 

INPUT COEFFIC-iENlS 

T= 1800000.00 TF= 1.000000 COCER= 0.027000 -___- .---.-.-.- 
M= 450000.000 OEM= 0.0 COEXP= 0.394000 

CF= 1.000000 Zl= 1 .oooooo CICER= 0.000003 
PHI= 1.00001)0 z2= 60.000000 CIEXP= ’ 0.950000 -.- .R=.- ..___ - ___ ___...... __.-.--._ .~.---.6.0 __-_-_.- .._ i3=-.. ~--..-----~o,o _ .-__-- _ -._ _ _. -.-.- _ _. 

DF= 1 .oooooo z4= 60.000000 z5= 0.0 

C A~t%t--bii~b VA L U-a 
-- ------ 

SQM SUM ,TO 1.1.9.1 S,HILLIONS 

CO=CDCER X IT X DFIXXL CDEXP) X CF 

CLRM=CICER X LM)XXLCIEXP) X CF X TF 

7.869 

m  #RM =T / M  4.000 
A 
g E =l.O +JDGLPHI) _/ LOGL2.0) 1.000 - .- .._ -_ -.. _-.-- .- - --. . ._ .--- ..-- --_.. --_-. -. 

CTFU=(CLRM / E)XL L#RM X Zl+.S)XXIE) -O.SXX(EJJ 2.817 

CTB =LLCLRM/E)XI L#RM X 23 + 0.5)XXLE) -O.!iXX(EJJ 

CI PS=CTB*Z4/Z2 

CRC1 =CTB X R --- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 

COMMENTS .. .. 
- _ - . . 

1 / 23 0.0 

0.0 

0.0 - 

0.0 



RDCKkELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.4 SOLAR BLANKET -E.C. 

--._. __-._ .-_ __. - _ __ _.. - _ ___ -. . _- .- 
INPUT PARAMETER-S INPUT COEFFICIENTS 

T= 900000.000 TF= 1.000000 CDC ER= 0,161400 
M= 18750.0000 O&M,= 0.0 CDEXP= 0.394000 

CF= 1 .oooooo Zl= 1.000000 Cl: CER= 0.000067 
PHI= 1 .oooooo z2= 60.000000 CIEXP= 1.000000 --. __---.--.-. -- R= 0 .o zS& 0.0 

DF= 2.000000 Z4= 60.000000 z5= 0.0 
---- 

CALCULATED VALUES KG SUM TO 1.1.9.1 StMILLIONS 

CD=CDCER X (T X DFJXXICDEXPJ X CF _ -. 4?.042 

CLR.M=CICER X LMJXXLCIEXPJ X CF X TF 1.256’ 

lCRM / M 5” 48.000 
P 
r" E =l.O + LOGIPHIJ / LOGL2.0) 1.000 --_ . _ _ -- _ .- -. -. - -- .-.. - _.- -.-.-__ - _ 

CTFU=tCLRM / EJXL(#R.M X ZL+.SJXXLEJ -O.SXXLElJ 60.300 

CTB =I(CLRM/EJX( L#RM X Z3 + O.SlXX(E) -O.SXX(EJJ 1 / 23 0.0 

.-CIPS=CTB*ZZb/Z2 0.0 

CRC1 pCTB X R 0.0 

CCCM = OEM OR CTB*ZS/Z2/ENYR 0.0 
-..-- _......_ -. _._.. ._ 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE- CONFIGURATION 
TABLE 1.1.9 .L .5 SWITCHGEAR t, CONVERTERS -E.C. 

INPUT PARiME.iERi- -- 
_ _ _ ._._ _ __ _ . _ 

INPUT COEFFI CI ENTS 

T= 2875.00000 TF= 1 .i)ooooo COC’ER= 0.158000 -_.__ 
M= ---~---- 

.~- 
719.000000 0 CM= 0.0. COEXP= 3.297000 

PH I= 1 .oooooo z2= 60.000000 
R= 0.0 z3= 0.0 

1.500000 

3 .oooooo 

1 .oooooo CICER= 0.000400 
CI EXP= 1 .oooqoo. -.. _ .._ _. 

60.000000 

-------- 
CALCULATED VALUES KG SUM TO 1.1.9.1 S,MILLIONS’ 

CD=CDCER X (T X DFlXXtCDEXPl X CF 3.497 . 

CLRM=CICER X (MlXXtCIEXP J X CF X TF 0.431 

----._---.----__-- -_--_-- 

9” #RM =T / M  3.999 
P 
F.- - ^ . ..= E 1.0 + LOG(PH1) / LOG(2.0) 1.000 - . -.-. .----_.-...-__- ___--_ _..--- --.-.-._-..-.-. ___ -- __--_ ..- __--- ,,_..... _. . 1 . 

CTFU=(CLRM / ElX((#RM X ZL+.S)XX(E) -O.SXX(EJJ 1.725 

CT6 =((CLRH/E1X((#RM X 23 + O.SJXX(EI -O.SXX(EJJ I / 23 0.0 

CIPS=tTB*Z4/Z2 
_. . -..--._.-..- --... -_- .-.._. 

0.0 

CRC1 =CTB X R 0.0 -.-_--.-_ -_ ~---I--- - -- ---. 

CCCM = O&M OR CTB*Z5/Z2/ENYR 0.0 

_. .- -. _. 
COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.6 CONOUCTOPS & INSULATION - E.C. 

-. - .- _. 
I-NPiiT- PARAMETE: S- 

.-.. --~ ,.- -... -. _- ..__ _..-..- 
INPUT COEFFICIENTS- 

-. _.-.._ 

T= 357675.000 TF= 1.030300 COC ER = 0.158000 --------- _------ -~- -- 
M= 7452.00000 O&M= 0.0 COEXP= 3.297000 

CF= 1 .oooooo Zl= 1.000000 CICER= 0.000004 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo - -- -- _... .-... -. ---.-- -... _ .-... _.-. __.--.-__--__- .__. -_-_- _-.-_-. ._.. -_ -_..-. _--.- __ _. -. _~ _ 

R= 0.0 z3= 0.0 
OF= 1.000000 z4= 60.000000 z5= 0.0 

--.~----. .---. -... - _--.- 
CALCULATE0 VALUES KG SUH TO 1.1.9.1 SrMILLIONS 

CO=COCER X IT X 0F)XXICOEXPJ X CF 7.048 - . _ ._ - ._ -.- ._ 

CLRM=CICER X (M)XXICIEXPI X CF X TF 0.030 

47.997 

_-.. -_- _._.. .__.__ ~__.. _ __-- _.__. ----.xMo _... . ._. ._. _. 

CTFU=(CLRM / E)X( (#RM X.Zlt.S)XX(E) -0.5Xx(E)) 

CT6 =((CLRM/EJXI (PRM X 23 + 0.51XXiE) -0.5XXdEdJ 1 / 23 

CIPS=CiB*Z4/i2 --- -. 
-..- _-.---.. .-..-. ..--. -- __-_--_-. .-. . . 

0.0 -. ‘-- 

----c Rc 1 =CT8 X R 0.0 P---P 

CCGM = CICM OR CTB*ZS/ZZ/ENYR 

Cf lMMENTS 
_ ,. __ -. -- -. - 

0.0 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TPBL E 1.1.9.1.7 ACS HAROWARE - E.C. 

-__--. - ._ - ..- -. - ._.-. ..--- -.--. ..-.. 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= * 283557.000 TF= 0.300000 COCER= 1.122000 _-.--- -- 
M= 1970.00000 O&M= 0.0 COEXP= 0.190000 

C F= 1.000000 Zl= 1.000000 CI CER= 0.057000 
PHI= 1 .oooooo z2= 60.000000 CI EXP= .O .729000 .- _ .-. -_ --.- ___ ._--___ - .- _ __ .._.. -...- __ _ _.- ..-..-.- _ --_-~_____--.---..-- ----_ _--..-.----- ____. ---..-.-_ __._- -.--. 

R= 0.0 z3= 0.0 
OF= 1.000000 ze= 60.000000 Z5= 0.0 

_-.--_. --- -- .-.- 
CALCUL ATE0 VALUES KG SUM TO 1.1.9.1 S,MILLIONS 

CC!=COCER X (T. X pFjX$COEXP) X CF -.. _ ._ .__. -.- - _-.- .__.. --- __ .- -.. .__ _ ._. __._._....... ._ 12: 190 

CLRM=CICER X (MIXX(CIEXPl X CF X TF 4.312 
s -- ---____ 

5” 
#RM =T / H  143.938 l 

E E =l.O + LOGIPHI) / LOG12.0) .._l~QclQ ,,._ -,_. -.,_ ___ 

CTFU=ICLRH / E)X(I%RM X Zl+.S)XXIk) -O.SXX(EJJ 620.634 

CT8 =((CLRH/EIX((#RM X 23 + O.SJXX(EI -O.SXX(EJJ 1 ‘/ 23 0.0 

CI PS=C;iB*ZZeiZ2. -- 
-- -.- -... _ _..--- .____. -_-- _,______ -. ._. ._.._ . ___._ 

0.0 

CRC1 =ClB X R 0.0 --~ - - - 

CO&M = O&M bR CTB*Z5/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.8 SLIPRINGS - PRECURSOR 

INPUT PARAMETERS INPUT Cd-#FICiEtiTS -- -. 

T= 43000.0000 TF= 1.000000 CDCER= 0.156000 .-----_ --. ------- 
M= 10750.0000 O&M= 0.0 CDEXP= 0.511000 

CF= 1.500000 Zl= 1 .oooooo CICER= 0.000764 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 0.950000 - _----.--_---L.__ -- ._.. -._- -.-- _.--. -_--.-..- - _ ._ _ _ - _ _ _. 

R= 0.0 z3= 0.0 
DF= 1.000000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES KG SUM TO 1.1.9.1 SrMILLIONS 

_-- CD=CDCEFi X (T X DF)Xi(CDEXP) X CF .. 54,565 

CLPM=CICER X iMlXX(CIEXP) X CF X TF 7.745 
----- ---- --- --- 
m #RM =T / M  4.000 
L 
ki E =I.0 + LOG(PHI) / LOG(2.0) 1.000 - _--.. .-. _ --... .._-.-- _..-..-- - -... --...-_ 

CTFU=(CLRM / EIX((#RM X Zl+.SIXX(E) -O.SXX(EJ) 30.980 . 

CTB =((CLRM/EIXl(#RH X 23 + O.S)XXIEI -0.5XXdE3) 1 / 23 0.0 

CIPi=CTB*Z4/Z2-. 0.0’ .. I 

CRC1 =CTB X R 0.0 - --- 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 

COMMENTS 

0.0 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TARL E 1.1.9.1.9 PRIMARY STRUCTURE - INTERFACE 

IhPtiT’P.AR-AMETERS 
_. -. - INPUT ..coEFFic i ENTS . 

T= ___-- W= 
120000.000 TF= 1.000000 CDCER= 0.023000 

200.00000-0 O&M= 0.0 CDEXP= o.aomoo 
CF= 1.000000 z1= 

PH I= 1.000000 z2= 
R= 0.0 z3= 

DF= 0.500000 z4= 

1.000000 CICER= 0.000050 
60~000000 Cl EXP= 1 .oooooo ___-.-_-__-._ ..---. . --.-.-----.- _.._ ._._._ ._- - . . .._. .- - - ..__._ 

0.0 
60.000000 z5= 0.0 

- ---_-___ 
CALCULATED VALUES KG S?jM TO l-1.9.1 S,blILLIONS 

CD=CDCER X (T X DFJXXtCDEXPJ X CF 152.044 -. -.. -. _. 

CLRM=CICER X (MJXXICIEXPJ X CF X TF 0.010 
--- 

7 #RM =T / M 

E 
m E =l.O + LOGjPHtJ / LOG(2.0) . _... -..- _. - - __- _ __.. --._ _. 

6Op.000. 

1.000 - -..-- ~..---------_-.-..- _ -.-. - - 

CTFU=(CLRM / E)X( (#RM X Zlt.SJXX(EJ -O.SXX(EJJ. 6.000 
-- - 

CTB =((CLRM/ElX((#RM X 23 + O.SlXXiEJ -O.SXX(EJJ J / 23 0.0 

CIPS=CTB*Z4/Z2 0.0 

CRC1 =CTB X R 

CC!&M = O&M OR CTB+ZS/ZZ/ENYR 0.0 

COMMENTS 
_ ----...--.- __-.- .,_.. .___ 



1 

ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.10 SECONDARY-STRUCTURE - INTERFACE 

---_- ._. -. __ . ._. .- ..~ .-_.. 
INPUT PARAbiETERS INPUT COEFFICIENTS 

T= 15500.0000 TF= 0.007300 CDC ER = 0.156000 --- --_--.-.--- 
M= 5.000000 O&M= 0.0 CDEXP= 0.511000 

CF= 1.000000 Zl= 1 .oooooo CICER= 0.101000 
PHI= 1.000000 z2= 60.000000 CI EXP= 0.355000 - - ._ - . - _- -.-_.-- .______._ _-- _____ -__--. _ -.-. -- ___. -__-__-_--__- -.- ._ ---___-- .__.__. -- _.__._ - __..__ --. _.___ -_--- _ -_.. ._. - 

R= 0.0 z3= 0.0 
DF= 0.500000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES KG SUM TO 1.1.9.1 St MILL IONS 

.- CP=CDCER _x !f x DF.!XX~C!?EXP) x CF.. .-- .__. . . _.... -- _._._ --_ -.-- _. - .- . ..__. - .^.___ .~. .-. .- .? 15 155 

CLRM=CICER X LMIXXICIEXP) X CF X TF 
--. -- 

4” #RM =T / M 3100.000 

5 E =1.0 + LOGLPHI) / LOG(2.0) _ - .--. - ._..- -_----_---. . - . . _-. ._ - _.. -_-.-.-- - 

CTFU=LCLRY / EIXLLLRM X Zl+.S)XXLEI -0.5XXLEJ) 4.047 

CTB =((CLRM/E)XI L#RM X 23 + 0.5)xX(E) -0.5XXLEhJ J / 23 0.0 

-CIPS=CTB*Z4/22 0,o -. 

CRC1 =CTB X R 0.0 - --. 

CO&M = OEM OR CTB*ZS/ZZ/ENYR 0.0 
._.. ..--._.-. . 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.11 MECHANISMS - INTERFACE 

_.-. - 
I INPUT-’ PARAMETERS -- - INPUT COEFFICIENTS -. 

T= 391000.000 TF= L.000000 COCER= 0.156000 _--__-__-_--_- 391.000000 .--. . -____---- -----..-. -__ 
M= O&M= 0.0 COEXP= 0.511000 

CF= 1 .oooooo Zl= 1.000000 CICER= 0.000764 
PH I= 1 .oooooo z2= 60.000000 CI EXP= 0.950000 -_ ._ . _. __ _- _.._ --.-_ - ..__. ._ _- ____.-..- .__ --_-._,----- -..-.- - ._-~. . -._ .- _.__.. _-- -_- . ..__ - ._._. - _,_ _. ..- 

R 
OFI 

0.0 z3= 0.0 
I 0.500000 z4= 60.000000 z5= 0.0 

I 

-.- _----.------_ 
CALCULATED VALUES KG 

CD=CDCER X IT X OF)XX(COEXP) X CF 

SUM TO 1.1.9.1 s, MI-LL IONS 

78.868 

CLRM=CICER X IM)XX(CIEXPl X CF X TF 0.222 
- . - _ - _ - - I . - . - - -  - - - -  - .  - ---_-- -- 
5” 

#RM =T / M 1000.000 

I k E =L.O + LOGfPHI) / LOG(2.0) 1.000 _- ._ ..-_. __ - _ _. .._ --- - ------. .-.------ -.-----------.------ 

CTFU=(CLRM / E)X((#RM X Zl+.SJXX(EJ -O.SXX(ElJ 221.647 

CTB’=((CLRY/E)X(I#RM X 23 + O.S)XX(E) -0.5Xx(E)) 1 / 23 

CIPS=CTB*Z4/22 

CRC 1 =CTB X R 0.0 -~ -.-.------ ___-__ -----.-__--_-~ 

CC&M = O&M OR CTB*ZS/Z2/ENYR . 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TASL E lA.9.1.12 CONDUCTORS & INSULATION 

IhPtii PARAMETERS -i til+JT CO EiFI C I EiJf S--. 

T= 52790.0000 TF= 1 .oooooo CDCER= 0.158000 ------~-_ _ 
M= 1650.00000 O&H= 0.0 CDEXP= 0.297000 

C F= 1 .oooooo Zl= 1 .oooooo CI CER= 0.000004 
PI-4 I= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo _. _-- -- .._ --.._ _____. - _.._ - _..-..- _.. __.__ -. ---. .-. 

__-~ R= 0 .o z3= 0.0 
DF= 1 .oooooo z4= 60.000000 z5= 0.0 

----.---- -____-- .-- 
CALCULATED VALUES KG SUH TO 1.1.9.1 StHILLIONS 

CD=CDCER X (T x DF!0HtDEXP) X CF 3.993 ..-. 

CLRH=CICER X (MlXXICIEXP) X CF X TF 0.007 

- - I - - - . - - -  

w #PM =T / M 31.994 
c 
2 .-E_ “1.0 + LOG(PHIJ / LOG(2.0) 1.000 ._ ..- .-._- _ _-- ..-.-_-_.-- -. . .._-. -.-.-- -_._-- --..---.---~-~. .-.. - ..---_-..--_.-__-- ._.. -.- ._..... - .-.--. .__ _ . .- 

CTFU=(CLRM / EJX((#RM X ZI+.SJXX(EJ -O.SXX(EJJ 0.211 

CTB =(lCLRM/E 1X( (#RM X 23 + O.SiXX(EJ -0.SXXlEJJ J / 23 0.0 

CIPS=CTB*Z4/Z2 -. 
_. 

0,o -’ 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
_ _ ___ - _ 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE L.l.9.1.13 SLIPR.ING RRUSHES - PRECURSOR 

INPUT PARAMETERS INPUT COEFFICIENTS 

T= 11341.0000 TF= 1.000000 CDCER = 0.158000 
-- - 

- 
C= 531.000000 O&M= 0.0 CDEXP= 0.297000 

C F= 1 .oooooo Zl= 1 .oooooo CICER= 0.000200 
PHI= 1.000000 z2= 60.000000 CiEXP= 1 .oooooo _ - _ ._ - _ _ .__,__..__ -__ _. ___._..__._____._.__ - .__..___._ ____ -.- __.___ --.__-.-.- __._ -..--.. - - -__-.- .--.--- _--.--..-. - - ._ _ __ . - .._ 

R= 0.0 z3= 0.0 
OF= 1 .oooooo z4= 60.000000 z5= 0.0 

_-__-.--._-- .._.. --.-- 
CALCULATED VALUES 

.- ---_--- 
KG SUM TO 1.1.9.1 $,MILLIONS 

CD=CDCER X !T X CjFjXXtCOEXPJ X CF _ .- ..- _--. -. 2,5?9 

CLRM=CICER X (M)XX(C IEXP) X CF X TF 0.106 
-- 

5” #RM =T / M 21.358 
iA o E =l.O + LOG(PI-41) / LOG(2.0) _- -. ..- . _ .-_-_ _. ..-_- -...-_ -.__._ ..___ --._-. ..-. -.- ._... - .___ ---__. . 1_?OQO -.- ._ _ 

CTFU=(CLRM / E)X(ICRM X Zl+.S)XX(E) -O.SXX(EJJ 2.268 

CTB =((CLRM/EJX( (#RM X 23 + O.SJXX(EJ -O.SXX(EJJ J / 23 .o.o 
.-.- 

CIPS=CTB*Z4/Z2 
._... -__,-_.-- - _. . ..-. . _---.__ ___ -- ..___ -. ____ ._ __ .- _- ..__,__... -._ ._ __... 

0.0 

CRC1 =CTB X R 0.0 ----.--- -- ---- 

CO&H = O&M OR CTB*Z5/22/ENYR 0.0 
_ ..-. ~.. 

COMMENTS 



r 

ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.14 PRIM4RY STRUCTURE - POWER TRANS 

I-NPUT- ‘PARAME’TERS 
_-.. _. 

‘INPtiT’COEFFICIENTS ..-’ 

T= 5000.00000 TF= 1.000000 COCER= 0.023000 
MI -- 1250.00000 ----- O&M= .-- 

--~-.- 
0.0 COEXP=- 0.800000 

CF= 1 .oooooo Zl=. 1 .oooooo CICER= 0.000050 
PI-i I= 1.000000 Z2= 60,OOOOOO CI EXP= -.. -... ._- .._ -..-. .-. .- ._-..--.- -__--- - ~--..-- -_- .- - -.---- --._- ---.-. -1 .oooooo 

R= 0.0 Z3= 0.0 
OF= 1 .oooooo i!4= 60.000000 z5= 0.0 

-- 
CALCULATED VALUES 

---- 
KG SUM TO 1.1.9.1 -$,MILL IONS 

CO=COtER X !T X- CjF!XX(COEXP) -x CF .z 
_.-. 

CLRM=CICER X (MlXXdCIEXP) X CF X TF 0.063 
-----.- ._.__--- --~-- 

41 #RH =T / M 4.000 I 
E E =I!0 t \O(;JWI) / LOG(2.0) - . .._. _.-.--.. ---._- --.. ----._ --- 

CTFU=(CLRH / EIXIICRM X Z1+.5)XX(El -O.SXX(EJ) 

i.000 

0.250 

CTB =((CLRM/E1X((WRH X 23 + O.S)XX(E) -0.5XXiEJi 1 / 23 0.0 

CIPS=CT~*Z~/Z~ . -- -- o:ci 

CRC1 =CT8 X R 0.0 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS -- 
_ _ ._ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.15 SECONDARY STRUCTURE - POWER TRANS 

-. 
INPUT PARAMETERS 

_.. 
INPUT .COEFFICIENTS 

T= 
M= 

9750.00000 TF= 0.007300 COCER= O.L56000 _---- 
5.000000 O&‘M= 0.0 COEXP= 0.511000 

PHI= _ _. ._.... -. - ^. _- .--, .-.. 
R= 

1.000000 
1 .oooooo z2= 
0.0 ----23=-- 

1.000000 CICER= 
60.000000 CI EXP= -..--~.-- ____.___ --.- ..---_- - __-__-. ._ ..-.- . -.-..- 

0.0 

0.101000 
0.355000 .-- _ __. - . - _ __ - _ -. - 

OF= 1 .oooooo z4= 60.000000 z5= 0.0 
._--- I____--. 
CALCULATE0 VALUES KG SUM TO 1.1.9.1 S,HILLION~ 

CO=COCER X 

CLRM=CICER 

LT X DF!XX(COEXP) X CF 17,041 

X IMIXXICIEXP) X CF X TF 0.001 
.---___. 
7 #RH =T / M 

ii E =l.O + LOG(PHt) / LOG(2.0) - - _--. __--._. -.. _--..- 

CTFU=ICLRM / E)X((#RM X Zl+.SJXX(E) -0.5XX(E)I 

1950.000 

1.000 ---__ -----_ -.-_--- .--__- .,_.-- .-_ -._.- ._.._ _.... _ . . 

2.546 

CTB =((CLRH/ElX((#RM X 23 + O.S)XX(E) -0.5XX(EIj I / 23 0.0 
_ 

CIPS.=CTB*Z4/Z2 
.- .-.-. .-. .---.--. --.- .._._. _.. -. _ --._...._....... -. - - 

0.0 

CRCI =CTB X R 0.0 -------- ---- 

CC&M = O&M OR CTB*Z5/Z2/ENYR 0.0 
CoMAENTs . -. - .- 



r 
ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 

TABLE 1.1.9.1.16 TRANSMITTER. SUBARRAYS - KLYSTRONS ICI 
__ _-. - .-. _-.-_. - _..__ _..._. --_._--.-...-. ._ 

INPUT PARAMETERS INPUT COEFFICIENTS 

T= 34617.0000 TF= 1.000000 COCER= 0.0 
M= 118.800003 O&M= 0.0 COEX.P= 0.0 

CF= 1.250000 ZL= 1.000000 CICER= 0.003270 
PHI= 1.000000 z2= 60.000000 t1 EXP= 1 .oooooo -.-- .-_-... -.- _. ..-_----._ __.. .-.. .-.. --__ --.-..- ___--- ----_--- -------. --- -_----- -- --_.- - - ..__ - -... 

R= 0.0 z3= 0.0 
DF= 1.000000 r z4= 60.000000 z5= 0.0 

- 
CALCUL ATE0 VALUES SQ M SUM TO 1.1.9.1 SrfiILLIONS 

CO=COCER X (T X OF)XX(COEXP) X CF ‘0.0 _.. -.-__-. .--. -.. _-- __..._. _--.- . . -.-. ..-- ._. ..- - 

CLRM=CICER X (M )XX(CIEXP) X CF X TF 0.486 

9” #RM =T / M 291.389 
I2 
u E =l.O + LOG(PHIJ / LOG(2.01 1.000 .- -_- -.- ..-..-_.- _ . -- - _._ ..- - _ __.. -.-.-.- --- ---- ~ -... - -_ ..--- -- -.-- - _ - . . . 

CTFU=(CLRM / EIX((#RM X Zl+.SlXX(EI -O.SXX(EJJ 141.497 

CT8 =((CLRM/ElX((CRM X 23 t O.SJXX(E) -O.SXX(EJJ 1 / 23 0.0 

CCPS=CTB+Z4/Z2 -.. 0.0 

I =CT8 X R CRC1 0.0 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMI%JTS - 
_ _ _ - _ _. _. . _ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.17 SWITCHGEAR & CONVERTERS - P.T. PRECURSOR 

..-. -.. 
INPUT PAfiAtiETERS’-‘- 

-_. -. . _- ._ ..-. -. . ____ _ -.- .- . . .- ..- 
INPUT COEFFICIEiITS 

T=, 79200.000.0 TF= 1 .oooooo CDCER= 0.158000 -- 
M= 2447.00000 O&M= 0.0 CDEXP= 0.297000 

C F= 1.500000 Zl= 1.000000 CICER= 0.000400 
PH I= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo .-.R^l-.---...--. .- -..---‘oso-- .-Z~=.----.----.---a;o-.-- _____- _------------- - --.---_-.-- ._ --__-.._-__ 

DF= 1.000000 ze= 60.000000 z5= 0.0 
.--_- 
CALCULATED VALUES KG SUM TO 1.1.9.1 Sr MILLIONS 

__ CD=CDCER X (T X 

CLRM=CICER X IM 

DFJXX(CDiXPJ X CF 

)XX(C IEXPJ X CF X TF 

6.756 - _.--- - -_. ._._.... -..- ..___. _- _ - - --_... - -- _..__ _- ._ 

1.468 

w ,, #RM=T/M 32.366 

c 
e E =l.O + LOG(PIiIIm/ LOGi2.0) 1.000 _ .- .--- _.- -.---..- - --.-. -- ---_------ ------ ._-..-.-.-.-._--- _________ - ___ .__ .._ ___.. . 

CTFU=(CLPM / EJX((#RM X Z1+.5JXX’(EJ -0,5XX(EJJ 47.520 

CT6 =(ICLRM/EJX((#RM X 23 + O.SJXXtEJ -O.SXX(EJJ 1 / 23 0.0 

.CI PS=CTB*Z4/Z2 
- -... . - - .__ --_-._. ..- ..-. 

0.0 

CRC1 =CTR X R 0.0 -~---- -- -- 

CC&M = O&M OR CTB*Z5/Z2/ENYR 0.0 
_.. 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.18 CONDUCTORS & INSULATION - P.T. PRECURSOR 

INPUT PARAMETERS INPUi ‘COEFFICIENTS 

T= 60090.0000 TF= 1.01)0030 CDCER= 0.158000 
- --- 

_--_ --. 
M= 1720.00000 O&M= 0.0 WEXP= 9.29%iOO 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.000004 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo .- - .._._. - _ _ _ _... _-. .._ -.. _- _-_.__._ -._. _____ --... ---_- _._.____. ----...----. . _.. -____ --------- - _ . -. _. 

R= 0.0 z3= 0.0 
DF= 1.000000 z4= 60.000000 z5= 0.0 
_.-- ---...- ----.- --- 

KG 
-- --------- 

. CALCULATED VALUES SUM TO 1.1.9.1 $,HILLIONS 

CD=CDCER ,! (T X DFJXXt CDEXP J x CF . 4.147 

CLRM=CICER X (MJXXICIEXPJ X CF X TF 0.007 
----_ 
5” #RM =T / H 34.884 

E E 21.0 + LOG(i’HII / LOG(2.0) 1.000 ._ . -.. .-. - .- .- ..--..- _ . ._... ..- . - . -.-.-- --~ -. . -.-.. - -. _ _._.. - - 

CTFU=(CLRM / E)Xt(#RM X Zl+.SIXXIE) -O.SXX(EJJ 0.240 

CTB =((CLRH/EJX( (CRH X 23 + O.S)XX(E) -O.SXX(EJ) 1 / 23 0.0 
- . - ___ _- . .- 

CIPS=CTB*Z4/Z2 0.0 .. 

CRC1 =CTB X R 0.0 -- -. 

CC&M = O&M OR CTB*ZS/Z2/ENYR 
. 

COMMENTS 

0.0 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TARL E 1.1.9.1.19 BdTTEPIES - P.T. PRECURSOR 

-INtiliT -PARAMETERS. 
-.._ ._. -_-. - _..... --- ..- ___ _..- _.. -.-_,. ^ ._ ,.__ ~. -_ 

INPUT COEFFICIENTS 

- 
T= 
M= 

8000.00000 TF= 1.000000 CDCER= 0.037000 
50.000000 OEM= 0.0 CDEP= 

--. -- 
0.734000 

C F= 1.000000 Zl= 1.000000 CICER= 0.028000 
PH I= 1.oooor)o z2= 6O.OOOOOO CI EXP= 

..R=- - ----- .. .d ._._. - 
.-.---. _~ ..- . -..-..--- --. g..2+-Km- 

z3= 0.0 
DF= 1.000000 24= 60.000000 z5= 0.0 

--- ___-_ -. -_._---___ .-- 
CALCULATED VALUES KG Sh TO l-1.9.1 .- 

--_--. 
6,MILLIONS 

CD=CDCER ,! !T -X ~F,~XtCDEXP, X CF 

CLRM=CICER X (MJXXKIEkP) X CF X TF 

37,106 

--- 
w #RM =T / M 
c 
% E =I?0 + LOG(PHIJ / LOGt2.01 

CTFU=(CLRM / E)X((#RM X Zl+.S)XX(EJ -O.SXX(EJJ 

--- 
J6,0.000 I 

J*OOLJ 
I 

11.501 I 
---- .---- -.-_.-_-.- ----- _- ---___--_-. --.-_- - -- 

CTB =((CLRM/ElX((#RM X 23 + 0.5JXXlEJ -O.!!iXX(EJJ J / 23 0.0 

-- CIPS=CTB*Z4/22 0.0 

CRC1 =CTB X R 0.0 -_--- - 

CC!tM = O&M OR CTB*Z5/22/ENYR 0.0 

COMMENTS 



- - .-. 
ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 

TABLE 1.1.9.1.20 THERMAL CONTROL - INSULATION - PRECURSOP 

INPUT PARAMETERS INPUT COEFFICIENTS -- ‘- 

T= 23200.0000 TF= 0.048000 CDCER= 0.156000 y= -._~__I_-~_-^____. -._.-- 
4.000000 O&M= 0.0 CDEXP= 0.511000 

C F= 1 .oooooo Zl= 1 .oooooo Cl CER= 0.101000 
PHI= 1 .oooooo z2= 6O.OOOOiIO CI EXP= 0.355000 -- ..- -.- ..__..^__ . ..__. -. .-. .___..___... - .__._. -.--.-.--.. .__- - ..-_-----._ _ _._ -_. .-_ .--. ..--.----.-..-.-.-_- --. ._ __-.. ._ ._..__ -. -._ 

R= 0.0 Z3= 0.0 
DF= 1 .oooooo z4= 60.000300 25= 0.0 

CALCULATEi VALUES 
-- ---- 

KG SUM TO 1.1.9.1 S,MILLIONS 

CD=CDCER X (T X DFJXX( CDEXPJ X CF 26.539 

CLRM=CICER X IMJXXtCIEXPJ X CF X TF 0.008 
_-- --- -__-____ ---__- .- 

7 #RM =T / M 5800.000 

5 E / LOG(2.0) 1.000 __. - =@ .t LOGtPHIJ _._... . _..-- -. .- ._-.--. 

CTFU=(CLRM / EJX((#RM X Zl+.SJXX(EJ -O.SXXIEJJ 45.996 

CT8 =((CLRM/E JX( (#RM X 23 + O.SJXX(EJ -0.5XXiEJJ I / 23 

CIPS=CTB*Z4/22 
-.. - -..-. -.. .- ^- -. .._. - ..-_-. .-. _. - 

0.0 

0.0 . 

CRC1 =CTB X R 0.0 -----.-..-.-- -~-..---___--.-- -- -- 

CC&M = OtM OR CTB*25/Z2/ENYR 0.0 

COMMENTS 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.21 REFERENCE FREQUENCY GENERATOR - PRECURSOR 

INPUT -PARAMETERS -- ‘-. - INPU? COEFFIC-IEbb.. - 

T= 1.000000 TF= 1.000000 CDC ER= -_.____ .--.-- -- 0.50000~ 
M= 1.000000 O&M= 0.0 CDEXP= 1 .oooooo 

. C  F= 1.000000 Zl= 1.000000 CI CER= 0.100000 
PH I= 1.000000 z2= 60.000000 CI EXP= 1.000000 ..- -_-.._-_-.--..~ .-..-.- ~.- -- ___. --.------..-.---.- _ _-- ._.-.- . - .._. -. 

R= 0.0 23= 0.0 
DF= 1.000000 z4= 60.000000 25= 0.0 

- 
C~C%i-i i?~A~E~ 

-_- ------ 
SET SUH TO 1.1.9.1 S,MILLIONS 

CD=CDCER X (T X DFJXX(CDEXP1 X CF -. 07500 

CLRM=CICER X (MlXX(CIEXP) X CF X TF 0.100 

- _--.-- ___--_ 
9” #RM =T / M  

- 
1.000 

c 
00 E =l.O + l+jPHIJ / LOG(2.0) 1.000 _ _ _ __._____. _-..-.----_.--... _._- .- . ..- ._.-. --. .- --.. .._ - ._---_ .._ _ _ _ _ _ 

CTFU=(CLRM / EJXl(#RM X Zlt.SJXX(EJ -0.5XX(EJJ 0.100 

-__--~- __- --- 

CTB =((CLRM/E)X(I#RM X 23 + O.SJXX(EI -O.SXX(EJJ 1 / 23 0.0 

CiPS=CTB*ZQ/Z2 .- ..-.. _.. _ -.-.-. - -. -. 0.0 

CRC1 =CTB X R 0.0 -- _I_-.- -- 

CCCM = O&M OR CTB*ZS/Z2/ENYR 0.0 

._ ._ - .- -.-...-.. -. ..--. . ._.. .-_. - ..- -. -. _... -- _.-.-.-... _ . . 
COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.22 DTST. SYSTEM, COAXliL CABLE 

-...-- __-._--._-_ .-. - -. _- -._ -__ ____ _~- --..- .-_-_-..--_ . . __-_ 
INPUT PARAMETERS INPUT COEFFICIENTS 

Ti 8613.00000’ TF= 1 .oooooo CDCER= 0.000030 -- -- 
M= 261.000000 O&M= 0.0 CDEXP= 1 .oooooo 

1 .oooooo 1 .oooooo CI CER= 0.000060 
PHI= 1 .o 00000 z2= 60*0~~000 -._-. - --_--- .-_-.---.-____ __ --_--.- __._ cI.L!!x_p~~~~~ .r.!!EI!oo ..--.-._- .- -.. _ 

R= 0.0 23= 0.0 
1 .oooooo 60.000000 

--CmmTED VALUES .M 
-.------- 

SUM TO 1.1.9.1 J,MILLIONS 

CD=CDCER X jT X DFJXXLCDEXPJ X CF 0.258 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 

w #RH =T / M 
c 
ti E =l.O + LOG(PHI J / LOG(2.01 . -_--.. .--. --.-- --.- -.---.--._ -.-_ .--_--.-.__-- . ..-...- .- 

--- 
33.000 

LOO0 ---. _ 

CTFU=(CLRM / E)X((#RM X Zl+.SJXX(EJ -O.SXX(EJJ 0.517 

CTB =((CLRM/E)XI (#RM X 23 + O.SJXX(EJ -0.5XXLEJJ 
_..-. ._..- 

CIPS=CTB*-24/Z2 .~ 
.._ _^ - _....___ - .-.- --._ ..-....-....--.. ..-- -----.- -..--- -.-..- 

..-.-.-.------ 
.--- -.- . --. --..- 

0.0 

CRC1 =CTB X R 0.0 -- 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
_ ,. .-... .._ -- . . .._ _ __-_-. 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.1.23 DIST. SYSTEM DEVTCES 

_.- _.... -.--. - . __ . 
-INPUT---PARAMETERi- 

- _ . ..-. -- _ _ .-. -.. 
INPUT~COEFFICTENTS .. 

T= 100.000000 TF= 1 .oooooo CDCER= -- 0 .OO_D225 -- 
M= 2.000000 O&M= 0.0 CDEXP= 1 .oooooo 

C F= 1 .oooooo Zl= 1.000000 CI CER= 0.005000 
PHI= 1.000000 z2= 60.000000 1 .oooooo _ _--.. - . ..- ._- . -..-.-.-.._ CI EXP= _.-- -...-_-_ 

P= 0.0 z3= 0.0 
-.--...*.p’---- - _--.--.-- _..._ -.. . 

DF= 1.000000 z4= 60.000000 z5= DA0 
__-- 

CALCULATED VALUES KG SUM TO 1.1.9.1 SrMILLIONS 

CD=CDCER X (T X DFJXX(CDEXPJ X CF 

CLRM=CICER X TMJXX(CIEXPJ X CF X TF 
_- - 

7 
#RM =T / M 

c E 0. _. 71.0 + LOG!PHW/ LOG(2.0) 

CTFU=iCLRM / EJX((#RM X Zl+.SIXX(EI -0.5XXTEJJ 
~--- 

. ..- - . 0.022 

0.010 

50.000 

1.000 ..-- .--.- .._.. ~.. .- . ._ -.-..-- ----.-.--__-_-.-.. -.- -_. - _ 

0.500 

CTB =L(CLRM/ElX(L#RM X 23 + 0,51XXa(EJ -0.5XXdElJ 1 / 23 0.0 

CIPS=CTB*Z4/Z2 .’ D-0 

CRC1 =CTB X R 0.0 ---_-- _______ -_ ---- 

CO&M = OEM OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE 
TABLE 1.1.9.1.24 TRANSMITTER SUBARRAYS 

. 
INPUT--@AR-AMETERS 

CONFIGURATION 
- KLYSTRONS DDTEE 

INPUT COEF-FiCIENTS -’ --. 

T= 282500.000 TF= 1.003300 CDCER= 0:205000 --~_-.----.- .--- --. - 
M= 282500.000 O&M= 0.0 CDEXP= 0.507000 

CF= 1.250000 z1-T 1 .oooooo CICER= 0.0 
PHI= 1 .oooooo 

R= 0.0 
z2= 
z3= 

60.000000 CI EXP= 0.0 -----__. -_- ._ - ._-.._ 
0.0 

DF= 1 .oooooo z4= 60.000000 z5= 0.0 
--.-- 

CALCULATED VALUES KW SUbl TO 1.1.9.1 S,MILLIDNS 

CD=CDCER X (T X OF JXXICDEXP J X CF 

CLRM=CICER X (MJXXiCIEXPJ X CF X TF 

!4!, V? 

CTFU=(CLPM / EJX((#RM X Zit.SJXX(EJ -O.SXX(EJJ 0.0 

CTB =((CLRM/EJX((#RM. X 23 + O.SJXX(EJ -O.SXXiEJJ 1 / 23 0.0 

CIPS=CTB*Z4/22 0.0 

CRC1 =CTB X R 0.0 

COEM = O&M OR CTB*ZS/Z2/ENYR 0.0 
.~_ -- -...... -.- _ ~~. -- _.. .--.. _ . _ 

COMMENTS 
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1.1.9.2 EOTV PRECURSOR OPERATIONS 

This element includes the necessary vehicle operations (user charge 
per flight including payload integration) required to support the precursor 
test activity. 

Cost estimates are presented in Table 1.1.9.2. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.1.9.2 COTV PRECUR SOR OPERATIONS 

- _. -.. -- -. ..- . .._ -. ____._._ 
INPUT P4R4MEiEkS 

- _.. - - .- __ __... ,_.~ .-.. .-.- _..... -... ..- ..-. . . . . 
INPUT COEFFICIENTS 

T= 1.000000 TF= 1 .oooooo COCER= 0.0 
E 

_- 
1.000000 O&M= 0.0 CDEXP= 0.0 

C F= 1 .oooooo Zl= 1 .oooooo CICER= 0.630000 
PHI= 1 .oooooo z2= 60.000000 CT EXP= 1 .oooooo --- .._- __....- . . _. _ ._. -._. -..- - - -.- _,__ ____-._ - _ _____..-.__ --__---_-_- ______. -..--- .______ ---..- ._._ --._- .___-._..... .^ .^.._ .- 

R= 0.0 z3= 0.0 
DF= 1 .oooooo z4= 60.000000 z5= 0.0 

.----_ --.- 
CALCULATED VALUES FLIGHT SUM TO 1.1.9 SrMILLIONS 

CD=CDCER X LT X DFJXX!CDEXP J X CF. -.._ ___ _- 

CLRH-CICER X (MJXXtCIEXP J X CF X TF 0.630 
____--- ------._- 
s” CRM =T / H 1.000 
E .w E _. _ .._ =.i.O t LOGl PHI 1 / LOG(2.0) - _ ._ _ _ _ _ __ - __ _. ._ - _ - - - _ _ . .- .- .- -- -- -.. l .OQ? .. 

CTFU=(CLRM / EJX((#RM X Z1+.5JXX(El -O.SXXIEJJ 0.630 

CTB =((CLRM/EJX((#RM X Z3 + O.SJXX(EJ -O.SXX(EJJ I / 23 0.. 0 

-- - 
--~~~~-IpS=C;TB*~Z4/Z2 .-‘. 

.-.------ 
-.- .__ --...-.-.. - --... -_ ._ -...-. -. 

0.d’ 

CRC1 =CTB X R 0.0 --- -- --- --_--.---- __----- -----. 

CO&M = O&M OR CTB*Z5/Z2/ENYR 0.0 

COMMENTS 
_. 

. 
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1.2 SPACE CONSTRUCTION AND SUPPORT 

This element includes all hardware and activities required to assemble, 
checkout, operate, and maintain the satellite system. Included are space 
stations, construction facilities, support facilities and equipment, and 
manpower operations. 

The Rockwell reference configuration is used as a baseline for the devel- 
opment of a satellite construction scenario and construction systems/equipment. 
Precursor operations incident to the establishment of orbital support facilities 
were identified and the satellite construction sequences and procedures were 
developed. 

The overall scenario leading to establishment of satellite construction 
support facilities and to satellite construction is shown in Figure 1.2-l. 
Initial operations entail use of the growth shuttle and the shuttle derived 
HLLV for transporting men and material to LEO for the precursor phase of the 
program. Subsequently, during the 30 year satellite construction phase, the 
sps HLLV will become the primary transportation element for delivering con- 
struction mass to LEO and the shuttle BLLV will be used for personnel transfer 
to LEO. 

I GE0 

SCB 
TRANSIT 

INITIAL LEO BASE 
- ORBITER 

4 DELIVERED 
ET 

Figure 1.2-l. Overall Satellite Construction Scenario 

The initial step in satellite precursor operations is establishment of a 
LEO base as shown in the lower left of the figure. Crew and power modules are 
transported to LEO by shuttle derivatives and assembled. When the base is 
fully operational, shuttle external tanks are delivered and mated to form 
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construction fixtures for the Satellite Construction Base (SCB) construction. 
The figure shows a completed SCB. Since the more economical SPS ULLV will not 
be available during this phase of the program, and since overall plans specify 
an EOTV test article, it is ,possible that only the center section of the SCB 
would be construe ted initially. This trough would be used to fabricate the 
pilot plant EOTV test article with an end-mounted antenna. After proof of 
concept, the remainder of the SCB would be completed along with sufficient 
EOTVs to support initial satellite construction operations. The SCB will then 
be transferred to GEO, using one or more EOTVs for propulsion and attitude 
control. Upon reaching GEO, satellite construction would commence, with the 
logistics support as shown at the right of the figure. 

The energy conversion segment of the satellite structure is constructed 
by the integrated SCB in a single pass. Satellite longerons of a length suf- 
ficient to connect the triangular frames of the slip ring support structure 
are fabricated, followed by construction of the slip ring interface structure, 
and the first satellite structure frame. The SCB then proceeds to fabricate/ 
install the remainder of the satellite structure and solar converter. Con- 
struction of the slip rings, and yoke (interface) takes place concurrently 
using free flying fabrication facilities to support this building process 
(Figure 1.2-2). 

Figure 1.2-2. Antenna Supporting Structure Assembly Sequence 

This section addresses the facilities/equipment, and operations required 
to support SPS work, crew, and operational requirements during the SPS program. 
Section 1.2.1 deals with the construction facilities; and Section 1.2.2 deals 
with the work and crew requirements at LEO. Section 1.2.3 covers the require- 
ments in GE0 to support operations and maintenance of the satellite. 
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1.2.1 CONSTRUCTION FACILITIES 

This element includes the facilities, equipment, and operations required 
to assemble and checkout the satellite system. Included are crew life support 
facilities, the central control facility, fabrication and assembly facilities, 
cargo depots, and operations. 

The satellites are constructed in GEO, each satellite being constructed 
at its designated longitudinal location. The SCB supports construction of 
two satellites per year during the program and serves as headquarters for 
operations and activities necessary to construct such items as the satellite, 
antenna interface, antenna, and EOTV. The SCB is constructed of composites 
and consists of the fabrication fixture, construction equipment, and base 
support facilities. 

The construction fixture is in the form of three troughs, corresponding 
to the satellite configuration, which permits simultaneous construction of 
all troughs; Additional structural members are located in the middle trough 
and are used as support for the rotary joint/antenna structure. Figure 1.2-3 
illustrates the construction base and shows the location of work and crew 
facilities. 

The SCB fabrication fixture assembly and support equipment, and the crew/ 
work modules'on the base are itemized in Table 1.2.1. SCB modules used to 
support the crew/work activities are of various internal configurations to 
acc.ommodate specific functional requirements. All modules are of the same 
diameter and most are of the same length, their dimensions and mass being in 
compliance with space transportation system constraints. The modules are 
located on the fab fixture along with the assembly and support equipment. 

The Airlock Docking Module (ADM) is used to join the other base modules 
to provide docking accommodations for other elements such as crew transport 
modules, consumables logistics modules (CLM) and intra-base logistics vehicles, 
and for transfer of personnel and equipment between different pressure environ- 
ments. The Crew Habitability Module (CHM) provides stateroom and personal 
hygiene facilities, and support systems for 24 to 30 crew members. The Base 
Management Module (BMM) houses the operational communications and control 
systems for the base. Power Modules (PM) are photovoltaic power systems 
(collectors, converters, conditioners, and storage) which support all base 
power requirements. Pressurized Storage Modules (PSM) provide an area for 
storage and workshop accommodations. Shielding (SHD) is provided in selected 
modules to protect against solar flare radiation. The Crew Support Module (SM) 
provides the galley, recreational and medical facilities and support subsystems. 
Work support, crew, and operational requirements are discussed in the following 
paragraphs. 

1.2 .l.l WORK SUPPORT FACILITIES - SCB 

This element includes work facilities and equipment required for satellite 
assembly and checkout. Included are beam fabricators, manipulators, assembly 
jigs, installation and deployment equipment, and cargo storage depots. Exclud- 
ed are the facilities related to crew support. 
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VIEW A-A VIEW 6-6 

EQUIPMENT & LOCATlON DESCRIPTIONS 

0 0 1 THRU 11 LONGITUDINAL TRIBEAM FABRICATION PODS 

0 0 12 THRU 27 CROSSBEAM FABRICATION PODS 

0 0 26 THRU 33 REFLECTOR DISPENSING AREAS 

0 0 34 THRU 36 SOLAR BLANKET DISPENSING AREAS 

0 37 CENTRAL HABITAT-LANDING &WAREHOUSING 

0 0 38 THRU 39 AUX HAB/COMPLEX BLANKET FACILITIES 

Figure 1.2-3. Satellite Construction Base (SCB) 
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Table 1.2.1 Total Space Cunstruction and 
Support Equipment Requirements 

SYSTEM 
DESCRIPTION 

ASE MODULES: 

ABBREVIATION 

SPACE 
CONSTRUCTION 

BASE 
WORK CREW 

SUPPORT SUPPORT 
FACILITIES FACILITIES 

AIRLOCK DOCKING MODULE 
CREW HABITABILITY MODULE 
CONSUMBLES LOGISTICS MODULE 
BASE MNAGEHENT HOOULE 
CREU SUPPORT t4ODULE/EVA 
POWER HODULE 
PRESSURIZED STORAGE MODULE 
SHIELDING 
CREW SUPPORT HODULE 
CREW REQU I REJiENTS 

SSMBLY AND SUPPORT EQUIPMENT: 

ADH 
CNM 
ClJ4 
BMH 

CSWEVA 
PM 
PSI4 
SHD 
CSN 

17 

5 

4 
4 

I: 
9 

a 

317 :VG. 
SO4 PEAK 

BEAH MACHINES 
BEAM MACHINE-CASSETTES’ 
CABLE ATTACHMENT MACHINES 
REMOTE k4NIPULATOR 
SOLAR BLANKET DISPENSER MCHINE 
SOLAR BLANKET CASSETTES 
REFLECTOR DISPENSER MACHINES 
REFLECTOR CASSETTES 

CABLE/CATENARY DISPENSERS 
ANTENNA PANEL INSTALL. EQUIP. 
GANTRY/CRANES 
CARGO STORAGE DEPOT 
SCB FAD FIXTURE 

198 
3618 

72 
110 

5767: 

3:; 

I: 
4 - 
I 

SCB modules used mainly in the support of construction operations include 
a total of 17 ADMs, 4 BMMs, 4 PMs, and 4 PSMs. The CERs used for these modules 
were based on Rockwell Space Station studies. 

All SPS unique fabrication/orbital construction assembly and support 
equipment is included in this section (reference Table 1.2.1). Included are 
the tribeam fabricators, cable attachment machines, solar blanket/concentrator 
dispensing machines, and antenna panel installation equipment. Each of these 
requirements were analyzed for equipment usage, replacement factors, O&M, and 
projected costs based on engineering estimates of design characteristics. The 
items of assembly and support equipment and base modules remain on the SCB as 
it transfers from one construction site to another. Cost estimates for these 
items are presented in Tables 1.2.1.1.1 through 1.2.1.1.17. 

1.2.1.2 CREW SUPPORT FACILITIES - SCB 

This element includes the facilities and equipment required for the life 
support and well-being of the crew members. Included are living quarters, 
central control facilities, recreation facilities, and health facilities of 
the satellite construction base. 
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Crew support facilities include 5 ADMs, 17 CI-IMs, 9 CLMs, 8 SLDs, and 
.3 CSMs. Detail cost sheets on these components are identified in Tables 
1.2.1.2.1 through 1.2.1.2.5. 

1.2.1.3 OPERATIONS 

This element includes the planning, development,, and conduct of opera- 
tions at the construction facility. It includes both the direct and support 
personnel-and the expendable maintenance supplies for satellite assembly and 
checkout. 

This element has been divided into the subelements of operations (Table 
1.2.1.3.1) and consumables (Table 1.2.1.3.2) where an average crew of 317 
persons is required to man the SCB over the normal six month fabrication 
period. A crew rotation is scheduled for every three months. Consumables 
for the SCB are calculated at 3.6 kg/person/day. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TA8L E 1.2.1.1.1 BEAM M4CHINE 

INPUT PARAMETERS - .-- 
. . .._ -. - 

T= 1 .oooooo TF= 1 .oooooo CDCER= 2.000000 ____---- 
M= 1 .oooooo @EM= -0.594000 . CDEXP= 

-------- 
I. 000000 

c F= 1.000000 Zl= 198.000000 CICER= 0.700000 
PHI= 0.920000 z2= 60.000000 ‘CIEXP= 1.000000 -.--._.-. .._ ..-.----..__--.-..- . . -. --____ ..-------. --___--.-..-.--.--_. . .__ -.-_ _.. _ .-. __.-.- ._.._ _ 

R= 0.0 z3= 198.000000 I 
OF= 1.000000 z4= 198.000000 Z5= 0.0 I 

--.-_ 
CALCULATED VALUES 

CD=CDCER X (T X DF)XXICDEXP) X CF .- 

CLRH=CICER X (MlXXtCIEXP) X CF X TF 

-- ! 
SUM TO L.L.1.1 StHILLIONS , 

2.000 _ 

0.700 

-._-.---- 
s” #RM =T / M 

c 0 E =l.O + LOG(PHI1 / LOG(2.01 --. __ ..-. - . 

---- 
1.000 

0.880 --.. _-.-_--- -._ -._- _._^ -.-.-.----- . . ..-. -.- _.-.--_-..-_._- ___.. -. . - ___ .__. .- _ 

CTFU=(CLRM / EiXt(#RM X Ll+.SiXX(E1 -O.SXX(E)h 83.150 

CT8 =((CLRM/ElX((#RM X 23 + O.S)XX(E) -0.5xX(E)) 1 / 23 0.420 

CIPS=CTB*Z4/Z2 1.386 

CRC I =CT8 X R --._--_-- .___ -- -__-. --_--- --_ -..- 

CO&M = O&M OR CTB*ZS/Z2/ENYR ’ 

COMMENTS 

-.- 0.0 -- .-_--.---- 

0.594 
-.. 



ROCKWELL ‘SPS CR-2 REFERENCE CONFIGURATION 
TPRLf 1.2.1.1.2 BEAM MACHINE CASSETTES 

-. .- . _ _-. ^.._ 
INPUT PARAMETERS 

--. ._ 
IhlPtif--tOEFiICIENTS -.. 

T= 1 .oooooo TF= 1 .oooooo CBCER= 0.800000 ---. -~--. 
M= 1.000000 OEM= 0.090450 CDEXP = l.oooobo 

CF= 1.000000 Zl= 1206.00000 CICER= 0.008200 
PHI= 0.9 50000 z2= 60.000000 CIEXP= 1.000000 ._ .--.- .._._.- -. -_. -. --- ____ --_. ,_ ..-_---- -- -.. - - -- _- -. - ._.__-------__----------_. _._..- - .--._..-_._-.-. -.- .-.-_ -._-... - - -. -. -- 

R= 0.066667 z3= 3618.00000 
DF= 1.000000 z4= 1206.00000 z5= 0.0 

---- 
CALCULATED VALUES SUM TO I.L.l.1 S,HI%-f%J~ 

CD=CDCER X (T X DFJXXKDEXP) X CF 0.800 

CLRM=CICER X tMlXX(C IEXP C X CF X TF 0.008 

+RM =T / ti- 1.000 

!Y! 5. -- . .-- ..-..-... .._ ------. =l.O + LOGtPHIJ / LOG(2.0) -. 0.926 

CTFll=(CLRM / ElX( (PRM X Zl+.S)XX(El -O.SXX(EIj 6.315 

CT8 =I(CLRM/E)Xl(#RM X 23 + 0.5)Xx(E) -O.SXX(E)J I / 23 0.005 

CIPS=CTB*j4/Z2 
._ 

0.097 

CRC1 =tT8 X R 0.000 - ----- 

CC&M = O&M OR CTB*ZS/Z2*/ENYR 

-COMMENTS 

0.090 
. .._ _ .- .- ._ _._ .-. _. 



ROCKWELL SPS CR-2 REFERENCE CONF~IGURATION 
TPBLE 1.2.1 .1.3 CABLE ATTACHMENT MACH1 NE 

__. _ _ _... ._........ .---- ___ - _ _ - -.. - -- 
INPUT PARAMETERS I NPUT COEFFI C I ENTS- 

T= 1 .oooooo TF= 1 .oooooo CDCER= 4 -.--- ---~- l 3000.0 .-_--. 
M= 1.000000 O&M= 0.144000 CDEXP= 1 .oooooo 

CF= 1.000000 Zl- 72.000000 CICER= 0.500000 
PH I= 0.950000 Z2= 60.000000 CIEXP= L.OOOOOO - _ _ - - --.. . -.- -..--.-.--- .- .- _ -.-__. ..--._---_-_.-. _.- __I .._____. ,__ 

R= 0.0 z3= 72.000000 
Of= 1 .oooooo z4= 72 .OOOOOO z5= 0.0 

. ..- .A 
CALCUL ATED VALUES SUM TO 1.2.1.1 J&ILL ?ON<- 

CD=COCER X (T X. OF!XX!C%X?.! x. CF . .._.._ .,^ - -.- -_ -- . _ .-. ._.. - ._-.. _ _. 
CLRM=CICER X IMJXXICIEXP) X CF X TF 

----.-- 
Y #RM =T / M 
I-’ 
K E =l.O + LOG!PHIJ / LOG(2.0) _. - - .-. - -.-. - 

0,. 500 
---.--- 

1.000 

0.924 - _._. - _ _-.-.- -. ..-. 

CTFU=(CLRM / EJX((#RM X Zlt.5)XXIEJ -O.SXX(EJJ 28.228 

CTB =((CLRM/EJX((CRM X 23 + O.SJXX(E) -0.5XXdEJJ I / 23 0.392 

CIPS=CTB*Z4/Z2 -. - 
__.. -.. -.-_ _-_ - ._ _. ._-.. _. . .-. .~. _.- .___. _ 

0.470. 
._-- 

CRC1 =CT8 X R 0.0 ---------- -.-_-..__--____--___- --~-- 

C-O&M = O&Y OR CTB*ZS/Z2/ENYR 0.144 
..- ,. -. _ _ _ _ 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.L.1.4 REMOTE MANIPULATOR 

. - 
INPUT PARAMETERS -. --. 

_ _ - 
INPUT.- COEFFICIENTS 

T= -- 
M= 

1.000000 . TF= 1.000000 CDC ER= 4.880000' 
- 

-- 1.00m00 
O&M= 1.925000 CDEXP= 1 .oooooo 

C F= 1.000000 Zl= 55.000000 CICER= 1.200000 
PHI= 0.980000 z2= 60.000000 CIEXP= 1 .oooooo --- ..- ..-.. .-_. -. -_- ._. _..-- - -- _____ ---...---.---- - - ._ 

R= 0.033333 z3= 110.000000 
DF= 1.000000 z4= 55.000000 z5= 0.0 

-- 
CALCULATED VALUES - 

CD=CDCER X if X DFIXXLCDEXP) X CF 

SUM TO 1.2.1.1 $,MILLIONS 

b.8!0 

CLRM=CICER X (MIXXiCIEXPJ X CF X TF 
.-.._--.--_ __-_ 

y WRM =T / M 

cl w E - =L.O + LOG(PHI) / LOG(2.(),J-. -. - .- .- 

CTFU=(CLRM / E)X((#RM X ZLt.S)XX(EJ -0.5XXLEJJ 

1.200 

1.000 

0.971 ..-.- _ . .._.. - .-... 

60.390 

CTB =((CLRM/E)X( (#RM X 23 + O.S)XXIEl -0.5XX(Ell 1 / 23 1.077 

CIPS=CTB*Zi/Z2 .. 0.987 

CRC1 =CTB X R 0.036 - ---._ ____ ---- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 1.925 

COMMENTS 



., , , , 3 

,.,. . 
. 

ROCKUELL SPS CR-2 REFERENCE CONFLGURATION 
TABLE 1.2.1.1.5 BLANKET DISPENSER MACHINE 

INPUT PARAMETERS. 

T= 1.000000 TF= L .oooooo CDCER= 4.000000 
p= 

----- 
0.180000 -- ---- CDEXP= 

_--.--- 
1.000000 O&N= L .oooooo 

C F= 1.000000 ZL- 72.000000 CI CER= 0.400000 
PHI= 0.980000 z2= 60.000000 CI EXP= L.OOOOOO --.-_ - --- . .._. .- . ..-. o;o-.----------r3=----- -.-_. -~2;b-ooooo-.- . -.- - -.-..-.._ .--.. ..-....-. - -_- .-..... ---- ---. .- - -- .-... - - R= 

OF= 1.000000 z4= 72 .OOOOOO z5= 0.0 
*> --------._- 

CALCULATED VALUES- 
- --.I- 

SUM TO L.2;l.L 6,HILLIONS 

CD=CDCER X (T X DF)XX(COEXP) X CF 4.000 - _ .- 

CLRM=CICER X (tj)XXKIEXP) X CF X TF 0.400 

tpiH=T7~ 1.000 

t;: 
a E =l.O + LOGtPHI) / LOG(2.01 0.971 -. .._ -. .-- ..-...- . ..- - _. .- .___._. -..--.- _ .._ -.. _ ._._.__. -. 

CTFU=ICLRM / ElX((#RM X Zl+.5lXX(EI -O.SXX(ElJ 26.154 

CTB =((CLRM/ElX( (#RM X 23 + O.SlXX(E) -O.SXX(E)J 1 / 23 0.343 
.-CIPS~CTB*Z4,Z2 . . .-..- . .._ -- _._ - .._ -.-.. . _ - _ . _ 

0 :436 .- 

CRC1 =CTB X R 0.0 --. 

COCM = O&M OR CTB*ZS/Z2/ENYR 0.180 

‘COMMENTS.  -- -‘. 
. . _ . - 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABL E 1.2.1.1.6 SOLAR BLANKET CASSETTES 

.- -_.-- _ .- _----. ..- ..-. .- -- .._. - _... - ._ ._.- _ _ _. _ __ _ _ . -. 
INPUT P4RAMETERS INPUT COEFFICIENTS- -‘.. - 

T= 1 .oooooo TF= 1 .oooooo CDCER= 0.800000 -___-.---- 
M= 1 .oooooo 0 &r+G O.Ll520’0 CDEXi’= 1.000000 

CF= 1 .oooooo Zl= 1440.00000 CICER= 0.010000 
PHI= 0.9 50000 z2= 60.000000 CIEXP= 1 .oooooo _.--. --.__- . . ..- . _-- ..---__-._- _..-. - _-_----__ - - -.-. .~-.-...-.. -_---.--. ____. .- -.. ._...__ __ ._.. -.- ._ _ . - ._ .._ __ . 

R= 0.066667 z3= 5760.00000 
DF= 1.000000 z4= 2880.00000 z5= 0.0 

-. _~- 
CALCULATED VALUES SUM TO 1.2.1.1 S,HILLIONS 

CD=CDCER X (T X DFjXX(CDEXP) X CF 0.800 _ ._ _ _ -. .-. _ - _ - - ._ 

CLRM=CICER X /M)XX(CIEXP) X CF X TF 0.010 

ji #RM =T / M 
--- 

1.000 
t;: 
cn E =l.O + LOG(PH1) / LOG(2.0) -._ _ --.-.. - ..--.- .__. _--__ _.__ -..-__, ___ --. o,yze.. _ 

CTFU=(CLRM / ElXI(#RM X Zl+.SIXX(El -0.5XXtEl.) 9.076 

CT6 =((CLRM/E)X( (#RM X 23 + 0.51XXiE1 -O.SXX(EJJ I / 23 0.006 

- CIPS=CT&&Z4/Z2.- - -- ‘6.273 

CRC1 =CT8 X R 0.000 - -__- -___- --- 

CO&M = O&M OR CTB*ZS/Z2/ENYR . 0.115 
_. 

COMMENTS , 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.1.7 REFLECTOR DISPENSER MACHINE 

.-...- ..-.. .- . ..-. ..- 
INPUT PARAMETERS --. - - INPUT CUEFF~C i ENTS .’ 

T= 1 .oooooo TF= 1 .oooooo CDCER= 6.000000 -_-.-- - _--.____- 
M= 1 .oooooo O&M= 0.048000 CDEXP= 1 .oooooo 

1 .oooooo 
PH I= 0.980000 z2= 60.000000 

R= 0.0 z3= 6.000000 

6.000000 CICER= 
CI EXP= 

0.800000 
1 .oooooo 

DF= 1.000000 z4= 6.000000 zs= 0.0 

-CALCULATED VALUES 
---.-- 

SUM TO 1.2.1.1 S,MILLlONS 

CD=CDCER X (T X DFIXXTCDEXP) X CF 6.000 .-.... 

CLRM=CICER X (MIXX(CIEXP) X CF X TF 0.800 

-#f&j- = T , K -------- 

7 1.000 

G 
01 E .-. =l.O +LCjG!PHIl / LOG(2.0) 0.971 -- -. .^ _._-.-- .._. _^._.. .-__ _-__ .--_ --. - ._.. - -._-. . ..-.- 

CTFU=ICLRM / E)X((#RM X Zl+.S)XXIE) -O.SXX(EJ) 4.651 

CTB =((CLRM/EIX((#RM X 23 + 0.5)Xx(E) -0.5Xx(E)) ) / 23 0.775 

CIPS=CTB*Z4/Z2 ‘. 
___.., __ _ .__ 

0.678 

CRC1 =CT8 X R 0.0 -.-.. .--.--- -_ -.-- 

CC&M = OtM OR CTB*Z5/Z2/ENYR 0.048 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TARLE 1.2.1.1.8 REFLECTOR CASSETTES 

. _ _ 
IN’PUT PARAMETFRS 

_. _.~ 
INPUT COEiFiC-ikiTS- 

T= 1 .oooooo TF= 1 .oooooo CDCER= 1.000000 
jij= 1 .oooooo O&M= 0.054000 CDEXP= 1 .oooooo 

C F= 1 .oooooo. Zl= 120.000000 CI CER= 0.030000 
PHI= 0.950000 z2= 60.000000 CIEXP= 1 .oooooo _.- .-__ -.----. . - ..__ ----.- ^._ .~- ______ -.-__ _. __ .-... 

R= 0.066667 z3= 360.000000 
OF= 1 .oooooo z4= 120.000000 z5= 0.0 

----- 
CALCULATED VALUES SUH TO 1.2.1.1 t,M ILLIONS 

CP=CDCER X !T ,! DF-jXX( CpEXP I X CF 1.000 

CLRM=CICER X (H)XX(CIEXPJ X CF X TF 0.030 

w IRM =T / M  
z 

1.000 

?I E =l.O t LOG(PHI1 / LOG(2.0) 0.926 - ._ - -.. .- -.._-.- --.. -.-. _ - . ..--.-. -----~.--__--_-_---~.-__- .-.-..- --.._-.--- -.._ --.- _ - -..-_...._ _ . 

CTFU=tCLRM / E)X(t#RM X Zl+.S)XX(El -O.SXX(EJJ 2.721 

CTB =(ICLRM/E)X( I#RM X 23 + 0.51Xx(E) -0.5XXtEJJ 1 / 23 0.021 

CIPS=CTB*Z4/22 -.0.042 -- 

CRC I =CT8 X R 0.601 -~ 

CC&M = OEM OR CTB*ZS/Z2/ENYR 0.054 

COMMENTS’ 
_. .- . -. .-- . -. ^__.. .--.. ___ ___ - --.-- . ..__ _, 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.1.9 CABLE/CATENARY DISPENSER MACHINES 

-INPUT PARAM.ETERS i‘tiPUT COEFFICIENTS 

T= 1 .oodooo TF= 1.000000 CDCER= 2’.200000 
M= 1 .oooooo O&H= 

-- 
0.168000 CDEXP= 1 .oooooo 

C F= 1.000000 Zl= 84.000000 CICER= 0.300000 
PH I= 0.980000 z2= 60.000000 CI EXP= 1 .oooooo -. .-,. .-. _ ..--.. .- --- _ .-.---- _---__- _ - . . _. 

R  
OF: 

0.0 z3= 84~000000 
1.000000 z4= 84.000000 Z5= 0.0 

C-ii--i VA L U E-% 
-- _-- 

SUM TO 1.2.1.1 $,HILL IONS 

CI)=CDCER X (T X DFIXXICDEXP! Xm CF _ -. . .~ - _. ^....._ -.__ -.. ._ .- -..- _.... ._ - -. .-.. - - if??00 . _. _ _ 

CLRM=CICER X (MlXX(CIEXP) X CF X TF 

7 #RM =T / H  

G 
0) E =irtj +. LvG(PtiI) / LOGt2.0) --. ..-_ 

0.300 

1.000- - - 

0.971 

CTFU=ICLRM / ElX((#RM X Zl+.S)XX(E) -O.SXX(E)) 22.786 

CT8 =((CLRM/EIX((#RM X 23 + O.SbXXIE) -O.SXX(E)J 1 / 23 0.271 

.‘- CI PS= CTB*Z4/Z2 
_ ,-. _. . ..-. _- _._..- .._.... -- --- ..- 

0;380’ 

CRC1 =CTB X R 0.0 ------- --- 

CC&M = O&M OR CTB*Z5/ZZ/ENYR 0.168 

COMMENTS 
_.. - 



. 

ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.1.10 ANTENNA PANEL INS. EQPT. 

INPUT PARAMETERS -- INPUT COEFFICIENTS .- 

T= 1.000000 TF= 1.000000 CDC ER= 600.000000 --- -.----- 
M= 1.000000 O&M= 6.755000 CDEXP= 1.000000 

C F= 1.000000 Zl= 1.000000 CI CER= 200.000000 
PHI= 0:980000 z2= 60.000000 CI EXP= 1.000000 --_ ---. .- -...--._ -... -. ---. _----.. .- ._----- ._- - __ -. ._- -- - - _--- _.- --..-- ---_.___ ___- -_-_-___ .._. _ _. - _..... . . 

R= 0.0 z3= 1.000000 
OF= 0.133333 z4= 1 .oooooo z5= 0.0 

---- 
CALCULATED VALUES 

-.-__- - --.- 
SET SUM TO 1.2.1.1 S,MILLIONS 

CD=COCER X iT X DF)XXiCDEXPl X Cf 80.000 _ - . - .-. .-.--- -- -- -. -. 

CLRM=CICER X iMJXXiCIEXP1 X ‘CF X TF 200.000 
----. -_-- ----- --. 
w #RM =T / Y 
L 

1.000 
in 
\o E. =l.O + LOGiPHII / LOGi2.01 -.._ . . - ..- _ .- - _-..-.- _..-- - --.- _ _..-. -.-..- - - __---__--. ---- -.- -_---- 0.971 -- .-. .-. - ---_---_.-. ._.--.-. . - -_ __. - 

CTFU=iCLPM / ElXiiCRM X Zlt.SlXXiE) -0,SXXiE)J 200.272 

CT6 =iiCLRM/E)Xii#RM X 23 + 0.5)XXiEl -O.SXXiEI) 

’ CIPS=CTB*Z4/Z2 - 
. . ._.- - ___ -... - . .- ..--..--.--- 

l/Z3 200.272 

3.338 -- 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*Z5/Z2/ENYR 6.755 
_- 

COMMENTS 



ROCKWELL SPS CR-2 REFERiNCE COhFIGURATION 
TABLE 1.2.1.1.11 GANTRY/CRANES 

INPUT PARAMETERS INPUT COEFFICIENTS 

T= 1 .oooooo TF= 1 .oooooo CDCER= 17 .oooooo --- -~ 
M= 1 .oooooo O&M= 0.600000 CDEXP= 1 .oooooo 

CF= 1 .oooooo Zl= 12.000000 CICER= 8.000000 
PHI= 0.950000 z2= 60.000000 CI EXP= 1 .oooooo .-. - _... -. ..--.- - -- -_ _ _ - ._-_-_- -_ 

z3= 
-. ___..._. .___ _ _ -.- -- --.---.--.--.-...-..- .-.. ..---.-. -- -- ..-. - ..___ -. -.--... - ._ - 

R= 0.0 12.000000 
DF= 0.800000 z4= 12.000000 z5= 0.0 

----- --- 
CALCULATED VALUES SUM TO 1.2.1.1 J, MILL IONS 

CD=CDCER X IT X DFlXXiCDEXP) X CF 13.*cjo 

CLRM=CICER X (M1XX(CIEXPl X CF X TF 8.000 
_____.-.----___-- 
5” #RM =T / !‘d 

K 
o E -. .‘. =l.O + LOG!PtiI, / LOG(2.0) _-. .- ._ .- - 

CTFU=(CLRM / E)X( itRM X Zlt.S)XXiE) -O.SXXiEJJ 

1.000 

__ J2f.926 -. __ _ 

85.034 

CTB =((CLRM/ElX(i#RM X 23 + O.S)XX(E) -O.SXX(E)J 1 / 23 7.086 

CIPS=CTB*Z4/Z2 1;41? 

CRC1 =CTB X R 0.0 ---- 

CC&M = O&M OR CT B*Z5/Z2/ENYR 0.600 

COMMENTS 
: L _ .--.-_.. . 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.1.12 CARGO STORAGE DEPOTS 

_ 
INPUT PARAMETERS 

.;NPUT CoEFFiCrENTs - 

t= 1.000000 TF= 1.00001)0 CDCER= L5.000000 ---_- 
K= 1 .oooooo 

- -.-_--.- --- 
O&M= 0.6 00000 COEXP= 1 .oooooo 

CF= 1.000000 Zl= 4.000000 CI CER= 2 .oooooo 
PHI= 0.950000 z2= 60.000000 CI EXP=. 1.000000 ..- . . - . . . _ --.- _-_ _...-_ .-.--...----_- 

i3= 
. _..- ._._. - -.-- ..- _ -.- - - --.-_.. -_ . -- .__._ -.- --._ .- -.. __ _ 

R= 0.0 4.000000 
DF= 0.8 00000 ze= 4.000000 25= 0.0 

-------.--- 
CALCULATED VALUES SUN TO 1.2.1.1 $,HILL ION%- 

C~+lCErj X !.T 3 DF)XXlCDEXP) ! CF ._ -..-. : l.?iooo 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 2.000 
~--. 

$ #RM =T / M 

z 
.Y -E-. =1 0 + LOG(PH0 / LOG(2.0) ..-? _- _. ._ _- - .^----.. - . 

CTFU=(CLPM / EIX((#RM X Zl+.S)XX(E) -0.5Xx(E)) 

-1.000 

0.926 .._ - .-.-..-.:. -.._- .-- _._. -. _-- _ . .- 

7.559 

-.----- ____----_- - -.--.-- 

CT8 =I(CLRM/ElX((WRM X 23 + O.SlXX(El -O.SXX(E)i I / 23 1.890 

- CI PS=CT&*Zb/ZZ 
- ..- 

0.1-26 - 

CKI =CTB X R 0.0 - ----__I-- --~.- ------__ - 

CC&M = O&M OR CTB*25/Z2/ENYR 0.600 
.--- . . 

COMMENTS 



ROCKWELL SPS CR-2 RFFERENCE CONFIGURATION 
TABLE 1.2.1.1.13 FAB FIXTURE 

-- ._ _ _ 
INPUT PARAMETERS .- ---. INPUT COEFFICIENTS -- - -. 

T= 1648900.00 TF= 1.000000 CDCER= 0.023000 .----.--..-~-- -.~--._- -- 
M= 5000.00000 O&M= 0.0 CDEXP= 0.800000 

PHI= 
R= 

1.000000 1.000000 
1 .oooooo z2= 60.000000 -.-_-- .._. -- .--- 
0.0 z3= 1.000000 

ClCER= 0.000050 
Cl EXP= 1 .oooooo 

DF= 1 .oooooo z4= 1 .oooooo 25= 0.0 
---_.__. __-_ .-- 

CALCULATED VALUES KG SUM TO 1.2.1.1 S, MILL IONS 

CD=CDCER X CT X OFlXX(COEXq! X CF . ,_ . ..-- - _ _. 2165:&2?. _. _. __ - ,,._ __ _ 

CCRM=CICER X (MIXX(CIEXP) X CF X TF 0.250 
_.-- -- 

5” #RH =T / M 329.780 

i E .- =l.O + Lt?G(PHII / LOG(2.0) .- , -_ . --._...~O~O 

CTFU=(CLRM / ElX((#PM X 21+.51XX(E) -O.SXX(E)J 82.445 

CTB =((CLRY/E)XL(#RM X 23 + O.SlXX(E) -O.SXXtEd) 

CIPS=CTB*Z4/22 

CRC1 =CT8 X R .----~- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 

COMMENTS 

1 / 23 82.445 

1,374 “. 

0.0 

0.0 
._. _. ^ _- .---.-.- .__... -. .- _ _.,_ - . _ _ . 

. 



ROCKWELL SPS CR-2 REFERFNCE CONFIGURATION 
TABLE 1.2.1.1.14 AIRLOCK DOCKING MODULE lADMl 

._ .- 
.- INPUT- PARAMFTERS 

-.- - _ ..-. 
INPUT COEFFICIENTS 

. 
T= 2500.00000 TF= 1.00001)0 CDC ER= 0.0 

- 
-- 

M= 2500.00000 O&M= 0.0 CDEXP= 0.0 

PHI= 
R= 

1 .oooooo 
0.980000 z2= . _. _ .-.----_ - _ _-- 
0.020000 z3= 

17.000000 CICER= 0.006036 
60.000000 
17.000000 

CI EXP= 1 .oooooo 

DF= 1 .oooooo Z4= 17.000000 z5= 0.0 

----._-._-.--._.___- ---- 
CAL CUL ATED VALUES KG SUM TO l.L.L.i $,MILLIONS 

CO=CDCER X LT X DF)XX(CDEXP) X CF 0.0 

CLRM=CICER X (MIXXLCIEXP 1 X CF X TF 15.090 
-- 4” #RM =T / H  1.000 

! E =l.O + LOGLI’HI 1 / LOG1 2.0) 0.971 --- .._ -- ..- _ .._ 

CTFU=(CLRM / E)X((#RM X Zl+.SlXX(EI -0.5Xx(E)) 242.302 

CT6 =((CLRM/E)X(I#RM X 23 + 0.51XXLEl -O.SXX(E)J 1 / 23 14.253 

CIPS=CTB*Z4/Z2 

CRC1 =CTB X R -_---.-.-- - 

CC&M = O&M OR CTB*Z5/Z2/ENYR 

.’ ‘4.038’ 

0.285 

0.0 

COMMENTS - -- 
SEE 1.2.1.2.1 FOR DDTCE 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.1.15 BASE MGMT. MODULE (BMMJ 

INPUT PARAMETERS 
__. --.. 

iNkiT COEFFICIEbiiS 

T= 27000.0000 TF= 1.000030 CDCER= 0.0 - -~-- 
M= 27000.0000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo Zl= 4.000000 CICER= 0.011496 
PHI= 0.980000 

R= 0.020000 
z2= 
z3= 

_ 60.000000 
4.000000 

CI EXP= -.-_. -.._--_ ..-__ . 

l 1 .oooooo 4.000000 
-__-- 

CALCULATED VALUES KG 
--. .- --- 

SUM TO 1.2.1.1 J,HCLLIONS 

CD=CDCER.X (T 5 DFJXXtCDEXPJ X CF . . - . . OF9 

CLRM=CICER X IMJXX(CIEXPJ X CF X TF 310.392 
- --__---- 

T #PM =T / M  1.000 

E E -_=l.O + LOGlPHIJ / LOG(2bOJ 0.971 _.. -. - . - 

CTFU=(CLRM / EJXI(#RM X ZL+.S)XXIEJ -O.SXXIEJJ 1213.870 

CTB =((CLRM/E)X( (#RH X 23 + O.SlXXIEJ -O.SXX(EJ) 1 / 23 303.467 
_. - -. ..__ .__.. . . _.. .~ _. .._,... -.. 

CI PS=CTB*Z4/ZZ 20.231 

CRC I =CTB X R 6.069 -------. -- -------- -----~ 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMME-NTS 
SEE 1.2.i.l.l FOR. DOT&E 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.1.16 POWER MODULE (PM1 

_ _ ..- . . - 
INPUT PARAMETERS INPUT COEFFtCIENTS .. 

T= 250.000000 TF= 1.000000 CDCER= 0.0 __--- -- -- 
M= 250.000000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .o~oooo Zl= 4.000000 CICER= 1.100000 
PHI= 0.980000 z2= 60.000000 CIEXP= 1 .oooooo -. .- . . ._ .._ -.-- .--. -- - --.__.. ----. ._ ---- .._-. ..-._ 

R= 0 .o 20000 z3= 4.000000 
DF= 1 .oooooo z4= 4.000000 z5= 0.0 

____--- .---. --- 
CALCULATED VALUES KW SUM TO 1.2.1.1 b,MILL IONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF ._. 04 

CLRM=CICER X IMJXXtCIEXP) X CF X TF 275.000 

---- 
y #RH =T / M  1.000 -- 

cn E il.0 + LOGlPHIl / LOG(2.0) 
g 0.971 

CTFU=(CLRM / E)Xt I#RM X Zl+.S)XXIE) -O.SXXIEl) . 1075.459 

CTB =((CLRM/E)X((#RM X 23 + O.SJXXLEl -O.SXXiEJJ 1 / 23 268.865 

-- --. ‘. CIPS=CTB*Z4/Z2 17.924 

CRC1 =CTB X R 5.377 

COEM = O&M OR CTB*ZS/Z2/ENYR 0.0 

_ 
COMMENTS 

SEE 1.2.2.1.2 FOR DDTEE 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TARLE 1.2.1.1.17 PRESSURIZFD STORAGE MODULE (PSMJ 

INPUT PARAMETERS- r~Pui COEFFICIENTS - 

T= 15000.0000 TF= 1.300000 CDCER= 0.052914 -__-_______- 
M= 15000.0000 t&M= CDEXP= 

--- 
0.0 1 .oooooo 

CF= 1 .oooooo Zl= 4.000000 CICER= 0.013734 
PHI= 0.980000 z2= 60.000000 CI EXP= 1.000000 -..-._-_. _... ..-._. ___ -- ..__ .--__ ._. -. -- . .- .-.~..-- - _.-.------._---.-_-~-~_. --. .-.- .._.. -.__ .--__.-- ._. _ -. . . _  ̂  

R= 0.010000 z3= 4.000000 
DF= 1.000000 z4= 4.000000 25= 0.0 

-- ._- -- -.-.. 
CALCULATED VALUES KG SUM TO 1.2.1.1 S,MtLLIONS 

CD=CDCER X (T X DF)XX(CDEXPJ x CF 

CLRM=ClCER X LM)XX(CIEXPl X CF X TF 

793,710 

206.0 10 

--.- 
5” #RH =T / M  1.000 

K 
QI E =l.O + LOG(PHI1 / LOG(2.0) 0.971 - - -.- - ..- .---.. _..-. -..- - -- _.~- .--. -.. .-. .--.. _ - .-. _. 

CTFU=(CLRM / EJXL (#RM X 21+.51XX(E) -O.SXX(EJJ 805.657 

CTB =(LCLRM/EJXLL#RM X 23 + O.SJXXIEJ -O.SXX(EJJ 1 / 23 201.414 

CIPS=CTB*24/22-- -- 
_ . ._ .-.--. _ 

13,428 -’ 

CRC1 =CTB X R 2.014 

CO&M = O&M OR CTB*25/ZZ/ENYR 0.0 

..-. _ __ _._. -..- - _ - 
COMMENTS 



ROCKWELL SF’S CR-2 REFERENCE CONFIGURATION 
TABL E 1.2.1.2.1 AIRLOCK DOCKING MODULE-AOH 

-- - _..__.._ .._. --.-. .-. ^ _. - 
INPUT PARAMETERS -iNPUT COEFFkI ENTS 

T= 2500.00000 TF= 1 .oooooo COC ER= 0.012461 -.-. 
M= 2500.00000 O&M= 0.0 COEXP= 1.000000 

C F= 1.000030 Zl= 5.000000 CICER= 0.006036 
PHI= 0.980000 z2= 60.000000 CI EXP= 1 .oooooo .-- _-- . . . . ..-..... --_._- ..-- _._. -..-_.- --.. ..-. 

R= 0.020000 z3= 5.000000 
r DF= 1 .oooooo z4= 5.000000 z5= 0.0 

~---- 
-____- CALCULATED VALUEC 

- -_- 
KG SUM .TO 1.2.1.2 Sr HILL IONS 

CD=CDCER 5 (T X pF)X$COEXP) X CF _._. __ - .- __-._-.. - -. -- -.. .-_. __ -. - .___ _. 314% 

CLRM=CICER X (M)XX(C IEXP) X CF X TF 15.090 
--- .- 
w  WRM =T / H  
?1 

1.000 

‘2 E =l.O + LOG(PH0 / LOG(2.0) - . . ..__. ._ - .-.. -.-_ -_ _ _ .--- _.____. --.-- .__. -. - -.-.--. 0.971 - ..__ _--.---_-- _.._.._ .- -.- .-..----. -. 

CTFU=(CLRM / E)X((RRM X Zl+.S)XXIE) -0.5Xx(E)) 73.413 

CTB =((CLRM/ElX((#RM X 23 + O.S)XXIE) -0.5XXlEJ1 1 / 23 14.683 

CIPSQTB*Z~/Z~ 1.224- 

CRC1 -CT8 X R 0.294 ----. .- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

.__ 
CdHMEtiTS 

.._^ . .- _ - .__ . _ __, .__ _. _ _, _-. _.. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.2.2 CREW HABITABILITY MODULE-CHM 

-. _ . . ._ 
INPUT PARAMETERS INPUT COEFFId'Ii i% 

T= 27000.0000 TF= 1 .oooooo COCER= 0.0 ---_--- - -- --. .- .-------. - -- 
M= 27000.0000 O&M= 0.0 COEXP= 0.0 

C F= 1.000000 z L.= 17.000000 CICER= 0.003770 
PHI= _... 

f-i=- --. 
._. 0.980000 z2= 

0.0200~00 z3= 
6O.OOOOUO CIEXP= -.-.ii,oooooo --.-_----.-----._ -~ - ..-.--.. ..-...- 1 .oooooo 

DF= 1.000000 z4= 17.000000 z5= 0.0 
--__-- ---- 

CALCUL ATE0 VALUES KG SUM TO 1.2.1.2 $,HILLIONS 

CD=CDCER X {T X DF)XX(COEXP) X CF ,_ 0.0 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 101.790 
---.. m #RM =T / Y 1.000 

I 

i E / -. +o t LOG!‘HI) LOG(2.G) .. 07.971 ___.._....-._. -- 

CTFU=(CLRM / E)X((#RM X Zlt.5)XXIEl -O.SXX(Ejj 1634.456 

CT8 =((CLRM/E)X((#RM X 23 t 0.5)Xx(E) -0.5Xx(E)) 

CIPS=CTB*Z4/Z2 

1 / z3 96.144 

27.241 

CRC1 =CTB X R 1.923 ----_.- --___- - -- 

CO&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS 
SEE 1.2.2.2.1 FOR DOT&E 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.2.3 CONSUMABLES LOGISTICS MODULE-CLM 

- _ - 
. iNPUT PARAMETERS -~-- - - -- -. -. 

-.-.. _.__.. --..- ..- 
INPUT COEFFICIENii 

T= 5000.00000 TF= 1.300030 COCER= 0.0 ----- 
M= 5000.00000 O&M= 0.0 COEXP= 0.0 

CF= 1 .oooooo Zl= 9.000000 C.1 C ER = 0.014000 
PHI= ~__.---- _ _--.-- .__. -_ -!I!,?!!NOO z2= -._--. .-. -. -- 

R= 0.020000 z3= 
1 .oooooo 

60.0000’00 CI EXP= 1 .oooooo ____--___--- .__-----_-_ ----- ----- - -.-_._ ._._ _ 
9.000000 
9 .oooooo 

--- .-- 
CALCUL ATE0 VALUES KG SUM TO 1.2.1.2 S,HILLIONS 

__ Cp+OCEfj X f-!- X _DF )XX(~I).E)(P). 3 CF _ ._.._ . . 0,o 

CLRM=CICER X (MlXXtCIEXP) X CF X TF 70.000 
- 

‘P WRM =T / H  1.000 

K 
w E =l.O t LOG(PHI) / LOG(2.0) 0.971 --.-___-..-.._-._ _---- ---__-_---.-.-.-. - -. _._ ----_-_ -..--~- -- -_.. __--- .- -.. _ .-. 

CTFU=(CLRM / EJX( (#RM X Zlt.S)XX(E) -O.SXX(E)) 604.675 

CTB =((CLRH/E)Xi(#RM X 23 + O.SlXX(EJ -O.SXX(E)J I / 23 67.186 

CIPS=CTB*Z4/22 -’ 10.078 

CRC1 =CTB X R 1.344 -__..--_-_-- -----__-- ---.--- --_-- 

CO&M = O&M OR CTB*Z5/22/ENYR 0.0 

-. . .-..-.-._- . .-. _ ._. 
COMMENTS 

SEE 1.2.2.2.2 FOR DOT&E 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.2.4 SHIELDING 

INPUT PARAMETERS, 
___... - -- 

INPUT COEFFICIENTS 
_ _ 

T= 11000.0000 Tl== 1.000000 COC ER= 0.156000 --. --..- i 
M= 11000.0000 O&M= 0.0 COEXP= 1 .oooooo 

C F= 1 .oooooo Zl= 8.000000 CICER= 0.101000 
PHI= 

R= 
0.980000 Z2= .oloiodod -..-... -.ij= _ 60.000000 

8.000000 
CI EXP= 0.355000 

DF= 0.200000 24= 8.000000 z5 = 0.0 

-.--.- - -...- __-___--_ -- 
SUM TO 1.2.1.22 

-- --.---..-_..--.- 
CALCULATED VALUES KG S,MILLIONS 

CO=CDCER X (T X DF)XX( CDEXP 1 X CF - 343.200 ._.. . . 

CLRM=CICER X (MJXXLCIEXPJ X CF X TF 2.748 

-~--. 

9” #RM =T / M  1.000 

5 E =l.O + LOG(PH1) / LOG(2.0) 0.971 

CTFU=(CLRM / EJX((#RM X ZL+.SJXX(E) -0.5XXLEJJ 21.160 

CT8 =((CLRM/EJXL(#RM X 23 + O.SJXX(EJ -O.SXXIEJJ J./ 23 2.645 

CIPS=CTB*Z4/Z2 -- 
. - -- .-..-.. -. . __-_.- ..-. . 

0.353’ 

CRC1 =CTB X 9 0.026 ---- --. ~- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

_ _ 
COMMENTS 



i 

ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2-l .2.5 CREW SUPPORT MODULE-CSH 

INPUT -PARAMETERS 
..- __--- - ..-- 

INPUT COEFFICIENTS 

T= 15000.0000 TF= 1 .oooooo COCER= 0.012432 --- ._... -.------- -~-- -- 
M= 15000.0000 O&M= 0.0 COEXP= 1 .oooooo 

CF= 1.000000 Zl= 3.000000 CICER= 0.005798 - 
PHI= 0.980000 z2= 60.000000 CI EXP= 1.000000 - .- -._- _..- -. -_. -.._ - -.. _--. ---_-_ --.---- -..- --..--..-.--.- ..- ._ _  ..-_- _... . .-__.-.. 

R= 0 .020000 z3= 3 .000000 
DF= 1 .oooooo z4= 3  .oooooo Z5= 0.0 

CALCUL ATE0 VALUES KG SUM TO 1.2.1.2 $, MILL IONS 
i 

CO=COCER X (T X DF)XX(CDEXP) X CF _. - ..- - . -... -_~ 186.480 

. CLRM=CICER X IMJXX(CIEXPJ X CF X TF 86.970 

____-- 
5” #RM =T ‘/ M 

t; 
P E =l.O + LOGLPHIJ / LOG(2.0)  _.. .., ._ _. .-- -..-.--- _..__ --__- 

l.Oi.%O 

o-971 ._ .---. _-_.- ._. 

CTFU=(CLRM / EJX(L#RM X Zlt.S)XX(E) -O.SXX(EJJ 256.587 

CTB =LLCLRM/E)X(L#RM X 23  + O.SJXX(EJ -0.5XXiE)J I / 23  85.529 

-C’IPS=CTB*Z4/Z2 4.276 

CRC1 =CTB X R 1.711 --_ - -___ - --- 

CC&M = O&M OR CT B*ZS/Z2/ENYR 0.0 

COMMENTS 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.1.3.1 OPFRATIONS, CONSTRUCTION CREW 

- . 
‘INPUT PARAMETERS --- INPUT COEFFICikNii ‘- -. 

T= 317.000000 TF= 1 .oooooo COCER= 0.0 -- -__ 
M= 317.000000 O&M= 0.0 COEXP= 0.0 

C F= 1 .oooooo Zl= 1.000000 CICER= 0.062400 
PHI= --.---.-- - ..- ..-._ .- -_.. -.. R= 

DF= 

1 .oooooo z2= 60.000000 - _...-.- - -~ ..-- 
0.0 z3= 31.000000 
1 .oooooo z4= 30.000000 

CI EXP= 1.000000 .--_ --_-_._ --_ ..---__ ..-_.---..-.--. ._. - -...-.---.- 

0.0 
~--.. -- 

CALCULATED VALUES MEN SUM TO 1.2.1.3 $,HILLIONS 

COPCOCER X (T X OF)XX(COEXPJ X CF 0.0 - ._ . ._ -. . -. _ - - - . _ ^ .---..-._-. - -. .- 

CLRM=CICER X (M)XX(C IEXP 1 X CF X TF 19.781 

WRHT / M  
r 
t: E =l.O t LOG(PHIJ / LOG(2.0) ..--.- -. .._-- ..---..--..-.-.---. 

1.00~ 

1.000 _--. - -___-.- - -- -.- -- -- .- 

CTFU=(CLRM / E)X((#RM X Zl+.SlXX(E) -O.SXX(EJJ 19.781 

CTB =((CLRH/EIX((#RM X 23 + 0.5JXXIEl -O.SXX(E,JJ 1 / 23 19.781 

CIPS&.CTB*Z4/22 .. 9.896 

CRC1 =CTB X 9 0.0 -- ---_ 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

.__. 
COilME’ilTS 

_. -.. .- .- --. . . . . . .--..- .-..-. .-- .._ - ..-.- .-.. ..-... -_ ., 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE --1.2.1.3.2 ORBITAL OPERATIONS,CONST. PROV. 

- 
INPUT P4RAM.ETERS INPUT--COEFFICIFNTS‘ .’ 

._ _ . 

T= 410832 .OOO TF= 1.000000 CDCER= 0.0 -_------.--_--__-----_ .- -- ~-- --. 
P- ,- 410832.000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo 21: 1 .oooooo CICER= 0.000022 
PH I= 

R= 
1 .oooooo 22= _.. ..-._.- ..-_-.-.. .- - - --.-.-. 
0.0 23= 

60.000000 
31.000000 

CI EXP= -.--. ---.- -. . ..- 1 .oooooo - --- -_. _ .._ ._ -... _ 

DF= 1.000000 24= 30.0000D0 z5= 0.0 

-------._.- -_ .~ -- -_ 
CALCULATED VALUES KG SUM TO 1.2.1.3 $,MILLIONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF .-.-.. - -. _. 0.0 

CLRM=CICER X (M)XX(C IEXPI X CF X TF 9.038 

- 

5” 
#RM =T / M  1.000 

t; 
* E =@ + LOG!PHI) / LOGt2.01 1.000 

CTFU=(CLRM / EIX((#RM X Zl+.SIXX(E) -O.SXX(E)h 9.038 

CT6 =((CLRM/EIX( LIYRM X 23 + O.S)XX(EI -0.5xX(E)) I / 23 9.038 

CI PS=CT8*24/22 4. S‘iS 

CRC1 =CTB X R 0.0 ----_-.__, - --~ 

CO&M = O&M OR CTR*25/22/ENYR 0.0 

_. -. _ - _ 
COMMENTS 



Sstslllls Sysbrns Dlrlskn 
czpua Syslans Group 

Rockwell 
International 

1.2.2 LOGISTICS SUPPORT FACILITIES - LEO 

This element includes the hardware, software and operations required in 
LEO to support the construction and operations and maintenance of the satel- 
lite system. Included are crew life support facilities, cargo and propellant 
depots, and vehicle servicing facilities necessary for the receiving and 
transfer of cargo and personnel distined for a construction base or operation- 
al satellite located in GEO. 

LEO support operations will require a permanent crew of 24 at the LEO 
facility. These personnel will provide supervisory activities for transfer 
of up and down payloads between the HLLV and OTVs. They also perform the 
scheduled maintenance required by the electric propulsion OTV, such as change- 
out of ion thruster screens. Included are work and crew support facilities 
(Table 1.2.2) plus required operations. 

Table 1.2.2 LEO Base Modules 

I CONSUMABLES LOGISTICS 
M)DULE 

BASE MANAGEMENT MOOULE 

CREW SUPPORT MODULE/EVA 

POUER HODULE 

WORK CREW 
SUPPORT SUPPORT 

ABBREVIATION FACILITIES FACILITIES 

CIUI 1 

CLM 1 

BHH 1 

CSM/EVA I 

PI4 I 

1.2.2.1 WORE SUPPORT FACILITIES 

This element includes the facilities and equipment required to provide 
logistics support in LEO. Included are RLLV and OTV docking stations, payload 
handling equipment, and cargo and propellant storage depots. Excluded are 
facilities related to crew support. 

A 100 kW solar array power module and the base management module are work 
support facilities. Cost estimates contained in Tables 1.2.2.1.1 and 1.2.2.1.2 
were based on Rockwell Space Station studies. 

B-175 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.2.1.1 BASE MGMT. MODULE-BHM 

- ._-. - -._ --- .- . .-_.. _.-.- .._....... .._ - ..__ - -- 
INPUT PARAMETERS 

.-. -. _ 
I-NPU? COEFFICIENTS 

. _ _ _ 

T= 27000.0000 TF= 1 .oooooo 
27000.000-6 

CDCER= 0.091296 
M= O&M= 0.0 ---t-iiiEXP= 

--.-- -_ 
1 .oooooo 

C F= 1.000000 ZL= 1.000000 CICER= 0.011496 
PHI= 0.980000 z2= 60.000000 CI EXP= 1 .oooooo -..--.__-- -.- -. _. -._. .- --.. _ ..-. ---.---.-- -.------ --_-._ -_-. .--- ._._ -...-__- - - ._.. -- ..- -... - .- 

R= 0.020000 z3= 1 .oooooo 
DF= 1.000000 z4= 1 .oooooo z5= 0.0 

--._^__ 
CALCULATED VALUES KG SUM TO 1.2.2.1 S , MILLIONS 

CD=CDCER X IT X DFlXXTCDEXP) X CF .- - ..-... - ..---..-. -- ..--... -..- ..- .-.- _ -. ._.- -..- ..-.. -. 2464.9533 - - 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 3 LO.. 392 

- 
w 

#RM =T / M  1.000 
c E  .z.-.-. .- ..__ .-.T- -. =1 0 + LOGTPHII / LClG(2.01 0.97 1 ._... ---.----..--. -_-.-.- .- __..._ _. ._ _ _. ._____.______ ___ __.___ ._ _-_ ..-- - . . ----..-.-...-__---.-_- .- ._.-... _..-._ _... -. _ 

CTFU=(CLRM / EIX( (#RM X Zl+.S)XX(E) -O.SXXIEJ) 310.814 

CTB =I(CLRM/EjX((#RM X 23 + 0.5)Xx(E) -O.SXX(El) I / 23 310.814 

_- CTB*Z4iZi -- -- 
_ .-_ __-.- -.. _. -- .-... ..-. -.--__-----. 

CIPS= -5il8B 
. .._ 

CRC1 =CTB X R 6.216 ~-- _- 

CC&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.2.1.2 POWER MODULE-PM 

.--. ..-. -._. . ..-.- .- .--.---.- 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 250.000000 TF= 1 .oooooo CDCER= 1.40000 0 ----- 
M= 250.000000 O&M= 0.0 CDEXP= 1 .oooooo 

1 .oooooo 1.000000 
PHI= 0.980000 z2= 60.000000 -- . - -.. _ _.. -- .._.___ _.- ___....._ __ - ---. ‘7 ----- - ..-- _ - _~.___ -. - 

R= 0.020000 z3= 1.000000 

CICER= 
CI EXP= 

1.100000 
~,00000r, _ 

OF= 1.000000 ze= 1 .oooooo z5= 0.0 
-- 

CALCULATED VALUES KW SUM TO 1.L.2.1 S,MILLIONS 

CO=C.DCER X (T X OF JXXiCDEXP J X CF ---- - .--.. .._ . _-. 35o.ooq 

CLRM=CICER X (MJXXtCIEXPJ X CF X TF 275.000 

5” #RM =T / M’ 1.000 ---- 
P 
=: E =l.O + LOGIPHI) / LOG(2.0) --.. .._.. _. ..- ___......_ _ _ -- ..__ _-- ..,_. -- -.- ..__... .._ -._ - .___ - . ..____ -._. .-. . -..- . - . . _. _ &?7! .., 

CTFU=(CLPH / EJX((#PM X Zl+.SJXXIEJ -O.SXX(EiJ 275.373 

CTB =(ICLRM/EJX((#RM X 23 + O.SJXX(EJ -0mSXXIEJ) J / 23 275.373 

-.dIPS=-CTB*Z4/Z2 4,590 --- 

CRCI =CTE X R 5.507 .-- 

CCCM = O&M OR CTB*ZS/Z2/ENYR . 0.0 

-COMMENTS 



SdelIIle Syatenm Divhlon 
Spece Syslema Group 

Rockwell  
lntematlonal 

1.2.2.2 CREW SUPPORT FACILITIES 

This element includes the facilities and equipment required for the life 
support and well-being of the crew members. Included are living quarters, 

- recreation facilities, and health facilities at LEO. 

The crew habitability module and crew support module/EVA are the same 
basic configuration as for those on the SCB. However, the crew support 
module has an airlock and EVA preparation area. A consumables logistics 
module is the third element of crew support facilities. 

CERs used for crew support facilities were based upon Rockwell Space 
Station studies. See Tables 1.2.2.2.1, 1.2.2.2.2, and 1.2.2.2.3. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.2.2.1 CREW HARITABILITY MODULE-CHM 

-. -.- . . ~- _.. -. .-.. - _.._.__ - 
INPUT---PARAMETERS 

..-- . ..__... -.-... .._ .-.-- _. 
IMi’iJT COEFFICiENTS 

T‘ 27000.0000 TF= 1.000000 CDCER= 0.009714 ----.____--- 
27000.0006 

.-- 
CDEXF= 

---- -._- 
M= O&M= 0.0 1.000000 

c f= 1.000000 21= 1.0-00000 CI CER= 0.003770 
PHI= 0.980000 22= 60.000000 CIEXP= 1.000000 __ ___.. - ._.....___ - _. __-- _- __ -.._- ._. _---.--_ _____ - - _ _ .._. -- ~. _.._. .- ~. _ 

R= 0.020000 23= 1.000000 
OF= 1.000000 24= 1.000000 25= 0.0 

---- ------_-.- -------. 
CALCUL ATE0 VALUES KG SUM TO 1.2.2.2 SrMILLIONS 

CD=CJKER X LT X DF 1XXtCDEXP 1 X CF . is?.278 

CLRM=CICER X (H)XX(CIEXP 1 X CF X TF 101.790 
-_---- 
w 
c 

#RH =T / M 1.000 

2 E 0.971 .i I?! +. L!?G!PHE I. ..l..LE!2+?!.~~ _ -...... -...-.-- .-.. ~..___. - . -.---- - --.--.- -- -- .-- ------__----. -- - -. -----.-- .--.-. 

CTFU=(CLRM / ELXLIIRM X Zl+.S)XX(EJ -O.SXXLE)i 101.928 

CTB =LLCLRM/E)XLd#RM X 23 t 0.51XXLE) -O.SXX(EJJ 

CIPS=CTB*24/22 

1 / 23 101.928 

1.699 -- 

CRC1 =CT8 X R 2.039 

CC&M = O&M OR CTB*25/22/ENYR 0.0 
_ 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE 
TARLE 1.2.2.2.2 CONSUMABLES LOGISTICS 

---.--.. . ._ . - -._ - . .-. ..---... 
INPUT PARAMETER% - -- 

_...- ._ 

CONFIGURATION 
MODULE 

INPUT COEFFI C I ENTS 

T= 5000.00000 TF= 1.000030 CDCER= 0.053000 -~ --- ---- ___ 
M= 5000.00000 O&M= 0.0 CDEXP= 1 .oooooo 

CF= 1.000000 21= 1 .oooooo ClCER= 0.014000 
PHI= .-. ___-_.-.- .- - -.-.._ 

R= 
0.980000 22= o;bZob-oo.‘---..-.-z3r --..- ..-...--. - ~~.000000 CI EXP= - - -.--. - _--..--.. ..- ---__- ..- ._.. - .-... .-_-. _ 1 ,jJJQQOO - - . _ 1 l oooooo 

1 .oooooo 1.000000 d 0.0 

CALCULATED VALUES KG SUM Td 1.2.2.2 
-_- 

S, HILL IONS 

CD=CDCER 8 (T X OFJXXtCOEXPJ X CF. __-- .-- 

CLRM=CICER X (MlXX(CIEXP) X CF X TF 

?65,OW 

70.000 

y #RM =T / M 1.000 
E 0 5 -:l.O + .I_O(;!PHI)e,! LOG{2 0) _ -- _-.- - _-_-.- - -?--.--..-.. ..-.--...- -__--_--__--_ - ..--.. -..--._ ----.-.c!i?.ll... -. _. 

CTFU=(CLRM / EJX(I#RM X Zl+.S)XX(EI -O.SXX(ElJ 70.095 
--. -. -- 

CTB =((CLRM/ElX((#RM X 23 + O.SlXX(El -O.SXX(EJJ J / 23 70.095 

CIPS=CTB*24/22. 
. _-._ _- . -. 

1.168 

CRC1 =CTB X R 1.402 --- .-- -- -_-.- 

CO&M = O&M OR CTB*25/22/ENYR 0.0 

COMMENTS 
. _ ,, __ .-.. -. ._.. -. _- ._ __ _ ___._,___ _ -_-.- .._ .- - 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TARL E 1.2.2.2.3 CREW SUPPORT MOOULE/EVA 

- _ _ . . . 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 27000.0000 TF= 1.000000 CDCER= 0.012432 I_-- _ -- -.- 
M= 27000.0000 O&M= 0.0 CDEXP= 1.000000 

CF= 1 .oooooo 21= 1 .oooooo CI CER= 0.005798 
PHI= 0.980000 22= 60.000000 CIEXP= 1 .oooooo -_ ..-. - .._ --_ _- __.. ..-_-.-..- _.- __ - - -..- ._-- -..... - __ - ._-... ---- __-- -_-- ._-- _-- - . --. .- __. 

R= o~020000 23= 1.000000 
DF= 1 .oooooo 24= 1.000000 25= 0.0 

--_-- .--- 
CALCULATED VALUES KG SUM TO 1.2.2.2 S,MILLIONS 

CD=CDCER X (T X DF)XX(CDEXP1 X CF 

CLRM=CICER X (MlXXICIEXP) X CF X TF 

335.664 

156.546 
-. --.--l__-l__.- -- 
w #RM =T / M 
L 

1.000 
to 
P E =l.O + LOGtPHI) / LOG12.0) 0.971 --__--_ ., .._ _. __.__ . ..~. -_ -_.-- ..-_._-.. ..- ..-.. -.----- --. 

CTFU=(CLPM / E)X(t#RM X Zl+.S)XX(E) -0.5Xx(E)) 156.759 

CTB =((CLRM/EIX((#RM X 23 + O.SlXX(E) -0.5XXiElJ 1 / 23 156.759 

CIPS=CTB*24/22 -~ 
_.... -.. -..-. ._. _ 

2.613 -- 

CRC1 =CTB X R 3.135 ----- --- ----- 

CC&M = O&M OR CTB*Z5/22/FNYR 0.0 

COMH ENTS 



SdoItIto Systmn8 Division 
Space Syatmma Group 

Rockwell 
lntefnationa~ 

1.2.2.3 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the logistics support facility. It includes both the direct and support 
personnel and the expendable maintenance supplies required for logistics sup- 
port. 

An average of 24 crew members are required at the LEO Base to support 
orbital operations. Engineering estimates were made of the operations and 
consumable requirements at LEO. See Tables 1.2.2.3.1 and 1.2.2.3.2. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE l-2.2.3.1 LEO OPERATIONS CREW 

INPUT PARAMETERS-.  INPUT COEFFICIENTS 

T= 24.000000 TF= 1 .oooooo COCER= 0.0 
M= 24.0'00000 

-_ _--- 
O&M= 0.0 COEXP= 0.0 

CF= 1 .oooooo Zl= 1.000000 CICER= 0.062400 
PHI= 1.000000 z2= 60.0013000 CIEXP= 1 .oooooo .-. ..--_- - _ ..-. -_ __ 

o .o’--.-~ z3= 
- .- - ..-..--. --_-.-..-_-____- .__. -. . ..- _...__._ .-....-.. 

R= 31.000000 
DF= 1.000000 z4= 30.000000 25= 0.0 

CALCUL ATE0 VKLUES MEN SUM TO 1.2.2.3 $,MILLIONS 

CD=CDCER X (T .X DFJXXtCOEXP) X CF ..- --.-. .- . ..- _. - ..-.-- ..-. - _ _ . _ . . _ OF0 

CLRM=CICER X IM)XX(CIEXP) X CF X TF 1.498 

‘p #RM =T / M  

ii 
u E =l.O + LOGtPHIJ / LOG(2.01 

__-_-. 
L.000 

__._... -. - ..__...._ - -..- .__.. -. 1.000 ._.... -.__ 

CTFU=(CLRH / ElX(t#RM X Zl+.S)XXIE1 -O.SXX(E)j , 1.490 

CTB =((CLRM/ElX( (#RM X 23 + 0.5)XX(E) -O.SXX(EJd 1 / 23 1.498 

CIP~S=CTEw24/i2 
-. _ _ . 

0.749 

CRC1 =CTB X R 0.0 - -~--_ --.--- --- 

CCCM = O&M OR CTB*25/22/ENYR 0.0 

.- .-. 
CCIMMENTS -- .- 

-.-... 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.2.3.2 LEO CREW PROVISIONS 1 

_. .- - . 
INPUT PARAMETERS - .- -. .--..- 

i NPUT ‘.coF.FIc I.ENTS / 

T= 31104.0000 TF= 1.000000 COCER= 0.0 _---_-__ 
M= 31104.0000 O&M= 

-- --. 
0.0 CDEXP= 0.0 

1.000000 1.000000 CICER= 0.000022 
PHI= 1.000000 

R= 0.0 
22= 60.000000 
z3= 31.000000 

CT EXP= 

DF= 1 .oooooo 24= 30.000000 
-- 

CALCULATED VALUES KG SUM TO 1.2.2.3 St HILL IONS I 

CO=CDCER X (T X DFIXX(CDEXP) X CF . . _ _ -. - _ - - - 0.0. 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 0.684 

5” #RM =T / M  

!G 
* E =l.O + LqG(PHI) / LOG(2.01 

-.- 
1.000 I 
1.000 --_ -.-.----..- .._ -.-.-.--_-.--. --.. ._ 

CTFU=ICLRM / ElXL(#RM X Zl+.S)XXIEl -O.SXXIE)J 0.684 I 

CTB =LLCLRM/E)XLI#RM X 23 + 0.5)XXtE) -O.SXX{E)) J / 23 0.684 

C.IPS=CTB*24/22 0,342 

CRC I =CTB X R -_____-_ -._--^--_ --_--- .----- - .- 0.0 _ 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
-. . . . .-. . 

Cf lMMENTS 



!Msllllm Systems Dlviskn 
m Syslsms Group 

Rockwell 
International 

1.2.3 SATELLITE O&M SUPPORT FACILITIES 

This element includes the facilities, equipment, and operations required 
in GE0 to support the operations and maintenance of the satellite system., 
Included are the on-orbit monitor and control facility and the life support 
facilities and equipment required to provide confortable safe living quarters 
for the resident crew members. 

A permanent satellite operations and maintenance base is installed on 
each satellite at a location near the antenna to provide best access to all 
systems of the satellite. The base has facilities for both the crew and for 
storage of maintenance material, and installation/repair equipment. Table 
1.2.3 identifies the supporting facilities. 

Table 1.2.3 Satellite O&M Base 

SYSTEM 
DESCRIPTION 

AIRLOCK DOCKING HODULE 

CREU HABITABILITY MODULE 

CONSUMBLES LOGISTICS t4ODUl 

BASE MANAGEMENT MODULE 

CREW SUPPORT MODULE/EVA 

PRESSURIZED STDRAiE HOOULE 

ABBREVIATION 

ADM 

CHH 

CL!4 

BHH 

CSH/EVA 

PSH 

WORK CREW 
SUPPORT SUPPORT 

FACILITIES FACILITIES 

i 

3 I 

1 

I 

I 

1 

2 

1.2.3.1 WORK SUPPORT FACILITIES 

This element includes the facilities and equipment required for operation 
and maintenance of the satellite system. Included are satellite monitor and 
control stations and any centralized repair facilities not included under 
maintenance. 

The ADM is required at four places for the integration of other modules 
comprising the satellite O&M base. Three of these.modules are to be used 
primarily for work support operations. The satellite BMM incorporates a 
monitoring and fault isolation capability for the SPS satellite subsystems 
as well as the controls required for alternate operational modes and functional 
isolation of selected subsystems for maintenance. The cost estimates of these 
modules and the PSM are shown in Tables 1.2.3.1.1, 1.2.3.1.2 and 1.2.3.1.3. 
The CERs are based on Rockwell Space Station studies. 
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ROCKYELL SPS CR-2 REFERENCE CONFIGURATION 
TARL E 1.2.3.1.1 AIRLOCK DOCKING MODULE-ADM 

..- . - _ _- - ,, _ _-- .- .._. _. --.. -.. .- .._ _ -- _._ - _--_---. ..__.-. - _.._ . . ..---. .._.. _.. -_ ._.. --_ . - .-. - . .- . 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 2500.00000. TF= 1 .oooooo CDCER= 0.0 _ -_-- -- 
M= 2500.00000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo Zl= 3.000000 CI CER= 0.006036 
PHI= 0.980000 z2= 60.000000 CIEXP= 1 .oooooo ..-. --.. .-._-. -. -....-. -.. .-_-.. _... --_. ..- -.. ___--- .-. .- -_. _ __ _- .._-_-- .--_____- 

R= 0.020000 z3= 180.000000 
OF= 1.000000 z4= 180.000000 z5 = 0.0 

CAL CUL ATmi;LUES 
--- 

KG SUM TO 1.2.3.1 S, M ILLIONS 

CD=CDCER X !T X DF)XX(CDEXPj X, CF ..-.-.- . . ..- - - ..-. ..--- . 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 15.090 
-- --- --- 
sj #RM =T / M  1.000 
z 
m E =l.O + LOG(PHII / LOG(2.0) 0.971 .___ __- --. -.-... _~ .____ -_-..-._-___ ______._ --..-..-..-- .__.__._..__ - - _. -._ ., _. 

CTFU=(CLRM / E)XLJRRM X Zl+.SlXX(E) -O.SXX(E)J 44.520 

CTB =((CLRM/E)X((#RM X 23 + O.S)XX(E) -O.SXXIEIb 1 / 23 13.352 

.-CIPS=CTB*Z4/Z2- 
._ __- _.._._ -.-. . . ..__. ___.., _,_.. .__ __ ,__ .-.-..---... _.._.___.__._ -.-.. _ _.. .-. ._, ._ 

40.056 

CRC1 =CTB X R 0.267 -- - -____-_- 

CO&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 

. -COMMENTS 
_. .- _. _ ..-- -. _ - ._ ._ _ ._. _ ._ . _ ., _ ,_ . 

SEF 1.2.1.2.1 FOR DOT&E 



ROCKWELL SPS CR-2 REf ERENCE CONF IGURAT ION 
TABLE 1.2i3.1.2 BASE MGMT MODULE-BMM . 

-. 
-INPUT- PARAMETERS INPUT COEFFICIENTS .- ‘-- 

T= 27000.0000 TF= 1.33dO30 CDCER= 0.0 --_-_-.-- --- -- 
M= 27000.0000 O&M= 0.0 CDEXP= 0.0 

CF= 1.000000 21= 1.000000 CXCER= 0.011496 
PHI= 0.980000 Z2= 60.000000 CI EXP= 1 .oooooo __--...- ._._ _ -. . .- ---.-.. .--- .- _ -__- -- -__ -~. 

R= 0.020000 Z3= 60.000000 
DF= 1 .oooooo Z4= 60.000000 z5= 0.0 

CALCULATED VALUES KG SUM TO 1.2.3.1 $1 MILL IONS 

CD=CDCER X (T X DFJXXiCDEXPJ X CF . ..-.. -._ ..- 

CLRM=CICER X (MJXXLC IEXP) X CF X TF 

0.0 

310.392 

-- 
3” #RM =T / M  

ii 
y E =l.O + LOGtPHIJ / LOG(2.0) 

1.600 

0.971 _-._-- .__ -..--. ._---..- _ 

CTFU=(CLRM / E)XI (#RM X Zl+.S)XX(E) -O.SXX(E)) 310.814 

CTB =(ICLRM/EIXI(#RM X 23 + O.SJXX(EJ -O.SXX(EJJ ) / 23 283.323 

._ 
---CIPS=tTB*Z4/Z2 

_. _ . -... - 
. 283.322 

CRC1 =CTB X R 5.666 ----- -- - 

CO&M = O&M OR CT B*Z5/i2lENYR 0.0 

COblMENiS 
_. -_- _-_._ _--.-. _ --.-_-.---.-_---- -.-_.__. _._.. -.... ..-.- 

SEE 1.2.2.1.1 FOR DDTEE 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.3.1.3 PRESSURIZED STORAGE MODULE-PSM 

.iNPtJi PARAMETERS INPUT COEFFICIENTS 

T= 15000.0000 TF= 1.000000 CDCER= 0.0 MT 1~000.0000 .---- O&M= 0.0 CDEXP= 0.0 

CF= 1.000000 Zl= 2.000000 CICER= 0.013734 
PH I= 

R= 
0.980000 z2= 
0.010000 z3= 

60.000000 CI EXP= 1 .oooooo ---_- _. _- -.-.--- .~ ___.--.._ --..-.. ---- ---.._ -.- .-_--...-. -- -. 
120.000000 

Df= 1.000000 z4= 120.000000 z5= 0.0 . 
----- -- 

CALCULATED VALUES KG SUM TO 1.2.3.1 S,HILLIONS 

CD=CDCER X (T X DFJXX(CDEXP) X CF -. _- _.. --. .-. ..-- _. __. otg 

CLRM=CICER X (M IXX(CIEXP 1 X CF X TF 206.010- 
A- 

5” #RM =T / H 1.000 

rJ 
a E =l.O + LOGtPHIJ / LOG(2.0) 0.971 -- ..___.. . ---..... -. -._ _- ..-. - -..- .___---.~ -._.-_- ..-..... - ____ -- _ ..-. ._--.-. ----. -- __ __. __. - .._ -- 

CTFU=(CLRM / E)XI(#RM X Zlt.S)XX(E) -O.fjXX(E)) 408.244 

CTB =((CLRM/EIX( i#RM X 23 t O.SIXXIEI -0.5XXiEJJ 1 / 23 184.403 

CIPS=CTB*Z4/Z2 368.805 

CRC1 =CTB X R 1.844 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 

COMMENTS - 
. --. -. ._. .-. _ .-. - ..- .-.._- __._ _-.._ ..____ ._ ._ . .._ 

SEE 1.2.1.1.17 FOR ODT&E 

. 



- 

1.2.3.2 CREW SUPPORT FACILITIES 

This element includes the facilities and equipment required for the life 
support and well-being of the crew members. Included are living quarters, 
recreation facilities, and health facilities. 

The combination crew support and EVA module (CSM/EVA) has the same inter- 
nal function as for the SCB, but occupies only half of the module. The other 
half is an integrated multi-crew member EVA preparation area and airlock 
station. 

The ADM, CRM, CLM and CSM/EVA modules are costed in Tables 1.2.3.2.1, 
1.2.3.2.2, 1.2.3.2.3, and 1.2.3.2.4. The estimates are based on Rockwell's 
Space Station studies. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TPBL E 1.2.3.2.1 AIRLOCK DOCKING MODULE-ADM 

-- ..-. -.---.. _. _ .- .-. 
-INPUT--PAR&METERS. 

-. _.... -. -.. .-- -------- -.-- 
INPUT COEFFICIENTS 

T= 2500.00000 TF= 1 .oooooo --__-.~.----..--~- ..-- -----.I-~ 
M= 2500.00000 O&M= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo 

CDCER= 0.0 ----_--- ---.-- 
CDEXP= 0.0 
CICER= 0.006036 

PH I= 0.9 80000 z2= 60.000000 Cl EXP= _.._ 
-.R= 

~-._---.-.-- ..-. .-. ,_ 
o.02dbod 

.- -.- .-..--.-..-- ~ __.------ 
z3- .-- 60.000000 

________ -----.-.----.-.-._- 1 .oooooo ______. - .._. - ----_..-. -.- .- 

DF= 1.000000 z4= 60.000000 z5= 0.0 
--- --- -- 

CALCULATED VALUES KG SUM TO 1.2.3.2 ItMILLIONS 

CD=CDCER X (T X DF.)XX(CDEXP! x CF -..-- _ _. _ 0.0 

CLRM=CICER X (MlXXICIEXP) X CF X TF 15.090 
---.--- 7 #RM =T / M -----i.ooO 

=; 
0 E =l.O + LOGtPHI) / LOG(2.01 0.971 --.- -. ..-- -. --. -- --.--..- - - .- --- _...._ -..-.-.- --__ .._. -_-._ --. ___-_.-__ ..-- .--.--_ ..-- -.-.-... .._ ._. ..-...- 

CTFU=(CLRM / E)X((#RM X ZL+.5)XX(E) -O.SXX(EJJ 15.111 

CTB =((CLRM/E)XI(#RM X 23 + O.S)XX(E) -0.5XXLEJJ 1 / 23 13.774 
- 

CIPS=CTB*Z4/Zi? ... -- ‘13.77ft 

CRC1 =CTB X R 0.275 ------ --~---~---_ ------ 

CC&M = OEM OR CT B*Z5/22/ ENYR. 0.0 
- - ..-. .--. . . .-. _ --. _.._ 

COMMENTS 
SEE 1.2.1.2.1 FOR DOT&E 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.3.2.2 CREW HIBITABILITY MODULE-CHM 

__-.-. - _ _. ~_, __ __..,__. __- 
INPUT PARAYE-TERS 

.- -.. 
INPUT. COEFFICIENTS 

T= 27000.0000 TF= 1 .r)OOOdd CDC ER= 0.0 F;1= 27000.0000 ..- O&M= 0.0 tC)EXP= 0.0 

C F= 1 .oooooo Zl= 1.000000 CICER= 0.003770 
PH I= 0.980000 Z2= 60.000000 1 .oooooo -- .- ---. ..- ..-_-__. ---. .- -. -.-.- .- ._ - ___--- ._. -- ----.__ _._ .-----.~.. CI EXF= _.--_- _-___ ---.--.- _._.. - .---- _._._ -.-- 

R= 0.020000 23= 60.000000 
DF= 1 .oooooo z4= 60.000000 z5= 0.0 

-~ -.-- 
CALCULATED VALUES KG -%UH TO l-2.3.2 S*MILLIONS 

__-. Cp=CDCER X (T X OF IXX( CDEXP 1 X CF _ _ . . _ _ . ..- ..-...-. . .-- . .._. -_-- .._. -.. _-..- _ _ --..... o,o 

CLRM=CICER X (H)XX(C IEXP) X CF X TF 101.790 
-- 

3” 
#RH =T / H 1.000 

z E =l.O + LOG(PHII / LOG(2.0) +..-. ._....__ -.-.-- _._. - .._.. -.-.-- 0.971 -._.-._ _.------ -_------- .-.. .-..-. ----.---.--_.-.---.._-_.---..-.-.-_--- -.-----_,- __._ -..--.-.---._.---.- .._ ._ 

CTFU=(CLRM / EIX((#RM X Zlt.SIXX(El -O.SXXIEJ) 101.928 

CT8 =((CLRM/E)X((#RH X 23 + O.S)XX(E) -O.SXXIEd) 1 / 23 92.913 

CIPS.=CTB*Z4/Z2 -.- 
.-. 

92.913 

CRC1 =CTB X R 1.858 -------- 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 0.0 
- . . 

COMMENTS 
SEE 1.2.2.2.1 FOR DDTCE 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.3.2.3 CONSUMABLES LOGISTICS MODULE-CLM, 

- - _. . . - - _ - ^ 
INPUT RARAYETERS 

_ _. - - - . . 
iNPUT COEF’Fi’CI i%tiTS 

. . . . . -.-_-.. 

T= 5000.00000 TF= 1.01)0300 CDC ER = 0.0 -- -. _... 
M= 5000.00000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.014000 
PHI= 0.980000 z2= .R =.--.. . -.-- ‘-‘-dso 2060b- --.. -- - - .- .- - .--... ..- 

z3= 
1 .oooooo 

60.000000 CI EXP= 1.000000 _ .__.__ - --..-.- --.--. --- ---_-.--..--.-__-.----.-_.-- ___-. ._____..__ - _.,__. ,._:_ ___._ 
60.000000 
60.000000 

---- 
CALCULATED VALUES KG SUM TO 1.2.3.2 $rHILLItlNS 

C-D=CDCER X (T X OFIXXLCDEXP) X CF -.. . ..--.-..--..- ..--.........-........-. ..-. . 0.0 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 70.000 
~--.- 
9” RRM =T / M 

=t 
h, E =I.0 t LOGLPHI) / LOGL2.0) -. _. -. .^._ _ .~---. ._ _ _ .---.--.-.-.- -.- .-- .-. -... --...--- ____ .._--- 

CTFU=(CLRM / E)XIL#RM X Zlt.S)XX(E) -0.5Xx(E)) 

------ 
1.000 

__-i_-_--- _... .--- 0.971 -.-.. ..- .--._ __. __._ -... _ ._ __. _. ._ _ .___,. ._ 

70.095 

CTB =((CLRM/ElXI(#RM X 23 + O.SJXX(E) -O.SXX(EJ) 1 / 23 63.895 

CIPS=CTB*Z4/Z2 
_._._. _... -..--.- ----.. _.- -. .- - ._., -.. _.._ ___. ._.... ._ .._ 

63,895 

CRC1 _. q CTB X R 1.278 - -__- 

CC&M = f-!&M OR CTB*ZS/Z2/ENYR 
.-. .,_.. ._ .^ ___. __ _._. 

COMMENTS 
SEE 1.2.2.2.2 FOR DDTEE 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.3.2.4 CREW SUPPORT MODULE/EVA 

INPUT P4RAMETERS -- 
- - - .-.. 

INPUT CDEFFICi ENTS. 
,.. 

T= 27000.0000 TF= 1 .oooooo CDCER= 0.0 - ____-- 
M= 27000.0000 O&w= 0.0 CDEXP= 0.0 

C F= 1 .oooooo Zl= 1.000000 CICER= 0.005798 
-.--.-.-!HIF -.._ 60.000000 

R= 
------+EE---+3’=-.---.-- 

. = 60.000000 
1 .oooooo 

CI EXP= 1.000000 -__--.- - ._--. _. ._ .- _ 

6O.OOOOOO 
-- 
CALCUL 4TED VALUES KG SUM. TO 1.2.3.2 JeHILLIONS 

CD=CDCER X (T X DFJXXtCDEXPJ X CF _ _ __ _ _ _ _ __ ._-. _._ -- _... -.. -. -.-. ._-.- ----- ..--.. - _ -... -_ _ .-.. o,g ._. . 

CLRM=CICER X (MJXX(C IEXP) X CF X TF 156.546 
-.. “p #RM =T / M 1.000 

r 
z E =I.0 + LOGtPHIJ / LOGt2.0) 0.971 -. ..-- -..-- ,.___.._ __ . _- .---.. -.--__ _-~--. --.-. __---.~--.--- ..---- -_ -- -.-- ..__- -..- .-- .._ 

CTFU=(CLRM / EJX((#RM X Zlt.SJXX(E) -O.SXX(EJJ 156.759 

CTB =((CLRM/ElX((WRM X 23 + O.SJXX(E) -0,SXXiEJJ 1 / 23 142.894 
._. 

Cil’S=CTB*Z4/Z2 
-. _ ----_-~.____-__--__ ---- ---_.--__-__-------_. . .._.._ -- -. ._ 

142.894 

CRC1 =CTB X R 2.858 

CC&M = O&M OR CT Bh?j/ZZ/ENYR 0.0 
_. 

COMMENTS 
SEE 1.2.2.2.3 FOR DOT&E 



1.2.3.3 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the O&M support facility. It includes both the direct and support personnel 
and the expendable maintenance supplies required in GE0 for satellite operations 
and maintenance. 

The satellite operations base crew is manned by 30 persons on a continuous 
basis throughout the year. This crew and supporting provisions are costed in 
Tables 1.2.3.3.1 and 1.2.3.3.2 based on engineering estimates. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TARLE 1.2.3.3.1 SATELLITE OPERATIONS CREW 

- .._._.^__ - .-.--._ -... _ -. _ -- ._ _- __. -- _-._ 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 30.000000 TF= 1 .oooooo COCER= 0.0 
30.000000 

- 
M= O&M= 0.0 CDEXP= 0.0 

CF= 1.000000 zi= 1 .oooooo CICER= 0.062400 
60.000000 ------.---.P_H_I=~-.-__- -__- _l-loooooo__-.f~--.--.-._~ CI EXP= 1 .oooooo ___- -_--- -___.---_-. -..-..--..__-.--.---_ 

R= 0.0 60.000000 
DF= 1 .oooooo 24: 60.000000 Z5= 0.0 

CALCUL AmVALUES MEN SUH TO 1.2.3.3 S,MILLIONS 

CD=CDCER 5 fT X DFlXXtCDEXP) X CF 0.0 - _-... --..- ..-. _~. . - -._. .- 

CLRM=CICER X (M)XXICIEXP) X CF X TF 1.872 
- 

5” 
#RM =T / M 

G E Q-. _ _ _ =l,O + LOG(PHI J / LOG(2:O) -. _. _ _ _ _ _ _ _. __ _ _ _ __ _ _ _- _ _ _ _ 

CTFU=(CLRM / E)X((#RM X Zl+.5lXX(El -0.5XX(E)) 

1.000 

-------..--_.--____ _- - ___._ -LOGO- _.- ..- __ _-_ - 

1.872 

CTB =((CLRM/E)X((tRM X 23 + O.S)XXIE) -0.5XXIE)) 1 /.z3 1.872 
_-__. 

CIPS=CTB*i4/Zi -- 
- - .-. ..--.. --._ -.- ._^_ _...- ..---_ 

1.872 

CRC I =CTB X R 0.0 

CC&M = O&M OR CTBiZ5/Z2/ENYR 0.0 
.-- _ . _ _ ,_. ..___ _ _ - _ ___. - __-- _._ ..--__--__ - - ._-. _... -. _..-- _.-.-.. --.-. .._ -. ._ _. . - - _. 

COMMENTS 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.2.3.3.2 SATELLITE CREW PROVISIONS 

_ 
-7ftPU.U?ARAMETERS INPUT. CbEFFtCIENTi .. -- -‘.- 

T= 38880.0000 TF= 1 .oooooo CDCER= 0.0 -..--- --_-----.- .__.__-- -. - _-- .--_- 
M= 38880.0000 O&M= 0.0 CDEXP= 0.0 

C F= 1.000000 Zl= 1 .oooooo CICER= 0.000022 
PH I= 1 .oooooo z2= 60.000300 CIEXP= 

.-’ .. 
- -.--..-- .- ._.- ..-. _--_.--. -- ._.- -- _.-- _- 60,000000--~.----~.----.-. - ..-.... -... -.-...-...-. 1 .ocmgo_g _ .- - -___._ -. _ R= 0.0 z3= 

DF= 1.000000 z4= 60.000000 z5= 0.0 

~----- ~------ 
CALCULATED VALUES KG SUM TO 1.2.3.3 S,MILLIONS 

CO=CDCEP X IT X DFIXX~COEXP) X CF 0.0 

CLRM=CICER X (MJXX(CIEXPl X CF X TF 0.855 

--- - 

4” #PM =T / M 1.000 

=; Q\ E .=t.o + LOG!PHI) / LOG(2.0) 1.000 _ ._ ..- --_-- -.. - . ..- ---.-- .-.-- -----. _,___ ..__ -..- _.- -.... -_- -.--._. ..-. 

CTFU=(CLRM / E)X((#RM X Zl+.S)XX(E) -0,5XX(E)J 0.855 

CTB =((CLRM/E 1X( t#RM X Z3 + O.SlXX(E) -Q.SXX(EJ) I / 23 0.855 

C.IPS=CTB*Z4/Z2 -.. 
._ . -..- -..- .__. .- 

0.855.. - 

CRC1 =CTB X R 0.0 - .____--___. -_--__--- .--_- ___--- 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
- _ _ .__ _. _ 

COMMENTS 
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1.3 TRANSPORTATION 

This element of the costing includes all space transportation required to 
support the satellite system assembly and operation. Included are transporta- 
tion requirements supporting the precursor activity, launch to LEO, orbit-to- 
orbit transfer of all hardware, materials, and personnel, and intra-orbit 
movement of cargo during the construction and lifetime operation of the 
satellite system. 

The overall scenario for SPS space transportation systems consists of 
seven major elements -- Space Shuttle derivatives for personnel (PLV) and pre- 
cursor cargo (STS-HLLV); SPS heavy lift launch vehicle (HLLV); electric orbit 
transfer vehicle (EOTV); intra-orbit transfer vehicle (IOTV); personnel orbit 
transfer vehicle (POTV); personnel module (PM); and orbital/ground support 
facilities. Transportation requirements and concepts for SPS vary as a 
function of program phase. During the verification planning period (1981 - 
1987), the baseline Shuttle is used to conduct sortie missions. Later in the 
verification program "growth" Shuttle is used to deliver personnel and cargo 
to LEO. The Shuttle derived HLLV is also employed early in the program for 
LEO fabrication of the space construction base plus support in building the 
precursor satellite (EOTV) test model. Figure 1.3-1 illustrates early program 
systems and identifies the SPS VTO/HL HLLV that will be needed for the fabrica- 
tion of flight EOTVs and the mass-to-orbit requirements of satellite construc- 
tion. 

Figure 1.3-1. SPS Transportation System - LEO Operations 
Operational Program 
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Geosynchronous orbit is the eventual destination of SPS construction 
materials/equipment, personnel, and supplies. The crews will be transported 
from earth to LEO by the growth Shuttle containing the personnel module (PM) 
where the PM will then be carried to GE0 by the POTV. Cargo will be delivered 
to LEO by the SPS VTO/HL-HLLV configuration, transferred to the EOTV by IOTV's, 
transported to GE0 by the EOTV., and off-loaded by IOTV's. Additional detail 
on the individual vehicles is presented in later subsections. 

Mass-to-orbit requirements for construction, propellant, and operations/ 
maintenance activities were established in accordance with the mission profile 
and build schedule of two SPS satellites per year with a first unit (TFU) by 
the end of year 2000. These calculations were based on a round trip vehicle 
life as shown in Table 1.3-1. 

Table 1.3-l. Vehicle Life with Maintenance 

VEHICLE R.T. FLIGHTS PER VEHICLE 

STS GROWTH VEHICLE FOR PLV/CARGO 100 
SPS-VTO/HL HEAVY LIFT LAUNCH VEHICLE 300 
EOTV-CARGO ( ELECTR I C) ORB 1 T TRANSFER VEH . 
POTV-PERSONNEL ORBIT TRANSFER VEHICLE 1:: 
IOTV-INTRO-ORBIT TRANSFER VEHICLE 200 

Table 1.3-2 shows the vehicle fleet and vehicle flight requirements to 
build the first SPS satellite, LEO construction base, and the EOTV test 
vehicle. These calculations were based on the mass-to-LEO and GE0 for person- 
nel, materials, and supplies identified to each of the transportation modes. 
Precursor activities can be completed by utilizing (1) the two existing TFU 
personnel modules (PMs); and (2) an additional PLV over the two needed for the 
TFU. TWO Shuttle launch vehicle sets will be combined with a cargo container/ 
engine module to transport materials to LEO for the precursor activity. TFU 
vehicle requirements are based on mission timelines, turnaround schedules, and 
flight profiles. 

Table 1.3-3 tabulates the total program transportation requirements and 
the number of flights per vehicle as needed to construct the satellites and 
to provide operations and maintenance after IOC. These calculations are the 
basis for developing overall fleet requirements for a 60-unit SPS program, 
but do not include the precursor effort identified in Table 1.3-2 nor the 
additional vehicles needed for attrition/spares or overhaul (replacement 
capital investment). 
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Table 1.3-2. TFU Transportation Requirements 

CREW CONSUMABLES 8 PKG. 0.98 0.94 - 4.3 - 0.2 4 4 
rnTV PROFiLLANTS L PKG. 2.91 1.46 - 12.8 - 0.3 13 6 
EOTV CONST.. MINT. L PKG. 7.20 - 15 31.7 - ; 32 - 
EOTV PROPELLMTS L PKG. 4.79 - - 21.1 - - 21 - 
IOTV PROPELLANTS.L.PKG. 0.13 0.06 - 0.6 - - 1 - 

235 1 174 
TOTAL 53.13 39.58 60 234.0 45 7.0 409 _ __-... 

TFU FLEET VEHICLE REQUIREMENTS 2 5 4 6 4 
GROWTH SHUllLE VEHICLE/OPERATIONS 
REWIRERENTS FOR PRECURSOR ACTIVITIES 

72 FLIGHTS 129 FLIGHTS 
1 VEHICLE 2 VEHICLES 

(LEO BASE. SPACE CONSTRUCTION BASE. AND 
EOTV TEST VEHICLE - EOTV'S) PERED”NEL (PLY) CAl lGO CARRIER/El tGINE 

grDfEAND LAUNCH 

Table 1.3-3. Total Program Transportation 
Requirements 

SATELLITE 
CONSTRUCTION 
OPERATIONS D MAINTENANCE 

CREW CONSUMABLES 
CONSTRUCTION 
OPERATIONS & MAINTENANCE 

POTV PROPELLANTS 
CONSTRUCTION 
OPERATIONS & MAINTENANCE 

EOTV CONSTRUCTION 
CONSTRUCTION 
OPERATIONS & MAINTENANCE 

EGTV PROPELLANTS 
CONSTRUCTION 
OPERATIONS & HAINTRNANCE 

IOTV PROPELLANTS 
CONSTRUmION 
OPERATIONS k YAINTENANCE 

SUMMARY 
CONSTRUCTION 
OPERATIONS k MAINTENANCE 

TOTAL 
VEHICLE FLEET 

CONSTRUCTION 
OPERATIONS k MAINTENANCE 

TO?AL 

UASS x lo6 KG 
PLV 

LEO GE0 

2197.8 2197.8 1340 
1603.0 1603.0 3694 

31.5 26.7 - 
86.8 66.0 - 

02.7 41.4 - 
267.6 133.6 - 

28.2 24.2 - 
22.2 19.0 - 

‘340.3 2.0 - 
304.0 - - 

7.2 
6.6 3:: : 

2607.7 2297.4 1340 
2490.4 2044.8 3694 
5176.1 4342.2 5034 

m 
.-.. 

ELLV 

9682 
7943 

139 
362 

364 
1180 

124 
98 

1499 
1339 

32 
29 

LlJ340 
w  
3c$311 - 

39 
37 
-IS- 

HICLE 
POTV 

1220 
3660 

1220 444 
3660 396 

4880 840 

, IGHTS 
EOTV 

425.1 9682 
348.7 7943 

5.6 139 
16.6 362 

6.0 364 
25.9 1180 

4.7 124 
3.7 98 

0.4 1499 
1339 

0.6 32 
0.6 29 

I 
LEO - 

‘v 
GE0 

9682 
7943 

126 
379 

r62 
589 

107 
a4 

9 

15 
13 

qi21 

1 
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1.3.1 SPS HEAVY LIFT LMJNCH VEHICLE (J5LLV) 

The SPS HLLV is shown in Figure 1.3-2 and has a payload capability of 
227,000.kg with a vertical take-off and horizontal landing feature. The SPS 
HLLV is used to bring space construction and support equipment payloads, satel- 
lite system hardware, OTVs, consumables and crew expendables, and propellants 
from earth to LEO. This element covers the SPS HLLV vehicles and operations 
required to support the satellite system assembly and operation during a 30 
year life. Ground rules and guidelines applicable to the HLLV are summarized 
in Table 1.3-4. 

68.0 M 

Figure 1.3-2. SPS Transportation System Launch Configuration 

Table 1.34. HLLV Ground Rules/Assumptions 

TWO-STAGE VERTICAL TAKEOFF/HORIZONTAL LANDING (VTO/HL) 

FLY BACK CAPABILITY BOTH STAGES - ABES FIRST STAGE ONLY 

PARALLEL BURN WITH PROPELLANT CROSSFEED 

LOX/RP FIRST STAGE - LOX/LHz SECOND STAGE 

HI P, GAS GENERATOR CYCLE ENGINE - FIRST STAGE [Is (VAC) = 352 SEC. 

HI P, STAGED COtiBUSTlON ENGINE - SECOND STAGE [I, (VAC) - 466 SEC.] 

STAGING VELOCITY - HEAT SINK BOOSTER COMPATIBLE 

CIRCA 1990 TECHNOLOGY EASE - EAChUiC WEIGHT REDUCTION DATA 

ORBITAL PARAHETERS - 487 KJI @  31.6’ 

PAYLOAD CAPABILITY - 227x10’ KG up/45 KG DOW 

THRUST/WEIGHT - 1.30 LIFTOFF/3.0 MAX 

15% WEIGHT GROWTH ALLOUANCE/O.75% AV MARGIN 
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1.3.1.1 SPS HLLV FLEET 

A total of 76 HLLV vehicles are required to handle the mass flow require- 
ments throughout the 60 year SPS program. Thirty-nine vehicles are required 
for the construction of 60 satellites and 37 vehicles are needed for operation 
and maintenance during the 30 year satellite lifetime. 

Data used in projecting estimates for the HLLV and supporting flight costs 
were factored from the NASA/JSC contract NAS9-15196. Specific changes were 
made to consider the reference HLLV design configuration; vehicle complexity 
factors -- engines, ablative shield, propellant valves, and system/subsystem 
design; plus the greater mass of the Orbiter/booster as compared with current 
experience and Rockwell Space Shuttle contract work. 

HLLV capital asset replacements, major overhaul requirements, spares pro- 
visioning, and system lifetimes were projected as being equivalent to two 
vehicle replacements for each of the SPS fleet vehicles. These calculations 
are reflected as an annual cost per satellite over the 30 year period. 

The DDT&E cost estimate was developed from a careful evaluation of the 
NAS9-15196 data base and a comparative factoring of these data as compared 
with data directly applicable to the Space Shuttle program. 

See Table L.3.1.1 for the SPS HLLV cost computer program tabulation. 

B-201 

SSD 79-0010-2-2 



ROCKWELL SPS CR-Z REFERENCE CONFIGURATION 
TABLE 1.3.1 .l SPS-HLLV FLEET 

- .-.- -.. _ _.. - -... _ _ __.. ..-... ,.. - - - - ._ .- .- __.....___ __. . . . . ..-.___. -.-- .-.. 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 1.000000 TF= 1.000000 CDCER= 8600 .OOOOO -- .__-. --. -.--- .- .- 
M= 1.000000 O&M= 0.0 CDEXP= L .oooooo 

C F= 1 .oooooo Zl= 5.000000 CICER= 2000..00000 
PHI= 0.920000 z2= 60.000000 

.‘P= 0 ;084440 z3= 228.000000 
CI EXP= 1 .oooooo _ _ ._..._. -_ __ ._ _.. 

DF= 1 .oooooo z4= 39.000000 Z5= 37.000000 

~--_-._--~_._ 
CALCULATED VALUES SET SUM TO 1.3.1 $r MILL IONS 

CD=CDCER X LT X DF)XX(CDEXP) X CF - 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 

8600.000 

2000.000 

.---- 
s” #RM =T / M  1.000 

ii E =)a0 + LOG!PHIJ / LOGL2.0) 0.880 . _.--. 

CTFU=ICLRM / E)X(L#PM X ZL+.S)X.XLE) -0.5XXLE)) 8950.176 

CTB =I(CLRM/E)XLL#RM X 23 + 0.5)Xx(E) -O.SXXdE)j 1 / 23 1180.031 

.CIPS=CTB*Z4/Z2 
-.--. ~ -- -.-.-..-. --- . .- --.. . ..--.- . 

767.020 

CRC1 =CTB X R 99.642 ------~___ --- 

COEM = O&M OR CTB*Z5/Z2/ENYP 24.256 

COMMENTS 
. _._ ..- ._-._ .-. -. _, ._ ..-._--. -._ _. . _ . -_ . ._ 
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1.3.1.2 SPS HLLV OPERATIONS 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS program. 
The BLLV has a lifetime capability of 300 flights. 

There are a total of 22.811 round trip flights required to support the 
60 year program where approximately 227,000 kg is delivered per flight. These 
are grouped into a total of 11840 flights for construction and 10,971 flights 
for operations and maintenance. The TFU requires a total of 234 flights to 
carry the necessary mass to orbit. On the average of 60 satellites, approx- 
imately 197 flights are needed for satellite construction and 6 flights are 
required for annual operations and maintenance per satellite. 

The projected cost per HLLV flight is based on contract data (reference 
NAS9-i5196) that was factored and revised to arrive at a propellant, payload 
integration, and supporting operational cost by evaluation against such 
things as propellant costs versus HLLV requirements. See Table 1.3.1.2. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.1.2 SPS-HLLV OPERATIONS 

-. 
INPUT PARAMETE’RS 

-- ..-... - ..- ..--. 
iiJPtii COEFFICIEihS 

T= 1.000000 TF= 1 .oooooo COCER= 0.0 ---- -- 
M= 1.000000 OEM= 0.0 COEXP= 0.0 

C F= 1.000000 Zl= 2?4.000000 CI CER= 2.480000 
PH I= 1 .oooooo Z2= ..-.. __ - .- _-_--...-._- ___._.__._ -.--------- _... --_--- 

P = 0.0 Z3= 
1.000000 

60.000000 
22811.0000 
11840.0000 

Cf EXP= -.--.--- ~~~-..-~~.~oooooo_-~..----.~. .- . . . . 

10971.0000 

CALCULATE0 VALUFS FLIGHT SUM TO 1.3.1 SrMILLIONS 

CO=COCER X !T X 0F)XXiCOEXP) X CF 0.0 

CLRM=CIC!ER X (MlXXlCIEXP) X CF X TF 2.480 

‘f’ RRM =T / M  1.000 

r: 
* E =I.0 + LOGIPHI) / LOG(2.01 1.000 _._ - __-..--..-.--.--__-- -_. --. ---_- -____ ~---.---.--- -.. - ____ __--_-_-_-.---__ -_-.--.. ._ .-_..--._ - 

CTFU=(CLRM / E)X((#RM X 21+.5)Xx(E) -O.SXX(EJJ 580.320 

CTB =(ICLRM/E)X((#RM X 23 + O.SlXXIE) -0.5XXdEJJ 3 / 23 2.480 

C-IPS=CTB*Z4/Z2 
_.. ._ ._ _ .-_ I 489.38i’ ‘- 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*ZS/Z2/ENYR 15.116 
_.-. 

CdfirMENTS .- 
_. ._ _ .- -- .- .._ -. - - - _- _... __.- --. .---.-.---.-..-._ - _ __ ..__.. 
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1.3.2 CARGO ORBITAL TRANSFER VEHICLE (COTV) 

This element includes the COTV vehicle and operations required to support 
the satellite system assembly and operation. Included is the LEO-to-GE0 
transfer of space construction and support equipment, satellite system hard- 
ware, spares, and propellants required throughout the satellite lifetime. 

The Rockwell cargo orbital transfer vehicle is a high specific impulse 
configuration that is possible with electric propulsion. The concept is 
shown in Fi&re 1.3-3 and has a payload capability of 5.17~10~ kg (equivalent 
to 23 HLLV payloads) with a 6 month round trip time per flight. - - 

COTV fleet procurement 
and 1.3.2.2, respectively. 

EOlV DRYW. - 106 KG 
EOlVWElWT.-l .67Xl06KG 
r~n.0~~ WT. - 5.17 X 106 KG 

and operations are detailed in sections 1.3.2.1 

Figure 1.3-3. EOTV ReferenccConfiguration 
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1.3.2.1 COTV FLEET 

This element includes the vehicle fleet procurement required for the SPS. 

The electric OTV structural configuration is essentially the same as that 
employed for the satellite bay. It has a weight of 871,753 kg's. The EOTV 
weight and payload summary is shown in Table 1.3-5. 

Table 1.3-5. EOTV Weight Summary (kg) (GaAlAs) 

SOLAR ARRAY 
CELL/STRUCTURE 
POWER CONDITIONING 

THRUSTER ARRAY (4) 

PROPELLANT TANKS 
EOTV INERT WEIGHT 

THRUSTERS/STRUCTURE 

252 GROWTH 
TOTAL INERT WEIGHT 

CONDUCTORS 

PROPELLANT WEIGHT 

BEAHS/GlHBALS 

TRANSFER PROPELLANT 
ACS PROPELLANT 

PROPELLANT TANKS 

EOTU LOADED WEIGHT 

AlTlTUDE CONTROL SYSTEH 

PAYLOAD WEIGHT 
LEO DEPARTURE WE I GHT 

POWER SUPPLY (INCL. ENERGY STORAGE) 
SYSTEH COMPONENTS 

588.196 

96.66 

186.872 

1.716 
871,753 

IO.979 

217,938 
I .o89.691 

666.660 

6;: 3 . 

.:c6’ 

1.756.351 

78 1843 

:.;;;.;3; , s 

184.882 
274 

The thruster array consists of 36 units at four locations for a total of 
144 thrusters with a maximum of 64 thrusters operable simultaneously. The 
total attitude control system and thruster array mass is equal to 283,557 kg's 
per EOTV. 

The EOTV CERs are the same as those used for the satellite costs on the 
same subsystem elements. The replacement capital investment calculation is 
based on an attrition factor of S-6% of each flight vehicle. Table 1.3-6 
lists the elements of cost for the EOTV. 

Table 1.3-6. EOTV Cost Elements 

WBS 
IPTION 

1.3.2.1.1 PRIC(ARY STRUCTURE 

.2 SECONDARY STRUCTURE 1.3.2. 

1.3.2. 

l-3.2. 

I .3.2. 

1.3.2. 

1.3.2. 

.3 CONCENTRATOR 

.4 SOLAR BLANKET 

-5 SWITCHGEAR AND CONVERTERS 

.6 CONDUCTORS AND INSULATION 

-7 * ACS HARDWARE 

1 1.3.2.1.8 INFO MANAGEMENT AND CONTROL 
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ROCKUELL SPS CR-.2 REFERENCE CONFIGURATTON 
TPBL E 1.3.2.1 .L PRIMARY STRUCTURE 

_. 1 -.. ,. iNPUrPARAMEiERs _. -... .-.-... .- INPUT.COEFFId*ENTs.. ..- 

T= 30890.0000 - _----.--- 
M= 2059.00000 

TF= 1 .oooooo 
O&M= 0.0 

CDCER= 
CDEXP= 

t).O23000 
0.800000 

CF= 1 .oooooo Zl= 6.000000 CICER= 0.000050 
PHI= 1 .oooooo z2= 60.000000 CI EXP= --- -.- -__-.-___ --_. -- ___---- -- --.- ~~00000 ix-.-.-- -. _-.-- 

R= 0.003500 z3= 44.000000 
DF= 0.020000 z4= 22.000000 25= 20.000000 

-------CALCULATEDVALUES -- 
KG SUII TO 1.3.2.1 S,HILL IONS 

CD=CDCER 5 !T 5 OFJXXtCDEXP) X CF -- _ _- __ .2,?30 

CLRM=CICER X (MIXXtCIEXP) X CF’ X TF 0.103 

$ #RM, =T / M 15.002 

s: .I E =l.O + LOG(PHI1 / LOG(2.01 ._.. ___,__.._.. - ..-. ..-. ._ -.-. --. -.-.. __ ..-- ----- --. .--- -- - ---- ____-_- ___.____ -..--... _ -----.-.-- ________ l .dOO _-.- -__-- . .._. -. -. -. 
CTFU=(CLPH / E)X((#RM X Zl+.S)XX(E) -O.SXX(EIJ 9?267 

..- 

CTB =((CLRM/EIX((WRM X 23 + O.S)XX(EJ -0.5XX(EJJ 1 / 23 1.544 

CI PS=CTB*Z4/Z2 
_._,. -.. ..-----.-...- -...- .-. _... -. _ .-- _^. _ -.. .--. . 

0.566- 

CRC1 =CTB X R 0.005 PI--.--------- -___ 

CO&M = O&M OR CTB*Z5/ZZ/ENYR 0.017 

C0MMENTs 
-. _- _. __ __._ _. . .._ ._ 



ROCKWELL SPS CR-Z REFERENCE CONFIGURATION 
TABLE 1.3.2.1.2 SECONOARY STRUCTURE 

T= 14918.0000 TF= 1.000000 CDC ER= 0.156000 _-~-- 
OEM= -- M= 5.000000 0.0 CDEXP= 0.511000 

1 .oooooo 6.000000 CI CER= 0.101000 

-PH !?... 0.980000 z2= 60.00i)000 CI EXP= 0 .355000 ---- --_ _,_ --.-._-.- - ..-..-. 
R= 0.003500 z3= 44.000000 

DF= 0.050000 z4= 22.000000 z5= 20.000000 
--___-- --- 

CALCULATED VALUES KG SUM TO 1.3.2.1 StMILLIONS 

CD=COCER X (T X DFJXX[CDEXP) X CF -.. _ 

CLRM=CICER X IM)XX(CIEXP) X CF X TF 

_ - 4?5!? 

0.179 
---- -- - 

tp’ #RM =T / M 2983.600 

0” 
OD E -- 3d? ..’ LFw-!I!..I LcI_G_IZ,O!.. ..-..... .__._ --.---__- -.------... -.-- -_--- --.--.....-...-. - __ ---.c!t?l! .--.... . --. 

CTFU=(CLRM / E)Xt(#RM X Zl+.S)XX(E) -O.SXX(EJJ 2478.750 

CTB =iICLRM/EIX((#RM X 23 + O.S)XX(EI -O.SXX(EJ) ) / 23 389.820 
. _ _ 

CIPS=CT’Et*Z4/Z2 .- 
_ ., - -.-.. -. _.___ .--._ .._ .-._ _ ,_ 

142.934 

CRC I =CTB X R 1.364 -_ -.--~ 

CC&M = O&M OR CTB*ZS/Z2/ENYR 4.331 

COMMENTS 
_ .-. . ._. .- .- 



ROCKWELL SPS CR-2 REFERFNCE CONFIGURATION 
TABLE 1.3.2.1.3 CONCENTRATOR 

. __ ..- ---... - 
- iNPUT PARAMETERS 

._.. -_- .- -.. __ ..- .__ . ---- .-- -. .- 
INPUT COEFFICiENfS 

-- . . 

T= 1800000 .OO TF= 1 .oooooo CDCER= 0.027000 .- -- _ 
M= 450000.000 O&M= 0.0 CDEXP= 0.394000 

CF= 1.000000 Zl= 6.000000 CtCER= 0.000003 
PHI= 0.980000 z2= 60.000000 CI EXP= 0.950000 _ - _.---.--- _ - - .- -- -.-.. ..-.-...---. ---- -.-. __....__ ~_--- - __ --._. ._... -.-_..- ___. _ .-. . .-.... 

R= 0.003500 z3= 44.000000 
DF= 0.020000 z4= 22.000000 z5= 20.000000 

-- 
CALCULATED VALUE-3 

-- 
SQ M SUM TO 1.3.2.1 6,MILLIONS 

CD=COCER X (T X DF)XX(COEXP) X CF ._.-..- -- ..__ -.. -.-- . . . .._ - ._...... -..-..- . . . _J.682 

CLRM=CICER X IM)XX(CIEXP) X CF X TF 0.704 
--- 

tf RRM =T / M  4.000 
E 
u) E =I..0 +.,LOG(PHI 1 / LOG(2.0) 0.971 

CTFU=(CLRM / EIX(L#RM X Zl+.SlXX(E) -O.SXXLEJ) 15.818 

CT9 =((CLRM/ElX( (#RM X 23 + O.S)XXLE) -O.SXXiE)j I / 23 2.494 

CIPS=CTB*-Z4jZ2 
_-.. - _.-. -.. . ._-...... _.-. -.-... .---_. -.... -..-- _......_ . ---.. . ..- - _ - --_..-.. . _ _ __. 

0.9i4.' . 

CRC1 =CTB X R 0.009 
--_ 

CO&M = O&M OR CTB*ZS/ZZ/ENYR 0.028 
C”MMENTS . _ _-. -._ .^ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.2.1.4 SOLAR RL4NKET 

INPUTTPARAMETFRS LNPUT CO EFFI C iENTS -. .’ 

T= 900000.000 TF= 1.000003 CDCER= 0.161400 -.~-----.--- ---.- 
M= 18750.0000 0 &M= 0.0 COEXP= 3.394000 

CF= 1 .oooooo Zl= 6.000000 CI CER= 0.000067 
PHI= 0.990000 z2= 60.000000 CIEXP= 1.000000 --_-..- ---... -- .-..- -------- .-.--. --.-.. ___._- -.-__ -_. -..-.-.-- --_. ____ -... --._-__-- _. ..^... -.- 

R= 0.003500 z3= 44.000000 
OF= 0.020000 z4= 22.000000 z5= 20.000030 
--- -- 
CALCULATED VALUES SQ M SUM TO l-3.2.1 S,MILLIONS- 

CD=COCER X (T X DF)XX(CDEXP) X CF 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 1.256 
-_-- -.-. -.-- ---- 
5” #RM =T / M 48.000 

E 
o E =l.O + LOG(PH1) / LOG(2.01 0.986 _. _ __- -. -...- ----_-..-.__-----._- _______ -_ .--. - - - _... .- .-.- -..-_ _,- _ _ ,. _ 

CTFU=tCLRM / E)XI(#RM X ZL+.SlXX(E) -O.SXX(E)i 338.117 

CT8 -I(CLRM/E)XI (#RM X 23 + 0.5)Xx(E) -O.SXX(EI) I / 23 54.757 

CIPS=CiR*Z4/Z2 201077 

CRC1 =CTB X R 0.192 -----..-.--..--I_-----I_--.--_ ---. ----.---- --. 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.608 
.- _. _ - ..-. -. . 

COMMENTS 
td;;;;;D; NAS 9-15294 MARCH 1978 

--..-. --.. -- -. _.-_.-- ..- _- -.. _---. .- . . .-__ _ -_.-. .---.-._.---~- _..--------~ .____- -_- ._.___. 
MTLS $33/SQ M & PROCESSING $34/SQ M. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.2.1.5 SWITCHGEAR AN0 CONVERTERS 

-...-.. -- -.. ..---. .._.. . - - _ _ . ..- _- 
INPUT PARAMFTFRS- 

-- ..---... -. -.. .-.. . ._ ._ - .-... .-. ..--. _ _ -. -.- . .._ 
INPUT COEFFICIENTS 

T= 2875.00000 TF= 1 .oooooo COCER= 0.158000 -- 
M= 719.000000 OEM= CDgXP= 

- 
0.0 0.297000 

CF= 1.500000 Zl= 6.000000 CI CER= .0.000400 - 
PHI= 0.950000 z2= 60.000000 cr EXP= 1 .oooooo --_--.-.-_- -.---.-.__-_- _.._ --.- _ ____.- - -.._- _.--- ..-__---.----_-_-.-_--- - .._____ - ̂ ..__. .-. .___ --_.--__-.--- _-- ._ _._.. ___ A ..____ - 

R= 0.001111 z3= 44.000000 
DF= 0.500000 z4= 22.000000 z5= 20.000000 

- 
CALCULATED VALUES KG SUM TO 1.3.2-l -w!ILLIONS 

CD=CDCER X (T X DFlXXICDEXP) X CF _ _ _ _ ~..2~-@* 

CLRM=CICER X (M)XX(CIEXPI X CF X TF 0.431 

m  #RM =T / M  
tL 

3.999 

E E =l.O + LOGtPHII / LOG(2.01 0.926 _-..- ___ .-. .-.-.- . -. _. ..-. . ..-_--._----.._--.- _.._. A._ . -.-. -- _-- .___ ..- _____ - ____ - ____ - _... -- __ - ._._ --- ._.__... 

CTFU=ICLRM / EIX( (#RH.X Z1+.5)XX(E) -O.SXX(EI) 8.760 

CT6 =(ICLRM/EIXIl#RM X 23 + 0.51XXLEL -0.5XXLEI) 1 / 23 

CIPS=CTEi*Z4jZZ- 

CRC I =CTB X R ------- 

0.465 

0.001 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 0.014 

COMMENTS .. 



___-.-.-- 
ROCKMELL SPS CR-2 REFERENCE CONFIGURATION 

TARL E 1.3.2.1.6 CONDUCTORS AND INSULATION 
_._.. _........ ..- .-_.. 

INPUT PhRAMETERS. 
__ .- ..- ̂  

INPUT’-COEFFIC I ENTS 

T= 357675.000 TF= 1.000000 CDCER= 0.158000 
- ----.- 

.- 
M= 7452.00000 b&M= 0.0 CDEXP= 0.297000 

C F= 1.000000 Zl= 6.000000 CICER= 0.000004 
PHI= 1.000000 z2= 60.000000 CI EXP= 1.000000 __ __ - -- ..-.._ 

& P- 0.001111 0.020000 z4= z3= 44.000000 22.000000 z5 = 2O.ODOOOO 

-_-___---. -- 
CALCULATED VALUES KG SUM TO 1.3.2.1 S,MILLIONS 

CD=CDCER X tT X DFlXXICDEXPl X CF -- .2*205 -.. _. 

CLRM=CICER X (M)XX(C IEXPI X CF X TF 0.030 

w #RM =T /---- 
k 

47.997 

E E =ttCj + LOG(PW! ,! LOG(2.01 1.000 ._ _-_.--- - -_.-_ - _^. ------. ..--._.-_- --~ -.. ---.-... -...- ---.---..- 

CTFU=(CLRM / E)X((#RM X Zl+.S)XXIEI -O.SXX(EJJ 0.504 

CTB =((CLRM/E)X((#RM X Z3 + 0.5)XXiEJ -0.5XXtEJJ 1 / 23 1.431 

CI P-S=CTB*Z4/Z2 
.---_-. .-.-. ..-... -_ ---.-_ 

0.525 

CRC1 =CTB X R \ --~--.----- 0.002 _ 

COCM = O&M OR CTB*ZS/Z2/ENYR 0.016 

..- _-__ .- ..- 
COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.2.1.7 ACS HARDWARE 

.-. 
INPUT PARAMETERS ~NPUT co EFFI c I ENDS -- 

_ 

T= 283557.000 TF= 0.093800 CDCER= ---..- -.----- ---- -_I. 1.~122000 
M= 1970.00000 O&M= 0.0 CDEXP= 0.190000 

PHI= -.... - ..- . - . ,..-..- ._..._ 
R= 

1 .oooooo 
0.950000 z2= 

-jj;oG3ggj---- j3;-. -. 

6.000000 
60.000000 
44.000000~ -.- ---- 

CI CER= 0.057000 
CIEXP= 0.729000 __-~- ---- -- _--.-_ _- -. - 

OF= 0.3 00000 z4= 22.00000.0 z5= 20.000000 

CALCULATED VALUES KG SUM TO 1.3.2.1 S,MILLIONS 

CD=CDCER X !T X DFJXX! CDEXPJ x. CF ?!4?7 
CLRM=CICER X (MIXX(CIEXP) X CF X TF 1.348 

- .-__ - _..-_-__. _-- ___---- ---- 
tf CRM =T / M 143.938 . 
E 
w E =L.O + LOG(PHI1 / LOG(2.0) - _ -.. --.-- ._.- _ _ .- ----- _.-..- -.---------- .._-- - ._.-.___.-._ .- .-. _.._. _--.._ 

CTFU=(CCRM / EJXLL#RM X ZL+.SJXX(EI -O.SXXLEJJ 

0.926 _.--- -..-. 

762.015 

CT6 =L(CLRM/E 1x1 I#RM X 23 + O.SJXX(EJ -0.5XXiEJJ 1 / 23 109.634 
__~. 

CIPS=CTB*Z4/Z2 
. . . .._ - -.- - .- . . .--. .__......._ -_.. -- 

40.199 

CRC1 =CTB X R 0.384 -._-.---___--_- 

CC&M = 06M OR CT B*Z5/Z2/ENYR 1.218 
-. . . --- _ ..-.__ _ - ._ - .._ -. __ ..-. 

COMMENTS 



ROCKbdELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.2.1.8 INFO, MGMT. AND CONTROL 

---. --. . . ..- _.-- .._. - ..____ ----... ..-_-..-..-.__- ..--. _.,_ . .._. -..- _.. - ._--._ . . -...... 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 0.0 TF= 1 .oooooo CDC ER= 0.0 
pit= 0.0 O&M= 0.0 CDEXP= 0.0 

CF= 0.0 Zl= 6.000000 CICER= 0.0 
PHI= 1 .oooooo z2= - .._._._ -- . _ .- ___.__ -.--. _... -..--- 

R= 0.0 z3= 
60.000000 --.._ --- _ ..--.. 
60.000000 

CI EXP= 0.0 .____-__- _..____ - .._.__ __ - ____.__.._.. --. .._ ._ . 

OF= 1 .oooooo z4= 60.000000 25 = 0.0 
-- ---- 

CALCULATED VALUES s SUM TO l-3.2.1 - 
. ___-- 

S,MILLIONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF .- --_.- . -.__- .._. .-. .--.. ^. 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 

0.0 

-- 
y #RM =T / M 0.0 

r” e E =l.O + LOGIPHI) / LOG(2.0) 0.0 __ _..__.._ ._.. .._... ._.. ._. .._ . .._. --.- _ -._- -_..-._- -- -..-.._- ..-----..-.---. - -.-- - -.-.-...-.-----......-- .,...-..-....---.--.. .- -.--. --.. .._... - _... 

CTFU=tCLRM / ElX( (IYRM X Zl+,S)XX(E) -O.SXX(EJ) 

CT8 =(ICLRM/E)X((#RM X 23 + 0.5)Xx(E) -O.SXX(EJ) 1 / 23 0.0 

CIPS=CTB*Z4/22 0.0. 

CRC1 =CTB X R 0.0 

CC&H = O&M OR CTB*ZS/Z2/ENYR 0.0 
_.. _ .- . _ -. .- -.-..- 

COMMENTS 



Salolllto Syhms Division 
Space Systems Group 

Rockwell 
International 

1.3.2.2 COTV OPERATIONS 

Necessary vehicle operations (user charge per flight including payload 
integration) is included in this element. 

The flight life of the EOTV is estimated at 20 round trips from LEO to 
GEO. Four hundred forty-four flights are required for the construction of 
60 satellites and an additional 396 flights will maintain the operational 
satellites for the 30 year period. Seven flights are required to build the 
first satellite. 

The calculations used in this cost estimate are presented in Table 1.3.2.2. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.2.2 COTV CIPERATICNS 

- .- _ __. . . 
INPUT PARAMETERS - 

. _ ._ . . 
IN&J?- CDEFFICItiNiS ‘- 

T= 1.000000 TF= 1 .oooooo CDCER= 0.0 ---.. ---- -.--- -~------ 
M= 1.000000 O&M= 0.0 CDEXP= 0.0 

C F= 1.000000 ZL= 7.000000 CICER= 0.630000 
PHI= 

R= 
1 .oooooo z 2= 60~000000 o;d ._.,_ ..-----. ._ I’m-= . . -. _-.. ..-. .-_. _.. - _.-..---- ..-- .-..-..- 

B40.000000 
CI EXP= -_- . - ._. _ ..-. _ -.-- 1 .oooooo _-. .- - ._.. -.. ._. 

OF= 1.000000 z4= 444.000000 z5= 396.000000 

--------- - 
CALCULATED VALUES FLIGHT SUM TO 1.3.2 SiMMILLIONS 

CD=CDCER X (T X DFlXXtCDEXPI X CF 0.0 

CLRM=CICER X (MIXXtCIEXPl X CF X TF 0.630 

##~-.~-~-,-~. ---_ - 
9” 1.000 
r” 
01 E 1.000 =l.O + LCJG!PHIJ / LOG(2.01 ._ ._---_._-_---. _ _..- _.- -_. ---. - ..-. . _- .-.. -._. _ 

CTFU=(CLRM / E)X((##RM X Zl+.S)XX(El -O.SXX(Ej) 4.410 

CT8 =I(CLRM/ElX((#RM X 23 + O.SlXX(El -O.SXX(Ei) 1 / 23 0.630 

C*PS=CTB*Z4,Z2 . - .,,. _ _ .._. -.. . _ _ _ _ 
4.662 ‘. 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*Z5/Z2/ENYR 0.139 

COMMENiS 



S~talllto Systems Division 
Sp8co Systems Group 

Rockwell 
International 

1.3.3 PERSONNEL LAUNCH VEHICLE (PLV) 

This element includes the space shuttle growth vehicles and operations 
required to support the satellite system assembly and operation.. Included is 
the launch to LEO and return of all personnel and priority cargo required 
throughout the satellite construction period and operational lifetime. 

In addition to the earth-to-LEO transfer of personnel during satellite 
construction and operational periods, the space shuttle growth vehicle will 
1) accommodate the transfer of personnel and 2) with the cargo/engine module 
adaptation, will transfer the cargo/material needed for precursor activities 
dealing with the LEO Base, Space Construction Base, and the initial EOTV-335 
mW precursor test article. Shuttle goowth vehicle and 
for the SPS Grogram are identified in Table 1.3.3. 

Table 1.3.3. Shuttle Growth Vehicle 
Flight Requirements 

flight requirements 

and 

ieSHUTTLE ORBITER 1 
, 

I I- 
131 L5 37 26 78 1 EA 

SHUllLE CARGO 
1 3 1EA 

1 EXTERNAL TANK---_ 3694 5235 1 EA i EA 

I 
LIQUID ROCKET 
BOOSTER (101 34 74 216 324 2EA 2EA 

L-~ ~~~ - -- FLIGHT REQUIREMENTS 

PERSONNEL LAUNCH I 
I_IR) 1 (601 1 1412 / 36W / 

LAUNCH VEH. MODULE 129- 

1 / 55 / 1 

I .~ .=_~ _ ~~ ‘- ’ Precursor & TFU requirements included in satellite construction quantity. 

The Personnel Launch Vehicle (PLV) is described in section 1.3.3.1 along 
with the Shuttle derived cargo carrier and engine module required to support 
the precursor program. PLV operations are described in section 1.3.3.2. The 
Personnel Module is covered in section 1.3.5.1. 
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Sahllito Systems Dlvlsion 
SpaceSyatomrGroup 

Rockwell 
International 

1.3.3.1 PLV FLEET 

This element includes the vehicle fleet procurement required to support 
the SPS program. Included are the vehicles for personnel transfer from earth 
to LEO and for cargo as needed to support the precursor phase of SPS program 
development. 

The PLV consists of a standard Shuttle Orbiter, an external tank, and 
two liquid rocket boosters. The cargo vehicle configuration is achieved by 
replacing the orbiter with a cargo carrier and engine module. The external 
tank and liquid rocket booster (Figure 1.3.3) are common systems used on the 
Shuttle derived personnel and cargo vehicles. The integral, SSME-35 powered 
concept requires four engines with a thrust-to-weight ratio at lift-off of 
1.335, which is adequate for both nominal and abort trajectories. 

, 

WlKtl COllFl6UMTIOII 
MYLDAD = 1OOKLE 6Lou - 3.6761 Ltl 

=ER (EACH): 
GROSS N T  l 871K LI 
PRO?.  b-l l 71SK LI 
INERT UT - 1SE.K L6 

SSKE-35: 
F = 459K'L.Q (S.L.) (EMi) 
ISp = 406 SEC (S.L.) 

iIt 
= 35:l 
n 6:l 

PAPACHJlESTOYM;E 
(OPEN) 

Figure 1.3.3. PLV Configuration 

Cost estimates were developed from work produced under the Rockwell 
Shuttle Growth Study Contract NAS8-32015 of May, 1977. DDT&E, Shuttle Orbiter, 
external tank, liquid rocket booster, the engine module costs, and projections 
on operational requirements were identified by comparative evaluation with the 
Shuttle growth data base. Many different concepts for reducing Shuttle opera- 
tions costs were examined in the study, but overall cost characteristics 
clearly reflected the choice of propulsion which lead to the SSME-35 powered 
LRB as a considered alternative. 

Elements of the STS PLV and cargo fleet were individually analyzed on the 
basis of systems per vehicle, vehicle life, asset rep lacement and operational 
aspects. A PLV orbiter 30 year replacement factor of 0.5 equivalent vehicles 
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Satalllb Systems Dlvislon 
Spxa Syrtms Group 

Rockwell 
International 

was used for each orbiter in the fleet. The external tank is an expended 
item after each flight and the LRBs are to be replaced on the basis of two 
boosters for each one in the fleet. An attrition/spares factof of 0.5 
equivalent vehicles is also used for the cargo/engine module. . 

DDT&E and system cost estimates are identified in the following tables: 

Table No. Item 

1.3.3.1.1 STS-PLV Orbiter 

1.3.3.1.2 STS-PLV External Tank 

1.3.3.1.3 STS-PLV Liquid Rocket Booster 

1.3.3.1.4 STS-Cargo Carrier and Engine Module 
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SSD 79-0010-Z-2 

I. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.3.1.1 STS-PLV ORBITER 

JtihJT~F’iRAMETERS 
_ - 

..INPtiT CDEFFit iENTS 

TT.-- 1 .oooooo TF= 1 .oooooo CDCER= 6.0 
--._ _- 

-- M= 1.000000 OCM= 0.0 CDEXP= 0.0 
CF= 1.000000 Zl= 3.000000 CICER= 600.000000 

PHI= 0.920000 z2= 60.000000 CI EXP= 1 .oooooo -^ __.-__- _ __. - .--..- _ . _ __.____.. -.. ._ -. -._ ._..-..- -..- -...-__-_-__-----_ - - . _ _.. _ _ - .- 
R= 0.014444 

z 3= ____ -78;.ooo~oo . . . .._ ..__..- _-- . -.-_ 

DF= 1 .oooooo z4= 15.000000 z5= 37.000000 

-.-- --- 
CALCULATED VALUES SET SUM TO 1.3.3.1 $,MILLIONS 

CD=CDCER X (T X t?F)XXKDEXP) X CF 0.0 - _.-.. _._..._ ._. _ -.. 

CLRM=CICER X (MlXX(CIEXP) X CF x TF 600.000 

-----____-- 
5” #RM =T / M 
h, 
s E =l.O + I_OG(PHI) / LOG(2.01 _--. _ _. 

1.000 

0.880 

CTFU=ICLRM / ElX((%PM X Zl+.S)XX(E) -O.SXX(E)) 1682.531 

CT6 =((CLRM/E)X((#RM X 23 + O.S)XX(E) -O.SXXdEh) 1 ‘/ 23 401.360 

CIPS=CTB*Z4/Z2 -- -. 
-.- -.- . ..__ .-. - -_ -.- . ..__. - _. ._._. 

100.340 

CRC1 =CTB X R 5.797 .---._.---_- ---_ --.---.-- - --- 

CO&M = OCM OR CTB*ZS/Z2/ENYR 8.250 

- - - _ _ - _ _. 
COMMENTS 



R@CKIJELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.3.1.2 STS-PLV EXTERNAL TANK 

-.-._. _-- -.._ -.. .-.. .- -. 
INPUT PARAMETERS 

- _ - ..- .- ..-. - . -. __ ._ ._ ___.._.. - _ .-- 
INPUT COEFFICIENTS 

T= 1 .oooooo TF= 1 .o 00000 COCER= 0.0 
M= 1.000000 OEM= 0.0 CDEm= 0.0 

C F= 1 .oooooo Zl= 261 .oooooo CICER= 4.000000 
PHI= 0.920000 z2= - ._.._ - -. .- ____. -.._- _._.__... .____ - _____ -. _ __- --...-.._ .-. 

R= 0.0 z3= 
OF= 1 .oooooo 

60.0000’00~~~ 
5235.00000 

CI EXP= -.1 .oooooo - -. -__ _ - - _._.. _- . 

1541.00000 3694.00000 
.---_ . 

CALCUL ATE0 VALUES SET SUM TO 1.3.3.1 - 
--- 

6,MILLIONS 

-.. C?=CDCER x. (T x DF)XX( COEXP) x CF - _ - .- . -._ _ --___--- ..- - _--. ._...._._ -.--_ -..-_. --_. ---.._ _---- _ __....._ OF0 - 
CLRH=CICER X (M)XX(CIEXP) X CF X TF 4.000 

$ #RM =T / M 

E w E =L.O + LOG(PHIJ / LOG(2.0) ____ -. - __.._ -.--. _. .__. -- .._____ -.--...- 

1.000 

0.880 -- ----.-..- _ ._--._. ------_.-__ .-..-. _ _ .._- . - _ 

CTFU=(CLRM / ElXt(#RH X 21+.5JXX(EJ -O.SXXtEJJ 606.205 

CTB =[(CLRM/ElX((#RM X 23 t 0.5JXX(EJ -O.SXXdEJJ 1 / 23 1.623 

CIPS=tiB*Z4/Z2 .- 
_ ____.. ._ .---- ._._ -_..---...~--. -.-__ .- . . . .-.-- - _...- -- _._._ __ ._._. -.._ . -- - --.- - 

41.679 

CRC1 =CiR X R 0.0 - 

CC&M = O&M OR CTB*ZS/Z2/ENYR 3.330 

-.C”MMENTS . _ .- __- ..- -... _ -.-. --- ._.- .--.._ 1.-.-- ..- 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.3.1.3 STS-PLV LIQ. ROCKET BOOSTER 

_.. _..... -- _- _._.. --_._ ..-.. ..-.......-...-. -...... 
INPUT PARAMETERS INPUT COEFFICIENTS 

T= 1.000000 TF= 1 .oooooo CDCER= 1304.00000 
M= ---- 1 .oooooo O&M= 0.0 CDEXP= 1 .ooo-000 

1.000000 
PHI= 0.920000 z2= 60.000000 

R= 0.060000 z3= 162.000000 

5.000000 CICER= 195.300003 
CI EXP= 1 .ooqo~.o~~~ .-__ -,, 

OF= 1.000000 z4= 17.000000 z5= 37.000000 

-_-- _.-- 
CALCULATED VALUES SET 

..- 
SUM TO L.3.3.1 SvMILLIONS 

CD=CDCER X LT X OF)XX(CDEXP) X CF 1304.000 

CLRM=CICER X LMIXXLCIEXP 1 X CF X TF 195.300 

---_ _- .-- 
,,., #RM =T / M 1.000 
I 

I=: E N =I:0 LOGlPHIl + / LOG(2.01 Oi880 - .- - ___. - __.__ -_. .-.- . ..-.-.-...--.-.- .---.-......-. - .--.. --.. .-..---- -.-.---. . -.- - 

CTFU=(CLRM / ElX(L#RM X Zlt.S)XX(E) -0.5XXIEJJ 873.985 

CTB =tLCLRM/ElXL(#RM X Zi + O.S)XX(E) -0.5XXiE)J I / 23 119.967 

CIPS=CTB*Z4/Z2 .. .- 
-. ..- ..-.. .-.-. _ -,_ . __._....._ ____ _.._.._..._.____ .._. __ --___ __ 

33.991 

CRC1 =CTB X R -~- --. - 7,198 

CO&M = O&M OR CTB*Z5/22/ENYP 2.466 

_ - . _ 
COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.3.1.4 STS CARGO CARRIER AND EM 

_-.-- _.._ ..- - 
INPUT PARAMETERS 

--_.. __.. -__ _-.-. .-. ..- 
INPUT COEFFICIENTS 

T= 1.000000 TF= 1.000000 COCER = 245.000000 - -. -__- _- -- 
M= 1 .oooooo O&M= 0.0 CDEXP= 1 .oooooo 

CF= L .oooooo Zl= 3 .oooooo CI CER= 265.800049 
PHI= 0.92OOr)O z2= 60.000000 CIEXP= 1 .oooooo 

R= 0.0 z3= 3.000000 
DF= 1 .oooooo z4= 3.000000 25 = 0.0 

--._-- 
CALCUL ATE0 VALUES s SUM TO 1.3.3.1 JvMILLIO~ 

CO=CDCER X IT X DF)XX(CDEXP) X CF . _._.. - ..- ..__ _ 

CLRM=CICER X (MJXX(CIEXP1 X CF X TF 265.800 

245,qoo 

-.- ----- 
‘f’ RRM =T / M 

E 
W  E =l.O t LOG(PHI1 / LOG(2.0) 

1.000 

0.880 --.-----__.--.--- .____ - _- -_ - -.__ __- _- . 

CTFU=(CLRM / EJX((#RM X Zl+.5JXX(EJ -O.SXX(EJJ 745.362 

CT6 =((CLRM/ElXI(#RM X 23 + O.SJXX(EJ -O.SXXLEJJ I’/ 23 248.454 

._ 
CIPS=CTR*-Z4’/Z2 

_... ___ -.._. .- - .- -. .--.-. -...-- -. ._ ~. 
12.423 

CRC1 =CTB X R 0.0 ----..---- .- --- -- 

COCM = O&M OR CTB*ZS/Z2/ENYR 0.0 

__ - --. .__ _- ---.. -.__ 
COMMENTS 



Satellite Systems Divlslon 
Space Systems Group 

Rockwell 
International 

1.3.3'.2 PLV OPERATIONS 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS program. 

A total of 5,235 flights are required of the Shuttle derived personnel 
and cargo vehicle -- 1,412 for construction, 3,694 for operations, and 129 
for the precursor program. The 1,412 PLV flights for construction include 
72 for the precursor effort and 60 for the TJ?U satellite. 

Cost estimates per flight were projected after an engineering analysis 
of the operational costs and vehicle elements identified in the Rockwell 
Shuttle Growth Study (NAS8-32015). Tables 1.3.3.2.1 and 1.3.3.2.2 cover 
operational cost estimates. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.3.2.1 PLV OPER4TIONS 

-_ - ._.... -_- . . . -. -..- __... -- . 
INPUT PARAMETERS TNPUT COEFFICIENTS- ..-. 

T= 1 .oooooo TF= 1.0001)00 CDCER= 0.0 ----. --- 
M= 

1.0~0000 
O&M= 0.0 

CDi%P= 
0.0 

C F= 1 .oooooo Zl= 132.000000 CI CER= 9.200000 
PHI= 1 .oooooo z2= 60.000000 CIEXP= 1 .oooooo __ ._ .- .--._- __... -..-.. _ . . ..__... - _._._.. - .._. - -.. -.-_.- 

R= 0.0 z3= 5106.00000 
OF= 1 .oooooo z4= 1412.00000 z5 = 3694.00000 

------- -- 
CALCULATED VALUES FLIGHT SUM TO 1.3.3.2 t.MILLIONS 

CD=CDCER X (T X DFJXX(CDEXPJ X CF ^. . 

CLRM=CTCER X (MIXXTCIEXP) X CF X TF 

0.0 

9.200 

,,., URM-=T / M  
I 

.E. ..__ ‘: .i. KJ E 1 0’ + LOG(PHI1 / LOG(2.0) .-... . _.-.- --. - --- --. -....- - ---..... _ 

CTFU=(CLRM / EIX(i#RM X Zlt.5JXXdEJ -0.5XXIEJJ 

1.000 -~- 

--.1lggg __ _ _--__ 

1214.400 

CTB =( ICLRM/E)X( (#RM X 23 + O.SJXX(EJ -O.SXXiEJJ 1 / .z3 9.200 

CIPS=CTB*Z4/Z2 -’ 21k.507 - 

CRC I =CTB X R 0.0 ---__ -.-._I_-- - ---- 

CC&M = O&M OR CTB*ZS/ZZ/ENYR 18.880 

._ ._. ..- . . 
COMMENTS 



RDCKkELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.3.2.2 STS HLLV CARGC OPER4TIONS 

-. 
INPUT PiiRAtiETERi I NPUT tbEFF1.C 1 ENTC 

_ - 

J= 1 .oooooo TF= 1 .oooodo CDCER= 0.0 ---- 
.-~----l,oooab-o O&M= 

--.--- _- 
M= 0.0 CDEXP= 0.0 

PH I= 1 .oooooo 
R= 0.0 

1.000000 129.000000 CICER= 8.750000 
z2= 60.000000 
z3= 129.000000 

CI EXP= 1 .oooooo -.__ -._---_-^- -- __.. -.----- ..-.- . -... 

OF= 1 .oooooo z4= 129.000000 z5= 0.0 

CALCULATED VALUES S SUM TO l-3.3.2 b,MI%i-f6%- 

CO=CDCER X !T X DF)XXfCDEXPI X CF 0.0 .- 

CLRM=CICFR X (M)XX(CIEXP) X CF X TF 8.750 

____-.- -_- 
5” #RM =T / M  

k 
G?! E  _ _ _ _ =l.O + LDGLPHII / LOG(2.0) _ - _ _ _ _ _ -. .-. ..- --_ --.-.--..-_ .--.__-. 

- 
1.000 

1.000 _ ..-. --- .._ -_ _..-- .__ 

CTFU=(CLRH / E)X( (#RM X Zlt.5bXX(E) -0,SXXlEJJ 1128.750 

CTB =(ICLRM/E)X((#RH X 23 + O.,S)XXIE) -0.5Xx(E)) 1 / 23 8.750 

-. 
CIPS=CTBfZh/Z2 

_ - -. _..~--__---- -..- -__. . - -. ..-. . .._- _.---._ .-..-.. _..._. _ 
18.813 

CRC I =CTB X P .o.o -_- .._. ---.-.-_-.-.---_----- --- .-_- ---.--_-- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



Satollito Systomm Divlskn 
Space Systuns Group 

Rockwell 
International 

1.3.4 PERSONNEL ORBITAL TRANSFER VEHICLE (POTV) 

This element includes the POTV vehicles and operations required to 
support the satellite system assembly and operation. Included is the LEO- 
to-GE0 and return of all personnel and priority cargo required throughout 
the satellite construction and operational periods. 

All of the POTV options evaluated utilize a single stage propulsive 
element that is fueled in LEO and refueled in GE0 for the return flight. 
The reference configuration is illustrated in Figure 1.3.4 where the POTV 
(a propulsive stage) is capable of transporting a 60-man personnel module 
(PM) of 18,000 kg. The vehicle is costed in section 1.3.4.1 and POTV 
operations are covered in section 1.3.4.2. 

-i 
- 

PERSONNEL MODULE POTV 

Figure 1.3.4. POTV Configuration 
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1.3.4.1 POTV FLEET 

The vehLcle fleet procurement required to support the SPS program is 
included in this element. The POTV is a single stage OTV of 36,000 kg with 
refueling at GE0 for the return to LEO. Propellants are carried from LEO 
to GE0 by the EOTV. The SPS HLLV carries the construction, crew expendables, 
and POTV propellants to LEO. The Shuttle Orbiter carries the crew in a per- 
sonnel module (PM) to LEO for transfer to the POTV. 

The single stage OTV configuration selected is a scaled version of those 
concepts presented in the BAC FSTSA NAS9-24323 contract and engineering 
analyses presented in Exhibits A/B of the Rockwell contract NAS8-32475. DDT&E 
estimates considered fewer engines, a significant difference in mass, and the 
degree of development required for the engines. Engineering analyses of 
available vehicle estimates projected a POTV cost based on the design and 
complexity of the vehicle. 

POTV cost estimates are presented in Table 1.3.4.1 for a total fleet of 
196 vehicles with: 1) 12 for personnel involved in satellite construction, 
2) 37 for SPS operational activities, and 3) an attrition factor of 3 equival- 
ent vehicles to keep the fleet fully operational. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.4.1 POTV-FLEET 

-iNPUT PARAMETE-RS 
. _ _- .._ - ._ _.. ._.. . . . . _- .._ - 

INPUT COEFFICIENTS 

T= 1 .oooooo TF= 1.000000 CDC ER= 350 .oooooo --- --- ---.- 
M= 1 .oooooo OEM= 0.0 CDEXP= 1 .oooooo 

C F= 1.000000 Zl= 4.000000 CICER= 15.000000 
PHI= 0.920000 z2= 60.000000 CI EXP= 1 .oooooo -_______ .._.............. -_- ._________ -.-.-...-..__ ___. -... __--.--.-.__--..- ----- _.- ____ _____-_-.__ -..--_--.- - 

R= 0.081667 z3= 196.000000 
DF= 1 .oooooo z4= 12.000000 z5= 37.000000 

CAmATD VALUES 
--- 

SET SUM TO 1.3.4 $rMICLIONS 

CD=CDCER X (T X DFJXXICDEXPJ X CF 350.000 -. ,-_ ._ .._.. .--_._ _ - - - _ 

CLRM=CICER X IMJXXtCIEXP J X CF X TF 15.000 
~~--- 
7 #RM =T / H 1.000 

E E W  =l.O + LOGIPHIJ / LOG(2.0) 0.880 - . _ ._. - - . - - _._ _ _ _... -.---.-.-_ ___ __~ -..-..- --- -. _..__ ----...-_ ___..- -.-.- - .._ -..-----.--. .--.- -.-.-. --..--...._.__ -. . 

CTFU=(CLRM / EJX((#RM X Zl+.SJXX(EJ -O.SXXIEJJ 54.764 

CTB =I(CLRM/EJX(I#RM X 23 + O.SIXX(EJ -O.SXX(EJJ 

CIPS=-CTB*-iii4./Z2 
- . . ..___ - .---. --.. - - . -.-.-. ..-. .-.. 

1 / 23 9.010 

1.802..‘ 

CRC1 =CTB X R 0.736 

CO&M = O&M OR CTB*ZS/ZZ/ENYR . 0.185 

COMMENTS. -. 

. 



Satmlllto Systems Dlvlsion 
Space Syotom8 Group 

Rockwell 
lntematlonal 

1.3.4.2 POTV OPERATIONS 

This element includes the necessary vehicle operations (user charge per 
flight including payload integration) required to support the SPS program 
with required personnel. 

The primary operational cost of the POTV is the cost of fuel. A total 
of 4,880 flights were costed on this basis where 1,220 flights were for 
satellite construction; 3,660 for operations and maintenance; and 45 of the 
1,220 needed to support TIW activities. Table 1.3.4.2 presents the results 
of this analysis. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TARLE 1.3.4.2 POTV-OPERATIONS 

INPUT PARAMETERS INPUT COEFFICIENTS 

T= 1.000000 TF= 1.000000 CDCER= 0.0 -. 
. M= 1.000000 O&M= 0.0 CDEXP= 0.0 

CF= 1 l oooooo Zl= 45.000000 ClCER= 0.033742 
PHI= 1.000000 22= 60.000000 CI EXP= 1.000000 .-._. _. -..- __^. - .--.- --.. .-. - _--. - -..- .- -. _._ . . - _ _ . 

R= 0.0 23= 4880.00000 
OF= 1.000000 i!4= 1220.00000 25= 3660.00000 

----__-- - --- 
CALCULATED VALUES s SUH TO 1.3.4 S, MILL tONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF 0.: 0 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 0.034 
--- 
9” 

#R-M =T / M  1.000 

E eE.. E... .=l.O + LC%!PtjI) / LOG(2.0) 1.000 __. ~-.- ..- -- .._. _..-._ --_- 

CTFU=(CLRM / E)XI l#RM X 21+.5iXX(E) -0.5XXfEJJ 1.518 

CRC1 =CT8 X R 0.0 

CC&M = O&M OR CTB*ZS/Z2/ENYR’ 0.069 

XOMM ENT S 
_, .- 



Satolllte Systams Dlviaion 
Spacm Systmms Group 

Rockwell 
International 

1.3.5 'PERSONNEL MODULE (PM) 

This element includes the PM units and operations required to support the 
satellite system assembly and operation. Included in the earth-to-LEO-to-GE0 
and return transfer of all personnel and critical hardware items required 
throughout the satellite construction and operational periods. The PM provid- 
es a crew habitat during the orbit-to-orbit transfers of personnel as well as 
during the trip from earth. An illustration of the PM was shown in Figure 
1.3.4. It has a 60-man capacity and is approximately 17 m long by 4.5 m in 
diameter. The Shuttle is used for the earth-to-LEO transfer and the POTV 
handles the round trip movement from LEO-GEO-LEO. 
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S~telllto Systems Division 
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Rockwell 
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1.3.5.1 PM FLEET 

Procurement of the PM as required to support the SPS program is covered 
in this element. The PM is,operated by a pilot and co-pilot and contains the 
major systems of life support, communication, seating, and support facilities. 
A total of 4 PMs are needed to support the program and 2 equivalent PMs are 
considered sufficient to provide spares and major overhaul components during 
the program. Four vehicles will be required to build the satellite TFU and 
early program supporting elements such as the LEO Base and SCB. 

Engineering cost projections were based on Rockwell company-funded 
studies of 1976 where DDTCE, a pair of 68 passenger modules, and the orbiter 
modification kits were costed from internal design specifications; PM fleet 
procurement costs are presented in Table 1.3.5.1. 
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ROCKWELL SPS CR-2 REFERFNCE CONFIGURATION 
TABLE 1.3.5.1 PM FLEET 

-1NRU’T PARAME’TERS 
- _ -. -.- . ..- ._. .._ .~.- ..-. - .-. 

TNPUT COEFFICIENTS 

T= 1.000000 TF= 1 .oooooo CDCER= 118.000000 
M= 1 .oooooo O&M= 0.0 CDEXP= 1 .oooooo 

CF= 1 .oooooo Zl= 4.000000 CI CER= 54.399994 
PHI= 0.920000 z2= 60.000000 CIEXP= ---- --.- .- .._ -- . ..- -. --...- _ - .-_- __ __,_ 1 0 @g-g 0 2 _____. ._____ __ ,, 

R= 0.004444 23= 12.000300 
OF= 1.000000 24= 1.000000 z5= 3.000000 

--~- 
CALCULATED VALUES SET SUM TO 1.3.5 $,MILLIONS 

CD=CDCER X (T X DFlXX(CDEXP) X CF 118.000 

CLRM=CICER X (MIXXtCIEXPI X CF X TF 54.400 

-&&f&i--i’i / M 
Y 

1.000 

p ---.__ E --__ +O + LOGtPHI) / LOG(2.0) E .- -__-..--_..~-.-.. .- - . .._. - ._.- _--.^--.--.-- ----- .--. . .- - .--. 0,8_80 

CTFU=(CLRM / E)X((#RM X Zl+.51XXLEJ -O.SXX(E)J 198.610 

CTB =I(CLRM/ElX((#RM X 23 + O.S)XX(EJ -O.SXXiE)) 1 / 23 44.737 

CIPS=CTi3*24/22 
.-.. -~ ,.. -.. ..----,. .._--.. ..____ ~_. . -- _, . 

0.746 

CRC I =CTB X R 0.199 -----. - 

CC&M = O&M OR CT8*25/Z2/ENYR 0.075 

COMMENTS 
- .-.-.._ . -.. - ..--.- ._. ..__ ._ ._ _. _.-.. 



Sstolllto System8 Dlrlsion 
Spaoe System8 Group 

Rockwell  
International 

1.3.5.2 PM OPERATIONS 

This element includes the necessary operations (user charge per flight 
including payload integration) required to support the SPS program. 

A PM crew (pilot and co-pilot) will command the module during earth-to- 
LEO trips on the Shuttle and complete the procedures of leaving the Shuttle 
and making the POTV hook-up for transfer to GEO. The crew will monitor 
passenger off-loading/transfer to and from the LEO Base, SCB, or satellite 
O&M Base. Two man-days are calculated per trip which includes a rest period 
at GE0 and a day off after the trip. An average of 4,993 round trip flights 
are projected from earth to GE0 and back. A total of 132 flights are needed 
for the precursor and TFD programs. The engineering estimates of PM opera- 
tions are presented in Figure 1.3.5.2. 
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ROCKWELL SPS CR-2 REFERFNCE CONFIGURATION 
TABLE 1.3.5.2 PM OPFRITIONS 

TNPUT PARAMETEPS 
- . 

INPUT COEFFIC t ENTS 

T= 1.000000 TF= COCER= 0.0 __-..-_--.__-_- 
-.--.- 

---~- 1.00000~ -- 
---- M= 1.000000 O&M= 0.0 CDEXP= 0.0 

C F= 1.000000 ZL= 132.000000 CICER= 0.025000 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo .__ _..-- - .- __-. ___. -.- - - -___ --.-.---^--_- _-...---__- --- .--- .--- .-.-.- --.- - ---_- -...- -... -.- ._ ._ 

R= 0.0 z3= 4993.00000 
OF= 1 .oooooo Z4k 1316.00000 z5= 3677.00000 

- ._-- ----- 
CALCULATED VALUES FLIGHT SUM TO 1.3.5 $1 MILL IONS 

CO=C!IKER X (T X DF)XX(CDEXP) X CF -- .-_ __ _- ..-... . - 

CLRM=CICER X IM)XX(CIEXP) X CF X TF 0.025 
-..-- --- 9” #RM =T / Y 1.000 

E 
a\ E =1.0 + LOGiPHI) / LOG(2.0) 1.000 .____-_-- _.__ - -... -.-.-----___ --- . -- _ .- _. ..- -.. - 

CTFU=(CLRM / E)Xt(#RM X Zlt.SIXX(EJ -0.5XXtE)) 

CTB =((CLRM/E)X((#RH X 23 + O.SlXX(E) -0,5XX(E)J 1 / z3 0.025 

CIPS=CTB*Z4/Z2 
._. -...-- _ _ .- __ -. - -... _. -.- __ _ --- ____ - -- -._ . . .._ -. . _ _-_-_ _____ ._ ._.... 

0.548 

CRC1 =CTB X R 0.0 ---_-.----- _.-.---_-..-. ---- --..-- 

CO&M = O&M OR CTB*ZS/ZZ/ENYR 0.051 

COMMENTS -. 
-- _. ..-. -. __.. _--. .-. _..-..--._ _._..... - _.._. _.... _... ._ 
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1.3.6 INTRA-ORBITAL TRANSFER VEHICLE (IOTV) 

This element includes the IOTV vehicles and operations required to 
support the satellite system assembly and operation. Included is the intra- 
orbit transfer of cargo between the HLLV, EOTV, construction facility, 
logistics support facility, and operational satellites. 
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1.3.6.1 IOTV FLEET 

This element includes the necessary vehicle fleet procurement required 
tosupport the SPS program. The IOTV has been synthesized in terms of 
application and concept only. IOTV elements considered here are powered by 
a chemical (LOX/LHz) propulsion system. At least three distinct applications 
have been identified; (1) the need to transfer cargo from the HLLV to the 
EOTV in LEO and from the EOTV to the SPS construction base in GEO; (2) the 
need to move materials about the SPS construction base; and (3) the probable 
need to move men or materials between operational SPSs. Clearly the POTV, 
used for transfer of personnel from LEO to GE0 and return, is too large to 
satisfy all intra-orbit requirements. A "free-flyer" teleoperator concept 
would appear to be a logical solution to the problem. A propulsive element 
was synthesized to satisfy the cargo transfer application from HLLV-EOTV-SPS 
base in order to quantify potential on-orbit propellant requirements. Pertin- 
ent IOTV parameters are summarized in Table 1.3.6. 

Table 1.3.6. IOTV Design Parameters 

I SUBSYSTEM I WEIGHT (kaj 

ENGINE (1 ASE) 245 
PROPELLANT TANKS 
STRUCTURE AND LINES 1: 
DOCKING RING 100 
ATT I TUDE CONTROL 50 
OTHER lb0 
SUBTOTAL 525 
GROWTH ( 10%) 
TOTAL INERT 5:; 
PROPFI I ANT 
TOTAL LOADED 

A total of 840 IOTVs are needed to maintain intra-orbit cargo/operations 
flow during the program. One hundred ten vehicles will accomplish the con- 
struction phase and 100 vehicles are needed for satellite O&M. An attrition/ 
spares fleet of equivalent vehicles was projected on the ratio of 3 units for 
each of the operational vehicles. 

Cost estimates for the IOTV are engineering assessments based on POTV 
designs and similarities such as those of the common advanced space engine 
WE). Table 1.3.6.1 displays the applicable cost data. 
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1.3.6.2 IOTV OPERATIONS 

This element includes the necessary vehicle operations and propellant 
costs required to support the SPS program. It includes the on-orbit opera- 
tional cost of transferring cargo at LEO and GEO. 

A total of 41,940 IOTV flights are planned for LEO and GE0 construction 
and operations/maintenance requirements of the program. The 22,811 flights 
needed for construction and the 19,979 for operations and maintenance are con- 
sidered as equal missions for the purpose of costing. The propellant require- 
ments were averaged and calculated at 1977 dollars of $O.O7/kg for LO2 and 
$3.27/kg for LH2. A 40% mark-up was added per flight for other operational 
and maintenance charges. See Table 1.3.6.2. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.3.6.2 ICJTV OPFRATIONS 

- - -_- .- -_ -.. .-. -.. - - -. .--..- . . . . 
INPUT PARAMETEFS 

-... .-_-__ __ .____ _.. _. --.. __. _.. .- __ 
INPUT COEFFICIENTS 

T= 1 .oooooo TF= 1.000000 CDCER= 0.0 
-- 

--- 
N= 1 .oooooo O&M= 0.0 CDEXP= ----TX- 

CF= 1 .oooooo 21= 408.000000 CI CER= 0.000222 
PI-i I= 1 .oooooo z2= 60.000000 

R= 0.0 z3= 41940.0000 
1.000000 21961.0000 

CIEXP= 1 .oooooo -.--_-... _. - 

19979.0000 

--- 
CALCULATED VALUES FLIGHT SUM TO 1.3.6 &MILLIONS- 

CD=CDCER X (T X DF)XX( CDEXP 1 X CF - -_-- -__- .-.-.-. -._ ._... _.-. --. ..- _-_-...--..-.. _ _ -!!r0 

CLRM=CICER X (MIXXfCIEXP) X CF X TF 

9” #RM =T / H  

E 
P E =l.O + LOGIPHI) / LOG(2.0) 

1.000 

1.000 

CTFU=(CLRM / E)X((#RM X Zl+.S)XXIEI -O.SXXiE)j 0.091 

CTB =((CLRM/ElX((#RM X 23 + O.SlXX(E) -O.SXX(E)J 1 / 23 0.000 

- _ 
CIPS=CTB*Z4/Z2.- d.‘osl- 

CRC1 =CTB X R 0.0 - -- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.002 

COMMENTS --- 
_. ---.-.. .- _ -.- -_. - 
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1.3.7 GROUND SUPPORT FACILITIES 

This element includes all land, buildings, roads, shops, etc., required 
to support the cargo handling, launching, recovering, refurbishment, and 
operations of the space transportation system. 

1.3.7.1 LAUNCH FACILITIES 

This element includes the design and construction of the actual launch 
facility and its associated equipment. Included are land, buildings, and 
equipment required to support the various crews. It also includes the re- 
quired control centers and administrative facilities. 

1.3.7.2 RECOVERY FACILITIES 

This element covers the design, construction, and equipping of the actual 
recovery facilities.' 

1.3.7.3 FUEL FACILITIES 

This element includes fuel production facilities, storage and handling 
facilities, transportation, and delivery and safety facilities for both the 
fuel and the oxidizer. Also included are the facilities for fuels used in 
the various orbital transfer facilities3 

1.3.7.4 LOGISTICS SDPPORT 

This element includes the land, buildings, and handling equipment for the 
receiving, inspection, and storage and packaging of all payloads to be launch- 
ed except for fuels and oxidizers. 

1.3.7.5 OPERATIONS 

This element includes the planning, development, and conduct of opera- 
tions at the ground support facilities. It includes both the direct and sup- 
port personnel and the expendable maintenance supplies required for the ground 
support facilities operation and maintenance. 

A cost estimate for ground support facilities is projected in Table 1.3.7 
based on the Boeing final report, NAS9-14710, dated September 1977, Volume 4, 
Cost Estimates. It is judged that there is little difference in the cost of 
facilities in this report as compared with those projected for the transporta- 
tion and operations requirements of this study. 
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KDLKWtLL SPS Ck-2 KiiFtKENCE CUNFIGURAlICiN 
‘IABLE 1.3:/ I;ROUNL, SUWUYT FACILIli tS 

lNi’U7 t'AkAAMtitki 
_- __--. 

INPUT COEFFIClkNTS 

T= I. o~-loaoo -..-.. -....- ---- .----A-- 1 F= ---_---. - -- 1:g cc00 CDCEK= ‘172o.coqoo I. 
M= l .GOCZGci oSM= 1 6 7 7 5 0 0 0 CDEXP= 0.0 

CICEK= 3195.00000 

OF= L.G$DGCG Z4= 1.00i!@00 z5= 0.0 
_...___..._..... -_--..-- ._....__ -.-.-__---.- --.-.--------- --- --_--_.- 

VALUtS SUM 10 1.3 $,MILLIONS CALCULATtiD 

CLJ-jx)CEfi 3 (-r.X 

CLKM=CIL.ER X (M 

~~~~)XX(CbEXP) x-et _.... - _ _.-- - .-- .- .172c?* ooc!. _ . 
)XX(CIliXP) X CF X TF 3195.000 

-._----. --.----.-- 
7 #Rr4 =T / M 1.000 

Eg _.=l:g + LOL;(PHl) / LW12.3) _ _._.._, __ _ ___._ -__-_ --.__ .---- .-..-. - --- -..-- --.-------------___-~___ ~---.-Arm?. -.---.. .- -.._. 

c IFU= (CLKM / t)X( (tiKM X Zl+.SlXX( El -G.5XX(E) ) 3195.000 

c Cd =IiCLRM/E)X((CkM X L3 l i.5)XX(E) -0.5Xx(E)) ) / zs 31Y5.COO 
lj*z4/z; ‘. -- _-. .- . ..__. --... --.--. . .- -.... - .--. ClP5ZC1 

53.250 

C kC I =CTO X R ._ _ ._..-- -. .._ ..- .._.... -.. - .-.---.-----.---- --------..--------- --.- -- -- -3.550--- 

CCrCM ; U&M ilR C1-34L3/ZZ/ENYk 1.775 

CtiiMkh'CS -- 



-_,-- ___._.__ -_-- -.-.. 
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1.4 GROUND RECEIVING STATION 

The ground receiving station (GRS) is designed to accept power from a 
single satellite and to provide a nominal 5 GW of power to the utility inter- 
face. As shown in Figure 1.4-1, a typical receiving station would be located 
at 34" N latitude with rectenna panels covering an elliptical area of 13 Ian 
in the north-south direction and 10 kmin the east-west direction. This area 
is surrounded by another elliptical segment to house the power conversion 
equipment and to provide for the operational facilities of the receiving 
station. A summary of point design characteristics are presented in Table 
1.4-1. 

SW KVAC BUS POWER CONVERSION STATION (IYp) 

USER POWER TRANS. 
0-e.) (J-P~IASE, 

MAIN ENTRANQ 

OUTER FENCE MONITOR 6 CONTROL FACILIlY 

CONSTRUCTION ACCESS-. 
ROAO NOT TO SCALE 

(PANEL AREA 10 KM X 13 KM) 

Figure 1.4-l. Operational Ground Receiving Facility 
(Rectenna) - Typical 

Table 1.4-l. System Point Design Characteristics 

SIZE (km) 10x13 
TOTAL GROUND AREA (km)’ 102.1 
TOTAL PANEL AREA (lmm)’ 79.53 
AREA PER PANEL (9.33x14.69 m) 137.0 

NUMBER OF PANELS 580 so0 

NUMBER OF DIODES 330w10s 

RECTENNA EFFICIENCY (0) a9 

VOLTAGE OUTPUT’PER STRING (kV dc) 40+ 

VOLTAGE OUTPUT TO UTILITY (kV ac) 500 

POWER OUTPUT (GU) AT UTILITY INTER-TIE 4.61* 

*BASED UPON 5.53 GY ~N~~OENT RADIATION 

B-245 

SSD 79-0010-2-2 



Saklllto Syatmmr Dlvirion 
Spaca Systems Group 

Rockwell 
International 

This ground based element of the SPS is comprised of the land, facilities, 
equipment, and hardware/software systems to receive the radiated microwave 
power beam and to provide the power at the required voltage and type of cur- 
rent for entry into the national power grid. It also includes the equipment, 
facilities, and hardware/software necessary to provide operational control 
over the satellite; and a reliable means of monitoring and controlling ground 
based systems and equipment. 

Major objectives of the SPS ground system design are: (1) to provide low 
maintenance subsystems and equipment capable of handling the designed power 
levels; (2) to assure that the overall station will provide dependable service 
for at least 30 years; (3) to minimize the size of operational crews and costs; 
and (4) to economically optimize system performance. 

There are nine major activitiek involved in the overall GRS construction 
process. After the survey and clearing, utilities and supporting facilities 
are installed while the site is leveled and graded. Trenching and concrete 
pouring precede the installation of rectenna panels, after which electrical 
hook-up, converter stations, and monitoring facilities are installed. The 
40 kV dc and 500 kV ac buses are then interconnected and procedures take place 
for system checkout.- Cost effective utilization of equipment and personnel 
was identified after the development and integration of detail phasing schedul- 
es on each of the first four ground stations. Contacts with A&E, equipment 
manufacturers, concrete, and construction firms provided additional informa- 
tion on the duration and sequence of operations based on their experience with 
programs of this type. Figure 1.4-2 is an integrated summary schedule of 
major events in constructing the ground receiving station tihere emphasis is 
placed on the utilization of construction equipments and their transfer from 
site to site as required to maintain the build rate of two stations per year. 
It was concluded that the equipment from Site 1 would be available for use on 
Site 3. This information on equipment/manpower utilization, site sequencing, 
and equipment lifetimes is used in this analysis to establish total resource 
requirements for the program. 

The ground receiving station was divided into several main elements for 
the purpose of associating cost and programmatic definitions. These elements 
include (1) site and facilities, (2) rectenna support structure, (3) power 
collection, (4) control, (5) grid interface, and (6) operations. SPS design 
definitions and specification requirements were analyzed to provide realistic 
cost estimates and resource definitions for each element as explained in the 
following sections. 

Internal resources, cost estimating relationships, and prior cost analys- 
es were supplemented by: 1) direct contact with business, industry, and 
institutional organizations, and 2) a literature search of various publica- 
tions to obtain realistic cost estimates and operational definitions directly 
applicable to the unique requirements of the GRS. A list of principal organiza- 
tions and literature sources are presented in Table 1.4-2. 

A summary of the costs associated with the GRS is presented in Table 1.4-3. 
The detail supporting these costs is presented in the subsequent pages of this 
section. 
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Table 1.4-2. Organizations and Literature Sources 
Supporting GRS Definition 

ORGANIZATION 

.- MXICAN BRIDGE - A DIVISION OF 
U.S. STEEL 

PURPOSE 

TO DEVELOP STEEL REQUIREHENTS. COSTS 
AND OPERATIONS DEFINITION FOR PRO- 
CUREMENT AND INSTALLATION OF 
RECTENNA SUPPORT STRUCTURE 

. RIVERSIDE CEMENT -.A DIVISION OF PROVIDE CONSULTATION ON CEMENT/CONCRETE 
AMERICAN CEMENT CORPOAATION; SPECIFICATIONS. OPERATIONAL METHODS, 
AND C. 5. JOHNSON, CO. PROCESSING/HANDLING EQUIPHENT, AND 

CONCRETE PLANT 

l TOWNSEND c BOTTUH, INC., 
CONSTRUCTION KANACER. 
TEN MU SOLAR PLANT - 
BARSTOW. CA. 

DISCUSS SITE PREPARATION. CONSTRUCTION 
OPERATIONS/SEQUENCING. PLUS ACTIVATION 
REQU I REHENTS 

. SOUTHERN CALIFORNIA EDISON TO DISCUSS DC/AC POWER DISTRIBUTION AND 
CONVERSION REQUIREMENTS, AND OBTAIN 
COST ESTIHATES ON INSTALLATION OF 
LINES/TOWERS 

. HODERN ALLOYS, INC.; AND 
HILLER FORMLESS CO. 

TO DISCUSS USE AND APPLICATION OF 
EQUIPMENT/CREW FOR CONTINUOUS CONCRETE 
POUR OF RECTENNA SUPPORT STRUCTURE 
FOOTtNGS 

l CATERPILLAR; INTERNATIONAL 
HARVESTER; AND JETCO. INC. 

LITERATURE SOURCES 

OBTAIN PRICES ON EARTH HOVING. GRADING 
AND TRENCHING EQUIPHENT 

i THE RICHARDSON RAPID SYSTEM 
1978-1979 EDITION 

. ENGINEERING NE!dS RECORD - 1977 
A WEEKLY HcGRAU-HILL 
PUBLICATION 

CONSTRUCTION LABOR AND OPERATIONS 
PRICES 

CEMENT, AGGREGATE AND LABOR PRICES 

. NATIONAL CONSTRUCTION ESTIHATING CONSTRUCTION OPERATIONS 
GUIDE (NCE) 

Table 1.4-3. GRS Cost Summary ($ Millions) 

RCl/ 
OOTSE TN ICI O&H 

SITE AND FACILITIES I .o 195.2 188.9 .7. 
RECTENNA SUPPORT STRUCTURE 2.0 1849.6 1828. .5 . 

POWER COLLECTION 3.0 1353.2 1353.2 - 

CONTROL 10.0 75.0 75.0 - 
GRID INTERFACE 99.7 145.7 

.-i 77.9 

145.7 - 
OPERATIONS ; - .- 
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1.4.1 SITE AND FACILITIES 

The ground receiving station is located on a site of 35,000 acres where 
over 25,000 acres of a central ellipse, or 72% of the total acreage, is used 
for rectenna panels. The area surrounding the inner ellipse is allocated for 
maintenance/control facilities, access roads, converter stations, and the rows 
of towers that support the 40 kW dc and 500 kV ac cables. The GRS perimeter 
is fenced for security reasons. 

The sequence of construction operations begins with site identification, 
environmental impact studies, zoning/permits, surveys, utility/road installa- 
tion, and supporting facilities. After reference coordinates are established, 
the site is cleared, leveled, and followed with precise grading for panel 
foundations, fabrication facilities, installation and GRS site completion. 
This includes concrete mixing plants, rectenna panel fabrication factories, 
crew accommodations, warehousing, and support facilities as shown in Figure 
1.4-3. The GRS DDT&E effort will be a valuable asset to all GRS sites by 
providing designs, analyses, and procurement specifications for commonly used 
buildings and facilities. 

PANEL FACTORY 

EQUIPMENT MAIMENANCE BLOG / 

LlVlNG 6 CREW AREA 

/c-- -* .- ’ ‘- 

STORAGE/‘DISTFWJTION Yf” j /+=+ONS 

MAINTENANCE.ROAD 
TO EASE NO. I 

m  . 

_. . :_. 
LlVlrjG a’ CREW AREA 

PWER 
CONST 

MAINTENANCE BLDG 

ANEL FACTORY 

TERIAL STORAGE/DISTRIBUTION YARD 

IMENANCE ROAD TO BASE NO. 2 

Figure 1.4-3. Support Facilities 

Clearing and leveling operations will occur at a number of locations 
within the panel farm perimeter. These operations consist of tree removal (if 
required), grading, and leveling the terrain to acceptable slope angles, and 
removing excess dirt. Sixteen areas of the ellipse would be cleared and level- 
ed simultaneously. Bulldozers will make the initial cut, scrapers will grade 
to more precise requirements, and an estimate was made of one crew of 13 men 
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to grade eight acres per day. The crew and equipment required to prepare a 
35,000 acre site was established based on a single shift that would level 
130 acres per day to meet a nine month schedule. 

Costs developed for the site and facilities are divided into the elements 
of land, site preparation, roads and fence, utilities, buildings and facilities, 
maintenance equipment, lightning protection, and DDT&E. Basic design parameters 
used in this costing are presented in Table 1.4-4. The DDT&E, investment, and 
operations cost established for each element are tabulated as follows: 

Table 1.4.1.1 

Table 1.4.1.2 

Table 1.4.1.3 

Table 1.4.1.4 

Table 1.4.1.5 

Table 1.4.1.6 

Table 1.4.1.7 

Table 1.4-4. Site and Facilities Requirements 

ITEM UN IT PARAMETER 

LAND/FENC I NG 35,000 ACRES 

GRADING/LEVELING HEAVY EQUIPMENT/CREW SIZE 

PREPARAT I ON SURVEY, EIR, PERMITS, A&E PLANNING 

UTILITIES WATER, ELECTRICITY, GAS, SEWAGE 

ROADS/RA I LS ROADS 35 MILES; RAILS 45 MILES 

FACILITIES CONVERSION STATION, MONITOR & 
CONTROL,  MAINTENANCE/STORAGE 

DRAINAGE 6” GRAVEL FOR COMBlNATlbN ACCESS- 
WAY & DRAINAGE BETWEEN PANEL ROWS 

LIGHTNING PROTECTION TBD 
- 

Land and Preparation (Land - 1.4.1.1.1, Preparation - 
1.4.1.1.2) 

Roads and Rences (Rails & Roads - 1.4.1.2.1, Fencing - 
1.4.1.2.2) 

Utilities 

Buildings and Facilities (Storage/Maintenance - 1.4.1.4.1, 
Converter Station - 1.4.1.4.2) 

Maintenance Equipment 

Lightning Protection System 

Site & Facilities DDT&E 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.1.1.1 LAND 

~~ - --. _,_ ,.- . _. ._- - 
INPUT PARAMETERS 

._ 
INPUT COEFFICIENTS 

_ _ 

T= 35000.0000 TF= 1.1)ooooo CDCER= ----_--_-- --- O.k.-- ~- 
M= 35000.0000 OEM= 0.0 CDEXP= 0.0 

CF= 1 .oooooo Zl= 1.000000 CI CER= 0.001000 
PHI= 1.000000 z2= 60.090000 - _.._ -.. . . .-._ - ..- . ._ --._---__-..- .-- __-.. ..-...-.- 

R= 0 .o z3= 60.000000 
1 .oooooo 60.000000 

.u.Ex_p= .--_. 

--..-.-- -. 
CALCULATED VALUES ACRES SUH TO 1.4.1.1 

CD=CDCER X IT X DFTXXtCDEXFJ X CF 

CLRM=CICER X (M)XX(CIEXPj X CF X TF 35.000 

7 #R MT= 

R P E =1.0 + LOGiPHIJ / LOG(2.0) .--. 

- --.-.. 
1.000 

1.000 

CTFU=(CLRM / E)X((WRM X Z2+.51XX(EJ -0.5XXtEJJ 35.000 

CTB =IICLRM/EJX( I#RM X 23 + O.SJXXIEJ -0.5XXiEJJ 

CIPS=CTB*Z4/Z2 
- -. 

1 / 23 35.000 . 

35.000. '.' 

CRC1 =CTB X R 0.0 --_---.__.---- ---__- ----- 

CO&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.1.1.2 L4ND PREPARATION 

INPUTPARAMFTERS ..-. INPUT COEFFICikN%S~~‘ 

T=. 35000.0000 TF= 1 .oooooo CDCER= 0.0 -- 
M= 35000.0000 O&M= 0.0 CDEXP= 0 . o------ 

C  F= 1 .oooooo Zl= 1.000000 CICER= 0.002007 
PH I= 0.980000 z2= 60.000000 CI EXP= -.--_- .._ ..__ ----...-_.--... - --. - .--____.- . ._-. .- .._ - . . --.- - ------- __- __- --.-_ 

R= 0.0 z3= 60.000000 
1.000000 

DF= 1 .oooooo z4= 60.000000 Z5= 0.0 
-.---- -- 

CALCULATED VALUES ACRES SUM TO 1.4.1.1 StMILLIONS 

CD=CDCER X (T X DF)XX(CDEXPI X CF .__. -. -- - 

CLRM=CICER X (MlXX(CIEXP1 X CF X TF 70.245 
__ ._--------- 

y #RM=T/M - 1.000 

E 
N E F &(, t LOG!PHI j / LOG( &.G) ._._ 0.971, _____, ,_- __, 

CTFU=(CLRM / E)X((#RM X Zl+.SlXXiEI -O.SXX(EJJ 70.341 

CTB =i(CLRM/EjX((#RM X 23 + O.SIXXIEJ -O.SXX(EJJ 1 / 23 64.119 

CI PS=CTB* Z4/Z2 64.119 

CRC1 =CTB X R 0.0 

CO&M = O&M OR CTB*Z5/Z2/ENYR 0.0 

.CDMMENTS 
-. -.. . . _ _ _. . . . .-.. . ---- _. . ..__. .-. 

- 



ROCKIJELL SPS CR-2 REFERENCE CONFIGURATION 
TARL E 1.4.1.2.1 R4ILS AND ROADS 

--_ --__ _- .._ ---.---.- __ ___ --_ _ .-_---.-. ..-. 
INPUT PARAMETERi 

..- .._._.~ ._._ _- _...._. - -__ 
INPUT COEFFICIENTS 

T= 1 .oooooo TF= 1.000000 CDCER= 0.0 -- 
M= 1.000000 O&M= 0.0 CDEXP= 0.0 

1.000000 1 .oooooo 
PH I= 1 .o 00000 z2= 60.000000 __-.--..- _ -__-_____- -.- - __---- _--- --. _-- 

R= 0.0 z3= 60.000000 
DF= 1.000000 

CICER= 73.710007 
CI EXP= 1 .oooooo __-- -__ ~--.._-_-- - .._. -__-. _ 

60.000000 0.0 

CALCULATED VALUES SET - SUM TO 1.4.1.2 S, MILL iONS 

CD=CDCER,X IT X DFJXXiCDEXPT X CF .-.- .-__- _- .-. - -. - - -.-. ..-. - ._.. - ~. .~ - - - ..- .- -._-.-_ -.. -_ _._.~ . . ..O? 0 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 73.710 

‘p #PM =T / M 1.000 
h’ 
“w E =l.O + LOG(PH1) / LOGL2.01 1.000 - -.-- .-- .-.- ----- _- --.----.----.-. .-__- .____._ --.----__ --_-.-.- .- ._. .-- 

CTFU=(CLRM / E)Xd(#RM X Zl+.5)XX(E) -O.SXX(EJJ 73.710 

CTB =((CLRM/E)X(iCRM X 23 + 0.5lXXtEl -0.5XXiEJJ 1 / 23 73.710 

Cii’S=-CTB*Z4/Z2 73.710 

CRC1 =CTB X R 0.0 

CO&M = O&M OR CTB*25/Z2/ENYR 0.0 
.-- 

COMMENTS 
. ..-.-- .-.- - .- - ._ _- __ . ^ .-...-- ._-----------..- __._ _ __.__ 



ROCKNELL SPS CR-Z REFERENCE CONFIGURATION 
TABLE 1.4.1.2.2 FENCING 

. . _ ._ _ -.. - _. -.. -. 
INPUT PARAMETERS 

- - _ -.- - . . - 
IiJi’UT COEFFICIENT%-’ 

__.. - 

T= 4267L.0000 TF= 1.000000 CDC ER= 0.0 --- ~- -- 
M= 42671 .OOOO O&M= 0.0 COEXP= 0.0 

PHI= 
R= 

1.000000 
0.980000 z2= o;. ---. -----..-...r?=- .-- --_ 

1.000000 

1.000000 CI CER= 0.000011 
60.000000 CIEXP= 1.000000 ------- -- -.. _--___-.---. __ -___-_-__-.-- _.. _-.-. ._-._- -.-.. --_. 
60.000000 
60.000000 

CALCUL ATE0 VALUES M SUM TO 1.4.1.2 SIMILLIONS 

CD=CDCER X (T X DFIXXtCDEXPI X CF -.. _- . _. .-... ..-_- ._ ..^. - .-. .-_ . . - . . ..-.- -.._ . .- . . O?O 

CLRM=CICER X (H~XX~CIEXP~ X CF X TF 0.469 

-. _. 
4” #RM =T / M  1.000 

F E =l.O + LCj(;(PH~~~- / LOG(2.0) _ ..&?.7 I.- . -.-.-. .._- 

CTFU=(CLPM / E)X(l#RM X Zl+.S)XX(E) -O.SXX(E)) 0.470 

CT8 =((CLRM/E)X((#RM X 23 + O.SIXX(EJ -O.SXX(E)i 1 / 23 0.428 

CIPS=CTB*Zh/Z2 - 
__ --_- _.__.. - - . ..- .- - _... -.. _ ___-.. _. .-..- _ - -_ __ _ 

0.428 

CRC1 =CTB X R 0.0 

CO&M = O&M OR CTB*ZS/Z2/ENYP 0.0 
. .coMMENTS. . -. .- .-... _-... .._. - .-_ ..-. -. .-. .- -. -. -- .-. __ -. -_ _.___ ._ .._.. .__ _._ 



ROCKWELL SPS CR-2 REFERENCE CO,NF IGURATION 
TABLE 1.4.1.3 UTlL ITIES 

. _ 
INPUT PAdAyETERS .- INPUT COEkCIENTS .-. 

T= 1 .oooooo TF= 1.000000 CDCER= 0.0 ~-.- -- -- _. 
M= 1 .oooooo O&M= 0.0 COEXP= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.200000 
PHI= 1 .oooooo z2= 60.000000 CI --- ..-.. ._ .- - -.. .-.-. -__- -.._ -. --_- - -_.----.__ .- --. .- -_--- .--.----- EXPL p------J2 _qoNx?o _. -. 

R= 0.0 z3= 60.000000 
1 .oooooo 60.000000 

___- .- ---~-- 
CALCULATED VALUES SET SUM TO 1.4.1 $,MILLIONS 

Cp=CDCER ,! /T X  ! lF)XX(C&P) X CF .-.~ 0,o 

CLRM=CICER X (MIXX(CIEXPl X CF X TF 0.200 
---.-- 

y #RH =T / M  

E 
lJ-4 E =I.0 + LOGlPHI) / LOG12.01 

-- 
1.000 

___ 1.000 ..__ _. _- ______._. -- ___ -.- _. - _ 

CTFU=(CLRM / ,E)X((#RM X 21+.5lXX(El -0.5XXfELl 0.200 

CTB =I(CLRM/E)X((#RM X 23 + O.SIXX(E) -0.5XXtE)l 1 / 23 0.200 

CIPS=.CTR*Z4/Z2 0.200. 

.--~~~CRL~!-_=!?B~ x R ----- - !!=o - ._- 

COEM = O&M OR CT B*Z5/Z2/ENYR 0.0 

_ _ - _ -- ._. . 
COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.1.4.1 STOR 4GE ,MAINTENANCE 

- 
INPUT PARAMETERS INPUT COEFFICIENTi ---, 

T= 1.000000 TF= 1 .oooooo CDCER= 0.0 -- --_ 
H= i-z000000 O&M= 0.0 CDEXP= 0.0 

CF= 1.000000 ZL= 1.000000 CICER= 1.300000 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo __._____. _, _ _. ____. --..-.. --. ---.- . .._ __ -_-. _..- -. -. -.- ____ __. - ___. ------ .__ -.__- .___,_____. -- .._ -._ __,__ ._ _ _.. _..- . . . . .._...__ ._- -. 

R= 0.0 z3= 60,OOOOOO 
OF= 1 .oooooo z4= 60.000000 z5= 0.0 

-_~-_----- .-- 
CALCULATED VALUFS L SUM TO 1.4.1.4 

_-__- 
$9 MILL IONS 

CD=CDCER X (T 3 DF!XX!CCIFXP, X CF _ . . .--. _. . ..- .--. ._--. _ _ _ 0.0 

CLRM=CICER X (M)XX(CIEXP J X CF X TF 

7 ~RM-=T I M  
E 
m E =1.0 + LOG(PHIJ / LOG(2.01 

1.000 

1.000 - ..-. -... - --. _- 

CTFU=(CLRM / EIX( (#RM X Z1+.5JXX(FJ -O.SXXIEJJ 

CTB =I(CLRM/ElXlI#RM X 23 + 0.5lXX(E) -0.5XXiEJJ I / 23 

CIPS=CTB*Z4/Z2 i.300 ” 

CRC I =CTB X R 0.0 

CO&M = O&M OR CT B*Z5/Z2/ENYR 0.0 

COMMENTS 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.1.4.2 CONV. STA. C MONITOR/CONTROL FAC. 

-.- .- -. - .-. .- -- . ..__ -. ..----.._ -.. - 
INPUT PARAME?EfiS- 

. _ __ 
INRUT COEFFICIENTS. --- 

T= 21290.0000 TF= 1 .oooooo COCER= 0.0 _-- - 
M= 21290.0000 O&M= 0.0 COEXP= 0.0 

CF=’ 1.000000 21= 1.0000.00 CICER= 0.000478 
PHI= 1 .oooooo 22= 60.000000 CIEXP= L .oooooo -.. 

p.= 
..__ --.- -__---- - __ .-_ 

--.-..----o.5o 23= 
.-.--.- --. --...--.. ._-. 

60.000000 
OF= 1.000000 24= 60.000000 z5 = 0.0 

-- 
CALCUL ATE0 VALUES so M  SUM TO 1.4.1.4 $,HtLLIONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF _.... _ . -.. _. - -.. _-.._ 

CLRM=CICER X (MIXXtCIEXP) X CF X TF 

- _ - - - -. .- 0.0 

10.177 

7 #PM =T / H  1.000 
G 
-J E =l.O + LOGiPHI) / LOG(2.01 . _-._ _... ._.. - _-. .._.._.. -.. - ___. -___ _--..- . . . - 1.000. 

CTFU=(CLRM / E)X(i#RM X Zl+.S)XX(E) -O.SXX(EI) LO.177 

CTB =I(CLRM/E)X( (#RM X 23 + O.S)XX(El -O.SXXtEll 1 / 23 LO.177 
_... .-- .- .-..-.-.. ._--~ ._._ -.--.-- ._.- _.__ -.. -.. -- .-..- ..-.. _-. -... ._ - 

CIPS=CTf3*24/22 10.177 

CRC1 =CTR X R 0.0 .- - 

CO&M = OCM OR CTB*Z5/22/ENYR 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
Tb0L E 1.4.1.5 MAINTENANCE EQPT. 

INPUT PARAMETERS 
_. ._ .-.. .-. ..-. - ._.- - .-. 

-INPUT COEFFICIENTS 

T- 1.000000 TF= 1 .oooooo CDCER= 0.0 
M= 1.000000 O&M= 0.0 CDEXP= 0.0 

CF= 1.000000 21= 1.000000 CICER= 4.000000 
PHI= 1 .oooooo z2= 60.000000 _.---. __ -__.--__- _,._ --____ - - -__ ___.~----.-.---__ .cIE1(_p~--~---~-~_1..~0__0000_0_-- _..-. _..-. .-. 

R= 0.050000 23= 60.000000 
DF= 1 .oooooo 24= 60.000000 z5= 0.0 

CALCULATE• VALUES s SUM- TO 1.4. L Sr MILL IONS 

co=ww x !.T x I)F!XX! c0P!!!.1.. x CF 0.0 -. -_ .-. .-..-..- .--. -. - _. . _. . 
CLRM=CICER X (M)XXICIEXP) X CF X TF 4.000 

~--~- 
@i RRM =T / M 
IQ cn. 
001 E =1.0 + LOG(PHI) / LOG(2.0) 

1.000 

__---.. -- -.. .-.-..-- --__ -.-~lduK! __..._. ___ --. .._ 

CTFU=(CLRM / EIX((#RM X Zl+.S)XX(E) -O.SXX(E)J 4.000 

CTB =((CLRM/E)X((#RM X 23 + O.S)XXLEJ -0.5XXiEb) 1 / 23 4.000 

iZIPS=CTB*Zb/ZZ 4.000 

CPCI =CTB X R 0.200 - I-_~-- --- - ---- 

CO&M = OCM OR CTB*Z5/22/ENYR 0.0 

COMMENTS 

. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.L.6 LIGHTNING PROTECTION 

__- -.-- --.- -. 
INPUT PAR4METERS- 

- . __.._. --. _-- - -.. . _... . . --..--_ -- .- 
INPUT COEFFICIENTS 

T= 0.0 Tt== L.000000 CDCER= 0.0 
M= 0.0 O&M= 0.0 CDEXP= 0.0 

C F= 0.0 Zl= 1 .oooooo CICER= 0.0 
PHI= 1 .oooooo 22= 60.000000 CI EXP= 0.0 --_ . - --.. _- _.... -_. - -.-...- ..--. ‘.r~=..- .---.~-~o. oooooo- --.-.---.------ -- ~___ ----_-- - _ -- - ..-- R= 0.0 

DF= 1.000000 z4= 60.000000 z5= 0.0 

--- -- 
CALCULATED VALUES s SUM TO 1.4.1 St MILL IONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF 0.0 _ .-. _ ..~_.. - .- -.. --- _. . .._ _._ ..___._ __ __... - .-. _ 

CLRM=CICER X (MbXX(CIEXP) X CF X TF 

5” #RM =TTii-- 

E 
- E =l.O t LOG(PHI) / LOG(2.0) - - . .- - - - _ - - 

- 0.0 

0.0 __.---_-_- . ..-_.- -. .__.. ._ 

CTFU=(CLRM / E)X(i#RM X Zlt.S)XXIE) -O.SXX(E)I 

CTB =((CLRM/E)X( (#RM X 23 + O.SlXX(E) -0.5Xx(E)) I / 23 0.0 

CIPS=CTl3*24/22 
,__-_ .--.-. -- .- .- .-_. -. . .__ _. 

0.0 

CRC1 =CTB X R 0.0 - - 

CC&M = o&M OR CTB*Z5/22/ENYR 0.0 

. . -. CoMHENTs _. -. - -. - ._ -. -._- .-... --. - . .._..-. 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABL E 1.4.1.7 SITE & FACILITIES DOT&E 

-..-. ._... .._. ._--...- - -. -- - -...-.-.- 
INPUT PARAMETER-i 

________. _ . .._. .._--..---... . -.. .- _ .._. _..- _._- . . . .-. 
INPUT COEFFICIENTS 

T= 1.000000 
M= ---i-x00000 

TF= 
O&M= 

1 .oooooo 
--0.0 

C@CER= 
COG$P= 

1 .oooooo ._ 
1 .oooooo 

CF= i .oooooo ZL= 1.000000 CICER= 0.0 
PHI= 1 .oooooo z2= 60.000000 CIEXP= 0.0 - _ .- ..--- -~..--.. ..-- -_.. _- .-.-..-. .-. 

R= 0.0 z3= 60.000000 
OF= 1 .oooooo z4= 60.000000 z5= 0.0 

---tmL-rEO VAL U-ii-S s SUM TO 1.4.1 S, MILL IONS 

CO=COCER X (T X OF)XX(COEXPI X CF - - 1.oqq 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 0.0 

‘7 
-_.___.____ 

#RM =T / M 
E 
0 E =l.O + LOG(PHI1 / LOG(2.0) 

1.000 

1.000 . -.._-_. .--- -.-...-.--. --_-.. .- ..-.- - .-..- -._ _ _._. -_--. ..- _-- -.- -_._ . ._ . . 

CTFU=(C’LRM / E)X((#RM X Zl+.S)XX(EI -0.5XX(E31 0.0 
-~-.- ------- - 

CTB =((CLRM/ElX((#RM X 23 + O.S)XX(E) -O.SXX(E)d 1 / z3 0.0 

CIPS=CTB*Z4/22. -- 0.0 

CRC I =CTB X R 0.0 -- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
-. -.. -._ -- 

COMMENTS 
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1.4.2 RECTENNA SUPPORT STRUCTURE 

The rectenna farm area of 102.1 (~TQ>~ is covered by 580,500 panels that 
have a total mW intercept area of 79.53 (km)2. Each panel (9.33 m X 14.69 m) 
is tilted at an angle of 40" to the horizontal and is mounted on two continu- 
ous ribbons of concrete as shown in Figure 1.4-4. The procurement, fabrica- 
tion, assembly and installation of the steel rectenna support structure, and. 
the supporting foundation placement are costed in this section and represent 
the results of consultation and discussions with industrial/construction 
contacts. 

I 
‘0.31M WIDE FOOTING, 0.1% ABOVE GRADE, 

0.43 M  BELOW GRADE (2 PLACES) 

Figure 1.4-4. Panel Installation 

1.4.2.1 PANEL STRUCTURE 

The rectenna panel structure is comprised of four standard size eight- 
inch (wide flange) I beams, supporting tube braces, and 18 hat-shaped sections 
for the mounting of the power collection electronic elements. Tube braces, 
steel cast fittings and attachment hardware are used to support the panel on 
the continuous footing as shown in Figure 1.4-S. 

A detail analysis of the support structure was completed to identify the 
amount of material needed; fabrication, operations, assembly, and installation 
requirements; plus an estimate of manpower and equipments needed to produce 
the average daily production of 2150 panels over the nine month period. The 
cost of material for a rectenna panel is shown in 1.4-6. 

The rectenna panel hat section serves as a mounting surface for the 
laminated-copper-clad mylar array elements. (See section 1.4.3, Power Collec- 
tion). Adhesives will be used to mount the elements to the structure t? 
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.74 h 

’ NOT TO SCALE 

Figure 1.4-5. Rectenna Array Support Structure 

ITEM/DESCRIPTION 

HAT SECTIONS 

I -B!zAMS 

TUBE BRACES 

HAkDUARE 
FITTINGS d 
WELDING ROD 

RETURNED SCRAP 
ALLOWANCE 

TOTAL PATERIAL 
PER PANEL 

DIHENSIONAL 
DATA 

14.691 
LONG 

4.76u @-  0.226" 
LONG -j c- 3.50" 

18 

4 

I 2801 
584.25 kg 

15891 
720.75 kg 

4 4 )I 
4 SETS 4 SETS 

/ 

11041 11041 )I 500.75 kg 500.75 kg 

II 

‘I -307x -307x 
-139 kg -139 kg 

-I 36741 
1666.75 kg 

Figure 1.4-6. Rectenna Panel Support Structure 

PREFAB L 
DEL I VERED 
CDST/PANEL 
(DOLLARS) 

$618.24 

f508.4a 

$773.76 

$30.70 

$1869.78 

I 

provide continuous support and added strength with a minimum of localized panel 
deflection. 

The basic hat section is formed at the rectenna site from 0.020" galvaniz- 
ed steel sheet stock by processing through a set of forming rollers in a contin- 
uous manner. The forming machine (Yoder mill) accommodates widths of rolled 
mill stock sufficient to produce the finished hat sections ready for assembly 
to the I-beams. 
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Four standard wide-flange 8-inch galvanized steel I-beams are required in 
lengths of 9.33 m for each rectenna panel. This material will be delivered to 
the site in precut lengths for hole punching and the addition of brackets/ 
machined castings for the support braces and panel mounting. 

Four 3.5" diameter tube braces of galvanized steel are cut to a length of 
4.76 m and preassembled to the fittings/hardware. Anchors, brackets, clips, 
hangers, etc., are fabricated or cast of carbon steel material and galvanized 
prior to machining at the site. All these items are scheduled to combine with 
the hat sections and I-beams at a centralized facility for assembly. A con- 
cept for such a facility is shown in Figure 1.4-7. The factory has multiple 
assembly lines where each line has a materials feed section, steel assembly 
facilities, electron its assembly and checkout section. It was assumed that 
one line using automated procedures could assemble and checkout a panel in 
40 minutes. On this basis, seventy-two assembly lines operating 20 hours per 
day, seven days a week are required to produce 580,500 panels in the allocated 
270 days. Eight additional requirements are summarized in the lower left of 
the figure. 

After the panels have been checked, they are placed on an overhead convey- 
ing system and transported to loading stalls, where they are assembled into 
g-panel magazines and loaded on specially designed trucks for delivery to the 
point of installation. 

Specialized equipment is required to deliver the panels from the factory 
to the installation point and to install them because of their large dimensions. 
After consultation with industrial sources on large equipment handling, a con- 
cept for a specialized machine was developed (Figure 1.4-8). The front and 
rear wheel pairs are each steerable as a unit and have provisions for height 
adjustment. The panels are transferred in magazines and lifted by means of 
fixtures mounted in vertical rails. They can be translated laterally and 
longitudinally for final positioning before attachment to the footings. 

1.4.2.2 TRENCHING AND CONCRETE FOOTINGS 

A trade-off which considered eight individual footings versus continuous 
footings was made. A maximum wind force of 90 m/hr was assumed. It was deter- 
mined that the amount of concrete required for either approach was essentially 
the same, but that the continuous footing concept was easier to install and 
required fewer operations and less capital equipment. 

Each panel is secured to the footings at eight locations by fixtures 
which are imbedded in the concrete during the pouring operation. Mounting 
attachments which provide for longitudinal and lateral adjustment are secured 
to the fittings. Screw jacks on each of the rear attach points provide for 
panel adjustment and alignment. 

The footings of continuous concrete are 0.43 meters deep, 0.31 meters 
wide, and project 0.15 meters above ground level. Two footings are excavated 
simultaneous1 
imately 17x10 x by trenchers which feed the removed dirt into a truck. Approx- 

meters of trenches must be excavated. To accomplish this, 
38 trenchers are required, each trencher excavating 90 meters per hour. 
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FULL MAGAZINE HANDLING LINE 

MATERIALS 
OISTRIBUTION 
CENTER 

\ 

TRACK WITH CONVEYOR \ TRANSFER TO LOADING STALLS, 
VIEW A-A STORAGE &TRUCK LOADING 
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Figure 1.4-7. Central Panel Factor6 
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Figure 1.4-8. Panel Loading Sequence 

Table 1.4-5 summarizes crew and equipment requirements compatible with the 
nine month schedule to prepare 1088 panel rows per rectenna. 

Table 1.4-5. Concrete Footing Equipment/Crew 

1977 
SITE UNIT 

CONSTRUCT ION PRICE TOTAL 
ITEM/DESCRIPTtON QUANT t TY (DOLLARS) COST __-_ -- 

TRENCHERS - JW-2 38 $70,000 $2,660,000 

DUMP TRUCKS - 992C 26 $350,000 $9,100,000 

CONCRETE DEL I VERY 
VEHICLES - IO C.Y. 190 $50,000 $9,500,000 

CONCRETE FORMING 
MACH I NES 10 $60,000 $600,000 

CONCRETE CENTRAL 
MIX PAVtNG PLANTS 2 $250,000 $500,000 

TOTAL COST $22,360,000 

TRENCHING & CONCRETE 
CREW PERSONNEL 1480 

Each rectenna panel will be mounted and aligned on 6.8 cu yds of concrete 
placed by concrete formers such as those cornmoLly used in freeway divider con- 
struction. The formers extrude a shaped ribbon at rates of 6 meters per 
minute. Reinforcing steel and panel attach fittings are inserted as the con- 
crete is vibrated during the extrusion process. Concrete footing requirements 
for the rectenna panels are shown in Table 1.4-6. 
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Table 1.4-6. Concrete Footing Requirements 
.- .-- -- 

1977 $ INGREDIENTS MATERIAL COST 
(MILL PRICE FOR DELIVERED 

ITEM/DESCRIPTION DELIVERED) - 6.8 CU.YDS,__ (1977 DOLLIJF(S),- 

CEMENT (5 SACK) $42/TON 3196# $67.12 
(94# SACK) 

SAND $b.sl/TON 9520# $21.47 

ROCK l”-13” $4.39/TON 124448 $27.31 

WATER 2040# 0 

RE I NFORC I NG $0.1 O/LB’ 64# $6.44 
STEEL - #4 

TOTAL/PANEL 27264# $122.34 

DELIVERED 1977 MILL PRtCES PER ENGtNEERtNG NEWS RECORD &NR) - 
MCGRAW HILL, AN INDUSTRY PUBLICATION 

-__ 

1.4.2.3 COST ESTIMATES 

DDT&E, investment, construction/installation, and operations costs of 
the rectenna support structures (less electronic elements) and the concrete 
footings are identified in the following tables: 

Hat Sections Table 1.4.2.1.1 

Table 1.4.2.1.2 

Table 1.4.2.1.3 

Table 1.4.2.1.4 

Table 1.4.2.2.1 

Table 1.4.2.2.2 

Table 1.4.2.2.3 

Table 1.4.2.3 

Wide Flanges 

Tube Braces & Hardware 

Assembly & Installation 

Footing Concrete & Rebar 

Machinery & Equipment 

Construction Operations 

Support Structure DDT&E 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.1.1 HAT SFCTIONS 

INPUT PARAMETFR-S 
-.. . .- .- -- -. -. - - ._ ..- - . . . . ._--- 

INPUT COEFFICIENTS 

T- 580500.000 TF= 1 .oooooo CDCER= 0.0 MT 1.000000 - _-- n&M= 0.0 CDEXP= ----- -_ 
0.0 

’ CF= 1.000000 Zl= 1 .oollooo CI CER= 0.0006L9 
PHI= 1 .oooooo z2= 60.000000 CIEXP= 1 .oooooo --.---_- - ..___ -_.-_._-- ____ __,._._. -_-- ____ - --... _.._ _.---.___--- _.__ - _._._ -_-._A_ -_-- 

R= 0 .o z3= 60.000000 
OF= 1.000000 z4= 60.000000 z5= 0.0 

-.- 
CALCULATED VALUES P4NEL 

-- 
SUM TO 1.4.2.1 S,MILLIONS 

CD=CDCER X (T X DFJXX( CDEXP 1 X CF 0.0 _ _.... .._.. . .._ _~_._.. _ .~ ..--_. ._._ ---. ~_~._ -..--... . ^... -.-. --...-. ._ 

CLRM=CICER X LMIXXLCIEXPT X CF X TF 0.001 
.-- 

Y #RM =T I M 580500.000 

5 E =l.O + LOG(PHI1 / LOG(2.0) ..-. ._-^.~.-.- _____... ---.- __,,_ -. -.-_- ____ -..-.. -- ._.-.- -------_-_--__ .--..- 

CTFU=(CLRM / E)X((IRM X Zl+.S)XX(E) -0.5XXLEbh 

1.000 

359.228 

CTB ,=((CLRY/E)X((#RM X 23 + O.S)XX(EI -0.5XXtE)J ) / 23 359.224 

CIPS=CTB*Z’4-/Z2 
..-.-. ..-. _ ._._ 

359.224 .- 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*Z5/Z2/ENYR 0.0 
-. _ --. . ..- ~. _.. 

COMMENTS 
EACH PANEL USES 18 HAT SECTIONS TOTALING 584.25 KG ll2BBLBS) 
WITH COST ESTIMATELUSS) OF __.-.- _____ .-_-. -_-.-_-_.-- ._.__ - .-... 
d l.O58/KG ($.48/LBj. 

-.---.-- _---- .- 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.1.2 WIDE FLLNGES 

.-. .-__ - _. . ..-. ..-...--- - 
INPUT PARAMETERS fNPUT COEFFICIENTS- 

_. - 

T- &. 580500.000 TF= 1 .ooooi)o CDCER= 0.0 - 
M= 1.000000 O&M= 0.0 COEXP= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo CI CER- 0.000508 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo ---- _._.._._. .^ _ -_--.-.--.-_---..-- ____ ___. - --.. --_-- - - -.-_---_----.-. -._ - _....-.-_ _--- -.-. ----- -.- ..-__-_-.. - .._- ^.... .___ 

R= 0.0 z3= 60.000000 
DF= 1.000000 z4= 60.000000 z5= 0.0 

CALCULATED VALUES PANEL 
-- 

SUM TO 1.4.2.1 S,MILLIONS 

CD=CI)CER X (T X DFiXXtCDEXPJ X CF -.. -.- __. _ .-.- ..- . . . .- -- _ .- . Of!, 

CLRM=CICER X (M)XX(CIEXPl X CF X TF 0.001 

‘f #RH =T / M  

i E =L.O +. LOGlPHI) / LOG(2.0) -.. _._ ._.--.- . ..__..__ ---.-___ __. - .._^__ 

.-- 
580500.000 

.----_-- ..- -._.- ._ .._ --- . . .--- -. -_. l.cJNj ,_. _ __ 

CTFU=(CLRM / E)Xtt#RM X Zl+.5)XX(E) -0,SXXtE)) 295.173 

CTB =((CLRM/E)X( (#RM X 23 + O.SlXX(EI -0.5XXtE)) 3 / 23 295.170 

CIPS=CTB*Z4/Z2 .- 295.170 .” 

CRC1 =CTB X R 0.0 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.1.3 TUBE 8RACES & HARDWARE 

INPUT PARAMETERS 
: _ __. ._... ._-._ - . 

iNPUT COEFFI CI ENTS 
. 

T= 580500.000 TF= 1.333000 CDCER= 0.0 
M= ---1.000000 O&M= 0.0 CDEXP= 0.0 

CF= 1.000000 Zl= 1 .oooooo CICER= 0.000743 
PHI= 1 .oooooo z2= 60.000000 CI EXP= 1 --... _- ._....-._ -. ._-.--... .-- --__. .p_cmggg,_q ._ ___ _ -._ _ _ 

R= 0.0 z3= 60.000000 
DF= 1 .oooooo z4= 60.000000 z5= 0.0 

CALCULATED VALUES PANEL SUH.TO 1.4.2.1 S,HILL ION< 

CD=COCER X IT X DFlXXICOEXP) X CF - . _. _ _ . --- -- __. _--.-- -. _. -. -_.-_-.--.__ _- . .._. -. ..--.... - --.- . ..-..... -.. ..-... -._--..-.-- -_.. .PrO 

CLRM=CICER X (M)XX(C IEXP 1 X CF X TF 0.001 

td WRM =T /-&i 580500.000 
1 
K a.- E -. .= 1.0 + 1.000 - -- _ LOG!PHI) _... / LOG(2 --A-- 0) ._..- - -... -----.------ ..-- .--- ..----.- - ---- ~----- ..--.- -.- -.-. -_..-..- ..-... -_. -.-- .- . .._-. 

CTFU=(CLRM / E)XIt#RM X Zl+.5)XX(E) -O.SXX(E)) 431.346 

---. _ 

CTB =((CLRM/ElX((#RM X 23 + O.S)XX(E) -O.SXX(EJl 1 / 23 431.343 

CIPS=CTB*Z4/Z2 ’ 
-. -.__--- . - . _ .-_ ..-.._ --.-.____-- -- .__. 

431.343 

CRC I =CTB X R 0.0 

CC&M = OCM OR CTB*ZS/ZZ/ENYR 0.0 

‘COMMENTS - 
- . . _. -- .--. .._ __._.._.___ ___.._.. -.--‘.. .._ ._-- ___-...-_-.- ___._. .-. ___. ._.. -... _-... _. 

INCLUDES 4 TUBE BRACES 4.76H LONG, 
FRONT & REAR CLEVIS FITTINGStCAST MOUNTINGS,kELD ROD. -----_- . -. _ . . .-.... -.-----.--___ .-. --._ --.-- _--- --- 
AND PROVIDES FOR OVERALL SCRAP ALLOWANCES. 

--- --.-- 



ROCKWFLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.1.4 ASSEMBLY & INSTALLATION 

- . - . - 
INPUT-.-PARAMETERS INPUT COEFFICIENTS 

T= 580500.000 TF= 1.000000 CDCER= 0.0 -_------ ---~----- -___ 
M= 1.000000 cl&M= 0.0 CDEXP= 0.0 

CF= 1.000000 
PHI= 1 .oooooo _-..~-.--- - .__. . .._. ._.-. ._.. . -._- 

R= 0.0 
Df= 1.00000~ 

Zl= 
Z2= 
Z3= 
z4= 

1 .oooooo 
60..000000 
60.000000 
60.000000 

CI CER= 0.001052 
CI EXP= 1 .ogoooo ,- ._ -__ 

z5= 0.0 

, CALCULATED VALUES 
-___ 

PANEL SUM TO 1.4.2.1 $,MILL IONS 

CD=CDCER X (T X DF)XX(CDEXP) X CF - . . -. - _..-. .- _... --... -... O?O 

CLRH=CICER X (M)XX(CIEXP) X CF X TF O.OOl- 
.-.--_- 

7 #RH =T / M  580500.000 - 

z 
0, E ,+O + LOGTPHII / LOG(2;Ol 1.000 - ._._ . - ..- -. -.-..--... .~..-.- --_.. - _ . -... --... 

CTFU=(CLRM / E)X((WPM X Zlt.S)XX(EJ -O.SXX(EjJ 610.762 

CTB =(LCLRM/EIXI(#RM X 23 + O.S)XXLE) -O.SXXiE)) 1 ./ 23 610.757 

CIPS=CTB*ZZb/Z2 
-. -_- -- .-.--_ --. ._-.--.. . . . . - --.._ -.- .-.. -. . ..-..-. -_ 

610.756 ..- 

---CRC 1 =CTB -.--- X R 0.0 --.--- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

- - _ _ ---.. -.. .__--.. ., .__ ., 
COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.2.1 FOOTING CONCRETE & RE-BAR 

_-..-. _ _-..-_ -_- .._ .- .- _ __-.. .-. __. .._. _-.-. ._ _ 
INPUT PARAYETERS INPUT COEFFICIENTS 

T= 580500.000 TF= 1.00d31)0 CDCER= 0.0 
H= 1 .oooooo O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo CI CFR= 0.000122 
PHI= 1 .oooooo z2= ---.--_.- _-_-____- _____ ---___--___ 

R= 0 .o z3= 
6O.Oi)OOOO 
60.000000 

CI EXP= 1 .oooooo _-.- ____ --_~ _.-.-. _-._ --_..-.. -. - 

DF= 1 .oooooo z4= 60.000000 z5= 0.0 

CALCULATED VALUES PANEL SUM TO 1.4.2.2 S,HILLIONS 

CD=CDCER X IT X DFIXXlCDEXP) X CF ..--- -. ._---.. - .-... -...---. __~.. ..-. ._ .- .._ --. ._ ,__ -- _ . Of0 

CLRM=CICER X (MIXXLCIEXP 1 X CF X TF 0.000 

Y #RM =T / M 5BO500.000 
. 

:, 
P -.__ E =l.O + LOGtPHI) 1.000 - _.___ ..-. -.-- __-.. -.-. - ----. / .LOG(Z.G) ----__ --__ --- __._ _.___-_ - _-.- --.-- 

CTFU=(CLRM / EIX((#RM X ZL+.S)XXLEl -O.SXX(EIJ 70.821 

CTB =((CLRH/E)X( L#RM X 23 + 0.5)Xx(E) -O.SXXiEIl 1 / 23 70.820 

CRC1 =CTB X R 0.0 ---- 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.0 
- . - 

COMMititS 
._.. - ..-... -. - .-.- ---_.---..-.. -.... -.- _ . - 

CCNCRETE ESTIMATED AT 6.8 CU YDS OF 5 SACK CEMENT. 
MIX 3196 LBS CEMENT, 9520 LBS SAND, ---.T 2i;i;4-‘~~~ l-i;‘~-iNCHROCK. ____ -_- --- 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.2.2 MACHINGERY & EQUIPMENT 

INPUT PARAtiE.TE@i INPUT COEFFI CI ENTs 
_ - 

T= 1 .oooooo 1 .oooooo CDCER= 0.0 ---~-.---- TF= __ --- -.--- 
M= 1 .oooooo O&M= 0.4472r)O CDEXP= 0.0 

CF= 1.000000 Zl= 1.000000 CICER= 22.360001 
PH I= 1 .oooooo z2= 60.000000 -.-.. -.-__.-._ -.. - -.- - _---- .-..-.-.. -._ R= 0.003333 z3= 8. o ooooo CIEXP= 1.000000 

DF- 1.000000 z4= 2.060000 z5= 0.0 
~ I - . - -~ - - - .  

CALCULATED VALUES --SET 
-.------ 

SUM TO 1.4.2.2 StMILLIONS 

CD=CDCER X IT X DFJXX( CDEXPJ X CF 0.0 .- _... ._ _--- -- - .._ _ .~. - - .._ ___ _ _ -. __ _ 

CLRM=CICER X (MJXX(CIEXP1 X CF X TF 22.360 
--- 
‘p #RH =T / Y-- 

2 
N E =l.O + LOGdPHI) / LOG(2.0) 

1.000 - - 

1.000 -_-.._-_ _-- . .._ -..- -..--_-..- 

CTFU=(CLRM / E)X((#RM X Zl+.5JXX(EJ -O.SXX(EJ) 22.360 

CTB =((CLRM/E)X((#RM X 23 + O.SJXX(EJ -O.SXXLEJJ 1 / 23 22.360 
CI’PS=CTB*Z4/Zi! -.. -_ --.. ..- .- .-. -----.-_-.._ .- .._.. -. ..- -. 0.745 .._.._ 

CRC I =CTB X R 0.075 -----~-- - .-- 

CC&M = O&M OR CTB*ZS/Z2/ENYR 0.447 

-COMMENTS 

: 
i 



ION ROCKWELL SPS CR-2 REFERENCE CONF IGURAT 
TABLE 1.4.2.2.3 CONSTRUCTION OPERATIONS 

___ ..-.- ..__ -_-_.- .-.---. _._ .__ 
INPUT PARAMETERS . 

. -. ^._ _.. - - .-. ..--. _ _ _ _ __ _ - -_ 
tNPUT COEFFtCIENTS 

T= 399600.000 
H= 399600.000 

TF= 
O&?M= 

1 .oooooo 
0.0 

CDCER= 
CDEXP= 

O~c!iL-.------ 
0.0 

PHI= -__. --.- . ..__^ ._.__ _.---... .-.-.--- --. 
R= 

1 .oooooo 1.000000 
1 .oooooo Z2= 60.000000 
0.0 Z3= 60.000000 
1 .oooooo 60.000000 

Cl CER= 0.000150 
CIEXP= 1 .oooooo -._-----.-..-__-_-.-. --- -. _ - ._ _. __ .__. 

CALCULATED VALBS MANDAYS SUM TO 1.4.2.2 L, MILL IONS 

CD=CDCER X (T X DF)XX(COEXP 1 X CF - .._ - -.. .- OF!? 

CLRM=C(CER X (M)XX(CIEXP) X CF X TF 59.940 

CTFU=(CLRM / E)X((#RM X Zl+.S)XX(E) -O.SXX(E)J 

CTB =((CLRM/EIX((#RM X 23 + 0.5)Xx(E) -O.SXX(EJ) I / 23 59.940 
- ._- 

CIPS=CTB*ZQ/Z2 
_. _- _ .-. .._. ._ .._ ._^ 

59.940 

CRC1 =CTB X R 0.0 - --- ---- ---. 

CC&M = O&M OR CTB*Z5/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SF’S CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.2.3 SUPPORT STRUCTURE ODT&E 

INPbi PARAMETERS -.- INPUT COEFFI CI ENTS - 

T= 1 .oooooo TF= 1.300000 CDCER = 2 - OhM= .ooogoo - 
M= 1.000000 0.0 CDEXP= 0.300000 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.0 
1 .oooooo z2= 60.000000 cr EXP= 0.0 - -.--.- ____ -- _.__. -_-.-___ -.--__. .-.. --.._-- -__--- .___ -___ -. _-- ._. ..__ ..--. _ 
0.0 z3= 60.000000 

PHI= 
R= 

1.000000 60.000000 

CALCULATED VALUES SET SUM TO 1.4.2 Sr MILL IONS 

CD=CDCER X (T X DFJXX(COEXPJ x Cf . ??OW 

CLRM=CIC.ER X (MJXXICIEXPI X CF X TF 0.0 
~_-_--- .--. 
iy’ #RM =T / M 

: E =l.O + LOGIPHIJ / LOG(2.0) 

1.000 

1.000 

CTFU=(CLRM / EJX((#RM X Zl+.SJXX(El -O.SXX(EJj 0.0 

CTB =((CLRM/EJX((#RM X Z3 + O.S)XX(EJ -0.5XXiEJJ I / 23 0.0 
_ _ .__. ._- - _... 

CI PS= CTB*Z4/22 .diO’ 

CRC1 =CTB X R 0.0 - ------ 

CCCM = O&M OR CTB*Z5/Z2/ENYR 0.0 

COMMENTS- 
. . . -- ._ . . _ .- ---. _-. _ - _ _ 
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1.4.3 POWER COLLECTION 

This element of the GRS includes the rectenna array elements associated 
with the actual reception and rectification of the microwave radiation. These 
elements are in series and parallel as required to deliver the line output 
voltage and current. Also included are those components that accept the dc 
power from the array elements and route, control, convert, and switch this 
power for delivery to the power conversion stations of the grid interface. 

The rectifier assembly consists of a GaAs diode and input/output filters. 
The outputs of the rectifier circuit are series connected to output 40+ kV 
(Figure 1.4-9). The regulation assembly accepts the voltage from the series 
connected rectenna diodes and adjusts the voltage output to the power distribu- 
tion feeders to a value consistent with positive current flow. The rectenna 
array elements are 0.735x9.33 m in size and 20 elements are combined per panel 
with diode circuitry equivalent to the mW density pattern. A total of 735 
diodes or diode equivalents are required per average panel with a rectenna 
total of 330~10~ diodes as shown in Figure 1.4-10. 

__---------- _-__-_I 

FEEDER POWER ((NPVT TO 
40,wo WC eussEs) 

I 

Figure 1.4-9. Rectenna Schematic Block Diagram 
- Preliminary 

The electronic array element of the antenna is a multilayered copper/ 
dielectric sandwich panel material. Resource/mass projections are identified 
in Table 1.4-7. These calculations were based on the array cross section and 
panel requirements shown in Figure 1.4-11. Costs were determined from 

I B-275 
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r OR NICHROME IIOllOAl 
I2 ILEAKAGES AAT216(: 

Im’ZOmA-3110mA 
vo-0.7v 
AREA - IO-3 Cd 

1111t ClAr IS MS0 A CANDIDATE 
FOR SCHollKY BARRIER DIODES 

COULD ALSO BE SNAP-ON 
WMMR. SNAP-ON HAS SERIOUS 
DEGRATION PROBLEMS - ESPECIALLY 
WITH MOISTURE. 

Figure 1.4-10. Diode Concept 

Table 1.4-7. Resource Requirements Rectenna Dipole 
- Bow-Tie - Panel Array Elements 

580,500 RECTENNA PANELS 
I 

.DIELECTRIC 

PLASTIC COMPOUND-3.5 LBlFT3, 
0.4375 LBIFT2 x 856.4 x 106 FT2 

. 374.68 x 16 LB 

9 MYLAR 

O.COl-IN. THICKNESS AT 87.36 LBIFT3, 
0.02913 LBIFT2 x 856.4 x 106 Fr2 

_ 24.95x1B6LB 

. COPPER 

LCD39 THICKNESS AT 556.6 C IFr3, 0.118753 LB/d x _ 856.4 x 106 F3 101.70 x 14 LB 

.m 

1 OZ. PER 426.67 x 106 DIODES OR EPUIV. - 26.67x K+ LB 

TOTAL 528 x 18LB 

909.6 LB/PANEL 
412.6 KG/PANEL .-_i- 

estimating guides/industrial contacts and combined with the cost of switches 
and regulators needed at each panel to provide a total cost estimate of $1942 
for the antenna array elements. 

The power collection and distribution system consists of all field feeders 
(collectors), supporting switchgear, 40 kV dc buses to the power converters, 
and the towers/footings needed to support the transmission lines. Approximate- 
ly 330,000 switchgears, 10' meters of feeder cables, miscellaneous junction 
boxes, etc., must be delivered and installed at the panel sites. Tractor/ 
trailer trucks are used for this purpose and proceed through the panel rows, 

B-276 
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. 20 ARRAY ELEMENTS/PANEL 

. 14bFT2f137h?2) PER PANEL 

l 199DTECHNOLOCY 

l 1977 PRICES 

l TOTAL PANEL AREA - 9.33Mx14.69Mx580,MO PANELS - 79.56~ ll+'d 
(30.61Flx4B.19FTx 580,500 PANELS - 856.4~106 FT2) 

. DIELECTRIC 0.4375 LBIF12xB%.4x1~FT2B lQ.B72/LB - $326.72~106 

l MYLARlSURFAC~ 4 LAYERSxB%.4x106R2 8 SD.lOd - S342.56~106 

. COPPER (PROCESSED/BONDED) 
65+COVERAGEx&X4x106 Fr2 6'SO.l5/+ - S 83.M~ 106 

. DIODES/EQUIVALENTS/WIRE 
426.67x 106 II IODES B SD.10 EA. . . S42.67~106 

l BONDING 6 SURFACESXEM.~X~~~F~~~~.~~~~/F~~ - 5134.63~ 16 

TOTAL . 2930.08 x 106 
(SlMI2.201PANEL) -.--__ ~~- ~~ 

Figure 1.4-11. Rectenna Dipole - Bow-Tie - 
Panel Array Elements 

delivering material at each panel. Additional trucks with reels playout the 
feeders, which then are installed in conduits and spliced to panel connections 
by the electrical installation crew. Contacts with a utility company indicate 
a requirement of 8 manhours to hookup one panel. On this basis, the manpower 
and equipment projections were established for a 20 hour 7 day week. 

Equipment for electrical hookup and checkout of completed panels was cal- 
culated on the basis of acquisition cost prorated over the service life and 
utilization period at a particular site. Total crew requirements of 4196 
personnel and the schedule period were the basis of calculating man-day re- 
quirements of 755,280. The amortized cost of equipment and labor were combin- 
ed for the total cost factor. 

DDT&E power collection costs are associated with the design and verifica- 
tion of bow-tie electronic panels/bonding processes, connectors, and large 
switchgear to optimize the voltage/current ratios and element/wiring configura- 
tion. Cost estimates are provided in the following areas: 

Table 1.4.3.1 Antenna Array Elements 

Table 1.4.3.2 Power Distribution System 

Table 1.4.3.3 Installation and Checkout 

Table 1.4.3.4 Power Collection DDT&E 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.3.1 ANTENNA ARRAY ELEMENTS 

INPUT PARAMETERS- INPUT COEFFICIENTS 

T= 580500.000 TF= 1 .oooooo CDCER= 0.0 ---~ 
M= 1 .oooooo 0 CM= 0.0 CDEXP= 0.0 

CF= 1 .oooooo z1= 1 .oooooo CICER= 0.001942 
PHI= 

R= 
1.000000 60.000000 

___--.- -- 
CALCULATED VALUES PANEL SUM TO P-4.3----- St MILCIZ 

-CD=CDCER X IT X DF,XXtCDEXP, XXCF 0.0 .- -.. .--^. _ _ .-. ..___. _ .- .._ _ _ .- 

CLRM=CICER X IM)XX(CIEXP) X CF X TF 0.002 
_L_. 

tp 
#RM =T / H 580500.000 

2 E .a, .--. =l.O + LOGLPHI) / LOG(2.0) ._ --. -.- . -. . . -._.---.-.-. - _ -._ - ..-. --- ---. _ ..- -_.------.. ----.----.--.- ..-. ._ - . - __.. --.. . 

CTFU=(CLRM / E)X((#RM X Z1+.51XX(E) -O.SXX(EJJ 
-- 

CTB =I(CLRM/E)X(I#RM X 23 + O.S)XX(E) -O.SXX(E)) 

CIPS=CTB*Z4/Z2 

1127.331 
-_ -z----- .---.- 

1 / 23 1127.322 
. - - .._... . ._ -. _ 

1127.321 

CRC1 =CTB X R 0.0 --. - - --- 

COCM = O&M OR CTB*ZS/ZZ/ENYR 0.0 

CDMM ENTS 
. -... . .- _... -.-.__ 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.3.2 PDWER DISTRIRUTIDN SYSTEM 

_ --- ._ -_-. - .._.. -.. 
INPUT PARAMETERi -~ INPUT COEFFICIENTS 

T= 580500.000 TF= 1.000030 CDCER= 0.0 
M= 1 .oooooo O&M= 0.0 CDEXPr -6.0 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 0.000120 
PHI= 1 .oooooo z2= --.- ---.-. _. .._ _- ._----_ ______ - __ ._-- __^__ -_ .-- _. .- __.. _ - _..-.. 

R= _ 0.0 z3= 
1 .oooooo 

1, 

60.000000 --cIEx.P=---.---~~-.~~1~~ooPo~ .__.. _--- . . . 
60.000000 
60.000000 

CALCULATED VALU%S PANEL SUM TO 1.4.3 br MILL IONi- 

CD=CDCER X (T X OF )XX(CDEXP 1 X CF .- . . . ---..- . - - .- --.-...- - _- . . .- ._.. . .._ -. .- . . .._ -_._. --.. O-0 

CLRM=ClCER X (M)XX(CIEXP 1 X  CF X TF 0.000 
--- . ..--.- 4” RRM =T / M  580500.000 

z 
10 E =l.O + LOGlPHIl / LOG12.01 1.000 _ . __.. -._.-..---_- - _ -...- -- - _..__ ------.- --. _. -. --.. -__--.----.-__-_.---- ---.-------.--.-..-._.-_.. -----.- ..-.. ._ - 

CTFU=(CLRM / E)X( (#RM X Zlt.SlXX(E) -O.SXX(E)I 69.660 

CTB =((CLRM/E)X((YRM X 23 + O.S)XXIEl -0.5XXiE)J 1 / 23 69.659 

_ . 
CIPS=CTB*Z4/Z2.- 

_ _ --- ._ -. .--.. -...-.- ___.._ - ._____.__ -...- - _ _ __ ..-..- ____ _-...- _. _ 
69~I659 

CRC1 =CT8 X R 0.0 -- _I--_- -- 

COEM = OCM OR CTB*Z5/Z2/ENYR 0.0 
_ _ . 

COMMENTS 



ROCKWELL SF’S CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.3.3 INSTALLATION & CHECKOUT 

_. 
-‘INPtiT.’ PARAMETERS 

- _ - - 
INPUT CO EFkI k’I ENT S 

T= 781100.000 TF= 1 .ooi1300 CDCER= 0.0 - ----- -0.0 --_- _- 
C= 4340.00000 O&M= CDEXP= 0.0 

c F= 1 .oooooo ZL= 1 .oooooo CICER= 0.000200 
PH I= 1 .oooooo z2= 60.000000 CI EXP= 1 .oooooo _.-..-__,-.-. __ _- .___. -__. __ .__._._ _____._ ._.. - __.. --_. --__-- ____. _... ---__----__-.--. --- -.-- ..-_ -----.-.--.. -. _..---.-..-- ._. . .-. 

R= 0.0 z3= 60.000000 
DF= 1.000000 z4= 60.000000 z5= 0.0 

---- 
CALCULATED VALUES MANDAYS SUM TO 1.4.3 ---mELIONS j 

CD=CDCER X IT X DF)XX!CDEXP) X CF 0.0 

CLRM=CICER X (M IXX(CIEXP 1 X CF X TF 0.868 

5” -#RM =T / M-. 

El 
o E =l.O + LOGiPHI) / LOG(Z.OJ . .._. _-. - ._ -- ..- .~ _ -..-__.--. 

CTFU=ICLRH / E)X((#RM X Zlt.S)XX(E) -O.SXXIE)) 156.220 

CTB =((CLRM/EIX((CRM X 23 + O.S)XX(EI -0,SXXiEIj I / 23 156.220 

CIPS=CTB*Z4/ZZ - .. 
_... ..-. .- . -. -- -.. _- - . ..__. 

156.220- 

CRC1 =CTB X R 0.0 --.-_ --- -. - -- -- 

CO&M = O&M OR CTB*Z5/Z2/ENYR 0.0 
-----. - _ . . _ 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.3.4 POWER COLLECTION-DDTCE 

--_-_--.-^ - ._.... . .._ --.-. --..---. .--.-..- ._.. 
INPUT PAR4METERS INPUT CDEFFICI ENTS 

T= 
M= 

1.000000 TF= 1.00033d CDCER= 
0 EM= 

- 3.000~00 
1 .oooooo 0.0 CDEXP= 0.300000 

PHI= .- _.._ - __._......._. -.- .._..-. -..--.-..- 
R= 

1 .oooooo 1.000000 CICER= 
1 .oooooo z2= 60.000000 -.-..- - _-__--._-... ..---.-. ..----- .-_-_ 
0.0 z3= 60.000000 
1 .oooooo 60.000000 

CI EXP= 0 0 .._---_.-. -...--.---.-A-?.- - ___. _ _- ._..__, 

0.0 
- -- 

CALCULATED VALUES SET SUM TO 1.4.3 .- ST MILLIONS 

CD=CDCER._X_ (T-3 DFJXXLCDEXPJ X CF _ _ - ,._ __ _ _ 3.000 .-. _.... -.. .-... ._ _- _.. 

CLRM=CICER X (MJXXICIEXPJ X CF X TF 
\ --. 0.0 

iRM =T / M 
\. 

7 1.000 

E E =l.O t LOGIPHIJ / LDG(2.0) -_ - ._ _ ______ __.._.. -. ---. _ - -.-_- ________ -.--.-..-.-.---. -.-----__-._ -___- -.--- ..-.-. -._---- -... ___,, ~~Qltj _ ,_ 

CTFU=(CLPM / EJX((#RH X Z1+.5JXX(EJ -O.SXX(E)J 

CTB =((CLRM/EJXL(#RH X 23 + O.SJXXLEJ -O.SXX(EJd 1 / 23 0.0 
_._- 

CIPS=CTB*Z’i/ZZ 
._ ..- __._. .- ----... ..- . - ._ ._ _-..__.. _ -.-... ---_ ..-. .-.-.. _ 
- 0.0 

CRC1 =CTB X R 0.0 - ---- --- 

CCEM = O&M OR CTB*ZS/ZE/ENYP 0.0 

COMMENTS.‘. 
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1.4.4 CONTROL 

The telemetry, tracking, communications, monitoring of microwave beam 
characteristics, computing phase corrections, and the equipment needed to 
provide frequency standard signals for the satellite are included in this 
section. This hardware will be used to monitor and control the satellite 
from the ground. 

The following monitor and control functions are performed: 

1. Tracking, using ground-based radars to monitor the orbital stability 
of' the satellite. 

2. Beam monitoring and control, using ground equipment for adaptive or 
command control of the satellite microwave beam. 

3. Data management, using equipment required to analyze signals and data 
from the satellite and ground-based systems to compute control signals 
and corrective data to maintain safe and optimum performance. 

4. Communications, using equipment required to maintain communications 
between the ground station and the SPS satellite. Included are the 
communications with the crew, and telemetry and command equipment 
not included in the beam monitoring and control assembly. 

At this time, the cost effort is divided into the three categories of 
control center equipment, beam control electronics, and DDT&E. Two sets of 
full-up IBM 370, or equivalents, a complete display center, and a manned control 
room are envisioned as basic elements of the control center. Beam control 
electronics wouia consist of control sensors and dual frequency transmitters. 
The overall DDT&E and hardware costs were projected by engineering. -The exact- 
ing requirement of this rectenna operation will require further study in future 
contract activity to define the technical and performance standards. It should 
also be noted that system and operational requirements are needed to define 
adequate software/programming considerations. 

Cost estimates are presented as follows: 

Table 1.4.4.1 Control Center Equipment 

Table 1.4.4.2 Control Electronics 

Table 1.4.4.3 Control DDT&E 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.4.1 CONTROL CENTER EQUIPHENT 

- .-..-_ 
INPUT PARAMETERS 

. 
INPUT -ikEFFIC-I ENTS ~ 

T= 1 .oooooo TF= 1 .oooooo CDCER= 0.0 
M= 1.000000 

--- 
O&M= 0.0 CDEXP= 0.0 

PHI= _.-___.-.- __-__.--.-_- -- 
R = 

1 .oooooo 1.000000 15.000000 CICER= 
60.000000 CI EXP= 1 .oooooo .- .-.-.- - ----.-. -__---.-._.---- -_ -. - _.. 
6O.L)OOOOO 

DF= 1 .oooooo z4= 60.000000 z5= 0.0 
--~-- --- 

CALCULATED VALUES SET SUM -TO 1.4.4 b, MILL IONS 

Cp=CDCER x. (T X jF!XX(COEXP l X CF 

CLRM=CICER X (MJXXiCIEXPJ X CF X TF 15.000 
- 
y #RM =T / H 
h) 

_w” E =l.O t.kOG(PiIJ / LOG12.0) -_. _ - --.--.------ - 

1.000 

1.000 ~- --__- ------__..___ - _--... _. ..- -.-- --- .-.- . - 

CTFU=(CLRH / E)X((#RM X ZL+.S)XX(El -O.SXX(EJJ 15 .ooo 

CRC1 =CTB X R 0.0 -- ----- -- 

CO&M = O&M OR CTB*ZS/Z2/ENYR 0.0 

C0tdMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
T4BLE 1.4.4.2 CONTROL ELFCTRCINICS 

INPUT PARiiEfERi- 
_ _. . _ - _. -. __. - -._ -_.. . - 

INPUT COEFFICIENTS 

T= 1 .oooooo TF= 1.000000 CDCER= 0.0 
M= 1 .oooooo OEM= 0.0 CDEXP= 0.0 

C F= 1 .oooooo ‘Zl= 1.000000 CI CER= 60.000000 
Pi-i I= 1 .oooooo .Z 2-5 -.-- --.--__- ..6O~OOr)OOQ i.._ CI EXP=_ 1 !g gg.p_go_.. __, ._ 

R= 0 .o z3= 60.000000 
DF= 1 .oooooo z4= 60.000000 z5 = 0.0 
---~-.---- ---- ---. 

CALCULATED VALUES SET SUM TO 1.4.4 JIMILLIONS 

CD=CDCER 3 (T X eF!X&!CDEXI’j X.CF_-. . 

CLRM=CICER X (M)XX(CIEXP) X CF X TF 

_. - - - -.. . -. -. . _ -.. ..-.. OF0 

60.000 

7 #RM =T / M 1.000 
N 
0) 

_ -,___- ...=lzQ .t !a~(.ptj!.,-( gc(.z.rgj, _ _,-__- s- E 1.000 -.-.-------.-.---.--.--.-.. - L-. -. -..- -- -__ -_- _- - ..- __ __. .-. ._ .--._. ..-_ 

CTFU=(CLRY / E)X( (#RM X Zl+.5)XX(EI -O.SXX(EJJ 60 .OOO 

CTB =((CLRM/E)X(I#RM X 23 + O.SJXX(EJ -O.SXXlEJJ 1 / 23 60.000 

CIPS=CTe*Z4~Z2 60.000 

CRC1 -2mLKR - - - 0 dL--.-- 

CC&M = O&M OR CTe*ZS/Z2/ENYR 0.0 
_-_-. 

COMtiEf’iTS 
.- -___- ._. _ _.-.- _ .-. .~ ..___ -- ,, _. . .._ 



- 

ROCKWELL SPS CR-2 REFERENCE CONFIGURATTON 
TABLE 1.4.4.3 CONTQOL DOT&E 

INPUT P4RAMETERS INPUT COEFFICIENTS 

T= _ . -. . -... - 
H= 

1 .oooooo TF= 1 .llOdlhld CDCER= - -- - . ..-..._ _. --.- . -.- ._.. --..-_- .___. - - .-.._- ---..- .-- ~0,000000_ -.---- __..-.- -_.--___- _.-__ -.-_-- -_- 
1 .oooooo O&M= 0.0 CDEXP= 1 .oooooo 

CF= 1 .oooooo Zl= 1 .oooooo CTCER= 0.0 
PHI= 1 .oooooo z2= 

-- 
60.0q0300 CIEXP= .~ _, .OFO . 

R= 0.0 z3= 60.000000 
OF= 1 .oooooo z4= 40.000000 z5= 0.0 

-. .CAiCULdT.EiTj’-V’ALUES-----.- SET ..-- -..... ---. ..-. ------_-.-. SUM 1o -___- *.4. 4 -.--- --- --~--I-------.-. -_.. 
$9 

MILL 
IONS 

CD=CDCER X IT X DFlXXICDEXP) X CF 1o.ooq 

CLRM=CICER X (MlXXICIEXP) X CF X TF 0.0 

,,, #RM =T’ i. H 
__- _ ,.._____.______ --__-__----.-~..----.__------~ --_-- -_. 

1.000 

=l.O + LOGIPHI) / LOG(2?0) !.QW 

CTFU=(CLRM / E)X(l#RM X Zl+.SIXX(EI -O.SXX(E)) 0.0 
____ .- ____ -_.- .--_-_--- .-._-- __.-~- .- -- 

CTR =( ICLRH/E 1X( I#RM X 23 t 0.5)Xx(E) -0.5XXiE)) 1 / z3 0.0 

CIPS=CTB*Z4/ZZ - 0.0 

CRC1 =CTB X R 0.0 - .- _.-.--- - ._.._ _ ..----- -._-.- ---_ -.-.-.- ..--.-- ..-_ ---_--..-.--- ..----- -- .- -_-- -..-. -_---.---- _____.____._.__ 

COCM = O&M OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



Shllita Sysloms Dlviskn 
Space Systuns Group 

Rockwell 
International 

1.4.5 GRID INTERFACE 

This element includes the power conversion equipment that receives 
electrical power from the power collection system and conditions/converts it 
to a high voltage dc or ac power acceptable for input into the national power 
grid. 

The converter stations accept 40 kV dc power and output 500 kV ac or dc. 
The concept utilizes a solid-state inversion/step-up concept typified by an 
existing dc - ac conversion station located in Sylmar, California. Although 
specific design details of this system await clarification in a future study 
effort, an analysis and cost estimate was prepared as shown in Table 1.4-8. 
The CER for DDT&E were derived from cost estimates in the "Technical Study 
Report on Pacific Northwest-Southwest dc inter-tie," prepared by the Bonneville 
Power Administration in February,'l976. This DDT&E estimate was based on six 
cost quotations which Bonneville received on a 1.44 GW and a 2.20 inter-tie. 
The total cost for the 1.44 GW terminal ($156.7 m was allocated as 30% DDT&E 
and 70% ICI. This judgment was based on the assumption that most of the 
facility will be a standard design. 

Table 1.4-8. Grid Interface (WBS 1.4.5) 

ITEM DESCRIPTION SPECIFICATION 

CONVERTER- STAT IONS 400 mW 
500 kV ac 
or kV dc 

ISOLATION SWITCH- 
GEAR 

FILTER YARDS 

INTERCONNECT TOWERS 500 kV ac 
& FOUNDAT I ON TOWERS 

INTERCONNECT 
TRANSMlSSlON CABLE 

TOTAL/GRS , 

4X4X4 m 

GRS 
QUANT I TY 

12 EA. 

24 EA 

12 

90 EA 

12 
LINES 

PROJECTED 
UNIT COST 

$10X106 

~$400,000 EA 

$100,000 EA 

$90,000/MI 

TOTAL 
(1977 $) 

$120x106 

$o.g6x106 

$1.2x106 

$lo.78gx106 

$145.6gx106 

Cost estimates are presented in Table 1.4.5.1 on electrical equipment 
and in Table 1.4.5.2 on DDT&E. 
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ROCKkrFLL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.5.1 ELECTRICAL EQUIPMENT 

INPUT P4RhFTERS INP~ ~EFFICIENTS 

T 1 .oooooo TF= 1~000001!~ ____ ___ ___ CPCER_=-. _- -- ._.. .____..__. - .._. --_.-.--._-.- _-_-----_---~__- 
MI: 

____-.-- -0.~0 --...-- ---.__.-..--___- 
1.000000 O&M= 0.0 CDEXP= 0.0 

CF= 1 .oooooo Zl= 1 .oooooo CICER= 145.690002 
PH I= 1 .oooooo _ _ -_ _.- ..-_.--.. -.. 

P= 0.0 
zz= ..60,00_00~0 -.. _ .c_i EXPT. .1,000000 _ 
z3= 60.000000 

DF= 1 .oooooo z4= 60.000000 z5= 0.0 
_. . . .._.___. - ____ --.---_--._-...-_--____~ --------- - ._.- ------.-.- ____ ---.- . .._^. -- --_ ._- _...._____._. _-.- . .._.._. -- _. _. - .__-. 

CALCULATED VALUES SET SUM TO 1.4.5 $1 MILL IONS 

CD=CDCER X (T X DF~XX~CDEXP~ X CF 0.4 

CLRM=CICER X tM)XX(CIEXP) X CF X TF 145.690 
. . - . = T -.;- -M.-- - ----- - . . . . .._ ------ ---.---.- .____ ~ -------_-. ---- - _---_-_-_- ..--..- --- - --.. -- -- 
5” 

#R M  
1.000 

5 E  =1.0 + LOG(PHI! / LOG(&Q! I*000 

CTFU=LCLRM / EIX((#RM X Zlt.S)XX(E) -O.SXXIE)) 145.690 
.-. _..- - ..--. -_. ._.. - __..___ -__-.-.-_ --- .-.. -_-- -.--.__--------.---.-_- _.- .- ----- .---.-- -----.- --- -...-.-.... ---- ---.-__- 

CTB =((CLRM/ElX((#RM X 23 + O.S)XX(EI -0.5XX(EJ) 1 / 23 145.690 

tI.PS=CTB*Z4/Z2 145.690 

CRC1 =CTB X R 0.0 --.-_..- ..__ ..__ _ _.__ -_. - ._.. - .__ .._____.__. --.- ~._.--._-.-_. _-._-.._- ..___ --.--.-_-_.- ____.___ -..--._ .__._ -.- ________ _________ ____._ _._______ 

CO&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.5.2 GRID INTERFACE-DOT&E 

INPUT PARAMEiERS INPUT COEFFICIENTS 

T= TF= 37 _ 
.. -_ -- --- 

5~ogoooo 
-. .- _..^-.^-- ._..__. _.__ . . .._. . ..--1 r Qi?.?.Qi@!L- __. .^ . _.... CPC ER f--.---..- .._...__ J. 1~1499!5 .-._-.-_..- .._.. 

Mr= 5.000000 0 EM= 0.0 CDEXP= 0.60400 0 
CF= 1 .oooooo Zl= 1 .oooooo Cl CER= 0.0 

PHI= 1 .oooooo z2= 6Q+Oc)OOOQ Cj EXP= e.o 
P= 0.0 z3= 60.000000 

OF= 1.000000 z4= 60.000000 z5 = 0.0 

CALCUL ATED..LACU’ES 
-..-.--..-- 

..---.-----‘cw - 
-.-.- .-.-- .- -_--_ .-- .-.- __._.. _. _.--- .._. _-.---.-- -.----.-. -.- ..---..-. ----.. ---..-. 

SUH TO 1 ,Q. * 5, MILLIONS 

CD=COCER X (T X DFlXXlCDEXP) X CF 99.. 6 99 

CLRM=CICER X (M )XX(CIEXP 1 X CF X TF 0.0 
^._ 
Y 

#dM -=1- / M  
_. ._---... .-__ --- ____ ______._ ----_- - _ .._-.-.- --.- -.._-II_---.- .-.. -.----.- ---._-- 

1.000 

ii2 03 E =1.3 + LOGtPHIJ / LOG(?.Ol r,wo 

CTFU=(CLPM / E)XI(#RM X Zlt.S)XBi(E) -O.SXX(EJJ 0.0 

CTB =((CLRM/FlX( (#RM X 23 + 0.5)Xx(E) -0.5XXlEJJ J / 23 0.0 

CI PS=CTB*Z4/Z2 
. 

0.0 

CRC1 =CTB X R 0.0 _ ,. _ _. _ . ._ _ _. -. ..-. _ ..- _... ..-___-_--_-...--___--.- -... ----.-- -_-----I -..-. --.. -....- .---- -.--_---.._.- .-- -_,-. ___ - _.____ _ __ 

CO&M = OEM OR CTB*ZS/Z2/ENYR 0.0 

COMMENTS 



Rockwell 
lntematlonal 

1.4.6 OPERATIONS 

This element includes the planning, development, and conduct of operations 
at the ground receiving station. It includes both the direct and support per- 
sonnel and the expendable maintenance supplies required for the ground station 
operation and maintenance. 

Operations and maintenance personnel required after IOC are identified as 
a 300 personnel staff to provide a 24 hour operation, maintenance/repair, 
security, and administrative support (Table 1.4-9). A cost estimate for main- 
tenance material (expendables, trucks, and equipment); standby auxiliary power; 
and test/support equipment is also identified in the table. 

Table 1.4-9. Operations Requirements 

I TEFJ 

OPERATIONS & MAINTENANCE 
PERSONNEL 

COMMAND & CONTROL CENTER 
(PERSONNEL + SUPERV I sow). 

CONVERTER STATION 
(TOTAL FOR 12 STATIONS) 

2bHOUR MAINTENANCE, REPAIR, 
SECURITY, & G&A/SUPPORT 

MA I NTENANCE MATER IAL 

EXPENDABLES, TRUCKS, EQUIP., 
UT!LlTIES, TEST/SUPPORT EQUIP. 

__... 
SK!.!7 

1 

: 
1 
2 
3 

NO. 

:x 
20 

36 
36 
36 

112 

TOTAL 
. 

80 

108 

112 

300 

1977 DOLLARS 

$13.13x106 

Cost estimates are shown in Table 1.4.6.1 for operations and maintenance 
personnel and in Table 1.4.6.2 for maintenance material. 
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ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.6.1 OPER. & MAINT. PERSONNEL 

INPUT PARAMETERS INPUT COEFFt Ci ENTS 

T= 300.000000 TF= ._-._. ._. .._ - .._._._._ _.-..... -.- -- 1.2 0!203._?!2- ---._. - ..___._--. !xK ER-5.. . ___ .o-5.0 _._...__,_ __,___ ._ _._ -.._. -.. 
M= 300.000000 O&M= 64.800003 CDEXP= 9.0 

CF= 1 .oooooo Zl= 1.000000 CI CER= 0.0 
PI-I I= 

R= 
1 ,qooooo _ _ 22=. - ._. - .6O.OPOWO. C!E)(Py. PI0 
0.0 z3= 60.000000 

OF= 1.000000 z4= 60.000000 z5= 0.0 
_. _...-... _.--- - . ..-..-- __...__ __-_ --- -.._ ---- ..-. ---- --- ---.- ----.------------- __---_.- ___._. -_.- ____ _.__. - .__. .__ 

CALCULATED VALUES HAN-DAYS SUH TO 1.4.6 $, MILL IONS . 

CD=CDCFR X (T X Of ,XXtCDEyP! I( CF o,o 

CLRM=CICER X (H)XX(CIEXP) X CF X TF 0.0 

#RM =T / M  
----.-____ ---.-. -.- -_---- . ..--..-- 

7 
1.000 

$j E =l.O + LOGtPH! j / &Oc;(ZtO, _ _,... ._.... _ _ ,,_ .._~.. . -. ..--.. -- .-. ---..-. I,QQIJ. 

CTt=U=lCLRM / ElXif#RM X ZL+.S)XXIE) -O.SXX(El) 0.0 

CTB =((CLRM/E)Xl(#RM X 23 + O.S)XX(E) -O.SXX(EJ) 1 / 23 0.0 

CIPS=CTB*Z4/Z2 0.0 

CRC1 =CTB X R - ..-. __ _. --.. ___.. _ - - .---. -.. - .--. -_- .-.--.- .._. --_--._ .___ -.._-- ._____ ---------___-._- .---.. -_.---- . ..o,o . .._._ -_ __ 

CO&M = O&M OR CTB*Z5/22/ENYR 64.800 

COMMENTS 
360 DAYSIYR * 3 SHIFTS/DAY * 300 MANDAYS/SHIFT * $200/MANDAY 



ROCKWELL SPS CR-2 REFERENCE CONFIGURATION 
TABLE 1.4.6.2 HA INT. MATERIAL 

I 

INPUT PARAMETERS INPUT’COEFFICIENTS .. 

T= 1.000000 TF= 1 .oooooo 
M=’ 

_-. _-__ ----.--_-_____ _ ..-. .-_. ._ -.- ..__-__-__- _- ._._._. !mE!k- --AM2-...- . ..-- --.___-. 
1 .oooooo O&M= 13.13oooi) COEXP= 0.0 

CF= 1.000000 Zlk 1 .oooooo CI CER= 0.0 
PHI= 1.0000~0 Z?= 60,QOQc)OO CIEXP= Q,Q 

R= 0.0 z3= 4‘0.000000 
OF= 1 .oooooo z4= bO.000000 z5= 0.0 

CALCULATED VALUEs -..._ - -.-.----_ -.-sEr -.--- -.--- --.-- -.- 
SUM TI.I L.u.6 S, HlLL IONS 

CD=CDCER X (T X OFJXXtCDEXPj X CF ’ Q.0 
1 

CLRM=CICER X (MJXX(CIEXP1 X CF X TF 0.0 
#RM =T ,..M.. .._ -...-__ -- --.- --~- -- ---___--.- I 

I.000 

E =l.O t LOG{PI-jI! / LOt32,OJ . _.. l .QQO 

CTFU=(CLRM / EIXld#RM X Zl+.SlXX(E) -O.SXX(EJJ 0.0 
- . __--.-. ---.-._-- ______._ - ____._____ ~_--.----.-_--- -.-.- -_..- .--- -____ --.._ ___. -_- .__ -_---_-- 

CTB =((CLRM/EJXl(#RM X 23 + O.SJXX(EJ -0.5XXdEJ) J / 23 0.0 
_. 

CI PS=CTB*Z4/Z2 0.0 

CPc_! ,?CTB X R - _ -_.-.--_-__. --__.-..-.- ____ -- -..-__ _- ___.. - ______ - _----- ._-._. ---_------ -.-.-.n.,n. __---- -_- 

CO&M = O&M OR CTB*Z5/Z2/ENYR 13.130 
. .-. 

COMMENTS 



/. 
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1.5 MANAGEMENT AND INTEGRATION 

This element includes all efforts and material required for management 
and integration functions at the systems level and program level. It encom- 
passes the following functions: 

1. Program Administration 

2. Program Planning and Control 

3. Contracts Administration 

4. Engineering Management 

5. Manufacturing Management 

6. Support Management 

7. Quality Assurance Management 

8. Configuration Management 

9. Data Management 

10. Systems Engineering and Integration. 

This element sums all of the direct effort required to provide management 
control including planning, organizing, directing, and coordinating the project 
to ensure that overall project objectives are accomplished. These efforts 
overlay the functional work areas (e.g., engineering, manufacturing, etc.) and 
assure that they are properly integrated. This element also includes the 
efforts required in the coordination, gathering, and dissemination of manage- 
ment information. Also included are the engineering efforts related to the 
establishment and maintenance of a technical baseline for a system by genera- 
tion of system configuration parameters, criteria, and requirements. It in- 
cludes requirements analysis and integration, system definition, system test 
definition, interfaces, safety, reliability, and maintainability. It also 
includes those efforts required to monitor the system development and opera- 
tions to ensure that the design conforms to the baseline specifications. 

The management and integration function for DDT&E, TFPl :ICI, RCI and O&M 
are estimated at a cost equal to 5% of the corresponding total dollar estimates 
for WBS elements 1.1 through 1.4 within each area. Table 1.5 presents this 
tabulation. 
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RuiKWELL SPS CR-2 K~FEKENCE CO!kfIwk~llCN 
1AtsLfI 1.5 MANi&EMtluT ANU INTEGKATII~v 

.-. 
INPUT PAKAMET tKS INPUT CDtFFlCJEluTS 

- -.---,‘- - -... 1.---.- ; l ; ‘I’ F= l.ccc~1=oo CD&R= 0.0 -- 

CFE d:C 
UC M= 0.0 CDEXP= G.0 

z l= 1.000000 CI CER= 0.0 
YH I= l.GLliltiD5 zz= 60. oc C~OOCJ .._- -_.- __. ..-. .._ -._ -_.--._-_-.-. ---.__-. -- _- _.- -.---.-- -_--- -- ---^-.- _. -- LIEXP=.. !m,.-----.--. ‘, - h- c. 0 La= 6O.SOC303 

DF= 1.00Gb00 L4= h0.C0C000 25= 0.c: 
-..._._-_ .-_ .._ ._.. _-_-__ _.-.--_ .-_---~----- ___-.--- 

L;ALCULATED VALUCS 5% c ALL SUM TO 1 4,HILLIONS 

CD=CDCERX !I X DF!H(_gi)k)ip..) 5 CF --. -. - . . ..-_. .- ..__ ----~ .- _.. .- - .---~_-~-- ___.----- ..- I a!32 dtb3.~ ___- 

CLKM=~ICEG x IM)XX(LIEXP) x Cb x rF 0.0 
- _ _.. .- - - _- - -. ..--. ._----_----- 

#kM =T / M . 0.0 , 

5 l,Q + &lx! Pkj.~ I-.( .LLlc;( 2_.,c I __ _.-_- ._.. .- _ .-_-... ___~--__ ____ -.__ L-.-.-- -4&L_----.. .-- 

g C’IFU=(iLKM / E)X( (#id x 21+.5)Xx( t) -C.bXX( El 1 2151.918 
__.__..___.. . - _-__-._._ -_-_-_-_ --.-.__- 

c lb =((CLKM/~~)X((#HM X L.3 + 0.5)Xx(f) -3.SXXlf)) 1 / z3 0.0 
___ ._ ._- .-- _._ .-.-.-...- .-_-- ._._ -_-_ --.-._- _. .-..-_-_ -... .--.. ^ -._ -- 

C lP!i= Cl t;*:z4/22 600.673 

c RC 1 =CTH X K 18.815 ._- _ __-..-.._ ---.-..--..-_. .-----.- --..-- -- 

CilCM = UCM LIR CTa*L>/ZL/tib.Y!< 8.561 
. _ ..-.--_. I-.. . - .._. - _---- -____ ___._ -_ -.-.-_--... _._ - _.._.. - 

c UMMt I’iT S 
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1.6 MASS CONTINGENCY 

A cost contingency has been added to the SPS Program to provide for 
potential growth due to increased weight as a result of design/development 
activities that would affect the procurement of systems during any phase of 
the program. This allowance is costed as a 15% bottom line contingency to 
the DDT&E, TFU, ICI, RCI and O&M elements of the program. Table 1.6 reflects 
the total amounts in each of these areas based on the totals of items 1.1, 1.2, 
and 1.3. 
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RbCKWt-LL WS hi-2 REFt:KfNCE C~NFI~UKAIIUN 
TABLE 1.6 MAbS Clj1’4T IWiNCY 

1NPUT PAKAMtl tKS INPUT COEFFICIENTS 

..-. - _.._ _--_. -.I = Ci . C ‘I F= _ ._ . _ _. _-. ._ _-._-_---__-.-----_- 1.oc1cooo _ L!iJ~.~&~ L!d!-.-----.--~~ 
M= 0.0 UCM= 0.0 CDEX~= LO 

cl-= 0.C L i= 1.~OC300 CICEK= 0.0 I 
_. .w I= . . _ ._-. _- 

KS. 
1 . f?(l01:0(J _--._- _.__. _ _z: &=? _-_ __ -_____,_ ~0.cOGGo0 .---.Al~~.-------- o.o~--.-----..--- 
0.0 Z3= 60.GOOOOCI 

OF= A. CGOGOG 24= 60.000000 L5= 0.0 
- . __A__ ---.-._ ..__ - ______- ----I- 

CALCULATtD VALUtS SUM TO 1 StHILLIONS 

C~~CUC~.5 x !.?..i DFJXX.!C;DkXPL x CF -. --..- -..-.-.-..-- -..--... .- .-_--- -.--- .-- ___________ _ ____ 4 160 03 -.-_-._-.._- --.,.-- r. __._ __ 

CLKH=CICbR X iM)XX(CltXP) X Cl- X 1F 0.0 
---.-. . . .._ -_-_ --- - .- ____ 1__-- --- 

#RM =T / M 0.0 

5”: f 
%I 

_. ? ld.. ? LCW PHI ) / ..__ -_.- LUb( z&1 ______ _- _______ -- ___._.._.-..___..__. --__---_. .-__- .-.--.-...-- --_g,D..---_---..--..- 

cn! ClFU= (CLKM / ElX( (#KM X 21+.5)Xx( k) -0.5Xx(E) 1 5912.945 
- ----- --__--- .-- 

C TH =((CLKM/E)X((kKM h 23 + O.:,)XXIE) -0.5XX1E)) 1 / z3 0.0 
_-. .._--. _.. -__-... .._.. 

ClPS=CTY*Z4/ZZ 1263.413 

CKCI =CTb x t4 ----~--..-----.---~----_ --- -L, -- s&405 

t Cl&i M = iJ&M UK CTL*ZS/ZS/tbfK 13.927 

CUMMtNiS 
_ -.. _ - _- - .-- ._- _.. _. _-. ._._ -. .- . .._ --- ._____.._ ._ --------.--..--.---..1-.-- .._ _._._._ -- 

A 252 MASS CONT IhGtNCY 1s COSTED 
AS A iii% COST CUNIINGLNCY UN 1.1, 1.2, 1.3 
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